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230 Volts AC - 60Hz - 1 Ph - 20 Amp

Capacity
Overall Length Standard Model

Overall Length Extended Model

Deck Length Standard Model

Deck Length Extended Model

Overall Width 

Runway Width

Lowered Height

Raised Height

Maximum Service Wheelbase Standard Model

Maximum Service Wheelbase Extended Model

Lift Time

Power Requirements

Shipping Weight Standard Length

Shipping Weight Extended Length

14,000 lbs
248½”

284”

202”

243½”

131”

20”

10”

72”

184”

220”

2,685 lbs

2,895 lbs

6,350 kg
6286 mm

7379 mm

5156 mm

6096 mm

3327 mm

508 mm

254 mm

1676 mm

4673 mm

5588 mm

1218 kg

1313 kg

SPECIFICATIONS

Model 4T414CSS0x1, 4T414CXS0x1, 4T414CSA0x1 or 4T414CXA0x1 Closed Front Flat Deck Four Post

Manufacturer of Ammco, Coats and 
BADA Automobile Service Equipment,
Tools and Accessories.

2430 Lucknow Drive, Unit #9, 
Mississauga, Ontario L5S 1V3
Phone. (905) 672-9440
Fax. (905) 672-9450
www.ammcolifts.ca

87”
OVERALL HEIGHT

10'' LOWERED
72'' RAISED

131"
OVERALL

WIDTH
 42½” RAMP 

34”
BETWEEN DECKS

 19” DECK WIDTH 

112”
BETWEEN
TOWERS

 73" 

OVERALL LENGTH  248”
OVERALL  LENGTH EXTENDED 284”

DECK LENGTH  203"
DECK LENGTH EXTENDED 240” 

 

 55" SLIP PLATE  66" 

42" 
CUT OUT

FOR TURN
PLATE


	Ammco12k_4p
	Ammco12k_4p_back

