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PRODUCT PRODUCT
ACCESS 85 NEXT/2 - NOZZLE METER
AMALFI 180 NOZZLE - SELF 120
BATTERY KIT 70 NOZZLE A60-AB0- AT20 - A280 122
BATTERY KIT OIL 150 oclo 124 | 222 | 274
BIPUMP 94 0OCIO 2.0 126
BP 3000 90 OCIO DESK 128 | 224
CAMBIAOLIO 220 OCIO GSM 130 | 226
CARRY 96 PANTHER 56 - 72 - 90 78
COMMUNICATION KIT 50 PANTHER DC 92
COMMUNICATION KIT 2.0 52 pICO 74
CONNECTIONS 278 [ PISTOL-ONE 216
CONNECTORS 142 PIUSI DRUM EX50 10
COUPLING AND FITTINGS 138 PIUSI EX50 8
CUBE 56-70 30 PIUSI HAND PUMP 98 | 172 | 262
CUBE 70 MC 36 PIUSI HAND PUMP SIDE VERSION 264
CUBE 70-90 MC 2,0 38 PIUSI MA 170
CUBE 90 32 PIUSI MP 260
CUBE MC LITE 34 PIUSI P35 - P5.5 174
DELPHIN 256 [ PIUSI PITSTOP DC 68
DEPUROIL 158 PIUSI ST EX50 8
DRUM 64 PIUSI THREE25 244
DRUM KIT 66 PIUSIBOX 72
DRUM VISCOMAT 152 PIUSIBOX for AcBlue® 252
DUMBOX 234 PULSE-METERS 144 | 198
E80-E120 80 REMOTE DISPLAY 118 | 202
E300 86 l SB325 / SB325 METER 270
EASYOIL 214 “EFM 26
ELECTRONIC METERS 12 | 196 SELF SERVICEFM 2,0 28
FILTERS 144 | 236 SELF SERVICE K44 20
FILTROLL 76 SELF SERVICE MC 22
FITTINGS AND HOSES 280 [ SELF SERVICE MC 2,0 24
FLANGED CONNECTIONS 140 SELF SERVICE MC 2,0 for AdBlue® 242
FOOT VALVE 134 SELF SERVICE MC for AdBlue® 240
GARDA 168 SELFSERVICE DESK 46
GPV N 232 SELFSERVICE MANAGEMENT 2.0 48
GREASTER 212 ST 56
HAND PUMPS 100 ST 2¢ 82
HOSE AND SWIVEL 136 ST 200 DC 84
HOSE REEL for AdBlue® 282 B STBOX 52
HOSE REEL for DIESEL 132 ST WITH METER 58
HOSE REEL for OIL 176 ST WITH METER « FILTER 60
K200 186 [ SUZZARABLUE BOX 248
K24 - ATEX/IECEx 16 SUZZARABLUE DRUM 250
K24 A 106 SUZZARABLUE HAND PUMP 266
K24 AND TURBINOX 268 [ SUZZARABLUE NOZZLES 272
K33 - ATEX 14 SUZZARABLUE PORTABLE KIT 254
K33 - Kdd 102 SUZZARABLUE PUMPS 258
K40 204 SUZZARABLUE SIDE PRO/BASIC 246
K400 188 VACUBOX 218
K400 - NOZZLE METER 206 VISCO-FLOWMAT 164
K500 PRESET 210 VISCOMAT DC 166
K600 B/3 110 | 194 VISCOMAT GEAR 162
K600/3 108 | 192 VISCOMAT VANE 88 | 160
K700 104 VISCOTROLL AC 154
K900 116 | 200 VISCOTROLL DC 156
MC BOX 2,0 44 WINDSCREEN - DISPENSERS AND
MC BOX LITE 40 PUMDS 184
MC BOX SYSTEM 42 WINDSCREEN - NOZZLES AND 182
MCO 2,0 230 METERS
MCO SYSTEM 228
NEXT/2 190
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Since 1953, PIUSI has been putting Italian engineering prowess to the service
of its customers, with the necessary professionalism and integrity to build
stable, long-lasting relationships. Our mission is to provide simple, intelligent,

professional-quality solutions for the transfer, dispensing and measurement of

lubricants, fuels and liquids, with full considerationfor human and environmental

health.
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INCE 1953

EN. The company

PIUSI was established in 1953 in Suzzara, in
the province of Mantua (ltaly). They started
as a mechanical engineering workshop
serving the agricultural industry. The
company soon made a name for itself as

a manufacturer of strong and easy-to-use
products suitable for a range of “different
uses” (piU-usi).

The beating heart of PIUSI has always
been its workers and just as this hard and
generous land produced the company, so
PIUSI provides stability and wedlth to the
area known as the thriving economic centre
of ltaly, with a deep-rooted presence in
Suzzara. Research is constantly focused on
finding innovative solutions, the upshot of the
genius of Italian excellence. This has led PIUSI
to set up modern offices and a manufacturing
facility which includes an automated warehouse
on a covered surface area of 25,000 m 2
(270,000 SqgFt), part of a larger area covering
44,000 m 2 (473,000 SqFt). PIUS| boasts
an efficient and dynamic corporate structure
with 200 employees, an inhouse research

& development laboratory, and an extensive
sales and spare-parts network, further
strengthened in 2009 with the opening of a
company for the north and central American
market based in Florida - USA.

Today PIUSI spa is a major player in over
120 different countries, with a broad range
of intelligent, professional and easy-to-use
solutions for transferring and measuring
fuels, lubricants and liquids, able to satisfy
customer needs by carefully and competently
listening to the Voice of the Customer.

ES. La Empresa

PIUSI se funda en el afio 1953 en Suzzara
(provincia de Mantova), como taller mecdnico
para aplicaciones agricolas destaca por sus
productos resistentes y fdciles de usar, idéneos
para varios usos de ah{ sunombre en italiano PIU
- USI (varios usos).

Desde siempre el motor de PIUS/ son las personas
que trabajan en ella y al igual que esta tierra
dura y generosa ha dado sus origenes a la
empresa, PIUSI recompensa con estabilidad

y riqueza el territorio, mediante su presencia
consolidada en Suzzara, centro neurdlgico de la
economia italiana.

La investigacién constante para proporcionar
soluciones innovadoras, fruto del ingenio de

la excelencia italiana, ha desembocado para
PIUSI en la realizacidn de un drea productiva, un
almacén automatizado y oficinas modernas que
ocupan 25.000 m2 de un drea de 44.000 m2.
PIUSI posee una estructura empresarial, eficiente
y dindmica, compuesta por 200 empleados, un
laboratorio interno de investigacidn y desarrollo,
una red comercial y de recambios ramificada,
que se potencid en 2009 aun mds con la apertura
de una sociedad para el mercado americano del
norte y del centro, ubicada en Florida (Estados
Unidos).

Actualmente, PIUSI spa es una empresa afirmada,
presente en mds de 120 paises, con una amplia
gama de soluciones inteligentes, de calidad
profesional y fdciles de usar para el transvase

y la medicidn de carburantes, lubricantes y
liquidos, que satisfacen las exigencias del cliente
a través del seguimiento atento y competente del
mercado.

’
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RU. Komnanusa

PIUSI 6bina ocHoBaHa B 1953 . B ropoge

Cyuuapa npoBrHUmMM MaHTya. CHavana

370 6blNa MexaHUYecKan MacTepckas ans
CeNbCKOX03ANCTBEHHBIX HYXA. Cpasy C MOMeHTa
OCHOBaHUA NPOAYKLMA KOMNAHWN OTAnYanachb
BbICOKMM KaueCTBOM: HaIeXKHOCTbIO, MPOCTOTOM

B UCMOJb30BaHNN Y MHOTOGYHKLIVIOHaNIbHOCTbIO
(utan. PIU"-USI, uTo nerno B ocHoBy Ha3BaHuA
KOMMaHUn).

KomnaHus Piusi yepnaet 6oratcTBa 3T0i TBEpAON
1 NNOAOPOAHON 3eMAK, a B3aMeH Npeanaraet
CTabunbHOCTb 1 NpoLBeTaHne obnacty Cyuuapsl,
PacrnonoXxeHHO B SKOHOMUYECKOM LieHTpe Wtanuu.
Be3ycnosHo, 6btoweecs ceppLe komnaHum PIUSI
06pa3syloT ero paboTHUKYM, ABUXKMMbIE N060BbIO,
ropAoCTbio U PELUIMMOCTbIO NpeoaoneBaThb Nobble
BbI30BbI.

[Mpon3BoACTBEHHAA NOWaAb KOMNAHUN
coctasnseT 40 000 M2, Ha KOTOPbIX PAaCMONOXEHbI
aBTOMATN3VIPOBAHHBIN CKNaf, U COBPEMEHHbIE
oducol.

Kpowme Toro, komnanua PIUSI ropgutca
3OGEKTUBHON 1 JMHAMUYHOW CTPYKTYpPOIA

CBOEro nNpeanpuaATUaA, Ha KOTopom TpyauTca 200
pPaboTHUKOB 1 MVieeTcs cOBCTBeHHan nabopaTtopus
nccnefoBaHmnii 1 pa3paboTok, a ANA NOAAEPKKU
pasBeTeNeHHoV Toproson cetn B 2009 rogy
KomnaHusa oTkpsina dunuan so Gnopuge ans
poiHkoe CesepHon n LleHTpanbHO AMepurKu.
besycTanHbIv NONCK MIHHOBALMOHHbIX PeLUeHNI,
ONINLETBOPAIOLMX 3HAMEHUTBIN AYX UTANbAHCKNX
TEXHOMOIIA, NO3BOAUA KoMnaHum PIUSI
YTBEPAUTLCA Ha MeXAYHAaPOAHOM PbiHKe — ee
NPoAYyKUMA 10CTYNHa B 6onee Yyem 120 cTpaHax.
KomnaHusa npeziaraeT o6WMPHYO rammy
VHTENNEKTYarnbHbIX YCTPOWCTB, OTINYAIOLWNXCA
BbICOKMM KayeCcTBOM U NPOCTOTON NCMOMb30BaHNS,
[J1A IepeKayki i 3MEPEHUA TOMIMBA, CMa30UHbIX
MaTepunasnos 1 KUQKOCTEN.

Mpopaykuma Piusi cnocobHa ynoBneTsopuTb nobble
TpeboBaHsA 3aKa34MKOB, MOCKObKY PabOTHUKM
KOMMaHu1 Bce BpemMsa BHUMATENIbHO CefAT 3a
NoTPEBHOCTAMU PbIHKA.
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TEX / IECEXx

EN. Safety in explosive environments

As of Ist July 2003, the ATEX directive came
into force throughout the EEC. This directive
became an obligatory requirement for all
electrical and mechanical equipment intended
for use in dangerous areas.

Potentially explosive atmospheres exist where
there is a risk of explosion due to mixtures

of gas and air, steam and air, dust and air

or other flammable combinations typical of
petrol vapours.

If the electrical or mechanical material must
be used in areas where there is an explosive
atmosphere, it must be designed and built

so as not to create/ to eliminate sources of
ignition such as sparks, hot surfaces or static
electricity and all sources of combustion able
to ignite these mixtures.

Risk areas for environments where gas and
flammable vapours are present can range
from AREA O (constant risk of explosion) to
AREA 1 (risk of explosion probable) and AREA
2 (low risk and any risk of explosion persists
for a short time only)

ES. Seguridad de estructuras explosivas

Comenzando el 1 de julio de 2003 la directiva
ATEX se fortalecid en toda la EEC y se ha
convertido en un requisito obligatorio para los
equipos eléctricos y mecdnicos que se utilizan en
una zona peligrosa.

Las atmdsferas explosivas existen donde hay

un riesgo de explosidn por mezclas de gas-

aire, vapor-aire, polvo-aire y otras posibles
combinaciones inflamables que son tipicas de los
vapores de gasolina.

Un material eléctrico o mecdnico que se utilizard
en zonas con atmdsfera explosiva se ha de
disefiar y construir para no crear o eliminar

las fuentes de encendid. Chispas, superficies
calientes o electricidad estdtica son fuentes de
que encienden estas mezclas.

Las zonas de riesgo con la presencia de gases y
vapores inflamables se clasifican como ZONA o
(el riesgo de detonacidn es continuo), ZONA 1 (el
riesgo de detonacidn es probable), ZONA 2 (poco
riesgo o cualquier riesgo de detonacidn persiste
solo brevemente).
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RU. 3auura Bo B3pbiBOONaCHbIX cpegax

1 niona 2003 roaa Ha TeppUTOPUK BCErO
EBponeiickoro dkoHomunyeckoro CoobLyectsa
BCcTynuna B cuny [inpektnea ATEX, cTaBluas
o6s3aTenbHbIM TPeboBaHEM ANA BCEro
3NeKTPUYECKOro 1 MexaHU4Yeckoro 060pyaoBaHus,
npeaycMOTPEHHOrO ANA UCMOMb30BaHNA B ONACHbIX
30Hax. ATMocdepa ABNAETCA NOTEHLUUANbHO
B3PbIBOOMACHOW, €C/IN UMEEeTCA PUCK B3pblBa CMECH
rasa v Bo3gyxa, UCnapeHuii 1 Bo3gyxa, NopoLuKa

1 BO3[yXa Unv APYrux B3pbIBOOMACHbIX CMeceln,
Hanpumep, ucnapeHuii 6eHsnHa.

Ecnv aneKkTpuyeckre unm MexaHuyeckme
YCTPOICTBa TpebyeTca NCNob30BaThb B 30HaX CO
B3pPbIBOOMACHOM aTMOChepo, OHU AOMKHDI 6bITb
pazpaboTaHbl 11 M13rOTOBMIEHBI TaKNM 06pasoMm,
4TOObI He CO3/1aBaTb/YCTPAHNTb NCTOUHNKM
BO3ropaHus, Harpumep, UCKpbI, ropsaune
MOBEPXHOCTY TN CTAaTUYECKOE 3NIEKTPUYECTBO,
no6ble Apyrie NCTOYHMKIN BO3TOPaHUS, CNOCO6HbIe
MPYBECTY K BOCTI/IAMEHEHMIO YKa3aHHbIX CMeceii.

OracHble 30Hbl, B 3aBUCMMOCTY OT Hann4ns
BOCM/IaMEHAOLLVIXCA Fa30B WY UCNIAPEHUIA, MOTYT
6b1Tb kKnaccndrimposaHbl Kak 30HA 0 (puck B3pbiBa
npucyTcTByeT HernpepbiBHO), 30HA 1 (puck B3pbiBa
ABnAeTca BepoATHbIM) nnn 30HA 2 (ManoBepoATHbI
PVICK 1 B CITyYae, CM OMacHOCTb BOCMIAMEHEHNA
CYLeCTBYET, OHa MPOAJOMKAETCA TONbKO HebOoNbLLION
NPOMEXXYTOK BPEMEHN).

Atex r permanent
] nger potentiel
Danger minime
n2G
Our pumps complies with the following marking ATEX/IECEx
1l 2 G Ex d A T4 Gb
GROUP CATEGORY TYPE OF PERMANENT PROTECTION GAS TEMPERATURE EQUIPMENT
EXPLOSIVE PREFIX METHOD CLASS CLASS PROTECTION
ATMOSPHERE LEVEL

Il = Group Il comprises appliances intended for
use in other environments (other than mining) in
which explosive atmospheres are probable.

2 = High protection, Category 2 for AREA 1 GAS
and AREA 2 GAS

G = Gas

Ex = Explosion-proof equipment certified
according to the European ATEX directives

d = explosion-proof cases (EN 60079-1)

I1A = Electrical appliances for potentially
explosive environments other than mining.
(Propane, Butane etc.)

T4 = The temperature of the pump will not
exceed 135°C

Il = El grupo Il incluye los aparatos que se usan
en ambientes (no en minas) donde pueden
producirse atmdsferas explosivas.

2 = Proteccién elevada, Categoria 2 para ZONAS
1GAS y 2 GAS

G = Gas

Ex = Equipos a prueba de explosién certificadas
segun las directivas europeas ATEX

d = recipiente a prueba de explosién (EN 60079-1)
1A = Equipos eléctricos para atmdsferas
potencialmente explosivas que no sean minas.
(Propano, Butano etc.)

T4 = La temperatura de la superficie de la bomba
no sobrepasara los 135 °C

Il = B rpynny Il BkntoueHo obopynoBaHme,
npeAHasHavyeHHoe AnA NCNONb30BaHNA B NPOUNX
cpepax (He B WaxTax), B KOTOPbIX UMeeTcA
BEPOATHOCTb BO3HWKHOBEHVIA B3PbIBOONACHOW

aTMocdepbl

2 =TloBblWeHHanA CcTeneHb 3aLuTbl, KaTeropua 2 ana
30HbI 1 TA3 1 30HbI 2 TA3

G=Ta3

Ex = O6opyaoBaHue, ncnbiTaHne Ha
B3PbIBOYCTOMYMBOCTb KOTOPOTO NMOATBEPXKAEHA
cornacHo eBponenckum anpektneam ATEX

d = Kopnyc, NpoLueALWwnii UCnbiTaHne Ha
B3pbIBOycTOMUMBOCTL (EN 60079-1)

IIA = SnekTpoobopynoBaHme Ana NOTEHLUNANbHO
B3PbIBOOMACHbIX aTMOCdep, KpOMe LLaxT.
(MponaH, 6yTaH 1 Ap.) 6eH3nHOBbIE Napbl

T4 = TemnepaTypa NOBEPXHOCTW Hacoca He
npesbiwaeT 135°C
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EN.

Piusi ‘s experience in the world of flammable
liquids

Piusi renews his natural propension to find
solutions for the transfer of fluids, expanding
its range with new products to dispensing
flammable liquids.

Experience gained with pumps for transferring
diesel fuel, combined with the growing demands
of the market, have fostered the development of
this new range of pumps for gasoline, kerosene
and diesel, that satisfy the criteria of strict ATEX
directives concerning the use of materials in
potentially explosive atmospheres.

The Piusi products have successfully obtained
certification CES| and IECEx Certificate of
Conformity.
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ES.

La experiencia de Piusi en el mundo de los
liquidos inflamables

Piusi se mantiene fiel a la tendencia de buscar
soluciones para la transferencia de combustible,
ampliando su gama con productos para dispensar
liquidos inflamables.

La experiencia adquirida en el manejo de bombas
de transferencia de diésel, junto con la incesante
demanda del mercado, ha impulsado el desarrollo
de esta nueva linea de bombas de gasolina,
queroseno y diésel. La cual satisface los criterios
de las directivas ATEX sobre el uso de materiales
en atmdsferas potencialmente explosivas.

Los productos Piusi han obtenido la certificacién

CESI y IECEx Certificado de Conformidad.
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RU.

OnbiT KoMnaHum Piusi B o6nactun
BOCMNaMeHAIOLWMXCA XKugKocTei

KomnaHus Piusi, cneaya cBoeii ecTeCTBEHHOW
CKJIOHHOCTM K MHHOBALUAM, 3aHUMAETCA
pa3paboTKo pelueHnii ANA NepeKkaynBaHns
XKMAKOCTEl, MOMONHAA aCCOPTUMEHT Npeanaraemon
NPOAYKLMI HOBBIMU N3AENVAMUN 41 NoJaun
ropIoYNX XNAKOCTEN.

OnbIT, NOAYYeHHbIN Npun pa3paboTke HaCOCOB ANA
nepekayvBaHVA AN3eNbHOro TONMBA, a Takke
pacTywme noTpebHOCTY pPbIHKa, CNOCO6CTBOBANM
pa3paboTKe 3TON HOBOW IMHUM HAaCOCOB ANA
6eH31Ha, KepocKHa

1 IN3€eNbHOrO TOM/IMBA, KOTOPble COOTBETCTBYIOT
TpeboBaHnAM CTPOrmx AupekTns ATEX,
OTHOCALLMXCA K MCMONb30BaHUI0 060pyfoBaHUA B
MOTeHLMaNbHO B3PbIBOOMACHbIX aTMOChepax.

[poaykTel Piusi ycrewHo npownu ceptuemkaumo
CESI v ceptudukat cootsetcTBums IECEx.
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DIESEL

GASOLINE

KEROSENE
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DISPENSER
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IUSI ST EX50

EN. Non-commercial transfer stations for
flammable liquids (petrol, kerosene and diesel
fuel) with ATEX/IECEXx certified pump.

These transfer stations are ideal for
applications in which mobile or underground
tanks will be equipped with a dispenser

unit. They are easy to install, versatile and
compact.

- Sturdy and compact structure

- Cast-iron body

- High efficiency pump that can deliver up to
50 |/min (13 gpm), with reduced absorption to
ensure a long service life

- Anti-noise filter (electromagnetic
compatibility - EMC)

- Flanged components: pump, flow meter and
filters can be installed or replaced without
the use of sealant, making connection quick
and safe

- Integrated bypass valve

- Overload protection

- Mesh strainer on suction line

e lV[ey R VNN[€]=R WEIGHT AND PACKAGING

Weight
Code kg Ibs mm
F00377000 12 24,5 600x400x290

DISPENSERS

ES. Estaciones de trasiego de liquidos
inflamables (gasolina, queroseno y gaséleo)
para uso privado, con bomba certificada
ATEX/IECEXx.

Fdciles de instalar, versdtiles y compactas,
permiten afiadir un surtidor a tanques mdviles
o subterrdneos.

- Estructura fuerte y compacta

- Cuerpo de hierro fundido

- Motor de alta eficiencia para un suministro
de hasta 50 [/min, con baja absorcidn que
garantiza una larga vida util.

- Filtro supresor de interferencias
(compatibilidad electromagnética EMC)

- Componentes bridados: la bomba, el
cuentalitros y los filtros se pueden instalar
sin el uso de sellador. La conexidn es rdpida y
segura.

- Vdlvula de baipds incorporada

- Proteccidn térmica

- Filtro metdlico en la aspiracidn

K33 only

Nozzle

Packaging

inch pcs/box

23,6x15,7x11,4 1
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RU. CTaHUMn nepekayky BOCMIaMeHALWMNXCA
KnpkocTen (6eH3nHa, KepoCcuHa 1 AU3eNIbHOrO
TOMIMBA) ANA YaCTHOrO NOJIb30BaHMA C HACOCOM,
Ha KoTopblii nonyyeH ceptnoumkat ATEX/IECEX.

npOCTble B YCTaHOBKE, yH/BepCaJibHblE U
KOMMNAaKTHblE, OHU I'IO,qOVI,D,yT ANnAa KoMmnnekTauunm
nepenBuKHbIX UK 3aKOMaHHbIX pe3epByapos C
pacnpenennTenbHbiM y3710M.

- MpouHaa n KOMNaKTHaA KOHCTPYKLUSA;

- YyryHHbIn KOpNyc;

- BblcokoaddeKTMBHBIN ABUraTeNb, CMOCOGHDIN
nogasatb A0 50 NI/MVH, yMeHbLUeHHOe
SHepronoTpebneHne, rapaHTupyioLlee
ONUTENbHYI0 CIYX0Y;

- MpoTtusoLymoBon GUALTP (3neKTpoMarHUTHas
coBmecTtumoctb IMC);

- MnaHueBble JeTanun: HacoC, CYETUYNK TUTPOB

1 GUALTPLI MOXKHO YCTAHOBUTb N 3aMEHNTb
6e3 1Ccrosb30BaHNA repMeTrKa, No3BoNAn
BbINONHATL COEJUHEHNA BbICTPO U HAREXKHO;

- BcTpoeHHbIn 06BOgHON KnanaH;

- TennoBas 3aWwunTa;

- MeTannunuecknin GunbTp co CTOPOHBI
BCaCblBaHUA.

ToTAL
e

e -
MADE IN ITALY

Atex

Ex

CES 12.0016X

nze Pump only
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(up to 13 gpm)

EX50
40

0 01 02 03 04 05 06 bar

Pump only
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EQUIPMENTS

Our pump complies with the following marking ATEX/IECEx

Il 2 G Ex d A T4 Gb
GROUP CATEGORY TYPE OF PERMANENT PROTECTION GAS TEMPERATURE EQUIPMENT
EXPLOSIVE PREFIX METHOD CLASS CLASS PROTECTION
ATMOSPHERE LEVEL

FEATURES

S

Code F1815100A Code FO0613020 Code F18624000 Code F18156000
(4 mt 3/4")

¢
0
x

pi{e)plb[ey R VNN(€]=8 TECHNICAL DATA
Fluids Flow-rate Voltage Nozzle Meter Inlet Hose Filter

Code Description type I/min gpm ACV./Hz Power Amp. type type BSP length 4]

DC Volt Watt max.

without meter

F00377000 ST EX50 230V K33 ATEX + aut. nozzle PDEE 50 13 230/50-60 250

-

Aut. K33 17 4m 3/4” =

FLUID
- FILTERING ACCESSORIES MONITORING

(*) Upon request it is available with different voltages and 60 Hz frequency
The pump can be used only with the following fluids: - diesel - kerosene - petrol - petrol alcohol mixed max 15% - avgas 100/10O0LL (pump only) - jet A/A1 (pump only) - aspen 2/4

PIUSI ST EX50




DIESEL

GASOLINE

KEROSENE
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DISPENSERS
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IUSI DRUM EX50

EN. ATEX/IECEx-certified transfer set for
flammable liquids (petrol, kerosene and diesel

fuel).

Pump with nozzle holder, easy to install on the
barrel through the quick coupling 2 “.
Dispensing unit equipped with telescopic
suction tube for direct connection to the tank
allows easy and clean use of the dispenser.

- Sturdy and compact structure;

- Cast iron body;

- High efficiency pump that can deliver up to
50 I/ min, with reduced absorption to ensure
a long service life;

- Anti-noise filter (electromagnetic
compatibility EMC);

- Flanged components: pump, meter and
filters can be installed or replaced without the
use of sealant, making connection quick and
safe;

- Bypass valve built;

- Thermal protection;

- Non-return valve and pressure relief valve;

- Suction unit with integrated filter.

ES. Grupo certificado ATEX / IECEx para
transferencia de liquidos inflamables (diésel,
queroseno y gaséleo).

Bomba con porta pistola, fécil de instalar
sobre un barril por medio de la conexidn
principal de 2".

La unidad equipada con tubo telescdpico
de aspiracién para la conexién directa al
tanque permite el uso limpio y sencillo del
dispensador.

- Estructura fuerte y compacta;

- Cuerpo de hierro fundido

- Bomba de alto rendimiento que puede
suministrar hasta 50 [ / min, con absorcidn
reducida para asegurar larga vida

- Filtro anti-ruido (compatibilidad
electromagnética EMC)

- Componentes de reborde: bomba, medidor y
filtro se pueden instalar o reemplazar sin el uso
de sellador. Esto permite una conexidn rdpida
y segura

- Vidlvula de bypass incorporada

- Proteccidn térmica

- Vdlvula de retencidn y vdlvula de descarga
de sobrepresidn

- Unidad de succién con filtro integrado

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. Ha y3en nepekayku BocniameHaoLWmMxca
XugkocTei (6eH3MHa, KepocriHa 1 An3esibHOro
Tonnuea) nonyyeH ceptudurat ATEX/IECEx.

Hacoc, ocHalleHHbI gepxaTenem NucToneTa,
MO>HO 3aMpPOCTO YCTaHOBUTb Ha 6OUKY C
NOMOLLbI0 BbICTPOro KOHHEKTOpa 2", Y3en ocHalleH
Teneckonuuyeckom BcacbiBatoLen Tpybor ana
HenocpeACcTBEHHOIo COeJMHEHUA C pe3epByapom,
YTO ynpoLaeT NCNoNb3oBaHMe pacnpeennTens n
no3BonseT n3bexarb 3arpA3HeHNs.

- MpoyHana 1 KOMNaKTHaA KOHCTPYKLUNA;

- YyryHHbIN Kopnyc;

- Bbicokoa¢pdeKTMBHDBIN ABUraTenNb, CMOCOBHbIN
nogasaTb [0 50 I/MVH, yMeHbLUEHHOe
3HepronoTpebeHe, rapaHTpYyioLLee ANUTENbHYIO
cnyxoy;

- MpoTrBeoLlyMoBOi GUALTP (3NEeKTPoOMarHuTHas
coemectumocTs IMQ);

- OnaHueBble feTann: Hacoc, CHETYUK INTPOB U
bGUNBTPBI MOXKHO YCTAaHOBMUTb UM 3aMeHUTb 6e3
/CMOSIb30BaHVA repMeTrKa, NO3BONAA BbIMONHATD
coeaviHeHVs ObICTPO U HAZEXHO;

- BctpoeHHbin 06BOAHON Knanax;

- TennoBas 3awWura;

- ObpaTHbI KnanaH 1 pasrpy304HbIi KnanaH ans
3aLUNTbl OT N36LITOYHOTO AABNEHUR;

- BcTpoeHHbI BCcacbiBaoWniA y3en ocHalleH

Our pumps complies with the following marking ATEX/IECEx

1l 2 G Ex d
GROUP CATEGORY TYPE OF PERMANENT PROTECTION
EXPLOSIVE PREFIX METHOD
ATMOSPHERE
K33 only

elplVeg RN N[E]=R WEIGHT AND PACKAGING

Weight Packaging
Code kg lbs mm inch pes/box
without meter
F00372000 10 22 BO0X400x290  23,6x13,7x11,4 1
F00372010 10 22 B00X400x290  23,6x13,7x11,4 1
F00372030 10 22 600X400x290  23,6x13,7x11,4 1
F00372040 10 22 600X400x290  23,6x13,7x11,4 1
FO037400A 10 22 BOOX400x290  23,6x13,7x11,4 1
F0037401A 10 22 B600X400x290  23,6x13,7x11,4 1
with meter
FO037500A 12 265  B00x400x290  23,6x15,7x11,4 1
F0037501A 12 265  600x400x290  23,6x15,7x11,4 1
F0037502A 12 265  600x400x290  23,6x15,7x11,4 1
FO037503A 12 265  600x400x290  23,6x15,7x11,4 1
F0037600B 12 265 600x400x290  23,6x15,7x11,4 1
F0037601B 12 265 B600x400x290  23,6x15,7x11,4 1

DISPENSERS

dunbTpom.
A T4 Gb
GAS TEMPERATURE EQUIPMENT
CLASS CLASS PROTECTION
LEVEL
g —
g

Ex

CES 12.0016X

1n2
¢ Pump only
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up to 1. -. o e PI“s‘
50|/min . : ' L

(up to 13 gpm)

Manual nozzle Automatic nozzle

WATER
CAPTOR
e

€& ME]

Pump only

€& EE

Pump only

FEATURES

Water captor l a Telescopic pipe

K ‘UlTER ~:®: Q — 3
Eug| 4 < ¢ y
= | & ® Q*

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

H,0 =
3
Code F1815100A Code OO065003A Code FO0613020 | g
4 mt 3/4” =
ON REQUEST . = )
o 4z
— e 3 S¢
Cable gland ﬂ d ower. J! ed, 3 s
25
G
]
% W ’%” c us
® ¥ e
N MOTOR Code FO8934020
Code F18624000 Code F18156000 Code F18626000
12V AWG 12 cable (4 mt)
+cable gland
R2{e]pJV[eg VNN [e]=) TECHNICAL DATA
Fluids Flow-rate Voltage Nozzle Meter Inlet Hose Filter

Code Description type [/min gpm ACV./Hz Power Amp. type type BSP length (4]

DC Volt Watt max.

without meter

FLUID
- FILTERING ACCESSORIES MONITORING

F00372000 DRUM EX50 12V DC ATEX + man. nozzle PE@ 50 13 12 250 21 Man. . i 4m  3/47  yes
F00372010 DRUM EX50 12V DC ATEX + aut. nozzle PE@E 50 13 12 250 21 Aut - 1 4m  3/4  yes
F00372030 DRUM EX50 12V DC ATEX + man. nozzle + cable  ®@M@ 50 13 12 250 21 Man. . i 4m 34 yes
F00372040 DRUM EX50 12V DC ATEX + aut. nozzle + cable  ®@M@ 50 13 12 250 21 Aut - 1 4m  3/4  yes
FO037400A DRUM EX50 230V ATEX + man. nozzle ®DEM@ 50 13  230/50-60 250 1 Man. - " 4m  3/4”  yes
F0037401A DRUM EX50 230V ATEX + aut. nozzle DEBE@E 50 13 2305060 250 1 Aut. - 1 4m  3/4”  yes
with meter

F0037500A DRUM EX50 12V DC K33 ATEX + man. nozzle  B@@ 50 13 12 250 21 Man. K33 " 4m  3/47  yes
F0037501A DRUM EX50 12V DC K33 ATEX + aut. nozzle ~ ®E@M@ 50 13 12 250 21 Aut. K33 t 4m 3/4  yes
F0037502A DRUM EX50 12V DC K33 ATEX+mannozze+cable @M@ 50 13 12 250 21 Man. K33 i 4m  3/4”  yes
F0037503A DRUM EX50 12V DC K33 ATEX+autnozze+cabe RE@M@ 50 13 12 250 21 Aut. K33 1 4m 34 yes
F0037600B DRUM EX50 230V + K33 ATEX + man. nozzle  B@M@ 50 13  230/50-60 250 1 Man. K33 " 4m  3/4”  yes
F0037601B DRUM EX50 230V + K33 ATEX + aut. nozzle*  [@M@ 50 13  230/50-60 250 1 Aut. K33 1 4m  3/4”  yes

(*) Upon request it is available with different voltages and 60 Hz frequency
The pump can be used only with the following fluids: - diesel - kerosene - petrol - petrol alcohol mixed max 15% - avgas 100/TO0LL (pump only) - jet A/A1 (pump only) - aspen 2/4

PIUSI DRUM EX50




DIESEL

GASOLINE

KEROSENE
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PUMPS
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IUSI EX50

EN.

PIUSI EX50 satisfies the strict ATEX / IECEx
directive concerning the use of materials in
potentially explosive atmospheres.

- Sturdy and compact structure;

- Cast iron body;

- High efficiency pump that can deliver up to
50 I/ min, with reduced absorption to ensure
a long service life;

- Anti-noise filter (electromagnetic
compatibility EMC);

- Flanged components: pump, meter and
filters can be installed or replaced without the
use of sealant, making connection quick and
safe;

- Bypass valve built;

- Thermal protection;

- Non-return valve and pressure relief valve;

- Suction unit with integrated filter.

Atex

N2

DIMENSIONS

ES.

PIUSI EX50 cumple con las directivas estrictas
de ATEX / IECEx sobre el uso de los materiales
en atmdsferas potencialmente explosivas.

- Estructura fuerte y compacta

- Cuerpo de hierro fundido

- Bomba de alto rendimiento que puede
suministrar hasta 50 [ / min, con absorcidn
reducida para asegurar larga vida

- Filtro anti-ruido (compatibilidad
electromagnética EMC);

- Componentes con bridas: bomba, medidor
y filtros se pueden instalar o reemplazar sin
el uso de sellador, permitiendo una conexién
répida y segura

- Vélvula de bypass incorporada

- Proteccidn térmica

- Vdlvula de retencidn y vdlvula de descarga
de sobrepresién

- Unidad de succidn con filtro integrado

CES 12.0016X §

eplV[ey SRVANE=) WEIGHT AND PACKAGING

Weight Packaging
Code
kg Ibs mm
F00371000 6,9 15,2 345x175x225
F00372020 7.9 17,4 345x175x225
F0037300A 6,9 15,2 345x175x225

F0037402A

345x175x225

N. Boxes/
Europallet
X -
1 60 84
1 60 84
1 60 84

60

84

Tel: (+974) 443 54 298
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RU.

PIUSI EX50 cooTBeTCcTBYeT TPe6OBaHUAM

cTporux aupektns ATEX/IECEX, oTHOCALWMXCA K
MCMONb30BaHMIO 060PYAOBaHNA B MOTEHLMANIBHO
B3PbIBOOMACHbIX aTMOCHeEpaX.

- MpouHaa n KOMNaKTHaA KOHCTPYKLWSA;

- YyryHHbIn KOpnyc;

- Bblcok0addeKTMBHBIN ABUraTENb, CMOCOGHDIN
nogasatb A0 50 NI/MVH, yMeHbLUeHHOe
SHepronoTpebneHne, rapaHTupyloLlee
LNUTENbHYI0 CIYX0Y;

- MpoTuBoLyMOBOW GUNLTP (3NEKTpOMarHuTHas
coBmecTumocTb SMC);

- OnaHueBble feTanu: Hacoc, CHETUYNK TUTPOB

1 GUABTPbI MOXKHO YCTaHOBUTb WM 3aMEHNUTD
6e3 1Crosib30BaHUA repMeTrKa, MO3BOSIAA
BbIMOSIHATL COEJUHEHUA BbICTPO U HAAEXKHO;

- BcTpoeHHbIn 06BOgHON KnanaH;

- TennoBas 3awunTa.

REGISTERED
DESIGN
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up to

5 O I/min

(up to 13 gpm)
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®

EX50
40

0 01 02 03 04 05 06 bar

L= m (20 Ft)
i

Max asp. height

@ - EX50 KIT Suction hose -2m (7 FY)
== (sl 31 min w/o non return valve
- Integrated Chegk valve -4 m (14 Ft)
and Pressure Relief valve 1Y P N B T
@ EX50 PUMP - nozzle holder switch
==e - drum 2" connector 77 TANK N\
Our pump complies with the following marking ATEX/IECEx
] 2 G Ex d 1A T4 Gb
GROUP CATEGORY TYPE OF PERMANENT PROTECTION GAS TEMPERATURE EQUIPMENT
EXPLOSIVE PREFIX METHOD CLASS CLASS PROTECTION
ATMOSPHERE LEVEL
FEATURES B
On/off switch - B
£ 1
e )L cA\YL/us
b’f‘ LISTED
MOTOR
pi(e]plb[e SPYNN(€]= TECHNICAL DATA
Fluids Flow-rate Voltage Duty cycle rpm Inlet
on/off
Code Description
type |/min gpm ACV./Hz  Power Amp. min. BSP
DC Volt Watt  max.
F00371000 EX50 12V DC ATEX RNER 50 13 12 250 21 30/60 2700 17
F00372020 Kit Drum EX50 12V DC ATEX [DIGIK] 50 13 12 250 21 30/60 2700 17
F0037300A EX50 230V AC ATEX DJGIK] 50 13 230/50-60 250 1 30/60 2700 17
F0037402A Kit Drum EX50 230V AC ATEX * [DJGIK] 50 13 230/50-60 250 1 30/60 2700 17

(*) Upon request it is available with different voltages and 60 Hz frequency

The pump can be used only with the following fluids: - diesel - kerosene - petrol - petrol alcohol mixed max 15% - avgas 100/1O0LL (pump only) - jet A/A1 (pump only) - aspen 2/4

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

-
<
@]
it
a
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EQUIPMENTS

FLUID
- FILTERING ACCESSORIES MONITORING




DIESEL

GASOLINE

KEROSENE
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MECHANICAL METERS
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33 - ATEX

EN. New mechanical meter for accurate
measuring of the quantity dispensed within
private applications (gasoline, kerosene,
diesel), meets the ATEX requirements, related
to the use of materials in potentially explosive
atmospheres.

It is reliable, economical, easy to install and
can be calibrated on-site.

Furthermore, it can perform well under
gravity thanks to the low flow resistance.
The K33 ATEX meter can be installed in both
rigid and flexible pipes or directly on pumps
and tanks.

The equipment is classified as follows:

Group I, category 2 G c IIB T=85°C (T6),

so the flow meter is suitable for working in
areas classified as 1and 2 in accordance with

directive 99/92/CE.

PERFORMANCE

- 3-digit partial indicator (mox. 999 litres),
total 6 digits.

- Flow rates 20 - 120 |/min

- Accuracy +/- 1%

- Repeatability +/- 0.3%

- Operating pressure 3.5 bar

- Bursting pressure 28 bar

DIMENSIONS

mm

104
16

{elplv[ey RVNN(€l=R WEIGHT AND PACKAGING

Weight Packaging
Code
kg Ibs mm
F0057000A 0,6 1,3 180x180x170
F0057001A 0,6 1,3 180x180x170
F0057002A 0,6 1,3 180x180x170
F0057003A 0,6 1,3 180x180x170

ES. Nuevo medidor mecdnico para para la
medida precisa de la cantidad suministrada
(gasolina, queroseno, diésel), cumple con los
requisitos de ATEX / IECEx, relacionados
con el uso de materiales en atmdsferas
potencialmente explosivas.

Es seguro, econdmico, fdcil de instalar y
calibrare al momento de instalacidn. Ademds,
funciona correctamente contra la gravedad
gracias a la baja resistencia al flujo.

El medidor K33 ATEX se puede instalar

en ambas tuberias rigidas y flexibles, o
directamente a las bombas o el tanque.

El equipo se clasifica de la siguiente forma:
Grupo II, categoria 2 G ¢ IIB T =85 °C (T6);
por consiguiente, el medidor es ideal para
funcionar en zonas clasificadas “1"y “2”, segtn
contempla el cédigo 99/92/CE.

- Indicador parcial de 3 cifras (mdx. 999 litros),
total 6 cifras.

- Caudal de 20 - 120 |/min.

- Precisidn +/- 1%.

- Repetitividad +/- 0,3%.

- Presién de funcionamiento 3,5 bar.

- Presidn de rotura 28 bar.

Atex

N. Boxes/
Europallet

X -

box

1 192 240
1 192 240
1 192 240
1 192 240

METERS

Tel: (+974) 443 54 298
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RU. HoBbIl MeXaHUYECKUI CHETUUK TUTPOB ANA
VHAUBMAYaNbHOIo NOsIb30BaHUA, NO3BONALWNIA
MN3MepUTb KONMYeCTBO NojaBaemMoro

MaTepuana (6eH31Ha, KepoCuHa, AN3eNIbHOro
TOMNIMBA), COOTBETCTBYET TpeboBaHusaMm ATEX,
OTHOCALMMCA K MCMONb30BaHNI0 060pynoBaHNA
B NMOTEHLMaNbHO B3PbIBOONACHBIX aTMOCdepax.

HapeXXHbIl1, SKOHOMWYHBII, MPOCTas yCTaHOBKa U
KannbpoBKa Ha MecTe YCTaHOBKMN.

Kpome Toro, 6naropaps HU3Komy
COMPOTUBNEHNIO MOTOKY, Er0 MOXKHO
MCMonb30BaTb NPU Nofayn CaMmOTEKOM.
Cyetumk nuTpos K33 ATEX MOXKHO yCTaHOBUTb
Kak Ha XecTKue, Tak 1 Ha rmbkme Tpy6bl, 1nm
HernocpeCTBEHHO Ha HAaCOChl U pe3epByapbl.
Knaccndurkauima malimHbl:

[pynna ll, kateropua 2 G c lIB T=85°C (T6),
TakyM 06pa3oMm, CHETUUK IUTPOB MOXHO
1CroNib30BaTh B 30HaX Knacca”1”n“2” cornacHo
knaccndukauyy Qupektnebl 99/92/EC.

- /IHgnKaTop 4acTMYHOrO KoMyecTsa Ha 3
undpbl (Makc. 999 nUTPoB), obLLero KonnyecTsa
Ha 6 undp.

- Pacxop 20 - 120 n/MnH

- TouHOCTb N3mepeHna +/- 1%

- [loeTopsiemocTb +/- 0,3%

- Pabouee naeneHme 3,5 6ap

- [laBneHvie pazpbiBa 28 6ap
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(up to 32 gpm)
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Our product complies with the following marking ATEX

] 2 G c 1B T6
(%]
=
GROUP CATEGORY TYPE OF PROTECTION GAS TEMPERATURE =g
EXPLOSIVE METHOD CLASS CLASS [oP3
ATMOSPHERE 85
e
(W)

FEATURES

Nutating disk
system

Flow direction

Z2{e]plVieSRVNN[€]= TECHNICAL DATA

Fluids Flow-rate Pressure Inlet
Code Description Flow Outlet

type direction |/min gpm bar psi utle
F0057000A K33-ATEX Ver. A DER - 20-120 5-32 3,5 50 1" BSP
F0057001A K33-ATEX Ver. B DER + 20-120 5-32 3,5 50 1" BSP
F0057002A K33-ATEX Ver. C IDIGIK] + 20-120 5-32 3,5 50 1” BSP
F0057003A K33-ATEX Ver. D RER > 20 - 120 5-32 35 50 1" BSP

FLUID
- FILTERING ACCESSORIES MONITORING

Fluids permitted: - diesel - kerosene - petrol - petrol alcohol mixed max 20% - avgas 100/100LL - jet A/Al - aspen 2/4
UL classified version available

K33 - ATEX




DIESEL

GASOLINE

KEROSENE
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K24 - ATEX / IECEx

EN. New meter for accurate measuring

of the quantity dispensed within private
applications (gasoline, kerosene, diesel),
meets the ATEX/IECEx requirements, related
to the use of materials in potentially explosive
atmospheres.

Digital flow meters for low-viscosity fluids.
Easy to install in line or at the end of @
delivery pipe, equipped with a screen that
can be adjusted to various positions for easy
reading. The ideal instrument for controlling
fluid dispensing. Sturdy casing and a sealed
electronic card make it suitable for use in
practically all conditions.

Aluminum body.

Impulse-type signals:

single channel, reed switch.

Electronic card with LCD display: 5-digit
partial from O.1to 99999, 6-digit total from |
to 999999

Resettable total available.

Flow rate indication.

Repeatability 0.3 %. Loss of pressure < 0.03
bar at 120 |/min.

Can be calibrated.

PERFORMANCE

- Flow rates 7 - 120 I/min
-Accuracy +/- 1%

- Repeatability 0.3 %

- Max. operating pressure 20 bar

- Bursting pressure 100 bar
-1/o1

DIMENSIONS

1125

ES. Nuevo medidor para la medida precisa de
la cantidad suministrada (gasolina, queroseno,
diésel), cumple con los requisitos de ATEX/
|ECEX, relacionados con el uso de materiales
en atmdsferas potencialmente explosivas.
Medidor digital de turbina, para fluidos de
baja viscosidad. Este medidor es fécil de
instalar en linea o al extremo del tubo de
salida. Estd equipado con un monitor ajustable
para facilitar su lectura. Es el instrumento ideal
para manejar el suministro de liquidos. Una
estructura robusta y una tarjeta electrdnica
sellada permiten que este medidor sea apto
para prdcticamente cualquier condicidn.

Estructura en aluminio.

Tipo de seAal por impulso: Mono canal,
interruptor de ldminas.

Tarjeta electrdnica con monitor LCD:
Parcial de 5 cifras de 0,1 a 99999, Total 6 cifras
de 1a 999999

Disponible con total ajustable.
Indicacidn del caudal.

Repetitividad 0,3 %.

Pérdida de carga < 0,03 bar a 120 l/min.
Puede ser calibrado.

- Caudal de 7-120 l/min

- Precisién +/- 1%

- Repetitividad 0,3 %

- Presidn mdxima 20 bares

- Presién de rotura 100 bares

-1/01”

Atex

126G

e)plV[ey SRYANE=) WEIGHT AND PACKAGING

Weight Packaging
Code kg lbs mm inch pes/box
K24 A ATEX/IECEx
F00408X00 0,5 1,1 115x160x135 4,5x6,3x5,3 1
F00408X10 0,5 1,1 115x160x135 4,5x6,3x5,3 1
F00408U1A 0,5 1,1 Blister Blister 1
F00408UOA 0,5 1,1 Blister Blister 1
K24 A ATEX/IECEx PULSER
F00408Y00 0,5 11 115x160x135 4,5x6,3x5,3 1
F00408Y10 0,5 11 115x160x135 4,5x6,3x5,3 1

METERS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. nonb3oBaHuA, No3BonaoLWwnii UsmepuTb
KOJIMYECTBO NoJaBaeMoro matepuana (6eHsmHa,
KepPOCUHa, AN3eNbHOro TOM/MBA), COOTBETCTBYET
TpebosaHuam ATEX/IECEX, oTHocAWwmMMCA K
MCnonb3oBaHUio 060py0BaHMA B NOTEHLMANIbHO
B3PbIBOOMACHbIX aTMOCdepax.

LincdpoBoit Typ6UHHBIN CHETUMK NUTPOB ANA
>KMAKOCTEN C HU3KOM BA3KOCTbIO. [IpocTasn
YCTaHOBKa, B JIHWIO U Ha HarHeTaTenbHyio Tpyoy,
OcHalleHa ancnneem, pacnonoxeHne KoToporo
MOXHO perynvmpoBaTb Afis

YNPOLLEHWA CYUTBIBAHNA. DTO nAeanbHbIii Nprbop
[ANA ynpaeneHnA NoAaBaeMon X1AKOCTbIo. [PpoyHbIN
KOPMYyC 1 repMeTUYHO 3aKpblTas SNeKTPOHHasA
nnaTa No3BONAIOT KCMOMNb30BaTb €ro NPaKTNUYeCKn B
N0BbIX YCIOBUAX.

ANOMVHUEBDIN KOPMYC.

TUn VMMYNbCHOrO CUrHana: OAHOKaHasbHbIN,
repKOHOBbIV MepeknoYaTenb. INeKTPOHHasA niata ¢
KK-gncnneem:

YactruHoe konmuecTBo Ha 5 undp ot 0,1 go 99999,
oblLee KonMyecTso

Ha 6 undp ot 1 fo 999999

Bo3MOHO 06HYyeHne obLLero KonnyecTsa.
VHAVKaLysa ckopocTn NoToka.

[TosTOopsAemocTb +/- 0,3% MoTtepa Hanopa

< 0,03 6ap npu 120 N/MWH.

Bo3moXkHa KanvbpoBKa.

- Pacxop 7 - 120 n/muH

- TouHOCTb M3MepeHna +/- 1%

- NosTopAemocTb 0,3%

- MakcumanbHoe pabouee gaBneHue 20 6ap
- [laBnexne paspbiea 100 6ap

- Bxop/Bbixoa 1"

Ex

CES 13.0021X

pATENTED

Recisterep
DESIGN
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up to

120....

(up to 32 gpm)

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

Rotable display Bidirectional
] 2 G Ex ia 11B T4 Gb
GROUP CATEGORY TYPE OF PERMANENT PROTECTION GAS TEMPERATURE EQUIPMENT &
EXPLOSIVE PREFIX METHOD CLASS CLASS PROTECTION ZII E
ATMOSPHERE LEVEL P
wa
as
°2
FEATURES ON REQUEST
Turbine 0)
pulse meter z
s
Si B
Q}}S & Tz
©)
c us =
o]
92 pulse/I o
O
%)
%)
L
O
@)
(o))l R VNN(€]=8 TECHNICAL DATA il
Fluids Flow-rate Pressure Special  Flange Inlet - Outlet
Battery
Code Description included g
type 1/min gpm bar psi No. 1 o
3v lithium L
5
K24 A ATEX/IECEx o
F00408X00 K24 A M/F 1" BSP ATEX/IECEx MEE@ 7-120 2-32 20 300 YES NO M 1" BSP - F 1" BSP
F00408X10 K24 A M/F 17 NPT ATEX/IECEX DEE 7-120 2-32 20 300 YES NO M 1" NPT - F 1" NPT
FO0408U1A K24 UL M/F 1" BSP - UL Classified mMEE@E 7-120 2-32 20 300 YES NO M 1" BSP - F 1" BSP
FO00408UOA K24 UL M/F 1" NPT - UL Classified DEE 7-120 2-32 20 300 YES NO M 1" NPT - F 1" NPT
K24 A ATEX/IECEx PULSER
F00408Y00 K24 A PULSER M/F 1" BSP ATEX/IECEXx (92 pulse/l) PDEER 7-120 2-32 20 300 NO NO M 1”BSP - F 1” BSP
F00408Y10 K24 A PULSER M/F 1" NPT ATEX/IECEX (92 pulse/I) DEE 7-120 2-32 20 300 NO NO M 1" NPT - F 1" NPT

Fluids permitted: - diesel - kerosene - petrol - petrol alcohol mixed max 20% - avgas 100/100LL - jet A/Al - aspen 2/4
UL classified version available

K24 - ATEX/IECEx
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FUEL TRANSFER

NOZZLE
NOZZLE METERS METERS PUMPS DISPENSERS
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EQUIPMENTS

N e METERS 102 144 FILTERING é g
\& “ NOZZLE 120

FLUID
- FILTERING ACCESSORIES MONITORING



BIODIESEL

DIESEL
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DISPENSERS
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ELF SERVICE K44

EN. Complete range of fuel dispensers

for non commercial use. Sturdy structure
fitted with front door for easy maintenance
operations. High capacity vane pump. Inbuilt
bypass.

Automatic nozzle with swivel connection.
Inbuilt water absorption filter (or on request
according to model) to ensure that dispensed
product is free of impurities.

Nutating-disk displacement flow meter with
mechanical readout system.

PERFORMANCE

- Flow rate up to 90 I/min

- Accuracy: +/-1%

- Continuous AC operation.
- Noise level below 75 dB

- IP55 protection

DIMENSIONS

COLUMN ss5, ] 0 TANK
VERSION  F1E—
(@}

N~

3
Hose:
-length 4 m
@34 .

" 280 » “ 360 »

eplV[e i VNN[€]=8 WEIGHT AND PACKAGING

VERSION

ES. Una linea de dispensadores de
combustible con estructura fuerte y puerta
principal para facilitar las operaciones de
mantenimiento. Bomba de paletas para caudal
de alta capacidad. Bypass incorporado.

Pistola automdtica con racor giratorio.

Filtro de absorcién de agua incorporado

(o a peticidn, segin los modelos) capaz de
garantizar un producto suministrado libre de
impurezas.

Medidor mecdnico de disco oscilante con
lectura mecdnica.

- Caudal de hasta 90 I/min

- Precisién: +/- 1%

- Funcionamiento CA contintia
- Nivel de ruido inferior a 75 dB
- Proteccidn IP55

Weight Packaging N. Boxes/

Code Europallet

kg lbs mm Fl))?x/ X <=
Column versions
F0073701B 67 148  1478x488x400 1 6"
F0074001B 75 165 1478x488x400 1 6*
F0074002A 75 165 1478x488x400 1 6* 4
Tank versions
F00737B0B 57 126 1080x488x400 1 6* 4
F00740B0B 65 143 1080x488x400 1 6* 4
F00737B2B 57 126 1080x488x400 1 6* 4

* Pallet XL

DISPENSERS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. MNMonHbIn accopTUMEHT pacnpeaenvtenen
TOMNMBA ANA MHAUBWAYaNbHOIO NCMOMb30BaHUA.
MpoyHan KOHCTPYKLMSA, OCHaLLeHHas nepeaHUM
OKOLUKOM AJ11 yNPOLLEHNA TEXOOCYKMBaHNA.
KpbinbyaTblii HACOC NOBbILIEHHOW
NPOn3BOANTENBHOCTU. BCTpoeHHbIn 06BoA.

ABTOMATNYECKUIA NUCTONET C MOBOPOTHBIM
coefvHeHneM. BcTpoeHHbIN abcopbupytowmin
BOAHbBIN GUALTP (UK NO 3aKasy, B 3aBUCUMOCTM
OT MOfieNu), rapaHTMpYOLLMI Nofavy NpoayKTa
6e3 npumecei.

OcHalyeHbl 06bEMHbBIMM CYETYMKAMMN NINTPOB
C KONEGNIOLMMCA ANCKOM U MEXaHUYECKO
VHANKaUNEN.

- Pacxopa no 90 n/MuH
- [orpewHocts n3mepenmsa: +/- 1 %
- HenpepbiBHoe GyHKLUMOHNPOBaHME OT

3neKTpoceTn
- YpoBseHb Lwyma Huxe 75 b
- 3awwra IP55
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[ Flow-rate

up to

90,

®

(up to 24 gpm)

D) mm

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS
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Column version Tank version

EQUIPMENTS

| FEATURES | |

relplV[e RVNN(€]=R TECHNICAL DATA

FLUID
- FILTERING ACCESSORIES MONITORING

Fluids  Flow-rate Voltage Pump Meter Nozzle Filter Inlet PC

Code Description type  I/min  gpm ACV./Hz Power Amp. mod. mod. type H,O  Filtering BSP  connec-
DC Volt Watt  max. filter  capacity tion

Column versions
F0073701B  Self service 70 K44 D} 70 18 230/50 550 3,3 Panth72 K44 Aut. YES 30 1"1/2 NO
F0074001B  Self service 100 K44 D] 90 24 230/50 1150 57 E 120 K44 Aut. YES 30 1"1/2 NO
FO074002A  Self service 100 K44 Pulser D} 90 24 230/50 1150 5,7 E120 K44P Aut. YES 30 1"1/2 NO
Tank versions
FO0737BOB  Self service 70 K44 Tank D} 70 18 230/50 550 33 Panth72 K44 Aut. NO - 1"1/2 NO
FO0740BOB  Self service 100 K44 Tank D] 90 24 230/50 1150 57 E 120 K44 Aut. NO - 1"1/2 NO
F00737B2B  Seff service 70 K44 Tank Pulser [0 70 18 230/50 550 3,3 Panth72 K44P Aut. NO - 1"1/2 NO

Upon request it is available with different voltages and 60 Hz frequency

SELF SERVICE K44
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DIESEL
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ELF SERVICE MC

EN. Complete range of fuel dispensers

for non commercial use. Sturdy structure
fitted with front door for easy maintenance
operations. High capacity vane pump.

Inbuilt bypass. Automatic nozzle with swivel
connection. Inbuilt water absorption filter (or
on request according to model) to ensure that
dispensed product is free of impurities.

Fitted with oval gear meters and an electronic
unit for multiuser control and pre-selected
dispensing. Local memory capable of storing
data for last 255 operations. Interfaces

with PC for sending and organising data.
Possibility of entering vehicle registration
number, kilometres, date and time of delivery.
Magnetic keys (Kit keys) available for user
identification.

On request: a dedicated software for printing
individual summaries of dispensing details.

PERFORMANCE

- Flow rate up to 90 |/min

- Accuracy: +/- 0.5 %

- Continuous AC operation.
- Noise level below 75 dB

- IP55 protection

DIMENSIONS

ES. Linea de dispensadores de combustible
para uso personal. Contiene estructura
fuerte con puerta principal para facilitar las
operaciones de mantenimiento. Una bomba
de paleta para caudal de alta circulacién y
bypass incorporado. Pistola automdtica con
racor giratorio. Filtro de absorcién de agua
(incorporado o a peticién, dependiendo del
modelo) y con la garantia que el producto
suministrado es libre de impurezas.
Equipado con medidor de mecanismo de
engrave ovalado y unidad electrénica con
control multiusuario y dispensacidn pre
seleccionada. Memoria local capaz de
almacenar las dltimas 255 operaciones.
Interfaz PC para la exportacidn y la
organizacién de los datos. Posibilidad

de introducir el cédigo del vehiculo, el
kilometraje, la fecha o la hora del suministro.
Llaves magnéticas disponibles (kit keys) para
la identificacién de los usuarios.

A peticidn: software especializado para
imprimir detalles de los suministros o detalles
de suministro por usuario.

- Caudal de hasta 90 [/min

- Precisidén: +/- 0,5 %

- Funcionamiento CA continia

- Nivel de ruido de ruido inferior a 75 dB
- Proteccién IP55

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. MonHbI accopTUMEHT pacnpegenutenei
TOMNMBA ANA MHAUBWAYaNbHOIO NCMOMb30BaHUA.
MpoyHan KOHCTPYKUKMA, OCHALLEHHaA NepesHUM
OKOLUKOM AJ11 yNPOLLEHNA TEX06CYKMBaHNA.
KpblinbyaTblii HACOC NOBbILEHHOW
NpPOn3BOANTENBHOCTU. BCTpoeHHbIn 06BoA.
ABTOMaTUYECKNI NUCTONET C MOBOPOTHbIM
coefiHeHVeM. BcTpoeHHbI abcopbupyiowwunia
BOAHbBIN GUALTP (UK MO 3aKasy, B 3aBUCUMOCTU
OT MOZENV), rapaHTVpPYoLWMIA NoAavy NpoayKTa
6e3 npumecen.

OcHalleHbl cYeTYMKaMM NIUTPOB C OBaJIbHbIMU
LIeCTePHAMU U SNIEKTPOHHbBIM 6/TOKOM
ynpasfieHUA 417 MHOFOMOJIb30BaTeNIbCKOro
BblbOpa 1 ynpaBneHus HECKONbKNMU
notpebutenamu. JlokanbHasa NamATb
nocnenHnx 255 onepauuin. Untepdeiic MK ann
IKCMOPTUPOBAHNA N OPFraHN3aLMN AaHHbIX.
BO3MOXHOCTbL yKa3aTb KOf aBTOMOGUNA U1
KnnomeTpask, AaTy v Bpems nogaun.
[pepnaraioTca marHuTHble Knioum (Kit keys) ansa
naeHTndnKaLn nonb3osaTtenen.

Mo 3aKkasy: crieLManbHOe NPorpaMmmMHoe
obecreyeHe ¢ BO3MOXHOCTbIO PacreyaTku
[eTanbHol nHbOPMaLMmM 0 NogaYax 1 UTOroBbIx
[IAHHbIX 1717 M0SIb30BaTeNs.

- Pacxopa no 90 n/MuH

- MorpelwHocts n3mepexua: +/- 0.5 %

- HenpepbiBHoe GyHKUMOHUPOBaHMeE OT
3neKTpoceTn

- YpoBeHb Lyma Huxe 75 b

-3awwura IP55

COLUMN TANK
VERSION VERSION
g
N~ —
3
nl|
Hose:
-length 4 m
-@3/4
Rl2leIpIS[eRVNN[€]=8 WEIGHT AND PACKAGING
Weight Packaging N. Boxes/
Europallet
Code
kg Ibs mm

/
X -

OX

Column versions

F0073801C 67 148  1478x488x400 1 6*

F0074101C 75 165  1478x488x400 1 6*

F00738060 67 148  1478x488x400 1 6*

Tank versions

F00738B0OC 57 126 1080x488x400 1 6* 4

F00741BOC 65 143 1080x488x400 1 6* 4
* Pallet XL

DISPENSERS
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P iowrate e
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up to

90,

no.

80

max.

(up to 24 gpm)

Column version

FEATURES

Water captor

(only column versions)

D) mm

Tank version

" L T

o

>

See “Fluid monitoring”

Tel: (+974) 443 54 298
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n Kit upgrade 2.0
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EQUIPMENTS

FLUID
- FILTERING ACCESSORIES MONITORING

section
TECHNICAL DATA
Fluids  Flow-rate Voltage Pump Meter Nozzle Filter Inlet PC
Code Description type I/min gpm ACV/Hz Power Amp. mod.  mod.  type HO Filtering BSP  connec-
DCVolt  Watt  max. filfer  capacity tion
Column versions
F0073801C  Self service 70 MC F D] 70 18 230/50 900 4,2 Panth72 K600 Aut. YES 30 1"1/2 YES
F0074101C  Self service 100 MC F D] 90 24 230/50 1150 57 E120 K600 Aut. YES 30p 1"1/2 YES
F00738060  Self service 70 MC F Printer*  [2) 70 18 230/50 900 4,2 Panth72 K600 Aut. YES 30p 1"1/2 YES
Tank versions
F00738BOC  Self service 70 MC Tank D} 70 18 230/50 900 42 Panth72 K600 Aut. NO = 17172 YES
F00741BOC  Self service 100 MC Tank D] 90 24 230/50 1150 57 E 120 K600 Aut. NO - 1"1/2 YES
* with 7 m hose Upon request it is available with different voltages and 60 Hz frequency

SELF SERVICE MC
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ELF SERVICE MC 2.0

EN. The MC 2.0 Self Service non-commercial
diesel fuel dispenser is designed and built

for compatibility with the new Self Service
Management 2.0 software.

After connecting the dispenser via LAN or WiFi
to the 2.0 software, it can be configured directly
from a PC: set the parameters, enable the user
keys and vehicle keys having access to the
dispenser, and constantly receive and transmit
data for the generation of reports.

The dispenser features an electronic interface,
AC pump, automatic nozzle, delivery hose and
built-in water absorbing filter.

The OCIO 2.0 level indicator for constant
monitoring of tank levels can be supplied on
request.

The mechanical component of Self Service MC
2.0 features:

« Sturdy metal structure.

« Front door for easy maintenance.

+ High displacement vane pump.

« Automatic nozzle with swivel fitting.

« Built-in water absorbing filter.

+ Oval gear electronic flow meter.

PERFORMANCE

- Flow rate up to 90 I/min

- Accuracy: +/-0.5%

- Continuous AC operation.
- Noise level below 75 dB

- IP55 Protection

ES. El surtidor de gaséleo para uso privado
Self Service MC 2.0 es especificamente
compatible con el nuevo software Self Service
Management 2.0.

Una vez conectado por LAN o wifi al software
2.0, el surtidor se configura totalmente

desde el ordenador, se pueden ajustar los
pardmetros, habilitar las llaves de los usuarios
y vehiculos que tienen acceso al surtidor

e intercambiar datos continuamente para
generar informes.

El surtidor estd dotado de interfaz electrdnica,
bomba de corriente alterna, pistola
automdtica, manguera y filtro separador de
agua integrado.

Como opcidn estd disponible el indicador de
nivel OCIO 2.0 para controlar los depdsitos en
todo momento.

La parte mecdnica de Self Service MC 2.0 se
caracteriza por:

« Resistente estructura metdlica

« Puerta frontal para facilitar el mantenimiento
- Bomba de paletas de gran caudal

« Pistola automdtica con conexidn giratoria

« Filtro absorbedor de agua incorporado

« Cuentalitros electrénico de engranajes ovales

- Caudal de hasta 90 I/min

- Precisidn: : +/- 0.5 %

- Funcionamiento CA contintio
- Nivel de ruido inferior a 75 dB
- Proteccion IP55

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. Pa3gaTtoyHas KooHKa aAns an3enbHoro
Tonnmea Self Service MC 2.0 npegHa3HaueHa gna
BbINO/IHEHUA YaCTHbIX 3aMpPaBOYHbIX OrepaLuii
1 COBMECTMMA C HOBbIM MPOrpamMmmHbIM
obecneyeHuem Self Service Management 2.0.
KonoHKy MoXHo nogkntoumtb no cetn LAN

vnu WiFi K nporpammHomy obecneyeHuio

2.0 1 HacTpamBaTb NPAMO C NePCOHaNIbHOrO
KOMMbloTepa: 3aaBaTb NapameTpbl,
AKTMBMPOBATb KJItOUM Nosib3oBaTenen n
TPaHCMOPTHbIX CPeACTB ANIA AOCTYNa K KONOHKE,
HenpepbIiBHO NOJyYaTb 1 OTNPABATL AaHHbIE
[NA COCTaB/IEHNA OTYETOB.

TPK ocHalleHa 3n1eKTPOHHbIM HTEPhENCOM,
HacoCOM AnA nepeKaurBaHUsA TOMMBA,
aBTOMATUYECKUM MUCTONETOM, MOABOAALLMM
LUIAHFOM Y BCTPOEHHBIM GpUIBTPOM-
BOJOOTAENUTENIEM.

Mo 3anpocy MOXXHO NPMOBPECTU NHANKATOP
yposHa OCIO 2.0 pna NOCTOAHHOrO KOHTPONA
bakoB. MexaHnueckune otnmnuumsa Self Service MC
2.0:« [poyHas MeTanImyeckana KOHCTPYKUUA.

- MNepepnHas fBepua Ana yaobctsa
TexobcnyKnBaHus.

« LLlnbepHbIn Hacoc ¢ BbICOKOW nopaven.

« ABTOMATMYECKMIA MUCTONET C MOBOPOTHLIM
CoefuHEeHneM.

- BcTpoeHHbIV Bogonornowatowuin GpunsTp.

+ DNIEKTPOHHbIN CYETUMK NINTPOB C OBaSIbHLIMU
LecTepHAMU.

- Pacxopn fo 90 n/MuH

- MorpelwHocts n3mepexmna: +/- 0.5 %

- HenpepbieHoe dyHKLMOHpPOBaHME OT
aneKTpoceTn

- YpoBeHb Lyma Huxe 75 b

-3awuTa IP55

- LAN adapter - LAN adapter
DIMENSIONS
Hose:
-length 4 m
-23/4" = -
280 360
2{@)plb[ey pVNN[€]=8 WEIGHT AND PACKAGING
Weight Packaging N. Boxes/
Evuropallet
Code L b y
g s mm pcs
N S
Column versions
F00743020 75 165 1478x488x400 1 6* 4

* Pallet XL

DISPENSERS
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P Flow-rate YN Accuracy Y Required

up to

90,

(up to 24 gpm)
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Self Service
Management

2.0

|

@

User
management

SELFSERVICE®

MANA

-y

REQUIRED

FEATURES

Water captor ﬁ

User key

(only column versions)

EXISTING LAN NETWORK

WIFI (ON REQUEST)

Vehicle key

Tel: (+974) 443 54 298
www.boltsandtools.com
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EQUIPMENTS

@f

Code R15904000 Code R17299000 Code F12710120 Code F12710090
(10 pcs) (10 pcs) An hot spot and
repeater in case of
long distance
RirelplV[eyVNN(€]=R TECHNICAL DATA
Fluids  Flow-rate Voltage Pump  Meter Nozzle Filter Inlet  Self Service
- M ent
Code Description type  I/min  gpm ACV./Hz Power Amp. mod. mod. type H,O  Filtering  BSP o
DC Volt ~ Watt  max. filter capacity
Column versions
F00743020  Self service 100 MC 2.0 D] 90 24 230/50 1150 5,7 E120 K600  Aut. YES 30 1"1/2 required

FLUID
- FILTERING ACCESSORIES MONITORING

SELF SERVICE MC 2.0
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ELF SERVICE FM

EN. Complete range of fuel dispensers

for non commercial use. Sturdy structure
fitted with front door for easy maintenance
operations. High capacity vane pump.

Inbuilt bypass. Automatic nozzle with swivel
connection. Inbuilt water absorption filter (or
on request according to model) to ensure that
dispensed product is free of impurities.

Fitted with oval gear meters and an electronic
unit for multiuser control and pre-selected
dispensing. Local memory capable of storing
data for last 255 operations. Interfaces

with PC for sending and organising data.
Possibility of entering vehicle registration
number, kilometres, date and time of delivery.
Magnetic keys (Kit keys) available for user
identification.

On request: a dedicated software for printing
individual summaries of dispensing details.

PERFORMANCE

- Flow rate up to 90 I/min

- Accuracy: +/- 0.5 %

- Continuous AC operation.
- Noise level below 75 dB

- IP55 protection

DIMENSIONS

COLUMN TANK
VERSION VERSION
O
g =
@
Hose:
-length 4 m
-23/4" L S
280 " 360 »

Re)plV[ey SRYANEI=) WEIGHT AND PACKAGING

ES. Linea de dispensadores de combustible
para uso personal. Contiene estructura
fuerte, con puerta principal para facilitar

las operaciones de mantenimiento. Bomba
de paleta para caudal de alta circulacién y
bypass incorporado. Pistola automdtica con
racor giratorio. Filtro de absorcién de agua
(incorporado o a peticién, dependiendo del
modelo) capaz de garantizar que el producto
suministrado es libre de impurezas.
Equipado con medidor de mecanismo de
engrave ovalado y unidad electrénica con
control multiusuario y dispensacidn pre
seleccionada. Memoria local capaz de
almacenar las dltimas 255 operaciones.
Interfaz con PC para la exportacidn y la
organizacién de los datos. Posibilidad de
introducir el cédigo del vehiculo, el kilometraje,
la fecha o la hora del suministro. Llaves
magnéticas (kit keys) para la identificacidn de
los usuarios.

A peticidn: software especializado para
imprimir detalles de los suministros o los
detalles de suministro por usuario.

- Caudal de hasta 90 [/min

- Precisién: +/- 0,5 %

- Operacién CA continda

- Nivel de ruido inferior a 75 dB
- Proteccion IP55

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. MNMonHbIn accopTUMEHT pacnpeaenvtenen
TOMNMBA ANA MHAUBWAYaNbHOIO NCMOMb30BaHUA.
MpoyHan KOHCTPYKUKMA, OCHALLEHHasA NepesHUM
OKOLUKOM AJ11 yNPOLLEHNA TEXOOCYKMBaHNA.
KpbinbyaTblii HACOC NOBbILIEHHOW
NPOn3BOANTENBHOCTU. BCTpoeHHbIn 06BoA.
ABTOMaTUYECKNI NUCTONET C MOBOPOTHbIM
coefiHeHVeM. BcTpoeHHbI abcopbupyiowwmnia
BOAHBIN GUALTP (UK MO 3aKasy, B 3aBUCUMOCTU
OT MOZENV), rapaHTMpPYOLWMIA NoAavy NpoayKTa
6e3 npumecen.

OcHalleHbl cHeTYMKaMM NIUTPOB C OBaJIbHbIMU
LIeCTePHAMU U SNIEKTPOHHbBIM 6/TOKOM
ynpasfieHNA 417 MHOFOMOJIb30BaTeNIbCKOro
BblbOpa 1 ynpaBneHns HECKONbKNMI
notpebutenamu. JlokanbHasa NamATb
nocnenHnx 255 onepauuin. Untepdeiic MK ana
SKCMOPTUPOBAHNA U OPraHM3auun AaHHbIX.
BO3MOXHOCTbL yKa3aTb KOf aBTOMOGUNA U1
KnnomeTpask, AaTy v Bpems nogaun.
[pepnaraiorca marHuTHble Knioum (Kit keys) ansa
naeHTndnKaLn nonb3osaTenen.

Mo 3aKkasy: crieLManbHOe NPorpaMmmMHoe
obecreyeHre ¢ BO3MOXHOCTbIO PacreyaTku
[eTanbHol nHbOPMaLMmM 0 NogaYax 1 UTOroBbIx
JlAHHbIX [171A N0sIb30BaTens.

- Pacxopa 1o 90 n/MuH

- MorpewHocts n3meperua: +/- 0.5 %

- HenpepbieHoe GyHKUMOHUPOBaHNE OT
aneKTpoceT

- YpoBeHb Lyma Huxe 75 b

- 3auura IP55

Weight Packaging N. Boxes/

Code Europallet
kg Ibs mm T;;{ X <=

Column versions
F0073900B 67 148  1478x488x400 1 6*
F0074200B 75 165 1478x488x400 1 6*
Tank versions
F00739B0B 57 126 1080x488x400 1 6* 4
F00742B0B 65 143 1080x488x400 1 6* 4

* Pallet XL

DISPENSERS
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m

up to +/f-
9 O I/min 0 ,50/0

(up to 24 gpm)

Ticket printer
included

;

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

£

Display cover £
i %)
_Z
<
[SP3
wa
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) . N
Column version Tank version 8
FEATURES | ON REQUEST

Water captor

FLUID
ACCESSORIES MONITORING

= ,
WTER_|
K Hi
|
HZO | 4 —
(only column versions) See “Fluid monitoring” Code F19226000
section
RirelplV[ey VNN(€]=R TECHNICAL DATA )
Fluids  Flow-rate Voltage Pump Meter Nozzle Filter Inlet PC é
Code Description type  I/min  gpm ACV./Hz Power Amp. mod. mod. type H,O  Filtering BSP connec- I|_—u
DC Volt  Watt  max. filter  capacity tion E
Column versions
F0073900B  Self service 70 FM D} 70 18 230/50 550 3,3 Panth72 K600 Aut. YES 30 1"1/2 YES
F0074200B  Self service 100 FM D] 90 24 230/50 1150 5,7 E 120 K600 Aut. YES 30 1172 YES
Tank versions
FO0739BOB  Self service 70 FM Tank D} 70 18 230/50 550 3,3 Panth72 K600 Aut. NO = 171/2 YES
F00742BOB  Self service 100 FM Tank D] 90 24 230/50 1150 57 E 120 K600 Aut. NO - 17172 YES

Upon request it is available with different voltages and 60 Hz frequency

SELF SERVICE FM




BIODIESEL

DIESEL

Tel: (+974) 443 54 298
www.boltsandtools.com

DISPENSER

Tel: (+974) 443 54 298
www.boltsandtools.com

ELF SERVICE FM 2.0

EN. Non-commercial diesel fuel dispenser with
full optionals, designed for users who insist on the
best and accept no compromises.

Access to fuel delivery with user key and vehicle
key to keep a record of the person who refueled
the vehicle and the vehicle in question, alll
summarized in a detailed report.

LAN data transmission incorporated in the local
electronics: supports constant dialogue between
dispenser and PC.

Constant checking of tanks by means of OCIO
2.0 level indicator supplied as standard. The
dispenser works only after it has been configured
from the PC.

No more need to physically attend the dispenser
for configuration procedures, simply perform

the task from the comfort of your office. Local
memory of last 500 events.

Printer supplied as standard.

The 2.0 product range requires the use of Self
Service Management 2.0 software

The mechanical component of Self Service FM
2.0 features:

« Sturdy metal structure

« Front door for easy maintenance.

« High displacement vane pump.

« Automatic nozzle with swivel fitting.

« Built-in water absorbing and contaminants filter.
+ Oval gear electronic flow meter.

PERFORMANCE

- Flow rate up to 90 I/min

- Accuracy: +/- 0.5 %

- Continuous AC operation.
- Noise level below 75 dB

- IP55 Protection

ES. Surtidor de gasdleo para uso privado, con
opciones completas, disefiado para usuarios
que exigen lo mejor y no acepta nada inferior.
Acceso al servicio mediante llave de usuario

y llave del vehiculo para saber quién ha
repostado y en qué vehiculo. Todo detallado en
un informe.

Tarjeta de red LAN integrada para un didlogo
constante entre surtidor y ordenador.

Control permanente de los depdsitos mediante
el indicador de nivel OCIO 2.0 suministrado
como estdndar.

El surtidor no funciona hasta que se lo configura
con el ordenador.

Ya no tendrds que ir al surtidor para
configurarlo, sino que podrds hacerlo
cédmodamente desde la oficina.

Memoria local de las dltimas 500 operaciones.
Impresora incluida

La gama de productos 2.0 requiere el uso del
software Self Service Management 2.0.

La parte mecdnica de Self Service FM 2.0 se
caracteriza por:

« Resistente estructura metdlica

- Puerta frontal para facilitar el mantenimiento
« Bomba de paletas de gran caudal

« Pistola automdtica con conexidn giratoria

- Filtro absorbedor de agua e impurezas
incorporado

- Cuentalitros electrdnico de engranajes ovales

- Caudal de hasta 90 [/min

- Precisidn: : +/- 0.5 %

- Funcionamiento CA continto
- Nivel de ruido inferior a 75 dB
- Proteccidn IP55

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. Pa3gaTtoyHas KonoHKa ans an3enbHoro
TONAMBa ANIA YaCTHOMO NOMb30BaHWA, B
NOMHOW KOMMeKTaLmm, co3faHa Ana caMbix
B3blCKaTeNbHbIX MOKynaTenei.

[ocTyn K pa3gaye Tonamea C NOMOLLbIO Kitoya
nonb30BaTeNA 1 KNioya TPaHCMOPTHOIO
cpeAcTBa: UTobbl BCeraa 3HaTb, KTO U Kakylo
MaLumnHy 3anpasu. [pu 3Tom cocTaBnseTcs
noapo6HbIN OTYET. B 60PTOBOI 3N1EKTPOHUKe
npefycMoTpeHa BO3MOXHOCTb nepefayun JaHHbIX
no cetn LAN: 370 o6ecneyrBaeT HENPEPbIBHbIN
o6meH nHdopmauvein mexay TPK u MK.
HenpepbiBHbI KOHTPOJIb 6aKOB C MOMOLLbIO
cepuiiHoro nHaukartopa yposHsa OCIO 2.0.
Mepep skcnnyataumein TPK Heobxoanmo
HacTpouTb ¢ INK. Tenepb ANna BbINONHEHWA
HaCTPOMKN HE HY>KHO MATY K KOJIOHKE: BCe
KOMGOPTHO HacTpanBaeTcs B oduce.

B nokanbHoOV NamATA MOTYT XPaHUTbCA
nocneaHve 500 onepauunii. NpuHTep BxoanT

B CEPUINHYI0 KOMNNeKTaumio. ina rammbl
npoaykuumn 2.0 TpebyeTcs nporpammMHoe
obecnevenre Self Service Management 2.0.
MexaHunueckre otnmumn Self Service FM 2.0:

- [lpoyHas MeTannoKOHCTPYKLUMA

- lNepenHss aBepua ana ynobcrsa
TEXOOCNYKMBaHMA.

« LLInbepHbIn Hacoc ¢ BbICOKOW noaaven.

+ ABTOMaT/YeCK1N MUCTONET C MOBOPOTHLIM
COefiuHEHNEM.

« BcTpoeHHbin agcopbupyowmii unstp ans
OT/ENEHs BObI M NPUMECEN.

+ INIEKTPOHHbIN CYETUYMK IMTPOB C OBaNbHbIMMU
LeCTePHAMU.

- Pacxopn no 90 n/muH

- MorpewHocTs n3mepenus: +/- 0.5 %

- HenpepbieHoe GpyHKLUMOHUPOBaHWE OT 31eKTpoceTn
-YposeHb Lymva Huxe 75 b

- 3awwura IP55

- LAN apantep

- LAN adapter - LAN adapter
DIMENSIONS
0]
N
3
Hose:
-length 4 m
-@3/4” v 2 = =
280 “« 360 »
2{@)plb[ey pVNN[€]=8 WEIGHT AND PACKAGING
Weight Packaging N. Boxes/
Evuropallet
Code L b y
g s mm pcs,
N S
Column versions
F00743010 75 165 1478x488x400 1 6* 4

* Pallet XL

DISPENSERS
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[ Flow-rate

up to

90,

(up to 24 gpm)

Self Service
Management

2.0

EXISTING LAN NETWORK

WIFI (ON REQUEST)

\I/

User Vehicle
management management

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

o=
<<w
SELFS ey 23
MANA ME I a5
<

REQUIRED

FEATURES

Water captor

. PWSTATION-WIFI

O]
Zz
nx
32
uz
©)
>
n
Lu
o
O
| )
o
| o »»»ﬁ__@ =] =] <
H,0 } User key Vehicle key
(only column versions) Code R15904000 Code R17299000 Code F12710120 Code F12710090 2
(10 pcs) (10 pcs) An hot spot and E
repeater in case of =
long distance o
RirelplV[eyVNN(€]=R TECHNICAL DATA
Fluids  Flow-rate Voltage Pump  Meter Nozzle Filter Inlet  Self Service
. Management
Code Description type  I/min  gpm ACV./Hz Power Amp. mod. mod. type H,O  Filtering  BSP " 29_0
DC Volt ~ Watt  max. filter capacity
Column versions
F00743010 Self service 100 FM 2.0 D] 90 24 230/50 1150 57 E120 K600 Aut. YES 30y 1"1/2 required

SELF SERVICE FM 2.0
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DISPENSERS
UBE 56 - 70 e
ALY
-
EN. Diesel fuel dispenser for non commercial ~ ES. Dispensador de diésel para uso personal. ~ RU. Pacnpegenurenn gnsenbHoro tonnvea Ans

VMHAUBMAYaNbHOro nosb3oBaHuA. HagexHan
KOHCTPYKUUA, NpefHa3HauyeHHas Ans

use. Sturdy structure designed for different Estructura fuerte para diversas aplicaciones.
applications: can be fixed to walls, tanks Se puede instalar sobre una pared, sobre
cisterns, drums, special pedestals. Self-priming  tanques de cisterna, barriles o en su respectivo ~ Pa3NM4HbIX BWAOB UCMONIb30BAHNA: Ha CTEHE,
vane pump fitted with bypass, installed on pedestal. Incluye bomba auto cebante de Ha UMCTepHaXx, Ha GouKax, Ha cneunanbHbix
anti-vibration supports. Mechanical seal. paletas con bypass, instalada sobre soportes NoACTaBKax. CaM%?””BaK’u‘M”m KpblibHaTbin
Induction motor fitted with thermal motor anti vibratorios y sierre mecdnico. Motor de HACoC, OCHallieHHbIi 0GBOAIOM, YCTaHOBNEHHbII
overload protection. Automatic nozzle with induccidn con proteccién térmica para la sobre M2 BrGporacaume onopbl. Mexannueckoe
swivel connection. Integrated nozzle holder carga. Pistola automdtica con racor giratorio. ynnotHenme. IHAYKUMOHHbIN ABuratens,
with stop/start pump lever. Intake mesh filter. Porta pistola con palanca para la marcha o OCHALLEHHbIN TEMNOBON 3aLIUTON OT neperpesa
parada de la bomba integrada. Filtro de red.

DIESEL

ABTOMaTMYECKUI NUCTONET C NOBOPOTHBLIM
coefuHeHveM. BCcTpoeHHbIN gepxaTenb
nucroneTa C pblyarom nycka/ocTaHoBa Hacoca.
CeTyaTblii GUIBLTP CO CTOPOHBI BCAacblBaHWA
Hacoca.

Nutating-disk displacement flow meter with
mechanical readout system. Medidor mecdnico de disco oscilante con

lectura mecdnica.

O6beMHbIE CYETUMKI INTPOB C KONEGNIOWMMCA
[VCKOM 11 MeXaHNYeCKon MHANKaLmen.

PERFORMANCE

- Flow rate up to 70 |/min

- Accuracy: +/- 1%

- AC and DC versions available
- Noise level below 75 dB

- IP55 protection

- Caudal de hasta 70 |/min

- Precisidn: +/- 1%

- Disponible en versiones CA y CC
- Nivel de ruido inferior a 75 dB

- Proteccién IP45

- Pacxog po 70 n/MuH
- MorpelwHocTs n3mepenus: +/- 1%

- [pepnaratoTca mogeny C NUTaHWeM OT
NCTOYHVIKA NepeMeHHOro U NOCTOAHHOMO TOKa
- YpoBeHb Lyma Huxe 75 ab

- 3awura IP55

DIMENSIONS

9PT|ON
EDESTR

1325

elplviey RVANEl= WEIGHT AND PACKAGING

Weight Packaging N. Boxes/
Europallet
Code 5§ b ;
9 s mm pcs
O SR 3
00057500C 21 46 400x400x460 1 12 24
F0059100A 21 46 400x400x460 1 12 24
Pedestal (optional)
F0057600C 21 46 400x400x460 1 12 24 Code F1270800C
F0057700C 21 46 400x400x460 1 12 24
F00575400 22 48 400x400x460 1 12 24
F00591200 22 48 400x400x460 1 12 24

DISPENSERS
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[ Flow-rate

®

up to

70 I/min

(up to 18 gpm)
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Ri(@)pIb[e SRYNN(€]=8 TECHNICAL DATA e
=
Fluids  Flow-rate Voltage Pump Meter Nozzle Filter Inlet Hose E
Code Description type  I/min  gpm ACV./Hz Power Amp. mod. mod. type H, O Filtering BSP lenght %)
DC Volt Watt max. filfer capacity
00057500C Cube 56 D} 56 15 230/50 350 3 Panth 56 K33 Aut. NO = 17 4m 3/4”
F0059100A Cube 70/33 D] 70 18  230/50 500 42 Panth72 K33 Aut. NO - 17 4m 1"
F0057600C Cube 56 DC 12V D] 56 15 12 300 35 PanthDC K33 Aut. NO ° 1” 4m 3/4”
F0057700C Cube 70 DC 24V D] 70 18 24 420 25  PanthDC K33 Aut. NO - 17 4m 17
F00575400 Cube 56/33 + Filter D] 56 15 230/50 350 3 Panth 56 K33 Aut. YES 30 17 6m 3/4”
F00591200 Cube 70/383 + Filter D} 70 18 230/50 500 4,2 Panth72 K33 Aut. YES 30p 17 6m 17

Upon request it is available with different voltages and 50/60 Hz frequency

CUBE 56 -70




DIESEL

Tel: (+974) 443 54 298
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DISPENSERS

UBE 90

EN. Diesel fuel dispenser for non commercial
use. Sturdy structure designed for different
applications: can be fixed to walls, tanks
cisterns, drums, special pedestals. Self-priming
vane pump fitted with bypass, installed on
anti-vibration supports. Mechanical seal.
Induction motor fitted with thermal motor
overload protection. Automatic nozzle with
swivel connection. Integrated nozzle holder
with stop/start pump lever. Intake mesh filter.

Nutating-disk displacement flow meter with
mechanical readout system.

PERFORMANCE

- Flow rate up to 90 I/min
- Accuracy: +/- 1%

- AC versions available

- Noise level below 75 dB
- IP45 protection

DIMENSIONS

9PT|ON
EDESTR

1325

relVeRVNN(€]=R WEIGHT AND PACKAGING

Weight Packaging
Code
kg Ibs mm
F00592000 46 400x400x460

DISPENSERS

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Dispensador de didsel para uso personal.
Estructura fuerte para diversas aplicaciones.
Se puede instalar sobre una pared, sobre
tanques de cisterna, barriles o en su respectivo
pedestal. Incluye bomba auto cebante de
paletas con bypass, instalada sobre soportes
anti vibratorios y sierre mecdnico. Motor de
induccidén con proteccidn térmica para la sobre
carga. Pistola automdtica con racor giratorio.
Porta pistola con palanca para la marcha o
parada de la bomba integrada. Filtro de red.

Medidor mecdnico de disco oscilante con
lectura mecdnica.

- Caudal de hasta 90 [/min

- Precisidn: +/- 1%

- Disponible en versiones CA

- Nivel de ruido inferior a 75 dB
- Proteccion IP45

Pedestal (optional)
Code F1270800C

N. Boxes/
Europallet

X -

box

1

12 24

]

*

Tel: (+974) 443 54 298
www.boltsandtools.com

Nev

RU. Pacnpegenvtenn gnsenbHoro Tonnmea ans
VMHAUBMAYaNbHOro nosb3oBaHuA. HagexHan
KOHCTPYKUMA, NpefHa3HavyeHHasa ana
Pa3NnYHbIX BUAOB MCMOMb30BAHMA: Ha CTEHE,
Ha UMcTepHax, Ha 604Kax, Ha cneumanbHbIX
nopactaBkax. CaMo3anvBaloWmNNCA KpblibyaTbii
Hacoc, OCHaLLeHHbIt 06BOAOM, YCTaHOBEHHbIN
Ha Bubporacawme onopbl. MexaHnyeckoe
ynioTHeHne. HAYKUMOHHbIV ABUraTenb,
OCHALLEeHHBbIN TENIOBOW 3aLUTON OT neperpesa

pE
MiN
\TAL-

ABTOMaTMYECKUI NUCTONET C NOBOPOTHBLIM
coefuHeHveM. BCcTpoeHHbIN gepxaTenb
nucroneTa C pblyarom nycka/ocTaHoBa Hacoca.
CeTyaTblii GUIBLTP CO CTOPOHBI BCAacblBaHWA
Hacoca.

O6beMHbIE CYETUMKI INTPOB C KONEGNIOWMMCA
[VCKOM 11 MeXaHNYeCKon MHANKaLmen.

- Pacxopg fo 90 n/MuH

- MorpelwHocts n3mepenmns: +/- 1%

- [pepnaratoTca moaenm ¢ NUTaHNEM ot
NCTOYHVIKA MNepeMeHHOro 1 MOCTOAHHOTO TOKa
- YpoBeHb Lyma Huxe 75 ab

- 3awura IP45

Ivi;lTlT l]
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[ Flow-rate

up to

90,

(up to 23,8 gpm)
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NOZZLE METERS METERS PUMPS DISPENSERS
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Code R12737000 Code F1270800C Code RO8930000 with integrated valve

Code F17163000

replV[ey RNN(€]=R TECHNICAL DATA

Fluids Flow-rate Voltage Pump Meter Nozzle Filter Inlet Hose
Code Description type I/min gpm  AC V./Hz Power Amp. mod. mod. type H,0 BSP lenght 4]
DC Volt Watt max. filter
F00592000 Cube 90/44 D] 90 23,8  230/50 700 4,9 Panth 90 K44 A120 NO 17 4m 1”

FLUID
- FILTERING ACCESSORIES MONITORING

CUBE 90



DIESEL
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DISPENSERS

Tel: (+974) 443 54 298
www.boltsandtools.com

UBE MC LITE

EN. Diesel fuel dispenser for non commercial
use. CUBE 70 LITE includes some functions
of the CUBE dispenser allowing the possibility
of single user accesses and fuel consumption
records.

It is provided with 4 user keys in order to start
dispensing as quick as possible.

CUBE 70 LITE permits:

- Identification of authorized users

- Pre-selection of dispensed quantity

- Total consumption

- User consumption

Sturdy structure designed for different
applications: can be fixed to walls, tanks
cisterns, drums, special pedestals. Self-priming
vane pump fitted with bypass, installed on
anti-vibration supports. Mechanical seal.
Induction motor fitted with thermal motor
overload protection. Automatic nozzle with
swivel connection. Integrated nozzle holder
with stop/start pump lever. Intake mesh filter.
Fitted with oval gear meters.

PERFORMANCE

- Flow rate up to 70 |/min

- Accuracy: +/- 0.5 %

- Continuous AC operation.
- Noise level below 75 dB

- IP55 protection

- Up to 20 users

- 4 user keys

- Consumption report

DIMENSIONS

413 500
345 314

e,

1368

elVeyRRNN[€]=8 WEIGHT AND PACKAGING

Weight Packaging N. Boxes/
Evuropallet
Code L b /
g s mm pcs
N S
F00595500 26 57 400x400x460 1 12 24

ES. Dispensador de diésel para uso personal.
CUBE 70 LITE presenta algunas funciones
del dispensador CUBE con la posibilidad de
medir accesos y el consumo de los usuarios
individuales

Tiene 4 llaves de usuarios para iniciar el
suministro lo mds rdpido posible.

CUBE 70 LITE permite:

- Identificacién de los usuarios autorizados

- Pre-seleccidn de la cantidad a suministrar.

- Reporte de consumo total.

- Reporte de consumo por usuario

Estructura fuerte para diversas aplicaciones.
Se puede instalar sobre una pared, sobre
tanques de cisterna, barriles o en su
respectivo pedestal. Bomba auto cebante de
paletas con bypass, instalada sobre soportes
anti vibratorios. Cierre mecdnico. Motor de
induccidn con proteccidn térmica para la sobre
caraga. Pistola automdtica con racor giratorio.
Porta pistola integrado con palanca para la
marcha o parada de la bomba. Filtro de red.
Equipado con medidor de mecanismo de
engrave ovalado.

- Caudal de hasta 70 I/min

- Precisién: +/- 0,5%

- Disponible en versién CAy CC
- Nivel de ruido inferior a 75 dB

- Proteccién IP55

- Hasta 20 usuarios.

- Cuatro llaves usuarios

- Informe de los consumos.

e
7

DISPENSERS

Tel: (+974) 443 54 298
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RU. Pacnpepenutenu gusenbHoro Tonnvea ana
VHAVBYAYaNbHOTO NONb30BaHUA.

CUBE 70 MC LITE BkntouaeT GyHKLMM
pacnpegenutena CUBE ¢ BO3MOXHOCTbIO
perncTpaumm ocTyna v usmepeHus notpebneHus
oTAeNbHbIX MoNb3oBaTenei.

OH cHabeH 4 Nonb30BaTeNbCKUMM KIlloUYamMu,
KOTOpble NMO3BONAIOT HayaTb nofauvy

C MUHMManbHOM 3agepxKkon.BosmoxHocTn CUBE 70
MC LITE:

- ipeHTdmKauma aBToprn3oBaHHbIX Nosib3oBaTenemn
- MpepaBapuTenbHbI BbIGOP NofaBaeMoro
KonMnyecTea

- O6uiee notpebneHve

- MoTpebneHue oTaenbHOro Nob3oBaTens
HapexHaa KOHCTPYKUMA, NpeAHa3HaueHHasa ana
PasnnNyYHbIX BUAOB UCMOMb30BAHUA: Ha CTEHE, Ha
uMcTepHax, Ha 6oukax, Ha cneymanbHbIX MOACTaBKaXx.
CamozanveaoLLACA KpblfbyaTbl HAacoc,
OCHALLEHHBI 0OBOJOM,

YCTaHOBMIEHHBIN HA BUOGpOracsLyme onopsbl.
MexaHuyeckoe ynnoTHeHne. UHAYKUNOHHbIN
[BUraTesib, OCHaleHHbI TENTOBON 3aLLUTON

oT neperpesa ABTOMaTUYeCKMIN NNCTONET C
MOBOPOTHbIM COEANHEHNEM. BCTpoeHHbIN
[eprKarenb NMcToneTa ¢ pblyarom nycka/

octaHoBa Hacoca. CeTyaTblii GUNBTP CO CTOPOHbI
BCacblBaHWsA

Hacoca. OcHalleHbl LUeCTEPEHHBIMY CYETUYMKAMMN
JIUTPOB

- Pacxopn no 70 n/MunH

- [orpelwHocTs n3mepenmna: +/- 0,5 %

- HenpepbiBHoe GyHKUMOHUPOBaHMeE OT
3eKTPOCeTN

- YpoBeHb Lyma Huxe 75 gb

- 3awwmTa IP55

- [lo 20 nonszoBartenen

- 4 Nonb30BaTe/IbCKMX Kitova

- Otuet 0 noTpedneHnn
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;6 Vimin 0;/570

(up to 18 gpm)

ey \/\\E ~
- Users .@"I \ g\t —a
Kit keys D) &) ) 82 o jdentification W A
\ i PIN code .
D € and/or

NO PC CONNECTION

Receives quantity pulses

a from: Flow meters
o~

(. Receives enabling signal
from: Level switch

User1 User 2 User 20
Tot @ty userl Tot Qty user?2 Tot Qty user20

ON REQUEST

= : : -@:
e ”‘ -
: 1 &
@) ! L
Code R12737000 Code: R12738000 Code RO8930000 with integrated valve
(Key lock not included) Code F17163000

2{e]plV[ey SRVNN[€]=) TECHNICAL DATA

Fluids  Flow-rate Voltage Pump Meter Nozzle Filter Inlet Hose PC Users
Code Description type  I/min gpm ACV./Hz Power Amp. mod. mod. type H,O  BSP lenght @ con- no.
DC Volt ~ Watt  max. filter nection
F00595500 CUBE 70 MC LITE D} 70 18 230/50 900 4,2 Panth72 K600  Aut. NO 17 4m 17 NO 20

Upon request it is available with different voltages and 60 Hz frequency

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS
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EQUIPMENTS

FLUID
- FILTERING ACCESSORIES MONITORING

CUBE MC LITE



DIESEL
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DISPENSERS
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UBE 70 MC

EN. Diesel fuel dispenser for non commercial
use. Sturdy structure designed for different
applications: can be fixed to walls, tanks
cisterns, drums, special pedestals. Self-priming
vane pump fitted with bypass, installed on
anti-vibration supports. Mechanical seal.
Induction motor fitted with thermal motor
overload protection. Automatic nozzle with
swivel connection. Integrated nozzle holder
with stop/start pump lever. Intake mesh filter.

Fitted with oval gear meters and an electronic
unit for multiuser control and pre-selected
dispensing.

Local memory capable of storing data for
last 255 operations. Interfaces with PC for
sending and organising data. Possibility

of entering vehicle registration number,
kilometres, date and time of dispensing
operation.

Magnetic keys (Kit keys) available for user
identification.

On request: a dedicated software for printing
individual summaries of dispensing details.

PERFORMANCE

- Flow rate up to 70 |/min

- Accuracy: +/- 0.5 %

- Continuous AC operation.
- Noise level below 75 dB

- IP55 protection

DIMENSIONS

413 500

345 314

1368

relVeRVNN(€]=R WEIGHT AND PACKAGING

Weight Packaging
Code
kg Ibs mm

F0059400C 25 55 400x400x460
F0059413B 25 55 400x400x460
F0059414B 25 55 400x400x460
F0059415B 25 55 400x400x460
F00594220 25 55 400x400x460

ES. Dispensador de diésel para uso personal.
Estructura fuerte para diversas aplicaciones.
Se puede instalar sobre una pared, sobre
tanques de cisterna, barriles o en su
respectivo pedestal. Bomba auto cebante de
paletas con bypass, instalada sobre soportes
anti vibratorios. Cierre mecdnico. Motor de
induccidén con proteccidn térmica para la sobre
caraga. Pistola automdtica con racor giratorio.
Porta pistola integrado con palanca para la
marcha o parada de la bomba. Filtro de red.
Equipado con medidor de mecanismo de
engrave ovalado y de unidad electrénica

con control multiusuario dispensacién pre
seleccionada. Memoria local capaz de
almacenar las dltimas 255 operaciones.
Interfaz con PC para la exportacidn y la
organizacién de los datos. Posibilidad de

introducir el cédigo del vehiculo, el kilometraje,

la fecha o la hora del suministro.

Llaves magnéticas (kit keys) para la
identificacién de los usuarios.

A peticidn: software especializado para
imprimir detalles de los suministros o detalles
de suministro por usuario.

- Caudal de hasta 70 |/min

- Precisién: +/- 0,5%

- Disponible en versién CA y CC
- Nivel de ruido inferior a 75 dB
- Proteccidn IP55

N. Boxes/
Europallet
WX -

1 12 24
1 12 24
1 12 24
1 12 24
12 24

DISPENSERS

Pedestal (optional)
Code F1270800C

Tel: (+974) 443 54 298
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RU. Pacnpepenvtenu gnsenbHoOro Tonnvea ana
VHAMBMAYaNbHOIO Nonb3oBaHuA. HagexHan
KOHCTPYKUMA, NpeAHa3HavyeHHasa ana
Pa3nnYHbIX BUAOB NCMOSIb30BaHMA: Ha CTEHE,
Ha UMcTepHax, Ha 604Kax, Ha cneumanbHbIX
nopactaBkax. CaMo3anvBaloWmMnCa KpbiibyaTbii
Hacoc, OCHaLLeHHbIt 06BOAOM, YCTaHOB/EHHbIN
Ha Bubporacawme onopbl. MexaHnyeckoe
ynioTHeHne. HAYKUMOHHbIV ABUraTenb,
OCHALLEeHHbIN TENIOBOW 3aLlUTON OT Neperpesa
ABTOMaTUYECKMI NUCTONET C MOBOPOTHLIM
coefiHeHneM. BcTpoeHHbI fepkaTtenb
nmncToseTa C pbluarom nycka/octaHoBa Hacoca.
CeTyaTblin GUNBTP CO CTOPOHbI BCACbIBaHUA
Hacoca. OcHalleHbl cYeTYMKaMm NINTPOB C
OBaJIbHbIMM LIECTEPHAMMW U SNEKTPOHHbIM
G/10KOM [1/171 MHOFOMOJIb30BaTeNbCKOro
yrpaeneHns v HaCTPOMKM nogayun. JlokanbHaa
namsaTb nocneaHux 255 onepauymn. Htepoeinc
[1K an18 3KCNopTMPOBAHUSA U OpraHn3aLmn
[laHHbIX. BO3MOXHOCTb YKa3aTb Kof aBToMoouns
1 KnomeTpak, AaTy Y BpeMs Nojaun.
[pepnaraiorca marHuTHble Knioum (Kit keys) ansa
naeHTndrKaL i nonb3oBaTenen.

[lo 3akasy: cneLmanbHoe NporpammHoe
obecreyeHne ¢ BO3MOXHOCTbIO pacneyaTku
[eTanbHoN nHdGopMaumm o nogayax u UTOroBbIX
[aHHbIX A5 Mosib30BaTeNs.

- Pacxog no 70 n/muH

- [orpewHocTs n3mepeHms: +/- 0.5 %

- HenpepbiBHoe GyHKLMOHUPOBaHMe OT
3/1eKTPOCETU

-YpoBseHb Lyma Huxe 75 b

- 3awwmTa IP55




Tel: (+974) 443 54 298
www.boltsandtools.com

P Flowrate YN Accuracy

;6 I/min 0 ;/5 °/o

(up to 18 gpm)
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Cube 70 MC

ON REQUEST

1

1

1
1

< >
INON e H,0

Code R12737000 Code: R12738000
(Key lock not included)

relplV[e VNN(€]=R TECHNICAL DATA

Fluids  Flow-rate Voltage
Code Description .
type  I/min gpm ACV./Hz Power
DC Volt ~ Watt
F0059400C Cube 70 MC D} 70 18  230/50 900
F0059413B  Cube 70 MC DC 12V D} 56 15 12 300
F0059414B Cube 70 MC DC 24V D} 70 18 24 420
F0059415B Cube 70 MC 120 UT D} 70 18 230/50 550
F00594220 Cube 70 MC 12V 120UT 9 56 15 12 300

Amp.

max.
4,2
35
25
3,3
35

Pump

mod.

Panth 72
Panth DC
Panth DC
Panth 72
Panth DC

Meter

mod.

K600
K600
K600
K600
K600

Tel: (+974) 443 54 298
www.boltsandtools.com
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Available
PRESET
VERSION

ON REQUEST

Self service desk
software

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS
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EQUIPMENTS

See “Fluid monitoring”
section

2" Drum connector

Code RO8930000

with integrated valve
Code F17163000

FLUID
- FILTERING ACCESSORIES MONITORING

Nozzle Filter Inlet Hose pC Users
type HO BSP lenght @ con- no.
filter nection
Aut. NO 17 4m 1”7 YES 50
Aut. NO 17 4m 1" YES 50
Aut. NO 17 4m 1" YES 50
Aut. NO 1” 4m 1" YES 120
Aut. NO 1” 4m 1" YES 120

Upon request it is available with different voltages and 60 Hz frequency

CUBE 70 MC




DIESEL
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DISPENSER
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UBE 70-90 MC 2.0

EN. Cube MC 2.0 is equipped with a LAN
connection as standard to allow constant
dialogue with the software, receive
configuration mode data from a remote
location and transmit fuel delivery reports.

Cube MC 2.0 can be installed directly on the
tank, on a wall or on a pedestal and is the
ideal product for those seeking practicality
and the maximum safety in diesel fuel
dispensing procedures.

The mechanical component of Cube MC 2.0
features:

« High displacement self-priming vane pump.
« Automatic nozzle with swive! fitting.

« Integrated nozzle holder with pump start/
stop lever.

+ Pump suction mesh strainer.

+ Oval gear electronic flow meter

PERFORMANCE

- Flow rate up to 90 |/min
- Accuracy: +/-0.5%

- Continuous AC operation 230 V (mod. 70 MC)
- Duty cycle 30 min DC version (mod. 90 MC)

- Noise level below 75 dB
- IP55 Protection

ES. Cube MC 2.0 incluye de serie una

tarjeta LAN que le permite dialogar
continuamente con el programa, recibir datos
de configuracién en modo remoto y enviar
informes de los repostajes.

Cube MC 2.0 se puede instalar directamente
en la cisterna, en la pared o sobre un pie y

es el producto ideal para quienes buscan
practicidad y mdxima seguridad en el control
de los suministros de gaséleo.

La parte mecdnica de Cube MC 2.0 se
caracteriza por:

« Bomba autocebante de paletas de gran
caudal

« Pistola automdtica con conexidn giratoria

« Portapistola integrado con palanca de
arranque y parada de la bomba

« Filtro de malla en la aspiracién de la bomba

« Cuentalitros electrénico de engranajes ovales

- Caudal de hasta 90 |/min

- Precisién: : +/- 0.5 %

- Funcionamiento continuo con CA a 230 V
- Ciclo de trabajo de 30 min. en versién CC
- Nivel de ruido inferior a 75 dB

- Proteccién IP55

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. Mogynb Cube 70 MC 2.0 nmeet
nopkntoyeHmne K cetn LAN gna HenpepbiBHOrO
obmeHa MHPopMaLmen C NPOrpamMmMHbIM
obecneyeHnem, AnA NosyYeHUA AaHHbIX 06
YAANEHHOW HaCcTPOVIKe 1 OTNPaBKy OTYETOB 06
OTnycKe Tonnmea.

[ina rammbl npogykumm 2.0 Tpebyetca
nporpammMmHoe o6ecneueHue Self Service
Management 2.0.

Mogynb Cube 70 MC 2.0 MOXeT 6bITb yCTaHOBNIEH
HernocpefCTBEHHO Ha LCTEPHE, Ha CTeHE UK Ha
nogcraBke. O6beauHAET B cebe NpPakTUYHOCTb

1 MaKCUMMasbHYI0 HaleXXHOCTb yrpaB/ieHuns
NpOoLeccom pasfayumn An3enbHOro Tonmea.

MexaHuyeckne otnnuma mogynsa Cube 70 MC 2.0:
- CamoBcachiBaloWWi WNBGEPHbI HacoC C
BbICOKOV Nodayen.

+ ABTOMaT/YECKMUI MUCTONET C MOBOPOTHBIM
coefuHeHnem.

+ BcTpoeHHbIV fepxKaTenb n1cTosneTa C pbluarom
rycKa/BblK/Il0YEHUA Hacoca.

- CeTyaTbil GU/IBTP CO CTOPOHBI BCACbIBaHUA
Hacoca.

+ INEKTPOHHbIV CYETYMK NINTPOB C OBAsIbHBIMU
LecTepHAMU.

- Pacxop go 70 n/muH

- MNorpewHocTs n3smepenus: +/- 0.5 %

- HenpepbisHoe pyHKLMOHMPOBaHUe Moaeni,
nuTatoLlenics ot anekTpoceTn 230 B (Mog. 70 MC)

- Pabounin uykn 30 MMH Mogenu, NUTaKLLEeNCca oT
MCTOYHMKa nocTtosiHHOro Toka (Mog. 90 MC)

- YpoBeHb twyma Huxe 75 ab

- 3awuTa IP55

- LAN adapter - LAN adapter
DIMENSIONS
g
0|
3
2{@)plb[ey pVNN[€]=8 WEIGHT AND PACKAGING
Weight Packaging N. Boxes/
Evuropallet
Code L b y
g s mm pcs
N S
Column versions
F00596000 25 &5 400x400x460 1 12 24
F00596100 25 55 400x400x460

DISPENSERS
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P iowrate
+/-
0,50/0

m i —ro—

up to

90,

(up to 23,8 gpm)

Self Service
Management

2.0

EXISTING LAN NETWORK

WIFI (ON REQUEST)

\II

® (Zj,)

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

User Vehicle
management management

(%]
=
) <5
" SELFSERVICE® Q&
MANA SL) 8‘
Pedestal on request H

REQUIRED Code F1270800C

ON REQUEST

Kit wall support m . PWSTATION-WIFI
SSEESEs==s p _‘Ei o=

User key Vehicle key @ | | @ =

Code R15904000 Code R17299000 Code F12710120 Code F12710090

(10 pcs) (10 pcs) An hot spot and
repeater in case of
long distance

Code R12737000 with integrated valve
Code F17163000

22{e]plV[eq SR VNN[€]=) TECHNICAL DATA
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Fluids  Flow-rate Voltage Pump  Meter Nozzle Fil- Inlet  Self Service
ter Management
Code Description
type  I/min gpm ACV./Hz Power Amp. mod. mod. type  H,O  BSP
DC Volt ~ Watt  max. filfer
F00596000  Cube 70 MC 2.0 D] 70 18 230/50 900 4,9 Panth72 K600  ABO NO 17 required
F00396100  Cube 90 MC 2.0 D] 90 23,8 230/50 900 4,9 Panth90 K600 A120 NO 17 required

CUBE 70- 90 MC 2.0
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FLUID MONITORING

ADE
C BOX LITE “:‘T‘R‘w

B EN. Smart multi-user control panel. ES. Panel de control para multiusuarios. RU. MHorononb3oBaTtenbckas naHenb
o MC BOX LITE encloses some functions of the ~ MC BOX LITE presenta algunas funciones del ~ ynpasnexus.
= MC panel with the simplicity of the ACCESS panel MC BOX SYSTEM con la sencillez de MC BOX LITE o6beanHAeT HekoTopbie
O 85. It is provided with 4 user keys in order to ACCESS 85. Tiene 4 llaves de usuarios para dyHkummn nanenn MC c npoctoToiit ACCESS
- start dispensing as quick as possible. iniciar el suministro lo mds rdpido posible. 85. OHa cHaGixeHa 4 NpefBapuTeNbHO
MC BOX LITE permits: MC BOX LITE permite: CKOHd)I/IrypI/IpOBaHHbIMI/I nonb3oBaTeIbCKUMU
- Identification of authorized users - Identificacién de los usuarios autorizados i;am;aa';:ﬂ;m"sgé;%?&" HadaTb NoAady B
- Storage of dispensing transactions - Almacenamiento de la informacién de cada y
oy - Pre-selection of dispensed quantity suministro Bosmoxwocti MC BOX LITE:
@ ) " . - - VipeHTnduKaLms aBTOpU30BaHHbIX
u - Total consumption - Pre-seleccidn de la cantidad a suministrar. ,
e -u tion - Reporte de consumo total rionb3osarency
serconsump R P fo d ) . - CoxpaHeHue nHdopmaLmm o nogayax
- keporte de consumo por usuarto - NMpepBapuTENbHbIN BbIGOP NOAABAEMOTO
KonuuecTsa
- ObLwee notpebneHne
- MoTpe6neHnn ogHOro Nonb3osatens
L PERFORMANCE
§ - Up to 20 users - Hasta 20 usuarios. - o 20 nonb3oBatenen
R - 4 user keys already configured - Cuatro llaves usuarios previamente - 4 NpefBapuTesbHO CKOHGUrYPUPOBaHHBIX
- Consumption report configuradas. ICIBEOBAIENbCKNX KITloya
- Informe de los consumos. - Oruer o notpebnerin
L
Z
L
[%]
9 ,
& \\ >~
X o =
_pC
DIMENSIONS
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—
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2e)plV[ey SRYANEI=) WEIGHT AND PACKAGING

Weight Packaging
Code kg Ibs mm inch pcs/
box ] =
STOP e #
F13981000 9 19,4 480x370x265  18,9x14,6x10,4 1 1 ey

slelii=s
O OV ®

P sene 67°° C

(© TRD

DISPENSERS
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@ Pump unit switch on/off

Receives quantity pulses
from: Flow meters

»
>

I . Receives enabling signal
~ from: Level switch

Receives enabling
signal from:
Micro switch on nozzle

Code: R16239000

FEATURES

Display cover

RirelplV[ey VNN(€]=R TECHNICAL DATA

Code Description

F13981000 MC BOX LITE

Tel: (+974) 443 54 298
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K600/2-3 3/4” oil
Code FOO472A20

K600O/3 1" diesel
Code FOO472A00

Fluids

type

DIGIOIKI

Kit keys

o i

Code F17121000
for Diesel only

Users key AC V,/Hz
DC Volt
4 230/50

'S o

Tel: (+974) 443 54 298
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C <

NO PC CONNECTION

Users
+ - identification
PIN code
and/or
User key

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

-
<
]
i
a
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EQUIPMENTS

Voltage
Power Amp. max.
Watt (load motor)
35 6,5

FLUID
- FILTERING ACCESSORIES MONITORING

MC BOX LITE




BIODIESEL

DIESEL

GASOLINE

KEROSENE

OlL

AdBlue®
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FLUID MONITORING

CBO

EN. Multi-user control panel with accessories
for PC connection.

MC BOX permits: Pump ignition, identification
of authorised users, Pre-selection of
dispensed quantity, Management of pulse
metre, Management of an external switch

to switch off pump at minimum level,
Management of micro switch connected to
nozzle support, Connection to an external
printer.

Technical features: Panel with dual display,
keyboard and i-button reader. Controls up

to 120 users through passwords or i-button
keys. Calculates consumption of each
individual user. Local memory up to last 255
operations. Possibility of inserting vehicle
registration number, kilometres, date and time
of dispensing.

Dedicated software for printing individual
detailed summaries.

Possibility of managing up to 16 panels with
one software. Key reader with USB socket for
exporting data. RS converter with USB socket
for direct connection with PC via cable up to
1000 metres.

PERFORMANCE

- Up to 120 users
- PC connection
- Data management software

- AC and DC versions available

DIMENSIONS

I

Tel: (+974) 443 54 298
www.boltsandtools.com

SYST EM

ES. Panel electrénico de control, multiusuario,
con accesorios para la conexién a una PC.
ElMC BOX SYSTEM permite:

- El encendido de la bomba,

- Identificacién de usuarios designados

- Preseleccidn de la cantidad a suministrar

- Manejo sobre el medidor de pulso

- Manejo del interruptor de nivel que detiene
la bomba cuando el volumen del tanque estd
bajo.

- Manejo del interruptor localizado debajo del
porta pistola para detener la bomba

- Conexién a una impresora externa.
Caracteristicas: Panel de pantalla doble,
teclado y lector de llave i-button. Gestién de
hasta 120 usuarios mediante contrasefa o llave
i-button. Cdlculo del consumo del periodo para
cada usuario. Memoria local de las ultimas 255
transacciones. Posibilidad de introducir cddigo
del vehiculo y el kilometraje. Control sobre

la fecha y la hora del suministro. Software
especializado para efectuar impresiones de
los suministros e impresiones resumidas por
usuario. Posibilidad de administrar hasta 16
paneles con un software. Lector de llave con
conexién USB para exportacidn de datos.
Convertidor RS con conexién USB para PC de
hasta 1000 m.

- Capacidad de 120 usuarios
- Conexién a una PC
- Software para administrar los datos

- Disponible en versién AC y DC

22

lleplV[e i VNN[€]=8 WEIGHT AND PACKAGING

Weight

Code kg Ibs mm

F0057201B 9 19,4 480x370x265
F1398000C 5 19,4 480x370x265
F1398003C 5 19,4 480x370x265
F1398005B 5 19,4 480x370x265
F1398006B 5 19,4 480x370x265
F1398001B 6 13,2 480x370x265
F1398002B 6 13,2 480x370x265

| 260 | |__146 |

Packaging

172

inch pcs/
box

18,9x14,6x10,4 1
18,9x14,6x10,4 1
18,9x14,6x10,4 1
18,9x14,6x10,4 1
18,9x14,6x10,4 1
18,9x14,6x10,4 1
18,9x14,6x10,4 1

DISPENSERS
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RU. SnekTpoHHasa MHorononb3oBaTebckas
naHesb ynpaeneHus ¢ NPUHaANEXHOCTAMU ANA
noaknoyeHma K MNK.

MC BOX nossonset: BKkntoueHune Hacoca,
pacno3HaBaHve akT1BN3MPOBAHHbIX
nonb3osaTenein, NpeaBapuTENbHbIN BbIGOP
noAaBaeMoro Konvm4ecTsa, yrpasreHune
VNMNYNbCHbIM CHETYNKOM IUTPOB, yNpaBrieHne
BHELUHUM AaTYNKOM YPOBHSA ANA BbIKJIIOUYEHUA
Hacoca B CJly4ae MUHUMAJIbHOTO YPOBHS,
ynpasneHve MAUKPOBbIK/oYaTenem, CoeJUHEHHbIM
C AepxaTenem nMcTosneTa, BO3SMOXHOCTb
NOAKNIOYEHNA BHELLHEro NpuHTepa.
Xapaktepuctuku: MaHenb ¢ ABONHbIM AUCnneem,
KNaBMaTypomn 1 yCTPOWCTBOM ANA CUMTbIBAHUA
Kntoven i-button. YnpasneHnwue go 120
nosib3oBaTeNAMU, UCMOb3yA Naposib UKW KoY
i-button. PacueT noTpebneHns 3a onpeaeneHHbIn
Mepuop Ana Kax/oro nosib3oatens. JlokanbHas
namaTh Ana 255 nocnefHux nopay. BoamoxHoctb
yKazaTb KOJ aBTOMOBUNA 1 KUITOMETPaX.
Ynpaenexne 1aton U BpeMeHeM Nnogaum.
CrneumanbHoe nporpaMmmHoe obecneyeHue ¢
BO3MOXXHOCTbIO pacneyaTku HGopmMaLmm o
nojayax 1 ToroBblX JaHHbIX MONb30BaTeNs.
BoamoxHoCTb yripaBnaTb Ao 16 naHenammn

C MOMOLLIO MPOrPaMMHOr0 obecrneyeHus.
CunTbiBatoLLee YCTPONCTB Kitoyel ¢ rHesgom USB ana
SKCMOPTYPOBaHA AaHHbIX. [peobpasosatens RS ¢
riezpnom USB ans HenocpeacTBEHHOTO NOAKOYEHUA
K [1K ¢ nomouibo kabensa gnvmHon go 1000 m.

- o 120 nonb3oBaTenem

- MoaknioueHne K MK

- [porpammHoe obecneyeHne ana ynpasneHus
J[aHHbIMU

- Flpe,qnararoTCH mMoaenu C NTaHnem ot
NCTOYHMKa NnepemMmeHHOro n N0OCToOAHHOIoO ToOKa
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= = identification
- PIN code

and/or
User key

@ Pump unit switch on/off
Receives quantity pulses

a from: Flow meters

Receives enabling signal
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K600/2-3 3/4" ol K241" AdBlue® See “Fluid monitoring” Code F17121000 2
Code FOO472A20 Code FO0O40721B section for Diesel only
K600O/3 1" diesel w
Code FOO472A00 a3
o
%)
L
Q
Q
<
RlrelplV[ey RVAN(€]=R TECHNICAL DATA %
Fluids Voltage g
Code Description type Users AC V./Hz Power Amp. max. Meters o
DC Volt Watt (load motor) =
F0057201B MC BOX complete * D} 80 230/50 35 6,5 K600/3
F1398000C  MC BOX (any fluids) REERE 80 230/50 35 6,5 .
F1398003C MC BOX (any fluids) 120 V DIGJOIK] 120 120/60 35 6,5 -
F1398005B MC BOX (any fluids) [DIGJOIK] 120 230/50 35 6,5 -
F1398006B MC BOX (AdBlue®) 120 230/50 35 6,5 -
F1398001B MG BOX 12V REEER 120 12 10 50 -
F1398002B MC BOX 24V D|GlO]K] 120 24 10 25 -

* Complete by: CD rom with software, 10 Ibutton user key, 1 Ibutton manager key, USB plug Ibutton key reader for PC

MC BOX SYSTEM
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OIL
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FLUID MONITORING
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C BOX 2.0 I-J%?,L_fs@wg-

EN. MC BOX 2.0 is a management system to
monitor users, vehicles and fuel dispensing for
non-commercial diesel fuel distribution plants.
The device consists of an electronic panel to
which the system pump can be connected, an
electronic flow meter, a nozzle contact and an
external printer.

MC BOX 2.0 also offers the facility to monitor
tank fuel level by means of OCIO 2.0

MC BOX 2.0 is equipped with a dual display,
keypad and i-button key reader; it allows
two-way dialogue with a PC via the standard
LAN connection, which not only makes it
possible to receive data but also to change
the configuration from a remote location,
conveniently and accurately.

The device is available in a LAN or WiFi
version to meet differing requirements, both
to be used with the Self Service management

2.0 software.

PERFORMANCE

+ Access control

+ Pump start,

+ Pre-selection

+ Management of a Pulser flow meter,

+ Management of an external level switch for
pump off in minimum level conditions,

+ Management of microswitch connected to
nozzle holder,

« External printer connection.

DIMENSIONS

ES. MC BOX 2.0 estd destinado a quienes
tienen una estacién de repostaje para uso
privado sin control de usuarios y suministros.
Es un panel electrénico al cual se pueden
conectar la bomba del sistema, un cuentalitros
electrdnico, un contacto para la pistola y una
impresora externa.

MC BOX 2.0 también puede controlar el nivel
del depdsito mediante OCIO 2.0.

MC BOX 2.0 estd dotado de dos pantallas,
teclado y lector de llaves iButton. Permite

el didlogo con un ordenador mediante la
conexién de serie a la red LAN, no solo para
recibir datos del surtidor sino también para
modificar su configuracién a distancia con
comodidad y precisidn.

Se ofrecen versiones con conexidn por LAN o
wifi, ambas para utilizar con el software Self
Service Management 2.0.

- Control de los accesos

« Encendido de la bomba

+ Preseleccidn

- Gestién de un cuentalitros pulser

« Gestién de un interruptor de nivel externo que
apaga la bomba cuando el contenido llega el
minimo

« Gestién de un microinterruptor conectado al
soporte de la pistola

« Conexidn de una impresora externa

22
o 8
) R4
0 goop &°
o o |
©@ oo
( 260 | C|__146 |
: | 172

e)plv[ey SRYANE=) WEIGHT AND PACKAGING

Weight
Code kg Ibs mm
F00597010 9 19,4 480x370x265
F00597020 5 19,4 480x370x265

DISPENSERS

Packaging

18,9x14,6x10,4 1
18,9x14,6x10,4 1

inch pcs/
box
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RU. MC BOX 2.0 npepHa3HayeHa ans BnagenbLes
3anpaBoYHOro 06opyAoBaHWA ANA AU3ENbHOMO
TOMAMBa ANA YaCTHOIO NOMb30BaHMA, HO He NMeeT
BO3MOXXHOCTW KOHTPONNPOBATb Nofb30BaTenen n
OTNyCK TONAnBa.

7O 3NeKTPOHHaA NaHenb, K KOTOPOW MOXKHO
NOACOeANHNTL HACOC 06OPYAOBaHNISA, INEKTPOHHBbIN
CYETYMK NINTPOB, KOHTAKT NUCTONETa N BHELUHWI
npuHTep.

Kpome Toro, MC BOX 2.0 nossonset cneanTb 3a
ypoBHeM Tonnmea B 6ake ¢ nomolypto OCIO 2.0.
MC BOX 2.0 nmeeT ABOVIHOW AMCNEeN, KNaBnaTypy
1 cunTBIBaTENDb KNtouel i-button, obecneunsaer
[IBYXCTOPOHHWI 06MeH AaHHbIMY ¢ MK no cetn
LAN, 4TO He ToNbKO NO3BONAET NPUHMMATb AAHHbIE,
HO 1 yjaneHHO U3MeHATb HaCTPOWKM C BbICOKON
TOYHOCTbIO 1 YAO6CTBOM.

B Hannunm nvieetca Bepcua ana LAN unu gna WiFi,
B 3aBUCAMOCTY OT KOHKPETHbIX TpeboBaHuiA. na
paboThl 06erx Bepcnin TpebyeTca NporpaMmHoe
obecrevenne Self Service management 2.0.

RU. - KoHTtponb goctyna

« BknioueHune Hacoca

« MpeasaputensHblin BbIGOP

- YnpaeneHve NvinynabCHbIM CHETYUKOM NINTPOB

« YnpaeneHe BHEWHNM NepeKknioyaTenemM ypoBHsa
[N BBIKNIOYEHVs Hacoca MPU MUHUMANbHOM
ypoBHe

- YripasneHvie MiKpornepeksoJyaTenem,
NOACOEANHEHHBIM K KPEMneHUto NcToneTa

- [lopknoueHyie BHeLWHero NpuHTepa.

TOP.  ooeur 3% ® "
O o =
AT T ;

(© TT0

TR
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Self Service P I u s I
Management

2.0

EXISTING LAN NETWORK

WIFI (ON REQUEST)

N
access .
L]
- - > &
— ]
W SELFSERVICE User Vehicle
management management

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

Receives enabling

signal from: 2
Pump unit switch r Micro switch on IZ
on/off nozzle O Lzu
Code: R16239000 a %
e
pr
Receives quantity
pulses from: Flow i —_—
meters

signal from: Level

1
i Receives enabling
= switch

ON REQUEST

Oval gear

4 rl—J'ser ey Vehicle key | | B4

FLUID
- FILTERING ACCESSORIES MONITORING

K600/2-3 3/4” oil K24 1" UREA Code R15904000 Code R17299000 Code F12710120 Code F12710090
Code FO0O472A20 Code FO040721B (10 pcs) (10 pes) An hot spot and
K600/3 1" diesel repeater in case of
Code FO0O472A00 long distance

(@]l SRYNN(€]=8 TECHNICAL DATA

Fluids Voltage Self Service
A M t2.0
Code Description type AC V./Hz Power Amp. max. anagemen
DC Volt Watt (load motor)
F00597010 MC BOX LAN 2.0 D} 230/50 35 6,5 required
F00597020 MC BOX WIFI 2.0 D] 230/50 35 6,5 required

MC BOX 2.0
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SOFTWARE

ELFSERV

EN. Software can be used with all Piusi

% products equipped with PC data interfaces

% (Cube MC, SelfService MC and FM, MC-

O BOX).

© The software arranges dispensing data for
analysis and print out.
Data can be sent direct to a PC via cable (A)
via LAN (C), via WIFI (D) or via an electronic

% key with memory and a key reader for

% connecting to PC (B).
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ICE besc

ES. Software compatible con cualquier
producto PIUSI equipados con interfaz de
datos para PC (Cube MC, Self Service MC y
FM, MC-BOX).

El software organiza los datos de los
suministros y permite el andlisis y la impresién
de los datos.

La informacién puede ser exportada a una PC
por medio de una conexidn por cable (A), por
LAN (C), por WIFI (D) o por medio de una llave
electrdnica con memoria y un lector de llave a

conectar al PC (B).

o>

-

: !z.,ff’—

PC interface PW 14 Kit Key with USB plug PW-LAN

Code F1271000C Code F14144040 Code F12710050
Composed by Composed by: Composed by
1USB converter PW 14 1 Manager red key 1 PW-LAN

+ CD with Software +10 User yellow keys + CD with Software

to install on PC

+ Key reader to transfer

to install on PC

data to PC + CD with PC
Software.

Tel: (+974) 443 54 298
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RU. MporpammHoe obecneyeHrie MoXHO
1Cnonb3oBaThb CO BCeMU NpoayKTamm Piusi,
ocHalweHHbIMu MK-nHTepdelicom ans nepegaumn
naHHbIx (Cube MC, SelfService MC n FM, MC-
BOX).

MporpammHoe obecrneyeHre opraHnyeT
[aHHble NoAayn, NO3BONAA UX aHaNN3UPOBaTb U
nevaTatb.

[aHHble MOXHO 3KcnopTuposats B MK,
ncnonb3ys

npamoe KabenbHoe coeiviHeHue, (A)

nokanbHyto ceTb (C), becnpoBogHyto ceTb (D) nnn
3MIEKTPOHHY0 dnew-namaTs (B).

cable
max 90 mt

PW-WIFI
Code F12710040

Composed by:
1 PW-WIFI + CD with PC

Software.

DISPENSERS
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RS 485 connection

’ ......... > ........ &ﬁ/ - Software

LAN connection

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

E_

-
<
]
i
a
7}

WI-FI connection —— I up to 200 mt indoor

up to 500 mt outdoor

EQUIPMENTS

PWSTATION-WIFI

optional o
Zz
nx
S
ON REQUEST Code Language = %
F1482000A Czech =
PWSTATION-WIFI . F1481800A Danish
‘ F1390700A Francais ]
. F15358000 English o)
y .. 2
V @ F1388200A Italian 4
| Q
8 1.1 F1398500A Norwegian O
F1390800A Dutch/flemish
Code F12710090 Code R12496000 Code R15904000 F1400000A Portuguese
An hot spgt and Composed by Composed by 10 User F15489000 Rumanian 0)
repeater in case of 1 Manager red key yellow key Zz
long distance F1494100A Slovenian e
=
F1396800A Espanol =
Key for translation PW 14 USB F1422000A Swedish
language converter
F1388300A Deutsch
F15375000 Magyar '

Composed by 1black Code F13292000
key

SELFSERVICE DESK
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s SOFTWARE

ELF SERVICE MANAGEMENT 2.0 [

EN. The new Self Service Management 2.0
software is the most advanced response for
management and monitoring of refueling,
allowing supervision of drivers, vehicles and
fuel tanks.

Setting up the system and getting to work
has never been easier: simply connect the
devices to your LAN or Wi-Fi network and
click on the “Detect System” button on your
PC. Self Service Management 2.0 will handle
the rest.

Self Service Management 2.0 is available in
a broad range of versions developed to meet
all needs, from small systems to the largest
installations.

The software is optimized to provide the
perfect response for those seeking high
performance and maximum practicality.
Use of the Self Service Management 2.0
software requires the new range of SELF
SERVICE 2.0 dispensing devices.

The ibutton key readers kit is available on
request

EN. From your PC you can:

1- administrate the system: recl-time
monitoring of the operation of each device
connected directly to the LAN or Wi-Fi
network;

2 - supervise tanks: real time information on
the quantity of liquid in each tank;

3 - monitor users: complete users database
with facility to limit access to fuel;

4 - manage vehicles: anomalous consumption
alarm, advanced reports;

5 - generate reports: by tank, fluid type,
driver, vehicle or category;

6 - DASHBOARD. Key data are grouped

together in this summary page;

eIV [ey RVANN(E}=R TECHNICAL DATA

Code Description Users Vehicles  Dispensers [e]ei[e]
no. no. no. no.

HARDWARE KEY

F00772010 SSM 2.0 STANDARD 100 100 2 2

F00772020 SSM 2.0 PROFESSIONAL 250 250

F00772030 SSM 2.0 ENTERPRISE 500 500 8 8

F00772040 SSM 2.0 ULTIMATE 1000 1000 12 12

F00772000 SSM 2.0 CLIENT*

WEB EDITION - INTERNET CONNECTION REQUIRED

F00772210 SSM 2.0 STANDARD - WEB EDITION 100 100 2 2

F00772220 SSM 2.0 PROFESSIONAL - WEB EDITION 250 250 4 4

F00772230 SSM 2.0 ENTERPRISE - WEB EDITION 500 500 8 8

F00772240 SSM 2.0 ULTIMATE - WEB EDITION 1000 1000 12 12

F00772200 SSM 2.0 CLIENT* - WEB EDITION

* You can use the software on multiple workstations by purchasing additional SSM 2.0 CLIENT licences.

DISPENSERS

Tel: (+974) 443 54 298
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ES. El nuevo software Self Service
Management 2.0 es la respuesta mds
avanzada para monitorizar el suministro

de carburante y controlar los conductores,
vehiculos y depdsitos.

Configurar el sistema y empezar a trabajar
nunca ha sido tan sencillo, es suficiente
conectar los dispositivos a la red LAN o wifi
y pulsar la tecla “Detectar sistema” desde el
ordenador. Todo lo demds lo hace Self Service
Management 2.0.

Self Service Management 2.0 se ofrece en una
amplia gama de versiones para distintos tipos
y tamafios de estaciones de repostaje.

El software estd optimizado para dar siempre
la mejor respuesta en términos de rendimiento
y usabilidad.

Self Service Management 2.0 es exclusivo
para la nueva gama de surtidores SELF
SERVICE 2.0.

El lector de llaves iButton se suministra a
peticién del cliente.

ES. Desde tu ordenador, podrds:

1- Administrar el sistema con monitorizacidn
en tiempo real del funcionamiento de cada
dispositivo a través de red LAN o wifi.

2 - Vigilar los depésitos para conocer en
tiempo real la cantidad de combustible que
hay en cada uno.

3 - Controlar los usuarios en un registro
dedicado con posibilidad de limitar el acceso
al servicio.

4 - Gestionar los vehiculos mediante informes
avanzados y alarmas por consumos anémalos.
5 - Crear informes por depésito, tipo de
combustible, conductor, vehiculo o categoria.
6 - PANEL DE CONTROL. Pdgina sinéptica
que permite ver répidamente los datos mds
importantes del sistema.

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. HoBoe nporpammHoe o6ecneueHue Self
Service Management 2.0 - 370 nepegoBoe
peLueHve AnA ynpasneHns 1 MOHUTOPWHIa
OTryCKa TOMIMBa, KOHTPONA BoanTenen,
TPaHCMNOPTHBIX CPeACTB 1 6aKoB.

Ewé H1Kkoraa He 6bI0 Tak NPOCTO HACTPOUTL
obopyfoBaHMe 1 HayaTb PaboTy: LOCTaTOYHO
nogknlounTb ycrponcraa k cetr LAN nnn WiFi n
Ha)KaTb Ha KHOMKY “HalTn ycTpoicTBO” Ha cBOEM
MK. Bce ocTanbHoe Self Service Management 2.0
cpenaeT CaMOCTOATESNIbHO.

MmeeTcs WwWnpokuin BbI6op Bepcuin

nporpammbl Self Service Management 2.0

[NA pa3HoO6Pa3HOro HasHaueHs, Kak

LNA HeBONbLUIMNX, TaK 1 ANA CaMbIX KPYMHbIX
YCTPOWCTB.

MporpammHoe obecneyeHne oNTUMM3NPOBaHO
A8 pabOTbl B YCNOBUAX BbICOKMX Harpy3okK u
MaKcrmanbHo 3hGeKTUBHOW SKCayaTaLuu.
[nsa paboTtol Self Service Management 2.0
TpebyeTcA HOBaA raMmma TOMIMBOPA3AaTOUHbIX
yctponcTe SELF SERVICE 2.0.

[To 3anpocy Mo»KHO NPYOBPECTV KOMMNEKT AN
CUMTBIBAHNA KOHTAKTHbIX Kntovelt ibutton.

RU.No3BonAeT ¢ nepcoHanbHOro KoMmnbioTepa:

1 - ynpaenats 060pyaoBaHNEM: MOHUTOPVHI
paboyero CoOCTOAHNA KaXXAoro YCTPOWCTBa,
noaknoyeHHoro Hanpamyto K cetu LAN nnmn WiFi,
B peXMMe peanbHOro BpemeHu;

2 - cnepnTh 3a HakaMu: MOXXHO B pexrme
peasibHOro BpeMeHu NPOCeXnBaTb KOIMYeCTBO
MKULKOTO TOM/IMBa B KaXAom bake;

3 - KOHTPONMPOBaTb NONb30BaTeNEN: MONHbIE
[laHHble O NoJsib30BaTene, BO3MOXHOCTb
OrpaHnyerrsa JOCTyna K OTNyCKy TOMAMBa;

4 - ynpaenaTb TPaHCMOPTHBIMK CPeCTBaMMU:
CUrHan TPEBOr MPU HEXapaKTePHOM
noTpebnenny, ycoBeplueHCTBOBaHHasA
OTYETHOCTb;

5 - 0bpabaTbiBaTh OTYETbI: HA OCHOBE TaKMX
rapameTpoB, kak 6aK, TUM XXUAKOCTY, BOAUTENb,
TPaHCNopTHOE CPefCTBO UMK KaTeropus;

6 —[aHenb nHCTPYMeHTOB. Ha 3Ton cTpaHuue
cobpaHbl OCHOBHbIE faHHble.

Automatic

Dashboard update myPIUSI PW-MOBILE
YES YES YES NO
YES YES YES YES

YES** YES YES YES
YES** YES YES YES
YES YES YES NO
YES YES YES YES
YES** YES YES YES
YES** YES YES YES

** Drag & drop
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ON REQUEST
Users

management

C

L o ;

User key Vehicle key

Code R15904000 Code R17299000
(10 pcs) (10 pces)
Software

activation mode

usB
HARDWARE KEY
without internet

connection
(~) WEB EDITION
. internet
connection
required
[© 5 & coos |

P Software Y Users Y Vehicles

Management

Management
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myPIUSI

remote access
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MINIMUM SYSTEM
REQUIREMENTS

Intel® Pentium® 4 or AMD Athlon® 64
processor (2 GHz or faster)

Microsoft® Window® XP with Service Pack
3, Microsoft® Window® Vista with Service
Pack 1, Microsoft® Window® Server
2008, Microsoft® Window® Server 2012,
Microsoft® Window® 7 with Service Pack
1, Window® 8 or Window® 8.1

20 GB of available hard-disk space
(cannot install on removable flash storage
devices)

1280 x 800 display

Internet connection and registration are
necessary for required software activation
(only for Web Edition), membership
validation, software updates and access
to online services.

SELF SERVICE MANAGEMENT 2.0

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

-
<
]
i
a
7}

EQUIPMENTS

FLUID
- FILTERING ACCESSORIES MONITORING
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WINDSCREEN
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FLUID MONITORING

OMMUNICATION KIT

EN. PW-LAN, PW-WiFi and PWStation-WiFi
are the new solutions that allow Piusi devices
to be connected to a LAN or WiFi network.
Piusi devices are recognized as IP addresses
that can be accessed on a company intranet.
The new Wi-Fi and LAN networks expand the
possibilities of allowing products to talk to
Piusi software, exceeding the limits imposed
by RS485 connections.

Piusi products can be connected to the
software applications easily and in a
functional manner, solving the problems
associated with long distances.

PW-LAN

PW-WiFi

cable max

90 mt
E

PWStation-WiFi

cable max

90 mt

DISPENSERS

Tel: (+974) 443 54 298
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ES. PW-LAN, PW-WiFi y PWStation-WiFi

son las nuevas soluciones para conectar los
dispositivos Piusi a una red LAN o wifi.

Los dispositivos Piusi se reconocen como
direcciones IP integradas dentro de la red de
la empresa.

Con las nuevas conexiones wifi y LAN se
amplian las posibilidades de comunicacién
entre los dispositivos y el software Piusi,
superando los limites impuestos por las
conexiones RS485.

Los productos Piusi se pueden conectar a los
software de forma fdcil y funcional, resolviendo
los problemas debidos a las distancias
elevadas.

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. PW-LAN, PW-WiFi n PWStation-WiFi sBnstoTca
HOBbIMW PELLEHNAMMU, KOTOPbIE NO3BONAIOT
NnoAcoeAVHNUTDb ycTpolncTea Piusi K nokanbHom
(LAN) nnun 6ecnposogHoin (WiFi) ceTw.
YctpowicTsa Piusi pacnosHatotca no IP-agpecam,
K KOTOPbIM MOXHO NOAKMOUNTLCA U3 CETU
npegnpuATys.

Bbnarogaps HoBbim coeguHeHmam Wi-Fi n LAN,
pacWwmMpATCA BO3MOXXHOCTU NO 06 BEANHEHNIO
NPOAYKTOB 1 NPOrpammMHoro obecnevexus Piusi,
npeofoneBas orpaHUYeHs, HaknagblBaemble
cBA3blo RS485.

MpopayKTbl Piusi MOXHO NPOCTO 1 3GPEeKTUBHO
COEANHUTDL C NPOrPaMMHbIM 0becneyeHmem,
YCTpaHUB Npob6nembl, CBA3aHHbIe C 6ONbWMMM
paccTosHUAMN.

S—
EXISTING
LAN NETWORK

=
P B) =
\ o EXISTING
| WiFi NETWORK
y
_"’t PW-WiFi T
i
1
.
=
=
S
a“ 1 o
. ¥
MAXn16 = === LAN CABLE o
MAX 90 mt
— eeseesesee NSO . ? ........ ? EXISTING LAN
NETWORK
\ \ PW STATION
PW STATION ACCESSPOINT  “Tomcmsn
PW-WiFi REPEATER MODE MODE

MAX n.16 - - LAN CABLE

MAX 90 mt

LAN CABLE
MAX 90 mt

LAN CABLE
MAX 90 mt
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PW-LAN

PW-WiFi

PWStation-WiFi

EN. PW-LAN is a new solution that makes
it possible to connect several different Piusi
products to a LAN network. PW-LAN is

an advanced device with several different
methods of converting an RS485 signal
into an Ethernet signal by means of a
simple and intuitive interface.

PW-LAN offers:

« Instant conversion of an RS485 signal to
Ethernet

« IP fallback function

+ Compatibility with all DCHP servers
+100% compatibility with all Piusi software
applications.

PW-LAN supports the following Piusi
products: Self Service FM, Self Service MC,
Cube MC, MC-BOX, MCO.

EN. PW-WiFi is composed of two different
devices:

« an electronic card that converts an
RS485 into an Ethernet signal.

» a WiFi module/antenna that makes it
possible to connect the LAN card to an
existing WiFi network. PW-WiFi offers:

« Instant conversion of an RS485 signal to
Wi-Fi

«IP fallback function

+ Compatibility with all DCHP servers
+100% compatibility with all Piusi software
applications.

PW-WiFi supports the following Piusi
products: OCIO, Self Service FM, Self
Service MC, Cube MC, MC-BOX, MCO.

EN. Piusi proposes the PWStation-WiFi
device, which makes it possible to create a
WiFi network, if otherwise unavailable.

The device is an access point that is
compatible with all commercially available
routers.

PWStation-WiFi provides the facility to:

« create a WiFi network.

« increase the signal coverage using several
PWStation-WiFi devices.

2{e]plV[ey VNN [€]=) TECHNICAL DATA

Code Description

F12710050 KIT PW-LAN SELF SERVICE DESK

F12710040 KIT PW-WIFI SELF SERVICE DESK

F12710090 PWSTATION-WIFI

F00755SB0  KIT PW-WIFI OCIO DESK SINGLE TANK

F12710100 KIT PW-LAN PC INTERFACE SOFTWARE MCO-OCIO
F12710110 KIT PW-WIFI PC INTERFACE SOFTWARE MCO-OCIO

Tel: (+974) 443 54 298
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ES. PW-LAN es una nueva solucién que
permite conectar diferentes productos Piusi
a una red LAN. El PW-LAN es un dispositivo
avanzado que cuenta con diferentes modos
de conversidn de la sefial RS485 en sefal
Ethernet, empleando una interfaz simple e
intuitiva. PW-LAN ofrece:

« Conversidn instantdnea de una sefial
RS485 en Ethernet

« Funcidn de IP Fallback

« Compatibilidad con todos los servidores
DCHP

« Compatibilidad al 100% con todos los
software Piusi.

PW-LAN es compatible con los siguientes
productos Piusi: Self Service FM, Self
Service MC, Cube MC, MC-BOX, MCO.

ES. El PW-WiFi estd equipado con dos
aparatos diferentes:

« una tarjeta electrdnica que convierte una
sefial RS485 en una sefal Ethernet;

« un mddulo/antena wifi que permite
conectar la tarjeta LAN a una red wifi
existente. PW-WiFi ofrece:

- Conversidn instantdnea de una sefial
RS485 en wifi

« Funcién de IP Fallback

« Compatibilidad con todos los servidores
DCHP

« Compatibilidad al 100% con todos los
software Piusi.

PW-WiFi es compatible con los siguientes
productos Piusi: OCIO, Self Service FM, Self
Service MC, Cube MC, MC-BOX, MCO.

ES. Piusi propone el dispositivo PWStation-
WiFi que permite crear una red wifi cuando
no se encuentre disponible.

El dispositivo es un punto de acceso
compatible con todos los router del
mercado.

PWStation-WiFi permite:

- crear una red wifi.

« aumentar la cobertura de la sefial
utilizando diferentes dispositivos
PWStation-WiFi.

Tel: (+974) 443 54 298
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®

RU. PW-LAN ABRAloTCA HOBbIM peLleHreM,
KOTOpOE NO3BONAET NOACOEANHATD
pasnuuHble ycTpowncTea Piusi k

nokanbHoi (LAN) cet. PW-LAN sBnsetcs
yCOBEepLLEHCTBOBaHHbIM YCTPONCTBOM,
KOTOpOE NpefoCTaBAsAeT PasfinyHble
pexrmbl NpeobpaszoBaHus curHana RS485
B curHan Ethernet, ucnonb3ys npoctoin n
VHTYWUTUBHBIN UHTEpderic. BO3MOXHOCTU
PW-LAN:

« MomeHTanbHoe npeobpasoBaHune crHana
RS485 B curHan Ethernet

« QyHkuwmsA IP Fallback

« CoBmMecTMOCTb co Bcemn DHCP-
cepBepammn

« 100% COBMeCTMOCTb CO BCEM
nporpamMmHbimM obecneyenmem Piusi.
PW-LAN noppepxusaet cnegyioune
npogayKTbl Piusi: Self Service FM, Self Service
MC, Cube MC, MC-BOX, MCO.

RU. PW-WiFi cocTonT 13 ABYX OTAENbHbIX
YCTPONCTB:

* 3/IEKTPOHHOW NNatbl, KoTopas
npeobpa3syet curHan RS485 B curHan
Ethernet.

+ Moaynsa/anteHHbl WiFi, kotopas
no3sonsaeT coeguHnTb Nnaty LAN ¢
nmetoenca cetoto WiFi.

BoamoxxHoctn PW-WiFi:

- MomeHTanbHoe npeobpa3soBaHue curHana
RS485 B curHan Wi-Fi

 OyHkupA IP Fallback

- CoBmecTmocTb co Bcemn DHCP-
cepsepamu

= 100% coBMeCTUMOCTb CO BCEM
nporpamvmvHbim obecneyeHnem Piusi.
PW-WiFi nopnepxvBaeT cnepyiowmne
npoaykTbl Piusi:

OCIO, Self Service FM, Self Service MC, Cube
MC, MC-BOX, MCO.

RU. Piusi npepnaraet ycTponctso
PWStation-WiFi, koTopoe no3sonset
cospnatb ceTb WiFi, eciv oHa He gocTynHa.
YCTponcTBo ABNAETCA TOUKOMN

[10CTyNa, COBMECTUMOW CO BCEMMU
MaplLupyT3aTopamu, MpeasiaraeMbiMy Ha
PbIHKe.

PWStation-WiFi no3sonseT:

- cozpatb cetb WiFi.

* YBE/INYMTb 30HY MOKPbITUA CUTHana,
1Crosib3ys pasfNYHble YCTPONCTBa
PWStation-WiFi.

Device Included software

PW-LAN
PW-WiFi

PW-WiFi
PW-LAN
PW-WiFi

SELF SERVICE DESK

SELF SERVICE DESK

PWStation-WiFi =

OCIO DESK SINGLE TANK

PC INTERFACE SOFTWARE MCO-OCIO
PC INTERFACE SOFTWARE MCO-OCIO

COMMUNICATION KIT

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS
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FLUID
- FILTERING ACCESSORIES MONITORING




BIODIESEL

DIESEL

WATER AdBlue® OIL

WINDSCREEN
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FLUID MONITORING

OMMUNICATION KIT 2.0

EN. PW-WiFi 2.0 and PWStation-WiFi are
new solutions that allow you to connect 2.0
devices to a WiFi network.

2.0 devices feature a LAN connection as
standard and Self Service Management 2.0
software allows accurate monitoring of users
and deliveries.

Wi-Fi connections extend the potential

to link 2.0 products to the Piusi software
easily, solving problems associated with long
communication distances.

PW-WiFi 2.0

cable max

90 mt

PWStation-WiFi

cable max
90 mt

DISPENSERS
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ES. PW-WiFi 2.0 y PWStation-WiFi son

las nuevas soluciones para conectar los
dispositivos 2.0 a una red wifi.

Los dispositivos 2.0 estdn dotados de tarjeta
LAN de serie y, mediante el software Self
Service Management 2.0, permiten llevar un
control preciso de usuarios y suministros.

La conexidn wifi amplia las posibilidades de
poner en comunicacién los productos 2.0 con
el software Piusi: fdcilmente, con seguridad y
sin problemas de distancia.

W LAN PRARA LAN
A PW-WiFi
LAN i LAN
. LAN A LAN
1!. l i
1 —
Up to 12
o] PW-WiFi
\ LAN o LAN

a LAN
cable
LAN
= cable cable
? max | max
90 mt 90 mt
PW-WiFi
LAN LAN
. —-—B—n ﬂ SELFSERVICE®
MAMAGEMENT 2.0
PW-STATION PW-STATION
Up to 12 repeater mode  access point mode
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RU. PW-WiFi 2.0 n PWStation-WiFi asnsitotcs
HOBbIMU PELLEHNAMMU, KOTOPbIE NO3BONAIOT
nofcoeanHUTb YCTPOCTBa Piusi K nokanbHoN
(LAN) nnun 6ecnposogHoin (WiFi) cetn.
Yctpowictsa 2.0 ocHalleHbl nocnefoBaTesibHbIMU
noptamu LAN, n c nomowbto MO Self Service
Management 2.0 MOXHO BECTM TOUHbIN yyeT
KINEHTOB 1 BblJAHHOrO TOMMBA.

CoepuriHeHune Wi-Fi paclupsaeT BO3MOXHOCTU
cBs3u nsgenuin 2.0 c MO Piusi, obecneunsas
NPOCTOW 1 GYHKLMOHANbHbIN CNOCO6
paspelueHuns npobnembl 60NbLWKX PACCTOSHWUIA.

et EXISTING
T wiriNETwORK

o
ﬂ SELFSERVICE"

EXISTING LAN
NETWORK




Tel: (+974) 443 54 298
www.boltsandtools.com

Nev

PW-WiFi 2.0

PWStation-WiFi

EN. PW-WIFI| 2.0 is Piusi's solution to
connect the LAN card of 2.0 range
products to a WiFi access point,

By means of a simple configuration
procedure, PW-WIFI 2.0 allows dialogue
between the 2.0 dispenser and 2.0
software in the case of difficult LAN
connection.

PW-WiFi 2.0 also provides:

«IP Fallback function

+ Compatibility with all DCHP servers

EN. Piusi proposes the PWStation-WiFi
device, which makes it possible to create a
WiFi network, if otherwise unavailable.

The device is an access point that is
compatible with all commercially available
routers.

PWStation-WiFi provides the facility to:

« create a WiFi network.

« increase the signal coverage using several
PWStation-WiFi devices.

Tel: (+974) 443 54 298
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ES. PW-WiFi 2.0 es la solucién de Piusi para
conectar la tarjeta LAN de los productos 2.0
a un punto de acceso wifi.

Mediante una sencilla configuracién, PW-
WiFi 2.0 permite el didlogo entre el surtidor
2.0 y el software 2.0 en el caso de que no
sea posible acceder fdcilmente a una red
LAN.

PW-WiFi 2.0 también ofrece:

« Funcién IP Fallback

« Compatibilidad con todos los servidores
DCHP

ES. Piusi propone el dispositivo PWStation-
WiFi que permite crear una red wifi cuando
no se encuentre disponible.

El dispositivo es un punto de acceso
compatible con todos los router del
mercado.

PWStation-WiFi permite:

« crear una red wifi.

- aumentar la cobertura de la sefial
utilizando diferentes dispositivos
PWStation-WiFi.
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®

RU. PW-WIFI 2.0 - 370 pelueHue,
npeasoxeHHoe KomnaHwen Piusi gna
nopaknoveHna kaptol LAN nsgenuin 2.0 K
Touke noctyna WiFi.

[locrie BbINONHEHMA MPOCTON HaCTPOWNKN
PW-WIFI 2.0 obecneunBaet obmeH
AaHHbIMY Mexay pacnpegenutenem 2.0

1 nporpavmon 2.0. 3To yao6bHo B Tex
crlyyasx, Koraa NoaKnioyeHmne yepes ceTb
LAN HEBO3MOXHO NN CNOXKHO.
[ononHnTenbHble npenmyecta PW-WiFi
2.0:

« OyHkups IP Fallback

- CoBmecTmocTb co Bcemu DHCP-
cepsepamu

RU. Piusi npegnaraet ycTponcTso
PWStation-WiFi, koTopoe nossonset
co3patb ceTb WiFi, ecnn oHa He gocTynHa.
YcTpONCTBO ABNAETCA TOUKOMN

[OCTYyna, COBMeCT/MO CO BCeMM
MapLUpyTu3aTopamu, NpeanaraeMbiMm Ha
pblHKe.

PWStation-WiFi no3sonset:

« co3paTtb cetb WiFi.

« YBENNYNTb 30HY MOKPBITWA CUrHana,
NCNonb3ya pasfnyHble yCTPONCTBa
PWStation-WiFi.

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS
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replV[ey VNN(€]=R TECHNICAL DATA

FLUID
- FILTERING ACCESSORIES MONITORING

Code Description Device Required software
F12710120 PW WIFI 2.0 PW-WIFI 2.0 SELF SERVICE MANAGEMENT 2.0
F12710090 PWSTATION-WIFI PWStation-WiFi -

COMMUNICATIONKIT 2.0




BIODIESEL

DIESEL

GASOLINE

KEROSENE

olL
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FLUID MONITORING
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CCESS 85

EN. Electronic unit for the smart control of the
withdrawal of fuel from tanks by numerous
users.

It is able to control: pump start and stop,
user access by means of electronic key, the
position of the dispenser gun with relevant go

ahead.

It also features an emergency stop button.
When connected to the OCIQ, it is able to
detect minimum tank level and block the

pump.

All functions can be configured by the system
manager.

22(@)plb[e YNN(E]=8 WEIGHT AND PACKAGING
Packaging 1 r

box '

Weight
Code kg Ibs mm
F00702000 0,7 1,5 120x140x200
F00702010 0,7 1,5 120x140x200

ES. Unidad electrénica para el control del
suministro de gasolina tanques por mds de un
usuario.

Es capaz de controlar: el encendido y la
parada de la bomba, el acceso de los usuarios
por medio de una llave electrdnica y la
posicidn de la pistola. Incluye un botdn para
parar la bomba repentinamente en caso de
una emergencia.

Si estd conectada al OCIO, podria detectar
el nivel minimo del depdsito y para la bomba.
Todas las funciones pueden ser configuradas
por el administrador.

inch pcs/

4,7x5,5x7,9 1 4
4,7x5,5x7,9 1

DISPENSERS

Tel: (+974) 443 54 298
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RU. SneKTpOoHHbI MHTENNEKTYanbHbI 610K
ynpasfieHUsa BcacbiBaHMeM TOMIMBa 13
pe3epByapoB HECKONBKMMY NOIb30BaTENAMN.

OH crnocobeH KOHTPONMNPOBAaTb: BK/IOYEHNE U
BblK/llo4EeHME Hacoca, 4OCTyn nonb3oBarenei
C MOMOLUbIO INEKTPOHHOrO Kito4a, NoNoXxeHne
nopatoLlero NnncTosneTa ¢ COOTBETCTBYOLWNM
paspelwarownm CUrHaaom.

Kpome Toro, oH oCHalleH KHOMKOWN aBapuiiHoOWN
OCTaHOBKMW.

B cnyuae coegunenusa ¢ OCIO (unn gpyrum
VNHANKATOPOM YPOBHS), KOHTPONIPYET ypoBeHb
B pe3epByape, 610KNPYA HacoC B 3aBUCUMOCTM
OT YPOBHSA.

Bce dyHKLMM MOXHO KOHUIYprpoBaTb C
romolblo 6510Ka ynpaBneHusa o60pyaoBaHNEM.

" : ‘

-
wi‘ i
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Functional led

Start and stop
button

OCIO
Level control -

Tel: (+974) 443 54 298
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Nozzle switch

control

ON REQUEST

Manager Key red -

Composed by Composed by 10
1 Manager red key User yellow key
Code R12496000 Code R15904000

o))l R VNN(€]=8 TECHNICAL DATA
Code Description

F00702000 Access 85
F00702010 Kit Access 85

Code F17121000

Fluids

type

pEEE
REEE

Emergency button

User

85
85

\ Key reader

®

User key

NO

Tel: (+974) 443 54 298
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Kit Access 85 (available)
with 4 keys already set-up.

Code FOO702010

\DY TO USE

®
Voltage
AC V,/Hz Power Amp.
Watt max.
230 3,5 6
230 3,5 6

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS
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EQUIPMENTS

FLUID
- FILTERING ACCESSORIES MONITORING

ACCESS 85



BIODIESEL

DIESEL
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DISPENSERS

T

EN. Diesel transfer station. Easy to install,
versatile and compact these stations can

be used to fill mobile tanks or interact with
distribution units.

Fitted with check valve, filter and nozzle
support, they are also supplied with a 4 metre
delivery hose (6 metres available on request)
and can be integrated with a protective metal
components box and water separating filter.

A complete range of accessories required for
carrying out installation is also available.

PERFORMANCE

- Flow rate up to 90 I/min
- AC and DC versions available
- Noise level below 75 dB

eplV[ey SRYANEI=) WEIGHT AND PACKAGING

Weight

Code kg Ibs mm

000266P00 16 35 357x357x275
000286P00 16 35 357x357x275
000214000 21 46 357x357x275
000244000 21 46 357x357x275
000216000 23 50 480x370x265
000252000 23 50 480x370x265
000248000 20 44 357x357x275
F0021000B 10 22 357x357x275
F0021100B 10 22 357x357x275
F00340080 19 42 357x357x275

Packaging
inch pcs/box

14,1x14,1x10,8 1
14,1x14,1x10,8 1
14,1x14,1x10,8 1
14,2x14,2x11,8 1
18,9x14,6x10,4 1
18,9x14,6x10,4 1
14,1x14,1x10,8 1
14,1x14,1x10,8 1
14,1x14,1x10,8 1
14,1x14,1x10,8 1

Tel: (+974) 443 54 298
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ES. Estacidn de trasiego de gasolina. Fécil de
instalar, versatil y compacto, estos sistemas
pueden usarse para llenar tanques mdviles o
para interactuar con unidades de distribucidn.
Estdn incluidas la vélvula de pie con filtro y
porta pistola. Tubo de suministro de 4 metros
de longitud (a peticidn 6 metros).

Pueden integrarse con caja metdlica de
proteccidn para componentes y con filtro
separador de agua. También estdn disponibles
todos los accesorios necesarios para
completar la instalacidn.

- Caudal de hasta 90 [/min
- Disponible en versién CA y CC
- Nivel de ruido inferior a 75 dB

DISPENSERS

Tel: (+974) 443 54 298
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RU. CTaHUM1 nepeKkaynBaHna An3ebHOro
TonnmBa.

MpocTble B ycTaHOBKe, yHMBEPCasbHbIE 1
KOMMNAaKTHble, OHX NOAONAYT ANA KOMMeKTaLmm
rnepeaBvXXHbIX NIV 3aKOMaHHbIX pe3epByaposB C
pacnpeaennTenbHbIM y310M.

OHM OCHaLLaTCA AOHHBIMU KilanaHamu

¢ punbTPOM 1 onopoi nuctoneTa. AnnHa
nopatoLleii Tpybbl coctaBnaeT 4 meTpa (Mo 3aKasy
6 METPOB).

VX MOXXHO 06beaANHUTDb C 3aLWNTHOWN
MeTaIN4Yeckon KOPoOKOiA ANA KOMMIEKTYIOLMX
1 C BOROOTAENUTENBHBIM GUABTPOM.
MpepnaratoTca Takxe BCe NPUHAANEXHOCTH,
HeobXxoAVMble AnA 3aBepLUeHNA YCTaHOBKM.

- Pacxog no 90 n/mun

- MpepnaratoTca mogenu C NUTaHEM OT
NCTOYHVIKA NepeMeHHOro U NOCTOAHHOMO TOKa
- YpoBeHb wyma Huke 75 b
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(up to 24 gpm)

Automatic
nozzle

ST

NOZZLE ' |
NOZZLE METERS METERS PUMPS DISPENSERS

ON REQUEST

pump
Panther 56
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EQUIPMENTS

DC pump
Panther DC

s

'.

L2

epIV[eyRRNN[€]=R TECHNICAL DATA

Fluids  Flow-rate Voltage Meter Nozzle Filter Inlet Hose
Code Description type  I/min gpm ACV./Hz Power Amp.  mod. type H,O BSP lenght @
DC Volt Watt max. filter
000266P00 ST Panther 56 D] 56 15 230/50 350 3 NO Man. NO 1" 4m 34
000286P00 ST Panther 56 A60 D] 56 15 230/50 350 3 NO Aut. NO 1" 4m 34
000214000 STE80 D] 80 21 230/50 700 3,5 NO Man. NO 1" 4m 17
000244000 ST E 80 A80 D} 75 20 230/50 700 3,5 NO Aut. NO 1" 4m 17
000216000 ST E 120 D] 90 24 230/50 1150 5,7 NO Man. NO 1" 4m 17
000252000 STE 120 A120 D] 90 24 230/50 1150 5,7 NO Aut. NO 1" 4m 1

000248000 ST Viscomat 70 (Rapsoil) 30 8 230/50 950 4,6 NO Man. NO 1” 4m 17

F0021000B ST ByPass 3000 12V D] 42 1l 12 260 22 NO Man. NO 1" 4m 34
F0021100B ST ByPass 3000 24V ® 42 11 24 300 12 NO Man. NO 1" 4m  3/4
F00340080 ST Panther DC 12V D] 56 15 12 420 35 NO Man. NO 1" 4m 34

FLUID
- FILTERING ACCESSORIES MONITORING

The units can also be supplied for operating under different voltages and without meter.




BIODIESEL

DIESEL
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DISPENSERS

T WITH METER

EN. Diesel transfer station for non commercial
use. Easy to install, versatile and compact
these stations can be used to fill mobile tanks
or interact with distribution units.

Fitted with check valve, filter and nozzle
support, they are also supplied with a 4 metre
delivery hose (6 metres available on request)
and can be integrated with a protective metal
components box and water separating filter.

A complete range of accessories required for
carrying out installation is also available.

PERFORMANCE

- Flow rate up to 90 |/min

- Accuracy: +/- 1%

- AC and DC versions available
- Noise level below 75 dB

eV NN[e/=n WEIGHT AND PACKAGING

Code Weight Packaging

pithout metal kg lbs mm inch pes/box
F00385P0A 16 35  357x357x275  14,1x14,1x10,8 1
F00287POA 16 35  357x357x275  14,1x14,1x10,8 1
000390000 21 46 357x357x275  14,1x14,1x10,8 1
000392000 23 50  357x357x275  14,1x14,1x10,8 1
000395000 23 50  480x370x265 18,9x14,6x10,4 1
000397000 20 44 480x370x265  18,9x14,6x10,4 1
000256000 10 22 357x357x275  14,1x14,1x10,8 1
F00235008 13 29 357x357x275  14,1x14,1x10,8 1
F00236008 13 20 357x357x275  14,1x14,1x10,8 1
F00233008 14 31 357x357x275  14,1x14,1x10,8 1
F0023400B 14 31 357x357x275  14,1x14,1x10,8 1
F0024000A 24 53 480x370x265  18,9x14,6x10,4 1
F0024100A 24 53 480x370x265  18,9x14,6x10,4 1
F00340070 17 37 357x357x275  14,1x14,1x10,8 1

Tel: (+974) 443 54 298
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ES. Estacidn de trasiego de gasolina. Fécil de
instalar, versatil y compacto, estos sistemas
pueden usarse para llenar tanques mdviles o
para interactuar con unidades de distribucidn.
Estd incluida la vdlvula de pie con filtro y porta
pistola. Tubo de suministro de 4 metros de
longitud (a peticidn unidad con 6 metros).
Pueden integrarse con caja metdlica de
proteccidn para componentes y con filtro
separador de agua.

También disponibles todos los accesorios
necesarios para completar la instalacidn.

- Caudal hasta 90 [/min

- Precisidén: +/- 1%

- Disponible en versiones CA y CC
- Nivel de ruido inferior a 75 dB

DISPENSERS

Tel: (+974) 443 54 298
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RU. CTaHUM1 nepeKkaynBaHna An3ebHOro
TONNMBA AN1A UHANBUAYANbHOrO MOJSIb30BAHUA.
MpocTble B ycTaHOBKe, yHMBEPCasbHbIE 1
KOMMNAaKTHble, OHX NOAONAYT ANA KOMMeKTaLmm
rnepeaBvXXHbIX NIV 3aKOMaHHbIX pe3epByaposB C
pacnpeaennTenbHbIM y310M.

OHM OCHaLLaTCA AOHHBIMU KilanaHamu

¢ punbTPOM 1 onopoi nuctoneTa. AnnHa
nopatoLleii Tpybbl coctaBnaeT 4 meTpa (Mo 3aKasy
6 METPOB).

VX MOXXHO 06beaANHUTDb C 3aLWNTHOWN
MeTaIN4Yeckon KOPoOKOiA ANA KOMMIEKTYIOLMX
1 C BOROOTAENUTENBHBIM GUABTPOM.
MpepnaratoTca Takxe BCe NPUHAANEXHOCTH,
HeobXxoAVMble AnA 3aBepLUeHNA YCTaHOBKM.

- Pacxopa no 90 n/muH

- [MorpeliHocTs n3mepeHus: +/- 1%

- MpepnaratoTcs MOAENM C MUTaHNEM OT
VICTOYHMKA NepeMeHHOro 1 MOCTOAHHOIO TOKa

- YpoBseHb Lyma Huxe 75 b
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P Flowrate YN Accuracy

up to

90, =

(up to 24 gpm)

I
=

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

ON REQUEST

Meter
K600

Metal box (565x308x582) N ‘
ST Panther 56 K33 Code: O0933100A

ON REQUEST

AC pump DC pump
Panther 56 - 72 Bipump

e (&

-
<
]
i
a
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EQUIPMENTS

eIV SRRV NN[€]=h TECHNICAL DATA

%

[ayaid
Code Fluids  Flow-rate Voltage Meter Nozzle Filter Inlet g
pithout metal e etal by Deseription type I/min gpm ACV/Hz  Power  Amp. mod.  type HO  BSP

DC Volt Watt max. filter

FO0385P0A - ST Panther 56 K33 56 15 230/50 350 3 K33 Man. NO 3/4” g
F00287P0A FO0365P0A ST Panther 56 K33 A60 56 15 230/50 350 3 K33 Aut. NO 3/4” 8
000390000 - ST E 80 K33 D] 80 21 230/50 700 3,5 K33 Man. NO 17 g
000392000 00036700B ST E 80 K33 A80 D] 75 20 230/50 700 3,5 K33 Aut. NO 17 2
000395000 - ST E 120 K33 D] 90 24 230/50 1150 5,7 K33 Man. NO 17
000397000 00036900B ST E 120 K33 A120 D] 90 24 230/50 1150 57 K33 Aut. NO 17
000256000 - ST Viscomat 70 K33 (Rapsoil) 30 8 230/50 950 4,6 K33 Man. NO 1" %
- F00265020 ST Viscomat 90 K600 (Rapsoil) 65 17 230/50 1600 7,8 K33 Man. NO 17 %
F0023500B - ST ByPass 3000/12V K33 D} 40 10 12 260 22 K33 Man. NO 3/4” L
F0023600B - ST ByPass 3000 inline 24V K33 ® 40 10 24 300 12 K33 Man. NO 3/4”
F0023300B - ST ByPass 3000/12V K33 A60 D} 35 9 12 260 22 K33 Aut. NO 3/4”
F0023400B - ST ByPass 3000 inline 24V K33 A60 ® 35 9 24 300 12 K33 Aut. NO 3/4”
F0024000A - ST Bipump 12V K33 Self 3000 D] 80 21 12 530 44 K33 Man. NO 17
F0024100A - ST Bipump 24V K33 Self 3000 D] 80 21 24 540 22,5 K33 Man. NO 17
- FO039900A ST Bipump 12V K33 A120 (Rapsoil 80 21 12 530 44 K33 At NO i
F00340070 - ST Panther 12V K33 A60 D] 56 15 12 420 35 K33 Aut. NO 3/4

The units can also be supplied for operating under different voltages and without meter.

ST WITH METER




DIESEL
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DISPENSERS
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T WITH METER + FILTER

EN. Diesel transfer station for non
commercial use. Easy to install, versatile and
compact these stations can be used to fill

mobile tanks or interact with distribution units.

Fitted with check valve, filter and nozzle
support, they are also supplied with a 4 metre
delivery hose (6 metres available on request)
and can be integrated with a protective metal
components box and water separating filter.

A complete range of accessories required for
carrying out installation is also available.

PERFORMANCE

- Flow rate up to 85 I/min

- Accuracy: +/- 1%

- Continuous AC operation.
- Noise level below 75 dB

RepU[eg g NN[e]=n WEIGHT AND PACKAGING

ES. Estacidn de trasiego de gasolina. Fécil de
instalar, versatil y compacta, estos sistemas
pueden usarse para llenar tanques mdviles o
para interactuar con unidades de distribucidn.
Estd incluida la vdlvula de pie con filtro y porta
pistola. Tubo de suministro de 4 metros de
longitud (a peticidn unidad con 6 metros).
Pueden integrarse con caja metdlica de
proteccidn para componentes y con filtro
separador de agua.

También estdn disponibles todos los accesorios
necesarios para completar la instalacidn.

- Caudal de hasta 85 l/min

- Precisidén: +/- 1%

- Funcionamiento CA continda
- Nivel de ruido inferior a 75 dB

Weight Packaging
Code kg lbs mm inch pes/box
With suction hose
FO0386F0A 25 55  580x380x320  22,8x15x12,6 1
FO0265F3A 25 55  580x380x320  22,8x15x12,6 1
FO0265F0A 26 57  580x380x320  22,8x15x12,6 1
F00395F0A 32 71 545x435x340  21,5x17,1x13,4 1
Without suction hose
FO0386F60 22 48  380x380x480  15x15x18,9 1
FO0386R70 22 48  380x380x480  15x15x18,9 1
FO0265F40 26 57  580x380x320  22,8x15x12,6 1
FO0395F60 32 71 545x435x340  215x17,1x13,4 1
F00265520 18 40 480x370x260 18,9x14,6x102 1
F00265R70 18 40 480x370x260 18,9x14,6x102 1

DISPENSERS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. CTaHUM1 nepeKkaynBaHna An3ebHOro
TONNMBA AN1A UHANBUAYANbHOrO MOJSIb30BAHUA.
MpocTble B ycTaHOBKe, yHMBEPCasbHbIE 1
KOMMNAaKTHble, OHX NOAONAYT ANA KOMMeKTaLmm
rnepeaBvXXHbIX NIV 3aKOMaHHbIX pe3epByaposB C
pacnpeaennTenbHbIM y310M.

OHM OCHaLLaTCA AOHHBIMU KilanaHamu

¢ punbTPOM 1 onopoi nuctoneTa. AnnHa
nopatoLleii Tpybbl coctaBnaeT 4 meTpa (Mo 3aKasy
6 METPOB).

VX MOXXHO 06beaANHUTDb C 3aLWNTHOWN
MeTaIN4Yeckon KOPoOKOiA ANA KOMMIEKTYIOLMX
1 C BOROOTAENUTENBHBIM GUABTPOM.
MpepnaratoTca Takxe BCe NPUHAANEXHOCTH,
HeobXxoAVMble AnA 3aBepLUeHNsA YCTaHOBKM.

- Pacxoa po 85 n/muH

- [orpelwHocTs n3mepenus: +/- 1%

- HenpepbiBHOe GyHKLMOHUPOBaHME OT
3neKTpoceTn

- YpoBeHb Lyma Huxe 75 b
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[ Flow-rate
85.. I
Ul

(up to 22 gpm)

Available with
Clear Captor Filter ST Panther72 Filter + K24 meter

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

FEATURES AVAILABLE WITH

Water captor -

SPECIAL
EQUIPMENTS

= O
| ~ ; \ ) T 30 - % o
H,0 2, nl oz
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PI{@]DIS[GRISIPYNN[€]=R TECHNICAL DATA =
Fluids Flow-rate Voltage Meter Nozzle Filter Inlet Hose %
Code Description type I/ gpm ACV./Hz Power Amp. mod. type H,O BSP lenght (%] Suction bu
min DC Volt Watt max. filter hose 2
With suction hose
FO0386F0A ST Panther 56 Filter + AGO D] 52 14 230/50 350 3 K33 Aut. YES 17 6m 3/4” 4m
FO0265F3A ST Panther72+Clear Captor+A60 D] 52 14 230/50 500 4,2 K33 Aut. YES 17 6m 3/4” 4m %
FO0265F0A ST Panther72 Filter + AG0O D] 70 18 230/50 500 4,2 K33 Aut. YES 17 6m 3/4” 4m o
=
FO0395F0A ST E120 Filter + A120 D] 85 22 230/50 1150 57 K33 Aut. YES 1” 6m 1” 4m E
Without suction hose
F00386F60 ST Panther56 Filter + A6O D} 52 14 230/50 350 3 K33 Aut. YES 17 6m 3/4” -
’ FO0386R70 ST Panther56+Clear Captor+A60 D] 52 14 230/50 350 3 K33 Aut. YES 17 6m 3/4” -
F00265F40 ST Panther72 Filter + AGO D] 70 18 230/50 500 4,2 K33 Aut. YES 1 6m 3/4” -
F00395F60 ST E120 Filter + A120 D} 85 22 230/50 1150 57 K33 Aut. YES 1 6m 17 -
’ F00265S20 ST Panther72 Filter + K24 meter D] 70 18 230/50 500 4,2 K24 Aut. YES 17 6m 3/4” -

F00265R70 ST Panther72+Clear Captor+A80 D] 70 18 230/50 500 4,2 K24 Aut. YES 17 6m 3/4” -

The units can also be supplied for operating under different voltages and without meter.

ST WITH METER + FILTER




DIESEL
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DISPENSERS

T BOX

EN. A filling station complete with pump,
flow meter and filter, with metal protection
box featuring lock. The unit is complete with
antistatic hose for diesel fuel and automatic
dispensing nozzle.

The Pro version features an electronic
access control box (Access 85) complete
with emergency mushroom-shaped button
and nozzle holder with automatic switch for
turning off the pump.

Thanks to Access 85 user access can be
managed by means of a personal user key
and a level probe can be connected to

stop dispensing in case of low level in tank.
Featuring a protection timer that switches the
pump off after 10 minutes. The Pro version is
supplied with 4 user keys, already configured.

PERFORMANCE

- Flow rate up to 85 I/min

- Accuracy: +/- 1%

- Continuous AC operation.
- Noise level below 75 dB

DIMENSIONS

582
480

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Estacidén de trasiego de gasolina con
bomba, medidor y filtro, protegido por una
caja de metal con cerradura. La unidad
dispone de un tubo antiestdtico para gasolina
y pistola automdtica de suministro.

La versién Pro estd equipada con una caja
electrdnica de control de accesos (Access
85) con botén de emergencia y porta pistola
con interruptor automdtico para la marcha y
parada de la bomba.

A través del control de acceso 85(Access 85)
se puede manejar el suministro mediante una
llave de usuario y conecta una sonda de nivel
para bloquear el suministro en caso de que el
nivel del depdsito esté muy bajo.

Incluye un interruptor automdtico para la
proteccidn de la estacidn que apaga la bomba
después de 10 minutos.

La versidn Pro contiene 4 llaves de usuario ya
configuradas.

- Caudal hasta 85 |/min

- Precisién: +/- 1%

- Funcionamiento CA contintio
- Nivel de ruido inferior a 75 dB

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. 3anpaBoyHas CTaHUWA, OCHaLLeHHas
HACOCOM, CYETUMKOM JIUTPOB 1 GUSIBTPOM, C
METaNINYECKON 3aLUTHON KOPOOKOW C 3aMKOM.
Y3en ocHalleH aHTUCTaTnYecKon Tpybon ana
[3e/IbHOro TOMNNNBA Y aBTOMATUYECKUM
noJaLWMM MUCTONIETOM.

Mogenb Pro ocHaleHa 31eKTPOHHbIM 6/10KOM
ynpasneHus

poctyna (Access 85) 1 rpnboBUgHO aBapUnHO
KHOTMKOW, a TaKXe fep»KaTesieM nucronerta ¢
ABTOMAaTUYECKMM BbIK/IlOUaTeNemM Hacoca.

C nomouypbio Access 85 MOXKHO ynpaBnAaTb
[OCTYNOM MNofb30BaTesNieil C MOMOLLbIO IMYHOrO
Nosib30BaTeNIbCKOro KJtoua U MOACOeANHNUTD
[laTuK YpOBHs AN GNOKNPOBKY Nogauu B
crlyyae HM3KOro ypoBHA B pe3epsyape. OH
OCHalLleH 3aLlMTHbIM TakMepPOM, KOTOpPbIIA
BblKtoYaeT Hacoc yepes 10 MmHyT. Mogenb

Pro nocraenaetca ¢ 4 npeasaputensHo
CKOHOUIYPPOBAHHBIMW MOJIb30BATENBCKUMM
KnoYamum.

- Pacxog o 85 n/MuH

- [MorpelHocTs n3mepeHus: +/- 1%

- HenpepbieHoe gyHKUMOHUPOBaHUE OT
aneKTpoceT

- YpoBeHb Lyma Huxe 75 b

pllelplU[e i VNN[€]=8 WEIGHT AND PACKAGING

Weight Packaging
Code kg Ibs mm inch pcs/box
Without Access 85
F00365020 36 79 575x320x607  22,6x12,6x23,9 1
F00365060 40 88 575x320x607  22,6x12,6x23,9 1
F00365050 50 110 590x340x720  23,2x13,4x28,3 1
With Access 85
F00365010 40 88 575x320x607  22,6x12,6x23,9 1

DISPENSERS
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P Flowrate | P
85
(up to 22 gpm)

Fittings:
1- Filter (head +
cartridge)
2 - K33 flow meter
3 - Pump
4 - Automatic
nozzle

5 - Swivel connec-
tion (*)

6 - Nozzle holder
with switch(*)

7 - Access 85 (*)
8 - 4 user keys (*)
9 -1 manager

key (*)

(*) PRO version

only

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

ST BOX Basic ST BOX Pro -

2
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FEATURES L
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WATER | - j = S5 8 o=
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H,O
n
Code FOO611AOO A - Functional led Code F17121000 Cod. R12496000 Cod. R15904000 g
70 I/min B - Emergency button Composed by Composed by e)
2 cartridge C - Key reader i manager red key 10 user yellow key 2
After 10 min the pump bu
stops. O
<
(@)l RVNN(€]=8 TECHNICAL DATA O]
zZ
Fluids  Flow-rate Voltage Pump Meter Nozzle Filter Inlet Hose o
]
Code Description type  I/min gpm AC V./Hz Power Amp. mod. mod. type H.O BSP  lenght @ ;
DC Volt Watt max. filter [
Without Access 85
F00365020 ST BOX Panther 56 Basic D} 56 15 230/50 350 3 Panther 56 K33 Aut. YES 17 6m 1”
F00365060 ST BOX Panther 72 Basic D] 72 19 230/50 500 4,2 Panther 72 K33 Aut. YES 1” 6m 17
F00365050 ST BOX E120 Basic D] 85 22 230/50 1150 5,7 E 120 K33 Aut. YES 1” 8m 1”
With Access 85
F00365010 ST BOX Panther 72 Pro Dj 72 19  230/50 500 4,2 Panther 72 K33 Aut. YES 1" 6m 1"

Upon request it is available with different voltages and 60 Hz frequency
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DISPENSERS

RUM

EN. Diesel transfer unit for non commercial
use. Easily connected to drums via a quick 2”
coupling.

Fitted with a telescopic suction tube for direct
connection to fuel drums and nozzle housing
located above the drum, near the pump, for
easy, clean operations.

Fitted with mechanical meters to ensure
precise dispensing and control of single user
consumption.

PERFORMANCE

- Flow rate up to 80 |/min

- AC and DC versions available
- Noise level below 75 dB

- Accuracy: +/- 1%

e)plv[ey SRYANE=) WEIGHT AND PACKAGING

Code Weight

without meter kg Ibs mm
000271P00 135 29.8  480x370x265
000273P00 144 317  480x370x265
F0022201A 20.7 456  480x370x265
F0022202A 20.7 456  480x370x265
F0022203A 21.6 476  480x370x265
F0022204A 216 47.6  480x370x265
000270000 18.4  40.6  480x370x265
F0026100D 144 317  480x370x265
F00268000 169 3561  480x370x265

Packaging

inch pcs/box
18,3x14,6x10,4 1
18,3x14,6x10,4 1
18,3x14,6x10,4 1
18,3x14,6x10,4 1

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Unidad de trasiego de gasolina. Fécil de
conectar al barril mediante conexién rdpida
de 2".

Equipado con tubo telescdpico de succidn
para conexidn directa sobre un barril y porta
pistola de fdcil acceso que mantiene el
proceso de trasiego limpio y cdmodo.

Dispone de un medidor mecdnico que permite

efectuar suministros precisos y administrar el
consumo de los distintos usuarios.

- Caudal hasta 80 [/min
- Disponible en versién CA y CC
- Nivel de ruido inferior a 75 dB

- Precisién: +/- 1%

18,3x14,6x10,4 1
18,3x14,6x10,4 1

18,3x14,6x10,4 1
18,3x14,6x10,4 1
18,3x14,6x10,4 1

DISPENSERS
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RU. ¥3en nepekauviBaHuaA fn3enbHOro Tonimea
ONA UHAVBMAYaANbHOMO NoNb30BaHuA. MpocTo
COEAVHNTBL C 6BOYKON C MOMOLLbIO BbICTPOro
KOHHeKTopa 2"

OHM OCHALLAIOTCA TENECKOMMYECKON
BCacbiBatoLLielt Tpy6oii 1A HENOCPEACTBEHHOTO
coeanHeHUs ¢ 60YKON 1 THE3[0M ANA
nucToneTa y Hacoca Haf GOUKON, UTO ynpoluaet
MCMONb30BaHVe pacnpeaenuTens n no3BonseT
n36exaTb 3arpAHeHNs.

OHn OCHalleHbl MEXaHNYECKNMIN CHETYNKaMK
NINTPOB, KOTOpbIe obecneumsatot TOYHYIO nogavy
1 NO3BONAKT KOHTPONMNPOBATb n0Tpe6neHv|e
OTAENbHbIX NONb3oBaTenen.

- Pacxopa no 80 n/mMuH

- [pepnaratoTca mogenu C NUTaHMEM OT
NCTOYHVIKA NMepeMeHHOro U MOCTOAHHOMO TOKa
- YpoBeHb Lyma Huxe 75 b

- [lorpelwHocts n3mepenmns: +/- 1%
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[ Flow-rate

up to

80 ..

®

(up to 21 gpm)

DRUM
BI-PUMP 12 V

DRUM
PANTHER 56
K33

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS
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EQUIPMENTS

FEATURES

AVA

Electric cable

::' bun ': DC pump
4‘-.5 p, Viscomat DC

T &

BN

'.G.-.-'—-v N" : P

&

Electric cables length
6 m with clamps

2{e]plV[ey VNN (€]=) TECHNICAL DATA

Code Code
without meter with meter

Fluids Flow-rate Voltage Meter Nozzle Inlet Hose

Description type |/min gpm ACV./Hz  Power Amp. mod. type BSP length

DC Volt Watt max.

FLUID
- FILTERING ACCESSORIES MONITORING

000271P00 000272P00 DRUM Panther 56 D} 56 15 230/50 350 3 K33 M 3/4” 4m
000273P00 000274P00 DRUM Panther 56 A6O D] 56 15 230/50 350 3 K33 A 3/4” 4m
F0022201A F0022205A DRUM BI-Pump 12 V. D] 80 21 12v 530 44 K33 M 1" 4m
F0022202A F0022206A DRUM BI-Pump 24 V. D] 80 21 24V 540 22,5 K33 A 1" 4m
F0022203A F0022207A DRUM BI-Pump 12 V. A120 D] 80 21 12v 530 44 K33 A 17 4m
F0022204A F0022208A DRUM BI-Pump 24 V. A120 D] 80 21 24V 540 22,5 K33 M 17 4m
000270000 000270010 DRUM Viscomat 70 M. 28 7 230/50 950 4,6 K33 M 1” 4m
F0026100D - DRUM Viscomat 200/2 M. 9 2 230/50 800 3,8 K33  Easyoil 1” 4m
F00268000 - DRUM Viscomat DC 12V 4 1 12v 220 18,5 K33  Easyoll 3/4” 4m
- F0034111C DRUM Panther DC 24/12V D] 70/35 18/9  24/12V 600200 25/16 K33 A 1" 4m

The units can also be supplied for operating under different voltages and without meter.
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DISPENSERS

RUM KIT

EN. Drum application. This assembly kit has ES. Aplicacidn para barril. El equipo ha sido

been designed to work with the Battery Kit; disefiado para combinarlo con el Battery
together they form a practical diesel fuel Kit. Juntos forman un equipo de trasiego de
transfer unit which can be completed with gasolina préctico, el cual se puede equipar con
flow meter or filter. medidor o un filtro.

Solutions:

Drum Kit 3000 Drum Kit 3000 meter

Drum kit base Drum kit meter/filter

+ Battery Kit 3000 12V or 24V + Battery Kit 3000 12V or 24V

+ Meter K33

pl2lelpIV[e i VNN[€]=8 WEIGHT AND PACKAGING
Weight Packaging

Code kg lbs inch pes/box

F16586000 3 6,8 530x110x73 20,9x4,3x2,9
F16631000 3,8 8,4 530x110x73 20,9x4,3x2,9

DISPENSERS

Tel: (+974) 443 54 298
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RU. /icnonb3oBaHue ¢ 6apabaHom. MOHTaXHbIN
KOMMMEKT NpefHa3HauyeH Ans CoeMHEHNS C
BatteryKit; BMecTe oHV 06pa3yloT NPaKTUYHbIN
610K AnA NnepeKayrBaHys AN3eNbHOro TOMMBA,
KOTOPbI MOXKHO OCHACTUTb CYETYMKOM JINTPOB
nnu GrUNLTPOM.

Drum Kit 3000 filter

Drum kit meter/filter
+ Battery Kit 3000 12V or 24V
+ Filter
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1 - Estensible pipe 500 - 1000 mm
/O 1" BSP
2 - Drum connector
3-90° Flanged connector w
4 - Nozzle holder (Code: R11806000) N
5-90° elbow g
6 - Hosetail
Drum Kit Base Drum Kit meter/filter
Code F16586000 Code F16631000
=
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PRODUCTS' RANGE / / { : ' ) 7
. . Drum Kit Battery Kit Battery Kit . [=3
Fluids  Drum Kit Base ' Meter K33 Filter
Composition Meter/filter 3000 12V 3000 24V %
of the dispensers ¢ Code Code Code Code Code Code L
ype F16586000 F16631000 F0022500C F0022600C 000551000 FO0611A00 8
DRUM Kit 3000 =
DRUM Kit 3000 (12 V) ® ° °
DRUM Kit 3000 (24 V) D] ° ° O
z
o~ DRUM Kit 3000 Meter E
? DRUM Kit 3000 METER (12 V) ® ° ° ° 5
¥ 4 L
DRUM Kit 3000 METER (24 V) D] ° ® [ ]
DRUM Kit 3000 Filter
DRUM Kit 3000 FILTER (12 V) D} () [ ]
DRUM Kit 3000 FILTER (24 V) D} [ ] [

DRUM KIT
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IUSI PITSTOP DC

EN. Dispenser unit with automatic hose reel;
the 14 metres of hose with automatic nozzle
allows dispensing up to 45 |/min with DC
power supply.

The automatic hose reel, the two DC pumps
and the automatic nozzle are integrated in a
sturdy supporting structure. Easy to install,
versatile, compact, necessary to complete
mobile or fixed tanks.

PIUSI PITSTOP DC consists of:

1- Automatic hose reel.

2 - Side safety guards.

3 - Adjustable arms with end-of-travel hose stop.
4 . Diesel hose 3/4"14 m (1" - 10 m).

5 - On/Off switch.

6 - Swivel.

7 - Automatic nozzle.

8 - DC pumps.

9 - Sturdy metal supporting structure.

10 - PIUSI filter of the water absorption cartridge
type.

On request: fitting of PIUSI K24, digital turbine

meter

ES. Unidad de trasiego con porta manguera,
14 metros de manguera con pistola automdtica
permiten suministrar hasta 45 l/min de caudal
con alimentacidn eléctrica DC.

El porta manguera automdtico, las dos
bombas DC y la pistola automdtica estdn
integrados en una estructura robusta. Fdcil de
instalar, versdtil, compacto y necesario para
completar depdsitos para tanques mdviles o

fijos.

PIUSI PITSTOP DC estd compuesto por:

1- Porta manguera automdtico

2 - Proteccién lateral

3 - Brazos ajustables con tubo de fin de carrera
4 - Tubo para gasolina 3/4"14m (1" -10 m)

5 - Interruptor para encender o apagar la unidad
6 - Conexidn giratoria

7 - Pistola automdtica

8 - Bombas DC

9 - Estructura robusta de metal

10 - Filtro PIUSI para absorcidn de agua

A peticién: aplicacidn del PIUSI K24, medidor
digital de turbina

elVey R VNN[€]=8 WEIGHT AND PACKAGING

Weight Packaging
Code kg lbs mm inch pcs/box
F00212000 45 99 595x465x670  23,4x13,5x24,4 1
F00213000 45 99 595x465x670  23,4x13,6x24,4

DISPENSERS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. Yuen nogaum ¢ BTAMMBaoLWMM MEXaHN3MOM;
Tpy6a ANNHOW 14 METPOB C aBTOMATUYECKUM
nucToneTom, obecrneurBaeT nogayy co
CKOPOCTbIO NOTOKa 0 45 N/MUH C NUTaHWeM OT
VNCTOYHUKA NOCTOAHHOIO TOKa.
ABTOMATMUYECKUI BTATMBAOLWMIA MEXaHM3M, ABa
Hacoca C MMTaHNeM OT UCTOYHUKA NOCTOAHHOIO
TOKa 1 aBTOMaTUYeCKMii NMcTonet obbeanHeHb!
B MPOYHOI OMOPHON KOHCTPYKLUMK. MpocToTa
YCTaHOBKM, YHNBEPCaNIbHOCTb 1 KOMMAKTHbIN
pa3mep NO3BONAIOT OCYLLECTBAATL 3aNpaBKy
MOGUIbHBIX U GUKCUPOBAHHBIX 6AKOB.

PIUSI PITSTOP DC cocTtouT 13 cnegyiowmx Yacten:
1 - ABTOMATUYECKNIA BTATMBAIOLLMIA MEXAHN3M.
2 - bokoBble 3alWuUTHbIEe orpaxaeHus.

3 - Perynupyemble KpOHLUTENHbI C AepxKaTenem
TPY6H! Y OrpaHnUNTENEM.

4 -Tpyba ans gnsenbHoro Tonnmea 3/4"-14 m
(1"- 10 m).

5 - Boikntouatens Bkn/Bbikn.

6 - LLlapHupHoe coefnHeHMe.

7 - ABTOMaTYECKUIA NUCTONET.

8 - Hacochl ¢ nMTaHMeM NOCTOAHHOIO TOKa.

9 - [poyHas meTannmMyeckas onopHas
KOHCprKLLI/Iﬂ.

10 - ®unbtp PIUSI naTpoHHoro Tvna

Ana abcopbuvv Bogbl.

[lo 3akasy: yctaHoBKa PIUSI K24, undposoi
TYPOVIHHbIN CYETYUK INTPOB.



Tel: (+974) 443 54 298 Tel: (+974) 443 54 298 Tel: (+974) 443 54 298
www.boltsandtools.com www.boltsandtools.com www.boltsandtools.com

up to

45 I/min

(up to 15 gpm)

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

14 m hose + Built in + Automatic

DC pumps nozzle m
a4 i 25
PIUSI PITSTOP DC FUEL . ‘) up to 4 1in Tp
TRANSFER SYSTEM : | 35
o
\ ]

FEATURES ON REQUEST

) Mz
.

SIER

| &
@ o

3/4"14m (1”-10m) with end-of-travel hose
stop.

replV[ey RRNN(€]=R TECHNICAL DATA

FLUID
- FILTERING ACCESSORIES MONITORING

Fluids  Flow-rate Voltage Pump Duty  Nozzle Hose Inlet
cycle
Code Description
type  I/min gpm ACV./Hz Power Amp. mod. no. min. type lenght @ %]
DC Volt Watt max.
F00212000 PIUSI PITSTOP DC 12V D] 45 11,9 12 400 33 BP 3000 2 30 Aut. 14m 3/4” 17
F00213000 PIUSI PITSTOP DC 24V D] 45 11,9 24 620 26 BP 3000 2 30 Aut. 14m  3/4” 17

PIUSI PITSTOP DC




DIESEL

OIL
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DISPENSERS
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ATTERY KIT

EN. Portable diesel transfer unit.

Self-priming electric vane pump run by a 12V
or 24 V DC electric motor. Cast iron body.
Fixed brush motor with permanent magnet
stator. Suction capacity up to 2 metres.
Terminal board with switches and fuses to
protect against overload. 2 metre cables with
clips for battery connection. 4 meter fuel

pipe, diameter 3/4”". Aluminium manual nozzle.
Bottom suction filter.

PERFORMANCE

- Flow rate up to 50 I/min
-12-24 V DC operation
- Duty cycle 30 min.

OISR NN[El=n WEIGHT AND PACKAGING

ES. Unidad mévil para el trasiego de gasolina.
Electrobomba auto cebante de paletas

con motor de 12V é 24V y electricidad DC.
Estructura de hierro fundido. Motor de
escobillas con estator de imanes permanentes.
Capacidad de aspiracidn de hasta 2 metros.
Caja de conexiones con interruptor y fusible
para proteccidn de sobrecargas. Cables de 2
metros con pinzas de conexidn a la bateria.
Tubo de 4 metros para carburantes, de 3/4” de
didmetro. Pistola manual de aluminio. Filtro de
pie para tubo de aspiracidn.

- Caudal hasta 50 [/min
- Funcionamiento 12V - 24V DC

- Ciclo de funcionamiento 30 min.

Weight Packaging N. Boxes/

Code Europallet

kg Ibs mm pb st/ ' <=
BATTERY KIT 3000
F0022500C 7,8 17,3 300x300x180 1 50 100
F0022600C 7,8 17,3 300x300x180 1 50 100
F00225410 7,8 17,3 300x300x180 1 50 100
F00226380 7,8 17,3 300x300x180 1 50 100
BATTERY KIT PANTHER
F0034003B 7,8 17,3 300x300x180 1 24 36
F0034103C 7,8 17,3 300x300x180 1 24 36
F0034006B 126 276 357x357x275 1 24 36
F00341220 13 28,7 357x357x275 1 24 36
F0034106C 12,6 27,6 357x357x275 1 24 36
BATTERY KIT BIPUMP
F00363280 18 39,7 480x370x265 1
BATTERY KIT OIL
F00309060 7,8 17,3 300x300x180 1 50 100
F00310070 7,8 17,3 300x300x180 1 50 100

DISPENSERS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. lNepeHocHOI y3en ana nepekaunsaHua
An3enbHOro TonnmBea.

CamoBcacblBaloLMIA KPblbYaTblil SN1eKTPOHAcoC
c gBuratenem 12 nnm 24 B nocToAHHOro TOKa.
YyryHHbi kopriyc. LLleTouHbivi ABrratens co
CTaTOPOM C NOCTOAHHbIMU MarHUTamm. Boicota
BCacbiBaHUA [0 2 MeTPOoB. KnemmHasa Konogka

C BblK/llOUaTeNnemM 1 npegoxpaHuTenem ana
3aLMThl OT Neperpysok. Kabenu annHom 2 metpa
C 3aXKMMaMK AN1A COeiIHEHNA C aKKYMYSIATOPOM.
Tpy6a gnuHo 4 MeTpa AN TONNMBa, AUaMeTp
3/4". PyyHol nnucToneT 13 antoMUHnA. [JoHHbIN
$uUnbTp ANA BcacbiBatoLen TpyobI.

- Pacxop no 50 n/muH

- OYHKLMOHMPOBaHME OT UCTOYHUKA
NOCTOAHHOIO ToKa 12 -24 B

- Pabounin unks 30 MUH.
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up to

5 O I/min

(up to 10 gpm)

BATTERY KIT 3000 INLINE

BATTERY KIT PANTHER

Delivery hose 6 m
Cable lenght 4 m
BATTERY KIT BIPUMP Automatic nozzle
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g BATTERY KIT OIL %
Nnx
5L
2 e]plV[eg NV NN[€l=m TECHNICAL DATA oLz
©)
Flu- Flow-rate Voltage > Pump Duty  Nozzle Hose Foot >
ids 85 cycle filter
Code Description 28
type I/min gpm ACV./Hz Power Amp. 4 g mod. min. type lenght @
DC Volt Watt max. A
BATTERY KIT 3000 g
%}
F0022500C BATTERY KIT 3000 12V D} 50 13 12 220 22 25  Carry3000 30 Man. 4m  3/4" YES @
F0022600C BATTERY KIT 3000 24V D] 50 13 24 310 13 15 Carry 3000 30 Man. 4m  3/4” YES 8
<
F00225410 BATTERY KIT 3000 INLINE 12V D} 50 13 12 220 22 25  Carry3000 30 Man. 4m 3/4” YES
F00226380 BATTERY KIT 3000 INLINE 24V D] 50 13 24 310 13 15 Carry 3000 30 Man. 4m  3/4” YES
BATTERY KIT PANTHER LZD
F0034003B BATTERY KIT Panther 12V D] 56 15 12 300 35 40  Panther DC 30 Man. 4m  3/4” YES E
=
F0034103C  BATTERY KIT Panther 12-24V D] 35/70  9/18 24/12 420/150  25/16  30/30 Panther DC 30 Man. 4m  3/4” YES E
F0034006B BATTERY KIT Panther 12V D] 56 15 12 420 35 - Panther DC 30 Man. 5m  3/4" YES
F00341220 BATTERY KIT Panther 12-24V D] 35/70  9/18 12/24 600/200  25/16 - Panther DC 30 Aut. 5m  3/4” VYES
F0034106C  BATTERY KIT Panther 12-24V D 35/70  9/18 12/24 600/200  25/16 - Panther DC 30 Man. 5m 3/4” VYES
BATTERY KIT BIPUMP
F00363280 BATTERY KIT Bipump 12V D] 80 21 12 300 22 - Bipump DC 30 Aut. 6m 17 YES
BATTERY KIT OIL
F00309060 Battery Kit Viscomat/12 V 10 3 12 300 22 - ViscomatDC 30 Man. 4m  3/4” YES
F00310070  Battery Kit Viscomat/24 V 10 3 24 300 18 - ViscomatDC 30 Man. 4m  3/4" YES

Upon request it is available with different voltages and 60 Hz frequency

BATTERY KIT




DIESEL

Tel: (+974) 443 54 298
www.boltsandtools.com

DISPENSERS

IUSIBOX

EN. Quite often the hard environmental
conditions can potentially threaten the
re-fuelling operation o OTR equipment and
vehicles.

PIUSIBOX project is the answer to the need of
re-fuelling quickly and safety in almost place.

An important support for the reliability and
long last life of your equipment.

Technical specifications:

A powerful and reliable self-priming transfer
pump capable of delivering 45 |/min,
complete with cables and switch.

Delivery hose and pump nozzle.

Suction hose with foot valve.

PERFORMANCE

- Flow rate up to 45 I/min
-12-24 V DC operation
- Duty cycle 30 min.

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Muy a menudo las condiciones del medio
ambiente afectan el proceso de dispensar
gasolina en las maquinas o los vehiculo.
PIUSIBOX es la respuesta a esta necesidad,
proveyendo un dispensador rdpido que trabaja
en prdcticamente cualquier lugar y con
seguridad.

Un equipo para el soporte, fiabilidad y larga
vida de su equipo.

Caracteristicas técnicas:

Potente y fiable bomba de dispensacidn auto
cebante capaz de suministrar 45 |/min, incluye
cables e interruptor.

Tubo de impulsidn con pistola de suministro
Tubo de aspiracién con vdlvula de pie

- Caudal hasta 45 [/min
- Funcionamiento 12-24V DC

- Ciclo de funcionamiento 30 min.

417

e)plV[eySRYNN[€E]=) WEIGHT AND PACKAGING

Weight Packaging
Code
kg Ibs mm
F0023100A 9,5 20,9 400x300x420
F0023101A 12 26,5 400x300x420
F0023200A 9,5 20,9 400x300x420
F0023201A 12 26,5 400x300x420

N. Boxes/
Europallet
bl X -
1 24 32
1 24 32
1 24 32
1 24 32

DISPENSERS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. YacTto HebnaronpuATHble yCroBus MoryT
Cepbe3HO YCNIOXKHUTD 3anpaBKy MalUUH Ana
3emerbHbIX PaboT 1 TeXHWKN. NpoeKT
PIUSIBOX poxpaeH, 4Tobbl NpeaocTaBuTb
BO3MOXHOCTb OCYLLECTBAATb ObICTPYIO 1
HafeXHyo 3anpaBKy B 060M MecTe.

BakHas nopaepKa ans obecneyeHuns
Hafle’KHOCTU N fONTOBEYHOCTU Balleil
TEXHUKMN.

TexHuuyeckan cneundukauma: MowHbin n
HaAeXHbl1 CaMO3anm1BaoLWMIACA HacocC Ana
nepekaunmBaHus, CnocobHbIN NoJaBaTtb Ao 45
1I/MUH, OCHaLLEeH Kabensamu 1 BbiK/ovyaTesiem.
[MbKan HarHeTaTenbHasA TPyba 1 NUCTONET.
M6kas BcacbiBatowan Tpyba C AOHHBIM
KnanaHom.

- Pacxopn po 45 n/mun

- OYHKLOHMPOBaHME OT UCTOYHUKA
MOCTOAHHOIO TOoKa 12-24 B

- Paboumn urkn 30 MUH.

Recisterep  Patent
DESIGN PENDING

i
Lr"“"'“"‘ﬂ
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PIUSI
45 I/min

(up to 11,9 gpm)

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

Cartridge
(only Piusi Pro)

M‘Jl'lilhﬁull l‘:’mf
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EQUIPMENTS

PIUSIBOX PRO

Code R17256000 Code F16483010
Assembly Kit for K24 15 pcs / box
PiusiBox

FEATURES

Flexible hose
—_—

=

Gt

[
B

4 m (PIUSI BASIC) Vantage model
6 m (PIUSI PRO)

2{e]plV[ey VNN [€]=) TECHNICAL DATA

FLUID
- FILTERING ACCESSORIES MONITORING

Fluids Flow-rate Voltage Pump Duty g Nozzle Flexible Foot
cycle 5 T hose valve §
Code Description = £ o
type  I/min gpm ACV./Hz Power Amp. mod. min. w 5 type lenght mod. U]
DC Volt Watt  max. O Vantage
F0023100A PIUSIBOX 12V BASIC D] 45 119 12 260 22 BP 3000 30 NO NO Man. 4m. YES NO
F0023101A PIUSIBOX 12V PRO D] 43 117 12 260 22 BP 3000 30 YES 10um Man. 6m YES YES
F0023200A PIUSIBOX 24V BASIC D 45 119 24 310 13 BP 3000 30 NO NO Man. 4m YES NO
F0023201A PIUSIBOX 24V PRO D] 43 117 24 310 13 BP 3000 30 YES 10pm Man. 6m YES YES

PIUSIBOX




ANTIFREEZE

DIESEL

WATER
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DISPENSERS

ICO

EN. Diesel transfer centrifugal pump unit.
Vertical installation with inbuilt connection.
Basic equipment includes suction and
delivery pipe, manual nozzle, bottom suction
filter, integrated switch. Available with both
electronic turbine metres (precision +/- 1%)
and automatic nozzle. Battery or mains
powered. Universal motor with double
insulated casing. Power cables:

2 metres with Shuko plug (230 VAC; 3 metres
with clips (12 and 24 V DC). 4 metre fuel pipe.
2"BSP and M 64x4 drum connection.

PERFORMANCE

- Flow-rate up to 35 I/min
- AC and DC versions available

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Unidad centrifuga para el trasiego de
gasolina. Instalacion vertical con conexién
integrada. Equipo bdsico con tubo de
aspiracidén e impulso, pistola manual, filtro

de pie en aspiracidn e interruptor integrado.
Estdn disponibles en versiones con medidores
electrdnicos de turbina (precisidn +/-1%) y
pistola automdtica. Electricidad por bateria
o por linea eléctrica. Motor universal con
estructura de doble aislamiento. Cables de
alimentacién:

2 metros con enchufe Shuko (230 VAC.; 3
metros con pinzas (12V y 24V DC). Tubo para
carburante de 4 metros. Conexidn sobre barril
2'BSP y M 64x4.

- Caudal hasta 35 [/min
- Disponible en versién AC y DC

eV G Ry NN[E/=n WEIGHT AND PACKAGING

Weight Packaging
Code kg lbs mm inch pes/box
Versions with meter
F00202020 4,8 10,6 360x360x180 14,2x14,2x7 1 1
F00202030 5,8 12,8 360x360x180 14,2x14,2x7 1 1
F00202060 4,8 10,6 360x360x180 14,2x14,2x7 1 1
F00202070 5,8 12,8 360x360x180 14,2x14,2x7,1 1
F00202100 4,8 10,6 360x360x180 14,2x14,2x7,1 1
F00202110 58 12,8 360x360x180 14,2x14,2x7,1 1
Versions without meter
F00202000 4,8 10,6 360x360x180 14,2x14,2x7 1 1
F00202010 5,8 12,8 360x360x180 14,2x14,2x7 1 1
F00202040 4,8 10,6 360x360x180 14,2x14,2x7 1 1
F00202050 58 12,8 360x360x180 14,2x14,2x7 1 1
F00202080 4,8 10,6 360x360x180 14,2x14,2x7,1 1
F00202090 58 12,8 360x360x180 14,2x14,2x7 1 1

DISPENSERS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. Y3en ueHTpobexxHoro Hacoca ans
nepekaunBaHvs AN3eNbHOrO TONVBA.
BepTuKanbHas ycTaHOBKa CO BCTPOEHHBIM
KpenneHvem. bazoBas ocHacTKa co
BCacbIBaloLLell U HarHeTaTeNnbHON TPy6oI,
PYYHbBIM NNCTONETOM, JOHHBIM GUALTPOM

CO CTOPOHbI BCACbIBaHMA, BCTPOEHHBIM
BblKntouyaTenem. Npegnaratotca mogenu

C 3NEeKTPOHHbBIM TYPOUHHBIM CYETYNKOM

JINTPOB (TOYHOCTb +/- 1%) 1 aBTOMATUYECKM
nuctoneTom. [NnTaHne oT akkymynaTopa unm
3M1eKTPOAVHUW. YHUBEPCaNbHbIV ABUFaTENb C
[IBOMHON n3onauven kapkaca. Kabenv nutaHus:
2 meTpa ¢ Bunkoii Tuna Schuko (230 B nepem.
TOKa; 3 MeTpa ¢ 3axkumamu (12 n 24 B nocT. Toka).
Tpyba pna Tonnuea 4 metpa.

Kpennenne k 6ouke 2"BSP 1 M 64x4.

- Pacxop no 35 n/muH
- [pepnaratotcs MoAgenu € IMTaHNMeEM oT
NCTOYHVIKA NMepeMEHHOrO U NOCTOAHHOMO TOKa
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Base version
without meter

—

Version with meter

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

Electric cables length
6 m with clamps

OISRV NN[€]=h TECHNICAL DATA

FEATURES fON gEQUESTS = |

)
=
On/Off switch ﬂ h = E
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@ ‘ = 25
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Fluids Flow-rate Voltage Pump Duty Nozzle Hose Foot
cycle filter
Code Description
type  I/min gpm ACV./Hz Power Amp. mod. min. type lenght (%]

DC Volt Watt max.

Versions with meter

FLUID
- FILTERING ACCESSORIES MONITORING

F00202020 PICO 230 K24 M DM 3 9 23050 224 1 Pico = Man.  4m. 3/4 YES
F00202030 PICO 230 K24 A DWW 30 8  230/50 224 1 Pico - Aut. 4m. 3/4” YES
F00202060 PICO 12 K24 M DO 30 8 12 110 9 Pico 30 Man.  4m. 3/4” YES
F00202070 PICO 12 K24 A RO 25 7 12 110 9 Pico 30 Aut. 4am. 3/4” YES
F00202100 PICO 24 K24 M RO 30 8 24 185 55 Pico 30 Man.  4m. 3/4” YES
F00202110 PICO 24 K24 A RN 25 7 24 135 55 Pico 30 Aut. 4m. 3/4” YES
Versions without meter

F00202000 PICO 230 M BN 38 9 230/50 224 1 Pico = Man.  4m. 3/4 YES
F00202010 PICO 230 A BN 30 8 230/50 224 1 Pico - Aut. am. 3/4” YES
F00202040 PICO 12 M B 30 8 12 110 9 Pico 30 Man.  4m. 3/4” YES
F00202050 PICO 12 A RO 25 7 12 110 9 Pico 30 Aut. 4am. 3/4” YES
F00202080 PICO 24 M M 30 8 24 185 55 Pico 30 Man.  4m. 3/4” YES
F00202090 PICO 24 A RO 25 7 24 135 55 Pico 30 Aut. 4am. 3/4” YES

Upon request it is available with different voltages and 60 Hz frequency




DIESEL

OIL
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FILTERING

ILTROLL

EN. Double filter, triple control.

This filtering unit provides double filtering for
oil and diesel fuel and absorbs any water and
impurities.

The unit features a supply and suction pipe
with integrated bottom valve.

Features:

Sturdy wheeled structure, Large-diameter
wheels,

Flow rate 56 |/min.,

Filtering capacity - first stage 30 - with water
absorption, second stage 5 - for impurities.

PERFORMANCE

- Flow rate up to 56 |/min

- Two step filtration

- Continuous AC operation 230 V
- Duty cycle 30 min DC version

DIMENSIONS

1220

749

r{elplv[ey RVANN[€El=R WEIGHT AND PACKAGING

Weight
Code kg Ibs mm
F00506000 35 77,2 790x590x590
F00506010 42 92,6 790x590x590
FO050606A 40 88,2  790x590x590

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Doble filtro, triple control. Este grupo
filtrante asegura doble filtracion de aceite
y gasoleo absorbiendo agua y suciedad. El
grupo estd dotado de manguera de succion y
suministro con valvula de pie.
Caracteristicas:

Estructura robusta con carretilla, Ruedas de
grande didmetro

Caudal 56 l/min

Capacidad de filtracion: primero filtro por
agua 30 y, secundo filtro por suciedad 5 p

- Caudal de hasta 56 [/min.
- Filtrado en dos pasos
- Funcionamiento continuo con CA a 230 V

- Ciclo de trabajo de 30 min. en version CC

60 oo
33
Packaging
inch pcs/box
31,1x23,2x23,2 1
31,1x23,2x23,2 1
31,1x23,2x23,2 1

DISPENSERS

Tel: (+974) 443 54 298
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RU. [1BoiiHOM GpUAbTp, TPONHOWM KOHTPOSb. TOT
duUnbTpyOLWNIA y3en obecrneynBaeT BOVHYO
dunbTpalmio Macna u 4M3enbHOro ToNauBa,
abcopburpyA Bofly U yCTpaHAA 3arpAasHeHus. Y3en
OCHALLEH HaMOPHOW 1 BcacbiBatoLel Tpy6amm co
BCTPOEHHbIM AOHHbIM KJlanaHom.
XapakTepucrunku:

MpouHan KOHCTPYKLMA Ha Tenexke. Koneca
60/1bLIOro AvaMeTpa.

OunbTpytoLas cnocobHOCTb NePBOI CTYMEHN

30 MKM € abcopbumeit Bofbl, BTOpas CTyrneHb

5 MKM AnsA ycTpaHeHWs 3arpAasHeHni.

- Pacxopn 1o 56 n/MuH

- IByxctyneHyaTas dunbtpaums

- HenpepbiBHoe GyHKLMOHUPOBaHMEe Mogeny,
nuTatoLenca ot anektpocetn 230 B

- Pabounin Lmkn 30 MUH Mogenw, NnuTatoLeinca ot
NCTOYHVIKa NMOCTOAHHOIO TOKa
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up to

56 ...

(up to 15 gpm)

Filtroll Diesel

FEATURES

Two step
filtration

o

:

PRODUCTS' RANGE

Diesel version Qil/diesel version
Filter code
FOO0611020

FOO611030

TECHNICAL DATA

Fluids Flow-rate
Code Description type I/min gpm AC V./Hz
DC Volt
F00506000 Filtroll Diesel D} 56 14.8  230/50-60
F00506010 Filtroll Oil/Diesel D] 25 7 230/50
FO050606A Filtroll 12V Diesel D] 56 14.8 12

Tel: (+974) 443 54 298
www.boltsandtools.com

Filtroll Oil/Diesel

Voltage

Power
Watt

350/600
750
300

Amp.
max.

3/6
4,6
35

Tel: (+974) 443 54 298
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NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS
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EQUIPMENTS

Pump Hose lenght
type delivery suction
m/ft m/ft
Panther 56 4/131 3/9,8
Viscomat 70 3/98 3/98
Panther DC 4/13.1 4/13,1

Available in version 230 V / 60 Hz, 120 V / 60 Hz

FLUID
- FILTERING ACCESSORIES MONITORING

FILTROLL
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AC PUMPS

ANTHER 56 -72-90

ES. Bombas eléctricas para el trasiego

de combustible. Desplazamiento, bomba
eléctrica de paletas rotativas con auto
cebante. Equipada con vélvula de bypass y
sello de fiabilidad aun en bajas temperaturas.
Compactas y fdciles de instalar, son ideales
para dispensadores fijos u otras aplicaciones
industriales.

Estructura robusta de hierro de fundido,

EN. Diesel transfer electric pump.
Displacement, self-priming rotary electric
vane pumps.
Fitted with by-pass valve and elevated
reliability seal even at low working
temperatures. Compact and easy to install
they are ideal for dispensers, fixed fuel
transferring systems and other industrial
applications. Sturdy cast iron structure, vane
pump with sintered steel rotor and acetal bomba de paletas con rotor de acero y paletas
resin vanes, induction motor with aluminium de resina acetal, motor de induccidn con
casing. estructura en aluminio.
Suitable for continuous use with thermal Adecuadas para el funcionamiento continuo
motor overload protection. con proteccidn térmica para sobrecarga del
motor.

PERFORMANCE

- Flow rate up to 90 I/min

- Continuous AC operation (pant 56/72)
- Duty cycle 30 min on/off (pant 90)

- Noise level below 75 dB

- Incorporated filter

- Caudal hasta 90 I/min

- Funcionamiento CA contindio (pant 56/72)
- Ciclo de funcionamiento

30 min on/off (pant 90)

- Nivel de ruido inferior a 75 dB

- Filtro incluido

OIVGRYNN[El=n WEIGHT AND PACKAGING

Weight Packaging N. Boxes/
Europallet
Code
kg Ibs mm ;E;;sx/ x <=

PANTHER 56
F00730000 7,4 16,3  345X175X255 1 60 84
000731000 7,4 16,3  345X175X255 1 60 84
000730070 7,4 16,3  345X175X255 1 60 84
F00730380 7,4 16,3  345X175X255 1 60 84
000733000 7,4 16,3  345X175X255 1 60 84
000734000 74 16,3  345X175X255 1 60 84
PANTHER 72
000732000 79 174 345X175X255 1 60 84
000735000 79 174 345X175X255 1 60 84
PANTHER 90
F00733020 82 199 345X175X255 1 60 84

PUMPS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. dneKTpoHacochl ANA nepekayrBaHma
n3enbHOro Tonnmea. PoTopHble, 06beMHble
camo3anunBaloLmecs KpblibyaTble Hacochl.
OcHalueHbl 06BoAHbIM KnanaHom. HagexxHoe
YMJIOTHEHMe Aaxe BO BPeMsA NCMOoJb30BaHUA Npu
HU3KOW TemnepaType. KOMNaKkTHbIA pasmep n
npocTan yCTaHOBKa AeNaloT NX naeanbHbIMy A1
pacnpeaenutenein n GUKCUPOBaAHHbBIX YCTaHOBOK
ONA nepeKkaymBaHNA TONIMBA, a TakxKe ApYyrux
BMOB UCMONb30BaHNA B MPOMBbILLIIEHHbIX
ycnosuax. HagexxHasa yyryHHasa KOHCTPYKLMA,
KpblIbYaTbIl HACOC C POTOPOM U3 CEYEHHON
CTanu 1 NonacTAMM 13 aLeTanbHOM CMOJb,
VHAYKUMOHHbBIN ABMraTenb C antoMUHNEBbBIM
KapkacoMm. Ero MoXHO HenpepbIBHO
1cnonb3oBaTh 61arofapa TENNOBON 3aluUTe OT
neperpysku ABuraTens.

- Pacxopa fo 90 n/MuH

- HenpepbieHoe GyHKUMOHUPOBaHME OT
anekTpoceTu (pant 56/72)

- Pabounin umkn 30 muH BKJ1/BbIKJT (pant 90)

-YposeHb Lwyma Huxe 75 b

- BctpoenHbin bunbtp

L

PANTHER 72-90

PANTHER 56
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[ Flow-rate 2
i
up to
p 2
90 3
it 2
(up to 23,8 gpm) =
(%]
a
PSL 74 143 214 Z
I/min G.PM. a
100 22.0
80 Panther 72 172
———
60 4L 13.2
Panther 56 %2
40 838 o
'_
20 44 3
0 BAR 0.5 1 15 2
L v
. aq
N L
N —
ouw
?ﬁ,& m (20 Ft)
Max asp. height
-2m (7 Ft)
w/o non return valve -
-4 m (14 Ft) N
DANTHER 56 W non return vc1|ve O
THREADED PORTS PANTHER 72 - PANTHER 90 z
(flange not included) (threaded flange included)

FEATURES REQUES
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i
a
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EQUIPMENTS

Y e ) 9
L9 | L \ o z
' () 7 ' K 50
3 p — e
[ ] uz
. | f ©)
\ E b3
%)
e
I {O]plV[ea NIV NN[€]=] TECHNICAL DATA %
Fluids  Flow-rate Voltage Inlet 5 A
Outlet &= 8o Inlet 3
Code Description rpm S5 n.—; ﬁr;te O
type  I/min gpm Singlephase Threephase Power Amp. BSP T £ &> er <
motor V./JHz  motor V./Hz  Watt  max. S
PANTHER 56
F00730000 Panther 56 230/50 D] 56 15 230/50 = 350 3 2900 17 = YES YES g
000731000 Panther 56 230/60 D} 68 18 230/60 - 500 3,9 3400 17 - YES YES &
'_
000730070 Panther 56 120/60 D} 56 15 120/60 - 600 7,5 3450 17 - YES YES E
F00730380 Panther 56 110/50 D] 56 15 120/50 - 500 55 2800 17 - YES YES
000733000 Panther 56 400/50 D] 56 15 - 400/50 500 1,3 2900 17 - YES YES
000734000 Panther 56 400/60 D} 68 18 - 400/60 500 1,4 3400 17 - YES YES
PANTHER 72
000732000 Panther 72 230/50 D] 72 19 230/50 - 500 4,2 2900 17 YES YES YES
000735000 Panther 72 400/50 D] 72 19 - 400/50 500 1,6 2900 17 YES YES YES
PANTHER 90
F00733020 Panther 90 230/50 D] 90 238 230/50 - 700 4,9 2900 17 YES YES YES

Upon request it is available with different voltage and frequency

PANTHER 56-72-90
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80 -E 120

EN. Diesel transfer electric pump.
Displacement, self-priming rotary electric
vane pumps.

Fitted with by-pass valve and elevated
reliability seal even at low working
temperatures. Compact and easy to install
they are ideal for dispensers, fixed fuel
transferring systems and other industrial
applications.

Sturdy cast iron structure, vane pump with
sintered steel rotor and acetal resin vanes,
induction motor with aluminium casing.
Suitable for continuous use with thermal
motor overload protection.

PERFORMANCE

- Flow rate up to 100 |/min
- Continuous AC operation.
- Noise level below 70 dB

DIMENSIONS

E120

230M-195T

85

reIVeRVNN(€]=R WEIGHT AND PACKAGING

ES. Electrobombas para el trasiego de
gasolina. Rotativas, volumétricas y auto
cebante de paletas. Vélvula de bypass
incluida y credibilidad garantizada con

sello de fiabilidad, incluso en uso con bajas
temperaturas. Compactas y fdciles de instalar,
son ideales para surtidores e instalaciones
fijas para el trasiego de carburante y otras
aplicaciones industriales.

Estructura robusta de hierro fundido, bomba
de paletas con rotor de acero sinterizado

y paletas de resina acetdlica, motor de
induccidén con cubierta de aluminio.

Apto con funcionamiento continuo e incluye
proteccidn térmica para la sobrecarga del
motor.

- Caudal hasta 100 [/min
- Funcionamiento CA continto
- Nivel de ruido inferior a 70 dB

,7

Weight Packaging N. Boxes/
Europallet
Code
A

E 80
000305000 13 28,7 355x185x285 1 60 72
000307000 13 28,7 355x185x285 1 60 72
E120
000326000 156 34,4 355x185x285 1 60 72
000312000 156 34,4 355x185x285 1 60 72

PUMPS

Tel: (+974) 443 54 298
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RU. DneKkTpoHacoch! AN nepekaynBaHua
ZM3enbHOro Tonnmnea. PoTopHble, 06bemHble
camo3anuBaloLecs Kpblib4aTble HacoChl.
OcHalueHbl 06BOAHbIM KnanaHoM. HagexHoe
YMJIOTHEHMe Aaxe BO BPeMsA NCMOoJb30BaHUA Npu
HU3KOW TemnepaType. KoOMNakTHbI pasmep n
npocTan yCTaHOBKa AeNaloT X uaeanbHbIMy A1
pacnpegenutenein N GUKCUPOBaAHHbBIX YCTAHOBOK
A NepeKayrBaHUA TOMIMBA, a TaKkxKe ApYrunx
BVAOB MCMOMb30BaHNA B MPOMbILLIEHHbBIX
YCOBUAX.

HapexHas uyryHHas KOHCTPYKLUS,
KPbl/IbYaTblil HACOC C POTOPOM 13 CrIeYEHHOM
CTafu 1 NIONACTAMM U3 aLETaSIbHOM CMOJIbI,
VNHAYKLUVOHHDBIN ABUraTesNb C antioMUHNEBBIM
Kapkacom. Ero MOXHO HernpepbiBHO
1cronb3osaTh Gnarogapsa TeNs0BON 3alyuTe ot
reperpysKu AsuraTens.

- Pacxop no 100 n/mnH

- HenpepbiBHoe GyHKLMOHUPOBaHME OT
3NeKTpoCeTN

-YposeHb wyma Huxe 70 gb
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P Flowrate
160... PIUSI

(up to 26 gpm)

PSL 71 14.3 214

Imin’ g 120 GPM.

100 22,0

go E80 172

60 B = = 132

40 8.8

20 4.4
0 BAR 05 1 15 2

- P

Max asp. height
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Suction hose -2m (7 FY)
31 min w/o non return valve
-4 m (14 Ft)
w non return valve
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pie)plb[ey i VNN(€]=8 TECHNICAL DATA 2
Fluids  Flow-rate Voltage Inlet 5
Outlet &= 89 Inlet
Code Description rpm 59 23 ﬁr;te
type I/min  gpm Singlephase Threephase Power Amp. BSP o £ &> er O
motor V./JHz  motor V./JHz ~ Watt  max. S z
o
E 80 L,:”
000305000 E80M D] 70 18 230/50 - 500 3,5 1400 1" YES YES NO T8
000307000 E8OT D] 70 18 - 400/50 550 1,6 1450 17 YES YES NO
E120
000326000 E120M D] 100 26 230/50 = 750 5,7 1450 17 YES YES NO
000312000 E120T D] 100 26 - 400/50 750 2,2 1450 17 YES YES NO

Upon request it is available with different voltage and frequency

E80-E120
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DISPENSERS

T 200 AC

EN. High flow rate portable dispenser unit.
ST 200 dispenses diesel fuel at a rate of up
to 200 |/min and controls the flow with great
precision (+/- 1%) thanks to the oval-gear flow
meter (on request).

The low weight of the unit and the possibility
of fitting wheels make it easy to handle

and suitable for operating on worksites on
vehicles with large storage tanks.

The unit features a sturdy steel frame.

PERFORMANCE

- Flow rate up to 200 |/min
- Continuous AC operation.
- Noise level below 75 dB

DIMENSIONS

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Unidad movil de trasiego alta capacidad.
ST 200 suministra gasoleo hasta 200 |/min
y controla el flujo con precision (+/-1%) con el
cuentalitro mecanico de engranajes ovalados
(a peticién).

El peso limitado y la posibilidad de instalar
ruedas lo hacen manejables y apto por
trasiegos por vehiculos con largo tanque en
obras.

Con robusto chasis en acero.

- Caudal hasta 200 l/min
- Funcionamiento continuo CA

- Nivel sonoro inferior a 75 dB

leplV[e R VNN[€]=8 WEIGHT AND PACKAGING

Weight
Code kg Ibs mm
F00315000 46 101 587x395x420
F16860000 - -

Packaging

23,1x15,6x16,5 1

N

inch pcs/box

PUMPS

Tel: (+974) 443 54 298
www.boltsandtools.com

pE
MiN
\TAL-

RU. BblcOKONpOW3BOANTENbHbIN NEPEHOCHON
y3en nogaum.

ST 200 nopaet An3enbHoOe TONNBO CO
CKOPOCTbIO A0 200 /I/MVH 1 KOHTPONIMPYET MNOTOK
C TOYHOCTbIO (+/- 1%) Gnarofaps CYETUNKY
JINTPOB C OBaSIbHbIMM LWeCTePHAMM (MO 3aKasy).

YMeHbLUEHHBI BEC 1 BO3MOXXHOCTb YCTAHOBKM
KOJec NMoBbILWAloT MaHEBPEHHOCTb 11 MO3BOJAIOT
MCNONb30BaTb €ro Ha CTpoWnowaaKax Ans
3anpaBKM TPAHCMOPTHBIX CPEACTB € bakamu
6osbLuoro obbema.

OcHalleH NPOYHOW CTanbHOM PaMoii.

- Pacxopn go 200 n/mMuH

- HenpepbieHoe GyHKUMOHUPOBaHNE OT
3M1eKTpoCceTU

- YpoBeHb Lyma Huxe 75 b
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P Flowrate
250... PIUSI

I
(up to 52,7 gpm) ®

ST 200 BASIC

HANDY KIT: version with wheels and handle.

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS
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EQUIPMENTS

©)
zZ
Nnx
FEATURES 50
o=
oz
®)
Electric cable =
7 = '-":?; n
- L
_ﬁ\ . . =
\ \ e o)
== R %2
x!, / TS 2 4 @
| :' Q
' 2
Electric cables Flow rate: Fow rate 280 |/min Code: F18798000
length 6 mt 20 -220 |/min with swivel (hose 10 mt + Camlock)
Accuracy: +/- 1% Code: F13249000 Code: F18799000
Oval gear system (hose 20 mt + Camlock) %
Code: FOO540000 =
]
5
o
RlrlelplV[eyRVAN[€]=R TECHNICAL DATA
Fluids Flow-rate Voltage Pump Max Inlet
pressure
Code Description
type |/min gpm AC V./Hz Power Amp. mod. no. bar BSP
Watt max.
F00315000 ST 200 BASIC D} 200 52,7 230/50 2050 10 E 120 2 2,5 171/2
F16860000 HANDY KIT (handle + wheels) D} - - - - - - - -

Upon request it is available with different voltages and 60 Hz frequency

ST 200 AC



DIESEL
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T 200 DC

EN. High flow rate portable dispenser unit.
ST 200 dispenses diesel fuel at a rate of up
to 185 I/min and controls the flow with great
precision (+/- 1%) thanks to the oval-gear flow
meter (on request).

PERFORMANCE

- Flow rate up to 185 |/min
- Duty cycle 20 min ON / 40 min OFF
- Power supply 24 V DC

DIMENSIONS

ES. Unidad mévil de trasiego para caudal
elevado.

ST 200 suministra gasoleo de hasta 185 [/min
y controla el flujo con precisidn (+/-1%) por
medio del medidor mecdnico con engranajes
ovalados (a peticién).

- Caudal hasta 185 [/min

- Ciclo de funcionamiento
20 min ON / 40 min OFF

- Alimentacidn 24V CC

lelplViey SRANNE=R WEIGHT AND PACKAGING

Weight
Code kg Ibs mm
F00318000 18 40 480x370x265

DISPENSERS

Packaging

inch pcs/
box

18,9x14,6x10,4 1

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. BblcOKONpOW3BOANTENbHbIN NEPEHOCHON
y3en nogauu. ST 200 DC nopaeT am3enbHoe
TOMINBO CO CKOPOCTbIO A0 185 n/MUH 1
KOHTPONMPYEeT MNOTOK C TOYHOCTbIO (+/- 1%)
6narofiapa CYETUMKY INTPOB C OBasIbHbIMM
wecTepHAMM (NO 3aKasy).

- Pacxopn go 185 n/mMuH
- Pabounin unkn 20 muH BKJT/ 40 mun BbIK/
- [ntanve 24 B noct. ToKa




Tel: (+974) 443 54 298 Tel: (+974) 443 54 298 Tel: (+974) 443 54 298

www.boltsandtools.com www.boltsandtools.com www.boltsandtools.com
upto oy I .[ .’ | U. | .... Plusl
185 F ,.‘?,.-_:‘ = v I A
I . _ k- s W 55 i

(up to 48 gpm)

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS
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EQUIPMENTS

FEATURES

Electric cable n

. Hose Kit 17 1/2

s
e
Electric cables with Flow rate: Fow rate 280 |/min Code: F18798000
clamps (4 mt) 20 220 I/min with swivel (hose 10 mt + Camlock)
Accuracy: +/- 1% Code: F13249000 Code: F18799000
Oval gear system (hose 20 mt + Camlock)

Code: FOO540000

22{e]plV[eq SVNN[€]=) TECHNICAL DATA

Fluids Flow-rate Voltage Duty Pump Max Inlet
cycle pressure
Code Description
type |/min gpm AC V./Hz Power Amp. min. mod. no. bar BSP
DC Volt Watt max.
F00318000 ST 200 DC 24 V D] 155-185 42 -48 24 1200 50 30 Bypass 3000 4 2 1"1/2

FLUID
- FILTERING ACCESSORIES MONITORING

ST 200 DC
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AC PUMPS " pE

300 ‘-?R‘\.Y

EN. High flow rate self-priming electric pump  ES. Electrobomba autocebante de alto RU. SneKTpoHacochl And nepekaumaHus
with open impeller for diesel fuel transfer caudal, con rodete abierto, para trasiego de AM3eNbHOTO TONMBA. POTOPHbIE, 06beMHbIe
applications. gasdleo. CaM03aNmnBaloLWMeCA KpblibYaTble HacoChl.
The check valve incorporated in the suction La vélvula de retencidn incorporada en la boca  OCHallleHbl 0680AHbIM KnanaHom. HagexHoe
port prevents the siphon effect and ensures de aspiracién impide el efecto sifén y asegura ~ YTVIOTHEHNE faxe BO BPEMA NCMOJIb3OBAHA NPU
automatic repriming. el cebado automdtico. HU3KOW TemnepaType. KoMNakTHbIN pasmep 1
NPOCTas yCTaHOBKa AENAIOT UX MAEanbHbIMY Ans
. . . . acnpegenuTenen n GUKCMpPOBaHHbIX YCTAHOBOK
Max working pressure: 10 bar Presién mdxima de trabajo 10 bar pm‘-l npe neKaqMBaHvlﬂ ?')onnvlsa a TaK)Key .
oy Continuous duty with 230 Vac power supply Funcionamiento continuo 230 V c.a. A P ! ARy
@ L . ) BWAO0B VUCMONBb30BAHNA B MPOMBILITIEHHBIX
= Cast iron impeller Rodete de hierro fundido YENOBUAX
IP44 protection Grado de proteccidn P44
2" In/Out connections Entrada/salida 2 HapexHas uyryHHas KOHCTPYKLWSA,

KPbl/IbYaTblil HACOC C POTOPOM 13 CrIeYEHHOM
CTafu 1 NIONACTAMM U3 aLETaSIbHOM CMOJIbI,
VNHAYKLUVOHHDBIN ABUraTesNb C antioMUHNEBBIM
Kapkacom. Ero MOXHO HernpepbiBHO
1cronb3osaTh Gnarogapsa TeNs0BON 3alyuTe ot
reperpysKu AsuraTens.

PERFORMANCE

- Flow rate up to 550 |/min - Caudal hasta 550 [/min - Pacxoa no 550 n/MuH
- Continuous 230 V operation. - Funcionamiento 230 V continto - HenpepbieHoe GyHKUMOHMPOBaHNe OT
3/1EKTPOCETU

DIMENSIONS

e lV[ey VN N[€]=8 WEIGHT AND PACKAGING

Weight Packaging
Code kg Ibs mm inch pcs/box
E 300
F00321000 28 61,7  220x420x330 8,7x16,5x13 1

PUMPS
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P Flowrate
550... PIUSI

I
(up to 132 gpm) ®
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EQUIPMENTS

FEATURES

IN/OUT 2” ﬂ

elplVey RNN[€]=8 TECHNICAL DATA

Fluids Flow-rate Voltage Inlet
Outlet
Code Description rpm
type |/min gpm AC Volt/Hz Power Amp. BSP
Watt max.
E 300
F00321000 E 300 D] 550 132 230/50 1500 9,2 2580 2"

FLUID
- FILTERING ACCESSORIES MONITORING

Upon request it is available with different voltage and frequency
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ISCOMAT vaxe

EN. Electric vane pump for pumping fluids of
a viscosity up to 500 cSt.

Continuous operations, with elevated suction,
up to 6 bar pressures. Noise levels below 70
dB.

Asynchronous, closed, self-ventilating AC
motor available in different voltages and
frequencies.

Optional closed-delivery operations thanks
to inbuilt adjustable by-pass in pump body.
Sintered steel rotors with resin vanes.

Seal on motor shaft accessible from pump
side.

PERFORMANCE

- Flow rate up to 50 I/min
- Continuous AC operation.
- Viscosity up to 500 cSt

DIMENSIONS

- ™
|
v

230M-195T

82

elVeyRRNN[€]=8 WEIGHT AND PACKAGING

ES. Electrobombas de paletas para la
transferencia de fluidos con viscosidad de
hasta 500 cSt.

Funcionamiento contindo con succidn alta y
presidn de hasta é bar. Nivel de ruido inferior
a 70 dB.

Motor asincrono de corriente alterna
autoventilado y cerrado, disponible en varios
voltajes y frecuencias.

Gracias al bypass incluido en la bomba, el
sistema queda protegido al momento de parar
la transferencia del combustible. Rotacidn de
sello del eje accesible desde la bomba.

- Caudal hasta 50 [/min
- Funcionamiento CA contintio

- Viscosidad hasta 500 cSt

Weight Packaging N. Boxes/

Code Europallet

kg Ibs mm F[)Jcosx/ X <=
VISCOMAT 70
F0033490A 14,1 31,1 355x185x285 1 60 72
FO033190A 14,1 31,1 350x200x280 1 60 72
VISCOMAT 90
FO0303MO00 14,1 31,1 350x200x280 1 60 72

000303000 350x200x280

PUMPS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. KpbinbuaTble aneKTpoHacochl Ans
rnepeKkavnmBaHnA XNAKOCTEN BA3KOCTbIO o 500
cCr.

HenpepbiBHOe GyHKLMOHUPOBaHWMe C
NOBbILLEHHOW BCACbiBaloLeln CNOCOBHOCTbIO C
naBneHvem o 6 6ap. YposeHb wyma Huke 70 gb.
CaMOBeHTUVIPYeMbIN 3aKPbITbI aCUHXPOHHBbI
ABuraTenb nepem. Toka, npeanaraembiin gna
|Pa3HbIX 3HAYEHWI HAaNPAXKEHWNA N YaCTOTbI.
B03MOXHOCTb GpYHKLIMOHMPOBAHUA C 3aKPbITON
JIMHVEN HarHeTaHUA bnarofaps perynmpyeMmomy
06B0OAY, BCTPOEHHOMY B KOpPMyC KnanaHa. Potop
13 CNeYeHHON CTanu 1 1onacTu U3 CMonbl.
YnnotHeHue BpaluatoLeroca Bana, OCTyrnHoe co
CTOPOHbI Hacoca.

- Pacxopa no 50 n/muH
- HenpepbieHoe GyHKUMOHUPOBaHME OT

3/1eKTPOCETU
- BaskocTb Ao 500 cCr
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[ Flow-rate

up to

50 I/min

(up to 13 gpm)

up to

®

60

\Vismmat 90
50

\Viscomat 70

0 1 2 3 4 5 6 7
Total pressure (bar)

Max suction height
-2m (7 Ft)

w/o no back valve
-4 m (14 Ft)

w no back valve

Flow rate (liter / min)
s 8 8 &
NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

I -Tubo @ 1"

Viscomat 70 M K'
\

-
p
]
i
a
%)

EQUIPMENTS

ON REQUEST

Vane rotors

FLUID
ACCESSORIES MONITORING

FRERVEIREINIE ] TECHNICAL DATA %
Fluids Flow-rate Pressure Voltage 2 2. %

Code Description type  I/min gpm bar psi Singlephase Threephase  Power  Amp. rpm ot 83 i

motor V./Hz motl_cl); V./ Watt max. -E‘_g >

VISCOMAT 70

FO033490A  Viscomat 70 M. 230/50/60 < 25 7 6 8 230/50/60 . 1200/1100 5,5-5,1 1470/1650 1"BSP  YES

FO033190A  Viscomat 70 T. 400/50/60 B2 25 7 6 85 - VAL 65011000 2,2/3,1 14501750 1"BSP  YES

VISCOMAT 90

FOO303M00  Viscomat 90 M. 230/50-60 @< 5 13 5 71 230/50-60 . 1350/1600 6,2/4,9 1400/1600 1"BSP  NO

000303000  Viscomat 90 T. 400/50 @< 5 13 5 71 - 400/50 2000 5 1450  1”BSP  VYES

Upon request it is available with different voltage and frequency

VISCOMAT VANE




DIESEL
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DC PUMPS
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P 3000 - BP 3000 nuine e

EN. Fuel vane pumps.

Powerful, dependable and economical, they
are available with 12 and 24-volt direct
current motors.

Thanks to their compact sizes, these

pumps are used as the primary system in
earthmoving machinery.

PERFORMANCE

- Vane pump with rotor.

- By-pass valve incorporated into the pump
body.

- Duty cycle 30 min.

- Flow rate up to 50 |/min

- Noise level below 70 dB

-12- 24V DC operation

DIMENSIONS

ES. Bombas de paletas para transferencia.
Potentes, fiables y econdmicas, estdn
disponibles con motor 12V y 24V de corriente
continua.

Por su estructura compacta, estas bombas son
usadas como sistema primario and maquinaria
de mover tierra.

- Bomba de paletas con rotor

- Vdlvula de bypass incorporada

- Ciclo de funcionamiento de 30 minutos
- Caudal de hasta 50 [/min

- Nivel de ruido inferior a 70 dB

- Funcionamiento 12V - 24V CC

| GUARANTEE

L @ 23 sESGMBeP ﬁl.'.\\

i IP Protection
Guaranteed

elVe VN N[€]=8 WEIGHT AND PACKAGING

Weight
Code kg Ibs mm
F00342000 3,5 7,9 200x120x140
F00347000 3,5 7,9 200x120x140
F00357500 3,5 7,9 200x120x140
F00358500 3,56 7,9 200x120x140

Packaging
inch pcs/box
7,9%4,7x5,5 1
7,9x4,7x5,5 1
7,9x4,7x5,5 1

1 Guaranteed IP55
protection

38 | o & Prevents water and
- dust entering the

motor.

7,9x4,7x5,5 1

RU. KpblnbyaTble HAacOChI AnA NepeKkaymBaHus.
MoluHble, [OCTYMHbIE U SKOHOMUYHBIE, OHU
npeanaralTca ¢ ABUraTeNIAMM NOCTOAHHOIO TOKa
12 n 24 BonbT.

Bnaropaps KOMNakTHOMY pa3mepy, 3T HacocCbl
MOXHO UCNOMb30BaTh B KauecTse

OCHOBHOT0 060PYAOBaHNA Ha MalUVHAX Ans
3emMnAHbIX paborT.

- KpbinbyaTblin HacoC C POTOPOM.

- O6BOAHOI KNamaH, BCTPOEHHbIN B KOPMYC
Hacoca.

- Pabounin umkn 30 MUH.

- Pacxopn po 50 n/MuH

- YpoBeHb wyma Huke 70 ob

- OYHKLMOHPOBaHME OT UCTOYHNMKA
NOCTOAHHOrO ToKa 12-24B

\

Vibration
test

compliance

EMC Test Vibration Test
No interference with Able to resist high
power circuits. vibrations.
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7 PIUS]
50|/min el = \ :

(up to 13 gpm)

S I/min

BP 3000

0 02 04 06 08 10 12 bar

Max asp. height
-2m (7 Ft)

Suction hose
@ 1" min w/o non return valve

-4m (14 Ft)

w non return valve

s 38
NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

BP 3000 - PORTS NOT THREADED BP 3000 INLINE - THREADED PORTS T

ON REQUEST

-
<
]
i
a
7}

« KIT terminal box + 2mt cable + fuse 25A with clamp BP3000 12V

- Code F16293000

« KIT terminal box + 4mt cable + fuse 25A with clamp BP30OO 12V

- Code F16295000 &

« KIT terminal box + 2mt cable + fuse 15A with clamp BP3000 24V

- Code F16294000

« KIT terminal box + 4mt cable + fuse 15A with clamp BP3000 24V Terminal box

- Code F16296000 Code F1601100A

EQUIPMENTS

Kit straight hose tail 3/4”: 90- hose tail Flanged elbow Flanged adaptor

FLUID
- FILTERING ACCESSORIES MONITORING

Code F16172000 3/4": Code F16173000 Code F16178000 (No.O1 pcs)

(No.O2 pcs) (No.OT pes) (No.OT1 pes) 1" BSP F: F16799000

1": Code F17124000 1": Code F17262000 Elbow 3/4” BSP F: F17314000

(No.O2 pcs) (No.O1 pcs) Code F16770000 1" BSP M: F17313000

(No.O1 pcs)

pie)plb[ey i VNN(€]=8 TECHNICAL DATA

Fluids Flow-rate Voltage Duty cycle Max working

pressure

Code Description rpm

type |/min gpm DC Volt Power  Amp. min. bar.

Watt max.

F00342000 BP3000 12V D] 50 13 12 300 24 2900 30 1,5
F00347000 BP3000 24V / 12V D] 50/30  13/6 24/12 310/80 13/6,6  2900/1500 30 1,5
F00357500 BP3000 INLINE 12V D] 50 13 12 300 24 2900 30 1
F00358500 BP3000 INLINE 24V / 12V D} 50/30  13/6 24/12 310/80 13/6,6  2900/1500 30 1,5

BP 3000 - BP 3000 INLINE
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DC PUMPS

ANTHER DC

EN. Transfer pumps. Rotary, self priming,
vane pumps featuring high flow rates, and
easy operation and installation.

The 24/12 version can be used with both
voltages.

ES. Bomba de transferencia, rotativa, auto
cebante de paleta, caracterizadas por su
tasa de flujo elevado y fdcil funcionamiento e
instalacidn. Disponible en 24V y 12V.

Caracteristicas técnicas:
Technical features: - Bomba de paletas con rotor.
Vane pump with rotor. Mechanical seal.
Incorporated by-pass valve. Connector
block with ON/OFF switch. 100 y filter
incorporated in the pump body, easy access
for maintenance. Threaded 1" connectors.

- Caja de derivacién con interruptor. Filtro
de 100 - incorporado, fécil acceso para el

3

PERFORMANCE

- Flow rate up to 70 |/min
-12/24 V operation
- Duty cycle 30 min.

- Caudal de hasta 70 [/min
- Versiones 12V y 24V

- Ciclo de funcionamiento 30 min.

DIMENSIONS E

Guaranteed IP55
protection
Prevents water and
dust entering the
motor.

145
105
M
[T
il
L=
155.5

2127
251.7

pllelplV[e i VNN(€]=8 WEIGHT AND PACKAGING

Weight Packaging
Code kg Ibs mm inch pcs/box
F0034000B 7,5 16,5 345x175x255 13,6x6,9x10 1

F0034100C 7,5 16,5 345x175x255 13,6x6,9x10 1

- Cierre mecdnico. Vdlvula de bypass incluida.

mantenimiento. Conexiones embridadas de 1”.

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. Hacocbl ana nepekaunBaHus. POTOpHble,
Ccamo3anuBaloLLecs KpblabyaTble

HacoCbl, OTAMNYaIOLMECA NOBbILLIEHHOW
NPOV3BOANTENIbHOCTLIO 1 NPOCTOTON
NCMNonb30BaHNA 1 ycTaHOBKW. Mogenb 24/12
MO>KHO MCMONb30BaTb C 060MMMN 3HAYEHUAMU
HanpskeHusa.

TexHUYecKmne xapaKTepuUCTUKN:

KpbinbyuaTbii Hacoc ¢ potopom. MexaHuuyeckoe
ynnoTHeHMe. BcTpoeHHbI 06BOAHON KnanaH.
PacnpepenvTtenbHas KopobKa ¢ Bbikntoyatenem
BKJ1/BbIKN. OUnbTp 100 MKM, BCTPOEHHDIN B
Kopnyc GunbTpa, K KOTOPOMY MOXHO NPOCTO
noJTy4nTb JOCTYN NPY TEXOOCNYKNBaHNN.
Pe3bboBble kpenneHus 1"

- Pacxopa no 70 n/mMuH
- OYHKLUMOHMPOBaHMe OT UCTOYHMKa 12/24 B
- Pabounin unksi 30 MUH.
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[ Flow-rate P 2
i
up to
70 i 2
(up to 18,5 gpm) e
(%]
a
E
o]
a
I/n
80 —\
Panther DC 24/12
60 — (at 24V) 2
Panther DC 12V g
40 —\ L
Panther DC 24/12 =
20 (at 12v)
00 05 1 15 2 BAR
ww
. aq
N L
ol
z=
ﬁ Max 6 m (20 Ft) w
— -1
N
N
o]
Max asp. height z
Suctior -2m (7 Ft)
31 min w/o non return valve
-4 m (14 Ft)

w non return valve

Panther DC 7~ TANK N\

-
<
]
i
a
7}

EQUIPMENTS

ON REQUEST

On/Off switch n

——
=

P

Z2{e]plV[eq SRVNN[€]=] TECHNICAL DATA

Fluids Flow-rate Voltage Duty cycle rpm Inlet
Code Description type |/min gpm DC Volt Power Amp. min. BSP
Watt max.
F0034000B Panther DC 12V D] 56 14,8 12 420 35 30 2900 17
F0034100C Panther DC 24/12V D] 70/35  18,56/9,2  24/12  420/130  25/16 30 3600/1800 17

R10011000 Kit cable 2 m (12 V) - Fuse on the cable
R10040000 Kit cable 2 m (24 V) - Fuse on the cable
R10041000 Kit cable 4 m (12 V) - Fuse on the cable
R10039000 Kit cable 4 m (24 V) - Fuse on the cable
R13242000 Kit handle

FLUID
- FILTERING ACCESSORIES MONITORING

PANTHER DC
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DC PUMPS

IPUMP

EN. Fuel vane pumps. Displacement, rotary
vane pumps for transferring diesel fuel,
characterized by high flow rates. Available in
12 and 24 Volt versions.

Technical features:

Vane pump with rotor. By-pass valve
incorporated into the pump body. Working
cycle of 30 min. Integrated On/Off switch.
Flanged 1" connectors.

PERFORMANCE

- Flow rate up to 85 I/min
-12- 24V DC operation
- Duty cycle 30 min.

DIMENSIONS

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Bombas de paletas para transferencia.
Bomba rotativa de paletas para el trasiego de
diésel, caracterizada por su caudal elevado.
Disponible en versiones 12V y 24 V.

Caracteristicas técnicas:

- Bomba de paletas con rotor.

- Vidlvula de bypass incorporada.

- Ciclo de trabajo de 30 min.

- Interruptor y conexiones hembras de 1.

- Caudal de hasta 85 l/min
- Versiones 12V y 24V CC

- Ciclo de funcionamiento 30 min.

E FTEE |

T g
103.6
152

P55
IP Protection
Guaranteed

Guaranteed IP55
protection

Prevents water and

reIVeVNN(€]=R WEIGHT AND PACKAGING

Weight Packaging
Code
kg Ibs mm

FO0363A0A 9,9 21,8 345x175x255
FO0363B0A 9,9 21,8 345x175x255
F0036301A 102 225 345x175x255
F0036302A 10,4 225 345x175x255
F0036303A 10,2 225 345x175x255
FO036304A 104 225 345x175x255
F0036321A 8,5 18,7 345x175x255

dust entering the
motor.

N. Boxes/
Europallet

X -

box

1 60 72
1 60 72
1 60 72
1 60 72
1 60 72
1 60 72
1 60 72

Tel: (+974) 443 54 298
www.boltsandtools.com

pE
MiN
\TAL-

RU. KpbinbyaTble Hacochl Aa nepeKkaunsBaHusa.
POTOPHbBI 06BbEMHBIN KPbITbYaTbIi

Hacoc Ana nepekaunBaHna An3enbHOro
TONNMBA, OTANYAIOLMNCA NOBbILIEHHON
nponsBoanTeNnbHOCTbIO. Npeanaratotca mogenu
Ha 12 n 24 Bonbra.

TexHMuecKune xapakTeprcTukn: Kpbinbyatbiii
Hacoc ¢ potopom. O6BOfHOI KnamnaH,
BCTPOEHHBIN B KOPMYC Hacoca. Pabouwnin umkn:
30 MVH. BcTpoeHHbIN BbikntoyaTens Bkn/Bbikn.
OnaHueBble KpenneHua 1"

- Pacxog fio 85 n/MuH

- OYHKLMOHPOBaHME OT UCTOYHNMKA
NMOCTOSHHOIO ToKa 12 - 24 B

- Pabounin uyksn 30 MUH.
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N L i d &
up to 1 o el
85 .. =~ 9 2
(up to 22,4 gpm) ; e T -
)
a
>3
o]
a
PSI. 71 143 21.4
1/ G.PM.
100 gipymp 20
(%]
60 132 &
o
40 8.8 s
20 44
0 BAR 05 1 15 2
ww
. aq
N L
ol
‘l} Max 6 m (20 Ft) L
N
N
o]
Max asp. height z
Suctior -2m (7 FY)
31 min w/o non return valve
-4 m (14 Ft)

w non return valve

Effpuine 77TANK N\

-
<
]
i
a
7}

EQUIPMENTS

BT /=y Il

On/Off switch m
—

RirelplV[eyVNN(€]=8 TECHNICAL DATA

Fluids Flow-rate Voltage Duty cycle rpm Meter Inlet

Code Description type [/min gpm DC Volt ~ Power  Amp. min. mod. BSP
Watt max.

FO0363A0A  Bipump 12V with on/off switch D] 85 224 12 500 42 30 2000 K44 17
FO0363BOA  Bipump 24V with on/off switch D] 85 22,4 24 500 21 30 2000 K44 17
FO036301A  Bipump 12V with cable 2 m D] 85 224 12 500 42 30 2000 K44P 17
F0036302A  Bipump 12V with cable 4 m D] 85 224 12 500 42 30 2000 K44pP 17
FO036303A  Bipump 24V with cable 2 m D] 85 224 24 500 21 30 2000 K44 17
FO036304A  Bipump 24V with cable 4 m D] 85 224 24 500 21 30 2000 K44 17
F0036321A  Bipump 12/24 without on/off switch D] 85 224 12/24  500/500 42/21 30/30 2000 K44P 17

R14334000 Kit cable 2 m
R14335000 Kit cable 4 m
F14200000 Kit handle

FLUID
- FILTERING ACCESSORIES MONITORING

BIPUMP
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DC PUMPS

ARRY

EN. Pump transport system. Consists of a
sturdy handle that allows you to move pumps
safely. The pump can be fitted with a kit to
fully and quickly fill the handle, hose, cables
and nozzle.

PERFORMANCE

- Flow rate up to 80 I/min
-12/24 V operation
- Duty cycle 30 min.

DIMENSIONS

CARRY 3000 L
===
=

7s

CARRY S %

PANTHER N

a | Ne# !

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Sistema para transporte de bombas.
Consiste de un mango robusto que permite
desplazar las bombas con seguridad. La
bomba se puede equipar con un kit para la
operacién completa y rdpida de repostaje
usando el mango, tubo, alambre y la pistola

- Caudal de hasta 80 |/min.
- Versiones 12V y 24V
- Ciclo de trabajo de 30 min.

relVeRVNN(€]=R WEIGHT AND PACKAGING

Weight Packaging
Code
kg Ibs mm

F0022300C 4,2 9,3 260x235x164
F0022400C 4,2 9,3 260x235x164
F00223260 4,2 9,3 260x235x164
F00224240 4,2 9,3 260x235x164
F0034004B 9,1 20,1 345x175x255

F0034104C 9,1 345x175x255

N. Boxes/
Europallet

X -

box

1 84 120
1 84 120
1 84 120
1 84 120
1 60 84

60

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. Cuctema TPaHCMOPTUPOBKM HaCOCOB.
MpenacTaBnAeT coboii NPOUHyto PyUKy, KoTopas
no3BonseT 6e3onacHo nepemellaTb HacOChbl.
Hacoc MoxeT 6biTb OCHaLLIEH KOMMNIEKTOM
6bICTPOI 3aMpaBKK, B KOTOPbI BXOAWT PyuKa,
Tpyba, Kabenun 1 nucToner.

- Pacxop o 80 n/MuH
- OyHKUMOHMPOBaHWe OT UCTOYHUKa 12/24 B
- Pabounin unk 30 MUH.
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up to

70 I/min

(up to 18 gpm)

CARRY 3000 inline

Tel: (+974) 443 54 298
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CARRY PANTHER

Tel: (+974) 443 54 298
www.boltsandtools.com

®

With 2 m cable lenght

PRODUCTS' RANGE

Code

F0022300C
F0022400C
F00223260
F00224240
F0034004B
F0034104C

Description

Carry 3000 12V
Carry 3000 24V / 12V
Carry 3000 inline 12V
Carry 3000 inline 24V
Carry Panther 12V
Carry Panther 12/24V

TECHNICAL DATA

:5 Flow-rate

&

type  I/min  gpm
D) 50 13
B 50/30 13/6
D] 50 13
B 50/30 13/6
D] 56 15
B 3570 918

With cable lenght 2 m

Voltage

DC Power
Volt Watt
12 300

24/12  310/80
12 300

24/12  310/80
12 420

12/24  600/200

Amp.
max.

22
13/6,5
22
13/6,5
35
25/16

Fuse

Amp.

25
15
25
15

rpm

2900
2900/1500
2900
2900/1500
2900
3500/1800

Duty Max
cycle  working

30
30
30
30
30
30

pressure

bar.

1,5
1,5
1,5
1.5

Input
Output

BSP

On/off
switch

YES
YES
YES
YES
YES
YES

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

-
<
]
i
a
7}

EQUIPMENTS

FLUID
- FILTERING ACCESSORIES MONITORING




DIESEL
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IUSI HAND PUMP FOR OIL-DIESEL “"'\"““)Li

EN. PIUSI HAND PUMP, the new rotary
for oil and diesel.

Completely DEVELOPED,
MANUFACTURED and CERTIFIED in
ITALY.

It is the new Benchmark due to its:

- Suction capacity: self-priming with easy
and immediate dispensing

- Capacity: 38 litres per 100 revolutions

The manufacturing tolerances along with
the wear-resistant materials guarantee
many years of perfect operation.

Sturdy construction for Professional Use.
Complete with suction tube and bung
adapter available in different thread sizes

Choose the design, performance and
reliability of Piusi products.

Z2elplVieySRYNN€]=) WEIGHT AND PACKAGING

A

ES. PIUSI HAND PUMP, la nueva bomba
de mano rotativa para el diesel y el
combustible.

Completamente DESARROLLADA,
PRODUCIDA y CERTIFICADA en ITALIA.

Representa la nueva Referencia por:

- Capacidad de aspiracién: autocebante
con erogacidn simple e inmediata

- Prestaciones volumétricas: 38 litros para
100 rotaciones

Las tolerancias de fabricacidn junto a los
materiales antidesgaste son garantia de un
perfecto funcionamiento por muchos afios.
Fabricacidn sélida para uso profesional.
Con tubo de aspiracidn y de unidn del
armazdn, disponible en los diferentes
estdndares de rosca.

Elige el disefio, las prestaciones y la
fiabilidad de los productos 100 % hecho en
Piusi.

Weight Packaging N. Boxes/
Europallet
Code
kg lbs mm pes/
el X -
without hose
F00332500 2,1 4,6 350x170x140 1 50 100
with hose
F00332520 3,2 7 300x300x180 1 50 100

PUMPS

RU. PIUSI HAND PUMP - HOBbI py4YHOI
POTaLMOHHbI HAacoC 13 ¢ cepTudrKaLmen
OnA nepekaukm xngkoctn AdBlue®.
MonHocTblo pa3paboTaH, MPor3BeseH 1
cepTnduumposaH B Mtanuu.

flBNAeTCA HOBbIM 3TAJIOHOM B ClieflyloLLem:
- BcacbiBatowas cnocobHOCTb:
CaMOBCacCbIBalOLWMI C MPOCTON U
HemeaneHHon nogaven

- O6beMHble XapaKTepucTKn: 38 NMTPOB 3a
100 o6opoTOB

MpoyHan KOHCTPYKLUA ANs
npodeccnoHanbHOro NCNonb30BaHNA.
BknouaeT B KOMNNEKT BCACbIBAIOLLYHO
Tpy6Ky 1 KperneHne K 6oUKe, AOCTYMHOE C
paznUyHLIMU TMNAMU Pe3bbbl

BbibepuTe A13aliH, SKCNnyaTaLoHHble
KauyecTBa 1 Ha/JeXHOCTb MPOAYKLMU,
MOSIHOCTBIO N3rOTOBMEHHO KOMMNaHuen
Piusi

e ] "!}
.'I?
. R ‘ I
o> .- -

included
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Capacity

S Made
38 L (10 usG)

per 100 revolutions

in ltaly

Code F19157000
Drum connector 2” BSP

Tel: (+974) 443 54 298 Tel: (+974) 443 54 298
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NOZZLE ' l
NOZZLE METERS METERS PUMPS DISPENSERS
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EQUIPMENTS

Rotative hand pump with delivery hose and stainless steel spout.

a Drum adapter

R

Code R1512800A
F: 2" BSP - M: 70x6

Code F15236000
F: 2" BSP - M: 56x4

FLUID
ACCESSORIES MONITORING

LSS REINEE) TECHNICAL DATA Q

Fluids Capacity . wen Delivery hose o

Code Description per 100 revolutions cor?r::cmtor Sll,:ljltal:n uni hiz:::il lenght ;
type L usG m LL

without hose

F00332500 Piusi hand pump 2” BSP D} 38 10 2" BSP Yes Yes -

with hose

F00332520 Kit Piusi hand pump 2” BSP with hose D] 38 10 2" BSP Yes = 3

PIUSI HAND PUMP




BIODIESEL

DIESEL

KEROSENE GREASE GASOLINE

OIL
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PUMPS
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AND PUMPS

EN. Hand pump, rotary and alternative pumps
for drumes, suitable for transferring fluids,
characterised by easy installation, easy

use, long tern reliability and remarkably low
running costs.

FOO31600A Double acting piston pump
complete with telescopic suction tube and
threaded connector on outlet.

FOO33200A Rotary vane pump complete
with drum adaptor and suction tube.

FO033201A Rotary vane pump complete
with drum adaptor and suction tube.
Provided with threaded connector on outlet.

FOO34900A Pompa alternativa a pistone
completa di pescante e attacco per fusto.
Provvista di attacco per tubo in gomma.

FOO35100A Alternative piston pump
complete with drum connection and suction
tube. Provided with hose end fitting.

GREASE PUMPS Grease gun with tank, also
suitable for cartridge operations. Flexible
300 mm end and 4 fastener head.

2e]plV[ey SRYNN€]=) WEIGHT AND PACKAGING

ES. Bombas de accionamiento manual,
rotativas y alternativas para bidones,
indicadas para el trasiego de fluidos y
caracterizadas por la facilidad de instalacidn,
la sencillez de funcionamiento y la fiabilidad
a lo largo del tiempo, junto con su notable
economia de funcionamiento.

FOO31600A Bomba alternativa de pistén de
doble efecto dotada de tubo de aspiracién
telescdpico y conexidn roscada en salida.

FOO033200A Bomba rotativa con paletas,
dotada de adaptador para biddn y tubo de
aspiracion.

FOO033201A Bomba rotativa con paletas,
dotada de adaptador para biddn y tubo de
aspiracidn. Provista de conexién roscada en
salida.

FOO34900A Bomba alternativa de pistén
con tubo de aspiracién y conexidn para biddn.
Provista de conexién para tubo de goma.

FOO35100A Bomba alternativa de pistdn
dotada de tubo de aspiracién y conexidn para
biddn. Provista de boquilla para tubo.

Weight Packaging N. Boxes/

Code Europallet

kg Ibs mm Fi)i)sx/ ' <
Hand pumps
FO031600A 5,3 11,7 465x395x240 1 30 40
F0033200A 5,6 12,3 340x160x125 1 120 144
F0033201A 5,3 11,7 340x160x125 1 120 144
F0034900A 3,0 6,6 600x110x65 1 160 240
F0035100A 3,0 6,6 300x150x105 1 160 200
Grease pumps
F0035200A 1,4 3,1 120x370x60 1
F0035201A 1,7 3,7 120x480x60 1
F0035202A 1,9 4,2 120x540x60 1

Tel: (+974) 443 54 298
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RU. PyyHble, poTopHble 1 BO3BpaTHO-
rocTynaTtesnbHble Hacochl AnA 6oyek,
npefHasHauyeHHble ANA NepeKaunBaHna
XKUJKOCTEN, OTINYaIOLLMECs NMPOCTOTOM
YCTaHOBKM 11 NCMOMNb30BaHNSA, AONTOBEYHOCTBIO 1
3KOHOMUYHOCTbIO.

FOO31600A lMNopluHeBol BO3BPaTHO-
nocTtynaTesibHbIi HACOC ABOVHOTO AeNCTBUA,
OCHaLLEeHHbIV TeNIeCKONMYECKOI BCacbiBatoLLeln
Tpy6oii 1 pe3bbOBbIM BbIXOAHBIM COEAUHEHUEM.

FOO33200A PoTopHbIi KpblfibYaTblii HACOC,
OCHalLLIEHHbI NePEXOAHNKOM AnA 60UKN 1
BCacbiBatoLiel Tpy6on.

FOO33201A PoTopHbIN KpblnbyaTblil HACOC,
OCHaLLEHHbIN NepexofHNKOM Ana 60UKM 1
BCacblBaloLLell Toyboi.

OcHallieH pe3b60BbIM BBIXOAHBIM COEAVHEHVEM.

FOO34900A MopLluHeBOI BO3BPaATHO-
NocTynaTesbHbIA HACOC, OCHALLEHHbIV
BCacbIBaloLLell Toybow 1 coefuHEHVEM ANis
60uku. OcHallleH pe3VHOBbIM COEANHEHUEM ASIS
TPYObI.

FOO35100A lNopluHeBOI BO3BPaATHO-
MoCTynaTenbHbIA HACOC, OCHALLEHHbI
BCacblBaloLLel Tpybon 1 coefiMHeHeM ana
60ukn. OcHalleH WTyLepom Ans TpyObl.

CMA304YHbIE HACOCbI TaBOTHUUbI C

pesepByapoM, MOXHO UCMONb30BaTh TakKe
c natpoHom. [MOKMI HakoHeYHUK 300 Mm 1
rofIoBKa ¢ 4 3a<XnMamMu.
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(o))l R VNN(€]=8 TECHNICAL DATA !
Fluids Capacity per Inlet/Outlet Suction hose Cartridge Size
- 100 revolutions lenght cartridge
Code Description
type |/cycle mm < mm oz %
Hand pumps E
F0031600A PM GPI Piston D[G]OIK] 90 1-3/4" NPT 1100 = = ;
[N
F0033200A Aluminium rotative hand pump [D]GlO]K] 27 M32x1,5-M25x1,5 960 - -
F0033201A Cast iron rotative hand pump D] 25 3/4” BSP 960 - -
FO0034900A Piston hand pump 25 I/m’ D] 25 End hose @ 20 880 - -
F0035100A Piston hand pump 35 I/m’ D] 35 End hose @ 20 880 - -
Grease pumps
F0035200A Grease gun 500 cc - - - 57 16
F0035201A Grease gun 800 cc - - - 57 28
F0035202A Grease gun 1000 cc - - - 57 35

HAND PUMPS




DIESEL

OIL
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MECHANICAL METERS

33 - K44

EN. Mechanical meters. Designed to measure
the exact quantity of dispensed liquid (fuel or
lubricant) for non commercial use. Reliable,
economical and easy to install and calibrate
on site. Also gravity functional thanks to
reduced resistance to flow.

ES. Medidores mecdnicos disefiados para
medir la cantidad de liquido administrado

con precisidn (combustible o lubricante). Son
fiables, econdmicos y fdciles de instalar y
calibrar al momento de la instalacién. También
utiles con productos que funcionan a gravedad
gracias a la baja resistencia al flujo.

Mod. K33, 3 digit partial totals (max 999
litres), 6 digit totals. Mod. K33, indicador parcial de 3 cifras (mdx.
999 litros), total de 6 cifras.

Mod. K44, 4 digit partial totals (max 9999
litres), 7 digit totals. Mod. K44 y mod. K700M, indicador parcial de
4 cifras (mdx. 9999 litros), total de 7 cifras.
Mod. Pulser: “Open collector” card type,
frequency 10 pulses/litre, power supply 6-24
V DC, max 10 mA.

Mod. Pulser: tarjeta tipo “Open collector”,
frecuencia 10 impulsos/litro, alimentacién
6-24V c.c., mdx. 10 mA.

PERFORMANCE

- Flow rates 20 - 120 |/min

- Accuracy +/- 1%

- Repeatability 0.2 %

- Max. operating pressure 10 bar

- Caudal de 20 - 120 I/min
- Precisidn +/- 1%

- Repetitividad 0,2 %

- Presién mdxima 10 bares

- Bursting pressure 30 bar - Presién de rotura 30 bares

DIMENSIONS

RepUe RN N[e/=n WEIGHT AND PACKAGING

Weight Packaging N. Boxes/

Code Europallet
ko | e " X -
000550000 06 13  180x180x170 1 192 240
000551000 06 13  180x180x170 1 192 240
000552000 06 13  180x180x170 1 192 240
000553000 06 13  180x180x170 1 192 240
000560000 06 13  180x180x170 1 192 240
000561000 06 13  180x180x170 1 192 240
000562000 06 13  180x180x170 1 192 240
000563000 06 13  180x180x170 1 192 240
000700000 06 13  180x180x170 1 192 240
000553130 06 13  180x180x170 1 192 240
000710000 06 13  180x180x170 1 192 240
000563080 06 13  180x180x170 1 192 240
00056500A 06 13  180x180x170 1 192 240

METERS
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RU. MexaHunyeckne cyeTumKm IMTpoB.
MpeaycMoTpeHbI At TOYHOTO M3MEepPEeHUs
rofiaHHOro KonuyecTsa (Tonnuea unn
CMa30Y4HbIX MaTepKasnos), ANA UHAMBUAYaNbHOTO
nonb3oBaHUA. HagexHble, SKOHOMUYHbIE,
NpoCTble B yCTaHOBKE 1 BO3MOXXHOCTb
KanubpoBKuM Ha MecTe ycTaHoBKW. Bnarogaps
HV3KOMY COMPOTMBIIEHNIO MOTOKY, X MOMXHO
TaKXe 1CNosnb30BaTh NPy Nofayn CaMmOTEKOM.

Mog. K33, nHauKaTop 4acTMYHOro KonuyecTsa Ha
3 umdpbl (Makc. 999 NUTPoB), 0bLLEero KomyecTea
Ha 6 uudp.

Mog. K44, nHamKaTtop 4acTUYHOro KonnyecTBa
Ha 4 undpsbl (Makc. 9999 nuTpoB), obLyero
Konuuectsa Ha 7 undp.

Mog. Pulser (feHepaTop umnynbcoB): nnaTa
TINa “c OTKPbITHIM KONNEKTOpoM”, yacTtoTta 10
NMMYNbLCOB/NNTP, NUTaHMe 6-24 B nocT. ToKa,
Makc. 10 mA.

- Pacxop 20 - 120 n/mMnH

- ToyHOCTb N3mepeHna +/- 1%

- [NosTopsaemocTb 0.2%

- MakcumansHoe pabouee faBneHue 10 6ap
- llaenenve pazpbia 30 6ap
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TECHNICAL DATA — &
Code Code o --:-— Flow-rate Pressure Pulser Inlet
Description Flow 9
D] direction I/min gpm bar psi p/l (p/gal) Outlet g
000550000 000550160 K33 Ver. A - 20-120 5-32 10 142 - 1" BSP 2
000551000 000551160 K33 Ver. B + 20-120 5-32 10 142 - 1" BSP
000552000 000557000 K33 Ver. C + 20-120 5-32 10 142 - 1" BSP
000553000 000558000 K33 Ver. D > 20-120 5-32 10 142 - 1" BSP %
000560000 000560160 K44 Ver. A - 20-120 5-32 10 142 - 17 BSP
000561000 000561020 K44 Ver. B + 20-120 5-32 10 142 - 1" BSP E
000562000 000562020 K44 Ver. C + 20-120 5-32 10 142 - 1" BSP
000563000 000563020 K44 Ver. D > 20-120 5-32 10 142 - 1" BSP
000700000 - K33 Ver. A GAL/NPT - 20-120 5-32 10 142 ° 17 NPT
000553130 - K33 Ver. D GAL/NPT > 20-120 5-32 10 142 - 17 NPT
000710000 - K44 Ver. A GALNPT - 20-120 5-32 10 142 - 17 NPT
000563080 - K44 Ver. D GAL/NPT > 20-120 5-32 10 142 - 1" NPT
00056500A - K44 / Pulser > 20-120 5-32 10 142 10 (38) 1” BSP”

K33 - K44
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MECHANICAL METERS

ADE
700 “:‘-\—‘R‘\.Y

EN. Oval gear mechanical flow meters ES. Medidor mecdnico de engrave ovalado, RU. MexaHuueckyie cHeTUNKIN UTPOB C
designed for accurate measuring of the disefiado para calcular la cantidad de OBaJIbHbLIMY LIECTEPHAMM NPESyCMOTPEHbI AnA
quantity (of fuel) dispensed for medium combustible (con caudal medio o alto) que fue ~ TOYHOTO M3MEPEHNA NOAAHHOIO KONNYeCTBa

- high flow rates. These flow meters are administrado. Son fiables, econémicos y féciles ~ (TONNMBa) NpU CpeaHEM/BbICOKOM pacxope.
reliable, economical and easy to install. The de instalar. La estructura fuerte y el monitor HanesxHble, 5kOHOMIUHbIE, NPOCTbIE B YCTaHOBKe.
sturdy body and the mechanical display mecdnico permiten que este medidor se pueda  [POUHbIA KOPMYC 1 MeXaHNYeCkan cuctema
system allows you to use the flow meter in usar en ambientes especialmente complicados. OTOOPaXeHNA NO3BONAIOT NCMONb30BATL UX B

particularly demanding environments. 0C060 CNIOKHbIX YCOBUAX.

- Indicador parcial de 4 cifras (mdx. 9999
- 4 digit partial totals (max 9999 litres), 7 litros), total de 7 cifras.
digit totals.

- IHAVMKATOP YaCTUYHOTO KOIMYeCTBa Ha 4
unodpbl (Makc. 9999 nMTpos), obLLero KomyecTsa
Ha 7 uudp.

DIESEL

- Puede ser calibrado.

- Can be calibrated. - BoamoxHa KanmbposKa.

PERFORMANCE

- Flow rates 20 - 220 |/min - Caudal 20 - 220 l/min - Pacxop 20 - 220 n/MuH

- Accuracy +/- 1% - Precisién +/- 1% - ToyHOCTb U3MepeHna +/- 1%

- Repeatability 0.2 % - Repetitividad 0,2 % - MoBTopsaemocTb 0.2%

- Max. operating pressure 10 bar - Presién mdxima 10 bares - MakcumansHoe pabouee gaeneHue 10 6ap

- laBnexve pazpbia 30 6ap

- Bursting pressure 30 bar - Presién de rotura 30 bares

DIMENSIONS

~ = k =
—— | [} ‘_'_ T i
O0o0c 1| (Il 8 ) 8
F 8 I | 1 ‘ [ \| J
(| ( -l
— ! ' = 1 1
| 615
(@)l R VNN[€]=8 WEIGHT AND PACKAGING
Weight Packaging N. Boxes/
Europallet
Code ) b /
g s mm pcs,
X -
F00540000 58 12,8 240x240x275 1 48 72
F00540040 5,8 12,8 240x240x275 1 48 72
F00540050 5,8 12,8 240x240x275 1 48 72
F00540080 5,8 12,8 240x240x275 1 48 72

METERS
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Ri(@)plb[ey SRYNN(€]=8 TECHNICAL DATA E
Code Fluid Flow-rate Pressure
Description Flow ‘l:ir;iet énlﬁt ¢
type direction |/min gpm bar psi er utle
F00540000 K700M Ver. A D] - 20 - 220 5-53 10 142 YES 17 1/2 BSP
F00540040 K700M Ver. D D] > 20 - 220 5-53 10 142 YES 1”7 1/2 BSP
F00540050 K700M GAL Ver. A D} - 20 - 220 5-53 10 142 YES 17 1/2 NPT
F00540080 K700M GAL Ver. D D] > 20 -220 5-583 10 142 YES 1" 1/2 NPT




KEROSENE GASOLINE FOOD DIESEL ANTIFREEZE
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ELECTRONIC PULSE-METERS

24 A

EN. Digital flow meters for low-viscosity
fluids. Easy to install in line or at the end of
a delivery pipe, equipped with a screen that
can be adjusted to various positions for easy
reading. The ideal instrument for controlling
fluid dispensing. Sturdy casing and a sealed
electronic card make it suitable for use in
practically all conditions.

Aluminum (K24) or reinforced polyamide
(plastic version) body.

Polypropylene turbine.

Impulse-type signals:

single channel, reed switch.

Electronic card with LCD display: 5-digit
partial from O.1to 99999, 6-digit total from 1
to 999999

Resettable total available.

Flow rate indication.

Repeatability 0.2 %. Loss of pressure < 0.03
bar at 120 |/min.

Can be calibrated. Powered by two AAA
batteries.

PERFORMANCE

- Flow rates 7 - 120 |/min

- Accuracy +/- 1%

- Repeatability 0.2 %

- Max. operating pressure 20 bar
(Aluminum version)

- Bursting pressure 100 bar
(Aluminum version)

-1/01

‘ 1125

ES. Medidor digital de turbina, para fluidos

de baja viscosidad. Este medidor es fdcil de
instalar en linea o al extremo del tubo de
salida. Estd equipado con un monitor ajustable
para facilitar su lectura. Es el instrumento ideal
para manejar el suministro de liquidos. Una
estructura robusta y una tarjeta electrdnica
sellada permiten que este medidor sea apto
para prdcticamente cualquier condicidn.

Estructura en aluminio (K24) o en poliamida
reforzado (versidn de pldstico).

Turbina de polipropilenc.

Tipo de sefial por impulso: Mono canal,
interruptor de ldminas.

Tarjeta electrénica con monitor LCD:
Parcial de 5 cifras de 0,1 a 99999, Total 6 cifras
de 1a 999999

Disponible con total ajustable.

Indicacidn del caudal.

Repetitividad 0,2 %.

Pérdida de carga < 0,03 bar a 120 |/min.
Puede ser calibrado.

Utiliza dos pilas del tamafio AAA.

- Caudal de 7 - 120 l/min
- Precisidén +/- 1%
- Repetitividad 0,2 %
- Presién mdxima 20 bares (Versidn aluminio)
- Presién de rotura 100 bares
(Versidn aluminio)

-1/071”

iy

i

{elplv[ey VN N[El=R WEIGHT AND PACKAGING

Weight Packaging
Code kg Ibs mm inch pes/box
K24 A
F00408100 0,5 1,1 Blister Blister 1
F00408X00 0,5 1,1 115x160x135 4,5x6,3x5,3 1
F00408X10 0,5 1,1 1156x160x135 4,5x6,3x5,3 1
F00408U1A 0,5 1,1 Blister Blister 1
F00408U0A 0,5 11 Blister Blister 1
K24 A PULSER
F00408Y00 0,5 1.1 115x160x135 4,5x6,3x5,3 1
F00408Y10 0,5 11 115x160x135 4,5x6,3x5,3 1

METERS
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RU. LndpoBoi TypOUHHDBIN CHETUMK TMTPOB
NS XKUAKOCTEN C H13KOW BA3KOCTbIO. MpocTan
YCTaHOBKa, B JINHWIO WAV Ha HarHeTaTesbHYI0
Tpy6y, OcHalleHa AnCrNeem, pacrnonoxeHme
KOTOPOFrO MOXHO PerynnpoBaTtb Ans
YNPOLLEHUA CYNTbIBAHNA. DTO UAEANbHbI
npubop AnA ynpasneHna nogaBaeMom
KUAKOCTbIO. [POUHBI KOPMYC Y FEPMETUYHO
3aKpbITas 2NeKTPOHHaA nnata No3BoNAT
MCMONb30BaTb €ro NPaKTUYEeCKN B NoObix
YCIIOBUAX.

Kopnyc u3s antommnua (K24) nnv apmmnpoBaHHOro
nonvammnga Mofenb 13 niacTuka).

Typ6viHa un nonvnponuiexa.

Tvin UMNYNbCHOTO CUrHana: OfAHOKaHanbHbIN,
repKOHOBLIN nepeknioYyaTeNb. JNeKTPOHHasA
nnata ¢ KK-gncnneem:

YactuuHoe KonnyecTo Ha 5 unudp ot 0,1 go
99999, obLlee KONMMYECTBO

Ha 6 undp ot 1 fo 999999

B0o3MOxHO 0OHYNeHne obLero KonmyecTsa.
HAMKaLMs ckopocT NOTOKa.
[TosTOpsiemocTs +/- 0.2% lNoTepa Hanopa

< 0,03 6ap npu 120 n/MUH.

BozmorkHa kanvbpoBsKa. MutaHne oT AByx
batapen pazmepa AAA.

-Pacxon 7 - 120 n/muH

- ToYyHOCTb n3mepeHua +/- 1%

- [MoBTOpsiemocTb 0.2%

- MakcumarnsHoe paboyee gasnenue 20 6ap
(Moaens 13 antoMUHUA)

- [laenexvie pazpbia 100 6ap (mogenb 13
aNnOMNHKA)

- Bxop/Bbixog 1”

pATENTED

EGISTERED
DESIGN
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up to

120....

(up to 32 gpm)

Plastic version for chemical liquids

K24 for Urea

K24 ENO approved for wine and beer
(on request)

) . K24 for reconstituted milk for cattle + manual
Rotable display Bidirectional e |- FOOS/005E®,
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Class | Groups C and D

ZeblVey R NN[€]=h TECHNICAL DATA

FLUID
- FILTERING ACCESSORIES MONITORING

Fluids Flow-rate Pressure Battery  Flange Inlet - Outlet
included

Code Description

type |/min gpm bar psi No. 2

2x1,5V

K24 A
F00408100 K24 A M/F 1” BSP D] 7-120 2-32 20 300 YES NO M 17" BSP - F 1" BSP
F00408X00 K24 A M/F 1" BSP ATEX/IECEx mEE@E 7-120 2-32 20 300 YES NO M 1" BSP - F 1" BSP
F00408X10 K24 A M/F 17 NPT ATEX/IECEx PDEE 7-120 2-32 20 300 YES NO M 1" NPT - F 1" NPT
F00408U1A K24 UL M/F 1” BSP - UL Classified DEE 7-120 2-32 20 300 YES NO M 1" BSP - F 1" BSP
F00408UOA K24 UL M/F 1” NPT - UL Classified DEE 7-120 2-32 20 300 YES NO M 17 NPT - F 1” NPT
K24 A PULSER
F00408Y00 K24 A PULSER M/F 1” BSP ATEX/IECEX (92 pulse/I) DEE 7-120 2-32 20 300 NO NO M 1”BSP - F 1" BSP
F00408Y10 K24 A PULSER M/F 17 NPT ATEX/IECEX (92 pulse/l) DEE 7-120 2-32 20 300 NO NO M 17 NPT - F 17 NPT

Upon request available in NPTF version and Display in Gallon/Quarter or Pint

K24 A




BIODIESEL ANTIFREEZE

DIESEL

OIL

Tel: (+974) 443 54 298
www.boltsandtools.com

Tel: (+974) 443 54 298
www.boltsandtools.com

K ELECTRONIC METERS AND PULSERS

EN. Oval gear electronic flow meters

in acetal resin for controlling the non
commercial dispensing of low, medium and
high viscosity fluids including fuel, lubricating
oil and other special fluids compatible with
construction materials. Body with aluminium
measuring chamber. Inbuilt suction filter.

5 digit partial Total (h=11.5 mm) with floating
point from 0.001 to 999.99.

8 digit non resettable Total (h=5 mm) from 1 to
99999999.

Resettable Total. Flow rate indication.

PERFORMANCE

- Repeatability 0.2 %.

- Loss of pressure <O.5 bar at maximum flow
rate.

- Flow rate up to 100 |/min

- Accuracy : +/- 0.5%

DIMENSIONS

68

ES. Medidor electrénico de mecanismo de
engrave ovalado en resina acetdlica para el
control del suministro no comercial de fluidos
de baja, media y alta viscosidad, tales como
carburantes, aceites lubricantes y otros
fluidos especiales que son compatibles con
los materiales de fabricacidn. Estructura

con cdmara de medida de aluminio. Filtro de
aspiracidn integrado.

- Total parcial de 5 cifras (h = 11,5 mm) con
coma flotante de 0,001 a 999,99.

- Total no borrable de 8 cifras (h=5 mm) de 1a
99999999.

- Total borrable. Indicacidn del caudal.

- Repetitividad 0,2 %.

- Pérdida de carga < 0,5 bar con el Caudal
maximo.

- Caudal de hasta 100 l/min

- Precisién +/- 0,5%

{elplv[ey RVNN[E}=R WEIGHT AND PACKAGING

Weight Packaging

Code kg lbs mm inch pcs/
box

METERS

F00496A20 1,6 3,5 200x120x140 7,9x4,7x5,5 1

F00496A00 1,6 3,56 200x120x140 7,9%x4,7x5,5 1

F00496A40 1,6 3,5 200x120x140 7,9x4,7x5,5 1

PULSER

F00472A20 2 4,4 200x120x140 7,9%4,7x5,5 1

F00472A00 2,6 5,7 200x120x140 7,9%4,7x5,5 1

METERS
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RU. 3neKTpoHHble CYUETUMKIN IMTPOB C
OBaJIbHbIMY LIECTEPHAMM U3 aLleTasIbHOW CMOJIbl
LNA KOHTPONA NoAaun npu pacnpeneneHnmn ana
VNHAVBUAYATbHbIX HYX[ XKUAKOCTEN C HA3KOWA,
cpefHel N BbICOKOW BA3KOCTbIO, TaKUX Kak
TOM/IMBO, CMA30YHble Macna

1 npoume creymnasnbHble XNAKoCTH,
COBMECTVMbIE C MaTepranamm KOHCTPYKLUK.
Kopnyc c usmeputenbHow Kamepoiw 13
aNoOMUHUA. BCTPOEHHbIN GunbTp

CO CTOPOHbI BCACbIBaHMS.

OTob6parkeHune 06LLero/4acTUYHOIO KOIMYEeCTBa,
5 umodp (h=11,5 mm) c nnaBatoLein 3anaTomn

o1 0,001 8o 999,99 O6uiee KoNMYecTBo, 6e3
BO3MOXHOCTU cbpoca, 8 undp (h=5 mm) ot 1 o
99999999. O6Lee KONNYECTBO C BO3MOXKHOCTbIO
cbpoca. Hankaumsn

CKOPOCT MOTOKa.

- NosTopsaemocTb 0,2%.

- [NoTeps Hanopa <0,5 6ap npy MakcMmanbHOM
pacxoge.

- Pacxop no 100 n/mMuH

- TouHocCTb n3MepeHns +/- 0.5%
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[ Flow-rate
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K600/3 METER K60O/3 PULSER & 8
]
FEATURES ON REQ®
-

G
e
G
v

FLUID
ACCESSORIES MONITORING

relplV[eyRNN(€]=8 TECHNICAL DATA

Fluids Flow-rate Pressure Battery Flange Inlet Inlet o
included Outlet filter =z
Code Description =
type |/min gpm bar psi No. 2 Lu
2x15V 5
o
METERS
F00496A20 K600/3 oil 6-60 1,68 - 15,8 70 994 YES YES 3/4” BSP YES
F00496A00 K600/3 diesel D} 10 - 100 2,64 -26,4 30 426 YES YES 1" BSP YES
F00496A40 K600 GAL/NPT D] 10 - 100 2,64 - 26,4 30 426 YES YES 1" NPT YES
PULSER
F00472A20 K600/2-3 3/4" oil 6 - 60 1,68 - 15,8 70 994 NO YES 3/4"B SP YES
F00472A00 K600/3 1" diesel D} 10-100 2,64 -26,4 30 426 NO YES 1" BSP YES

Upon request available in NPTF version and Display in Gallon/Quarter or Pint

K600/3




DIESEL

OIL
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K600 8/3

EN. Oval gear electronic flow meters

in acetal resin for controlling the non
commercial dispensing of low, medium and
high viscosity fluids including fuel, lubricating
oil and other special fluids compatible with
construction materials. Body with aluminium
measuring chamber. Inbuilt suction filter.

80 mm easy-to-read display.

5 digit partial Total (h=11.5 mm) with floating
point from 0.001 to 99999.

8 digit non resettable Total (h=5 mm) from 1to
99999999.

Resettable Total. Flow rate indication.
Version with Pulse out: number pulses per litre
setat: 1,2,10, 20, 50, 100

PERFORMANCE

- Repeatability 0.2 %.

- Loss of pressure <O.5 bar at maximum flow
rate.

- Flow rate up to 100 I/min

- Accuracy : +/- 0.5%

- IP66 protection

DIMENSIONS

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Medidor electrdnico de mecanismo de
engrave ovalado en resina acetdlica para el
control del suministro no comercial de fluidos
de baja, media y alta viscosidad, tales como
carburantes, aceites lubricantes y otros
fluidos especiales que son compatibles con
los materiales de fabricacidn. Estructura

con cdmara de medida de aluminio. Filtro de
aspiracidn integrado.

- Display de 80 mm de fdcil lectura.

- Total parcial de 5 cifras (h = 11,5 mm) con
coma flotante de 0,007 a 99999.

- Total no borrable de 8 cifras (h =5 mm) de 1a
99999999.

- Total borrable. Indicacidn del caudal.

- Versidn con Pulse out: numero de impulsos
por litro programable: 1, 2, 10, 20, 50, 100.

- Repetitividad 0,2 %.
- Pérdida de carga < 0,5 bar con el Caudal
mdximo.

- Caudal de hasta 100 [/min

- Precisién +/- 0,5%
- Proteccién IP66

131

110

r{elplv[ey VNN [€El=R WEIGHT AND PACKAGING

Weight Packaging

Code kg lbs mm inch pcs/
box

METER

F00491000 2 4,4 200x120x140 7,9x4,7x5,5 1

F00491010 2 4,4 200x120x140 7,9%x4,7x5,5 1

METER WITH PULSE OUT

F00492000 2 4,4 200x120x140 7,9%4,7x5,5 1

F00492010 2 4,4 200x120x140 7,9%4,7x5,5 1

METERS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. 3neKTpoHHble CUETUMKIN IMTPOB C
OBaJIbHbIMU LIECTEPHAMU U3 aLleTasIbHO CMOJbI
LNA KOHTPONA NoAaun npu pacnpeneneHnmn ana
VHAUBUAYaNbHbIX HYX[, XMWUAKOCTEN C HU3KOW,
cpefHel N BbICOKOW BA3KOCTbIO, TaKUX Kak
TOMANBO, CMa30YHble Macna

1 npoume creymnasnbHble XNAKoCTH,
COBMeCTMMble C MaTepuanamm KOHCTPYKLIMU.
Kopnyc c usmeputenbHow Kamepoiw 13
aNoOMUHUA. BCTPOEHHbIN GunbTp

CO CTOPOHbI BCACbIBaHMS.

Jlerkountaembliii gucnnen 80 Mm.

OTobpaxeHune 06LLero/4acTUYHOIO KONMYeCTBa,
5 umodp (h=11,5 Mm) c nnaBatoLei 3anNaTom

oT1 0,001 go 99999 O6Lee KoNNUecTBo, 6e3
BO3MOXHOCTU cOpoca, 8 undp (h=5 mm) ot 1 o
99999999, O61Iee KOMYECTBO C BO3MOXXHOCTbIO
cbpoca. IHarKkauma CKopoCTM NoToKa.

BapuraHT ¢ MMy AbCHBIM BbIXOAHBIM CUTHANOM:
BO3MOXHOCTL HACTPOWMKM KONnyecTsa
nmnynscoe Ha nutp: 1, 2, 10, 20, 50, 100.

- NosTopaAemocTb 0,2%.

- MNoTeps Hanopa <0,5 6ap Npy MakcmanbHOM
pacxoge.

- Pacxop no 100 n/myH

- TouHoCTb n3MepeHnsa +/- 0.5%

- 3awwmTa IP66




Tel: (+974) 443 54 298 Tel: (+974) 443 54 298 Tel: (+974) 443 54 298
www.boltsandtools.com www.boltsandtools.com www.boltsandtools.com

P Flowrate YN Accuracy

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

K600 B/3 METER K600 B/3 WITH PULSE-OUT
FO0491000, FO0491010 FO0492000, FO0492010
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pi(e]pIb[e S PYNN(€]=8 TECHNICAL DATA é
Fluids Flow-rate Pressure Battery Flange Inlet Inlet Ll:u
included Outlet filter =
Code Description
type |/min gpm bar psi No. 2
2x1,5V
METERS
F00491000 K600 B/3 D] 10 - 100 2,64 -26,4 30 426 YES YES 1" BSP YES
F00491010 K600 B/3 6-60 1,68 - 15,8 70 994 YES YES 3/4” BSP YES
PULSE OUT METER
F00492000 K600 B/3 with pulse-out D] 10 - 100 2,64 -26,4 30 426 YES YES 1” BSP YES
F00492010 K600 B/3 with pulse-out 6 - 60 1,68 - 15,8 70 994 YES YES 3/4” BSP YES

Upon request available in NPTF version and Display in Gallon/Quarter or Pint

K600 B/3



BIODIESEL ANTIFREEZE

DIESEL

OIL

WINDSCREEN
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ELECTRONIC METERS

LECTRONIC METERS

EN. Oval gear electronic flow meters

in acetal resin for controlling the non
commercial dispensing of low, medium and
high viscosity fluids including fuel, lubricating
oil and other special fluids compatible with
construction materials. Body with aluminium
measuring chamber. Inbuilt suction filter
(except mod. K400 and K200).

5 digit partial Total (h=11.5 mm) with floating
point from 0.001 to 999.99.

8 digit non resettable Total (h=5 mm) from 1to
99999999.

Resettable Total. Flow rate indication (only

mod. K60O).

PERFORMANCE

- Repeatability 0.2 %.

- Loss of pressure <0.5 bar at maximum
flow rate.

- Flow rate up to 150 I/min

- Accuracy: +/- 0.5%

e epIVey RNN[€=8 WEIGHT AND PACKAGING """""
Weight Packaging
Code kg Ibs mm inch pes/
box
F0043012A 0,6 1,3 130x65x108 5,1x2,6x4,3 1
F00484000 0,5 1,1 298x198x113 11,7x7,8x4,4 12
F00484010 0,5 1,1 298x198x113 11,7x7,8x4,4 12
000483020 0,5 1,1 298x198x113 11,7x7,8x4,4 10
F00486150 0,6 1,3 1156x160x135 4,5x6,3x5,3 1
F00496A20 1,6 3,5 200x120x140 7,9x4,7x5,5 1
F00496A00 1,6 3,56 200x120x140 7,9%x4,7x5,5 1
F00496A40 1,6 3,5 200x120x140 7,9x4,7x5,5 1
F00491000 2 4,4 200x120x140 7,9x4,7x5,5 1
F00491010 2 4,4 200x120x140 7,9x4,7x5,5 1
00049700A 3,2 7 200x120x140 7,9%x4,7x5,5 1
F0049701A 3,2 7 200x120x140 7,9x4,7x5,5 1

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Medidores electrdnicos de mecanismo
de engrave ovalados en resina acetdlica
para el control del suministro no comercial
de fluidos de baja, media y alta viscosidad,
tales como carburantes, aceites lubricantes y
otros fluidos especiales que son compatibles
con los materiales de fabricacidn. Estructura
con cdmara de medida de aluminio. Filtro de
aspiracidn integrado (excepto los modelos
K400 y K200).

Total parcial de 5 cifras (h = 11,5 mm) con coma
flotante de 0,001 a 999,99.

Total no borrable de 8 cifras (h =5 mm) de 1a
99999999.

Total borrable. Indicacidn del Caudal (sélo
modelo K600).

- Repetitividad 0,2 %.

- Pérdida de carga < 0,5 bar con el Caudal
maximo.

- Caudal de hasta 150 |/min

- Precisién +/- 0,5%

METERS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. 3neKTpoHHble CUETUNKM INTPOB C
OBaJIbHbIMY LIECTEPHAMM U3 aLleTasIbHOW CMOJIbI
N5 KOHTPONA NOAaumM Npu pacnpeneneHnn

LNA MHAVBUAYaNbHbIX HYX[ KUAKOCTEN C
HU3KOW, CpefiHen 1 BbICOKOWN BA3KOCTbIO, TaKMX
KaK TONMBO, CMa304Hble Macsia U npoumne
cneymnanbHble XKNLKOCTW, COBMECTVMblE

C MaTepuanamu KoHCTpyKumn. Kopnyc c
3MepUTESIbHON Kamepo 13 antoMUHNA.
BcTpoeHHbI GunbTp Co CTOPOHBI BCacbiBaHWA (3a
nckntoueHmem mog. K400 n K200). OtobpaskeHune
06Lero/4acTMYHOro KONIMYecTBa, 5 uudp
(h=11,5 mm) c nnaeatoweit 3anaton ot 0,001 go
999,99 O6LLee KoNMYecTBo, 6€3 BO3MOXKHOCTU
cbpoca, 8 undp (h=5mm) oT 1 5o 99999999.
O6bLee KONMYECTBO C BO3MOXHOCTbIO cOpoca.
VIHAMKaL s CKOPOCTU NOTOKA (TONbKO Moga,.
K600).

- NMoBTopAemocTb 0,2%.
- [Moteps Hanopa <0,5 6ap Npn MakCMManbHOM

pacxope.
- Pacxopa 10 150 n/muH
- TouHocTb n3mepenma +/- 0.5%
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up to

150 .

(up to 39 gpm)
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Fluids Flow-rate Pressure Battery Flange Inlet Inlet i
included Outlet filter O
Code Description 2
type |/min gpm bar psi No. 2
2x1,5V
F0043012A K200 D] 0,1-2,5 0,03 - 0,66 550 7810 YES NO 1/8” BSP NO
F00484000 K400 BSP D] 1-30 0,26-7,9 70 994 YES NO 1/2” BSP NO %
F00484010 K400 QT/NPT D] 1-30 0,26-7,9 70 994 YES NO 1/2” NPT NO g
000483020 K400 windscreen 1-30 0,26-7,9 70 994 YES NO 1/2” BSP NO E
F00486150 NEXT/2 6 - 60 1,68 - 15,8 70 994 YES NO 3/4” BSP NO
F00496A20 K600/3 oil 6-60 1,58 - 15,8 70 994 YES YES 3/4” BSP YES
F00496A00 K600/3 diesel D] 10-100 2,64 -26,4 30 426 YES YES 1" BSP YES
F00496A40 K600 GAL/NPT D] 10-100 2,64-26,4 30 426 YES YES 1" NPT YES
F00491000 K600 B/3 D] 10-100 2,64-26,4 30 426 YES YES 1" BSP YES
F00491010 K600 B/3 6-60 1,68 - 15,8 70 994 YES YES 3/4” BSP YES
00049700A K600/4 D] 15-150 3,9 -39 20 284 YES YES 11/2" BSP YES
F0049701A K600/4 GAL/NPT D] 15-150 3,9-39 20 284 YES YES 11/2” NPT YES

Upon request available in NPTF version and Display in Gallon/Quarter or Pint

ELECTRONIC METERS




BIODIESEL ANTIFREEZE

DIESEL

GASOLINE

GREASE

OIL

WINDSCREEN
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ELECTRONIC METERS

Tel: (+974) 443 54 298
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ULSE-METERS

EN. Oval gear electronic meters in acetal
resin for measuring low, medium and high
viscosity fluids These meters interface easily
with management systems, making them

the ideal solution to fit on non-commercial
fuel distributors in fixed lubricant transfer/
distribution systems. Also ideal as flow meters
for cistern loading arms, controlling the
consumption of fuel in burners or generator
sets and other industrial applications.
Repeatability 0.2 %. Loss of pressure <O.5 bar
at maximum flow rate.

Inbuilt suction filter (except mod. K400 and
K200).

PERFORMANCE

- Flow rate up to 150 I/min
- Accuracy: +/- 0.5%

{elplV[ey RVAN(E=R WEIGHT AND PACKAGING

Weight

Code kg Ibs mm

000452030 0,5 11 130x65x108
000452000 0,5 11 130x65x108
F00440200 0,5 11 300x160x110
00044007A 0,5 11 203x320x88
F00472A20 2 4,4 200x120x140
F00472A00 2,6 5,7 200x120x140
000473000 3,2 7 200x120x140
F00408Y00 0,5 11 115x160x135
F0049800A 55 12 280x160x140
F0042000A 0,5 11 130x65x108
F0042001A 0,5 1,1 130x65x108

Packaging

inch pcs/

box
5,1x2,6x4,3 1
5,1x2,6x4,3 1
11,8x6,3x4,3 5
8x12,6x3,5 5
7,9%4,7x5,5 1
7,9x4,7x5,5 1
7,9x4,7x5,5 1
4,5x6,3x5,3 1
11x6,3x5,5 1
5,1x2,6x4,3 1
5,1x2,6x4,3 1

ES. Medidores de pulso con mecanismo de
engraves ovalados en resina acetdlica para
el control del suministro con baja, media y
alta viscosidad. Se conectan fdcilmente con
otros sistemas de gestidn, convirtiéndose
en la solucién ideal para equipos fijos de
transferencia de liquidos. También ideal para
brazos de carga de cisternas, asi como para
el control del consumo de carburante de
quemadores o grupos electrégenos y otras
aplicaciones industriales.

Repetitividad 0,2 %.

Pérdida de carga < 0,5 bar con el caudal
mdximo.

Filtro de succidn integrado (ausente en los
modelos K400 y K200).

- Caudal de hasta 150 [/min
- Precisién +/- 0,5

METERS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. ImnynbcHble cHeTYmnKM NUTPOB C
OBaJIbHbIMY LIECTEPHAMM U3 aLleTasibHOM

CMOIbl 1A U3MEPEHNA XKUAKOCTEN C HU3KOWN,
cpefHeln N BbICOKOW BA3KOCTbIO. VX MOXHO
NpPOCTO COeMHUTD C CUCTEMaMV YripaBfieHuns,
4TO AenaeT VX nfeanbHbIM pelueHnem ana
OCHalleHVA pacnpeaenuTeneil Tonimea

NA UHAWBMAYANbHOTO NONb30BaHNA B
CTaLMOHaPHbIX YCTaHOBKaX Mo nepekayviBaHmnio/
pacnpepaeneHnio CMa3o4yHOro matepuana,

TaKMX KaK CHETUUKM IMTPOB [/1A PyKaBoB AnA
3arpy3Ku LUCTEPH, A1l KOHTPOA NOTpebneHns
TONNMBa ropesikamn Unn snekTporeHepaTopamu,
a TaKKe ANA UCNONb30BaHNA AJ1A MPOUNX
NPOMBbILLNEHHbIX HYXA. [oBTOpAemocTb 0,2%.
MoTeps Hanopa <0,5 6ap Npu MakcMmanbHOM
pacxofe. BCTpOeHHbI GUnbTp Co CTOPOHDI
BCacbiBaHuA (0TCyTCTBYET B MoAenax K400 n
K200).

- Pacxoa pno 150 n/muH
- TouHoCTb n3MepeHna +/- 0.5%
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P Flowrate YN Accuracy

1 5”6 I/min 0 ; /5 °/o

(up to 39 gpm)
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e IV[@VNN(€]=R TECHNICAL DATA

FLUID
- FILTERING ACCESSORIES MONITORING

Fluids Flow-rate Pulser Pressure Battery  Flange Inlet Inlet
included Outlet filter
Code Description
type |/min gpm p/l p/gal bar psi No. 2 BSP
2x1,5V
000452030 K200 HP PULSER D] 0,1-25 003-066 1400 5306 1000 14200 NO NO 1/8” NO
000452000 K200 PULSER D] 01-28 003-066 1400 5306 30 426 NO NO 1747 YES
F00440200 K400 PULSER D] 1-30 0,26 - 0,79 100 379 70 994 NO NO 1727 NO
00044007A K400 windscreen D] 1-30 0,26 - 0,79 100 379 70 994 NO NO 1727 YES
F00472A20 KB600/3 3/4” oil PULSER 6 - 60 1,58 - 15,8 35 132,5 70 994 NO YES 3/4” YES
F00472A00 KB600/3 1” diesel PULSER D] 10-100 2,64-264 335 127 30 426 NO YES 17 YES
000473000 K600/4 PULSER D] 15-150 3,9-39 26 98 20 300 NO YES 11/2” YES
F00408Y00 K24 pulse meter M/MF 1”BSP - (€@ 7-120 2-32 100 166 20 300 NO NO 1T"M/AF NO
F0049800A K700 PULSER D] 25 - 250 6,6 - 66 14 53 20 300 NO YES 2" YES
F0042000A Turbinox inline pulse meter K|D] 10+40 3+11 88 338 20 300 YES NO 1” NO
F0042001A Turbinox 90° pulse meter K]D] 10+40 3+11 88 338 20 300 YES NO 17 NO

Upon request available in NPT version

PULSE-METERS




BIODIESEL ANTIFREEZE
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OIL
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ELECTRONIC AND PULSER METERS

900

EN. Oval gear electronic flow meters

in acetal resin for controlling the non
commercial dispensing of low, medium

and high viscosity fluids compatible with
construction materials. Body with aluminium
measuring chamber. Inbuilt suction filter. Free
contact signal pulser (reed switch), single
channel.

5 digit partial Total (h=11.5 mm) with floating
point from 0.001 to 999.99.

8 digit non resettable Total (h=5 mm) from 1to
99999999.

Resettable Total. Flow rate indication.

PERFORMANCE

- Repeatability 0.2 %

- Loss of pressure <O.5 bar at maximum flow
rate.

- Flow rate up to 500 |/min

-Accuracy: +/- 0.5%

-1/0 3"

DIMENSIONS

©.3"BSP | NPT

r{elplV[ey SRVNN[€E=R WEIGHT AND PACKAGING

ES. Medidores electrdnicos de engranajes
ovalados con resina acetdlica para el control
del producto suministrado y de otros fluidos
especiales compatibles con los materiales de
fabricacién. Cuerpo con cdmara de medida de
aluminio. Filtro de succion integrado. Pulser
de sefal de contacto libre (reed switch), mono
canal.

Total parcial de 5 cifras (h = 11,5 mm) con coma
flotante de 0,001 a 999,99.

Total no borrable de 8 cifras (h =5 mm) de 1a
99999999.

Total borrable. Indicacidn del Caudal.

- Repetitividad 0,2 %
- Pérdida de carga < 0,5 bar con el Caudal

maximo.

- Caudal de hasta 500 [/min
- Precisién +/- 0,5%

-1/0 3"

Weight Packaging -
Code kg Ibs mm inch pcs/
box
F0049900B 12 26,5 400x290x200 15,7x11,4x7,9 1
F0049903B 12 26,5 400x290x200 15,7x11,4x7,9 1
F0049902B 12 26,5 400x290x200 15,7x11,4x7,9 1

METERS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. SneKkTpoHHble CHeTUMKUN NUTPOB C
OBaJIbHbIMU LIECTEPHAMU U3 aLleTasIbHO CMOJbI
LNA KOHTPONA Nogaun npu pacnpegeneHmm
ONA UHAVBMAYaNbHBIX HYXJ TOMIMBA U NPOYMX
cneumanbHbIX XUAKOCTEN, COBMECTUMbBIX

C MaTepuanamu KoHCTpyKuun. Kopryc c
N3MepUTENbHON Kamepon U3 antoMUHNA.
BCTpOeHHbIN GUABTP CO CTOPOHbI BCACbIBaHUA.
CurHanbHbI reHepaTop UMMYNbCOB C “Cyxummn”
KOHTaKTaMu (repKOHOBbIN NepekioyaTenb),
ofHOKaHanbHbIN. OTobpaxkeHne obuiero/
YacTMYHOro KonmnyecTsa, 5 uudp (h=11,5 mm) ¢
nnasatolein 3anaton ot 0,001 go 999,99 O6uee
KONMYecTBo, 63 BO3MOXXHOCTM cObpoca, 8 undp
(h=5 mm) oT 1 40 99999999. ObLiee KoNNYecTBo
C BO3MOXHOCTbI0 cObpoca. iHanKauma ckopocTu
roToKa.

- NoBTopAemocTb 0,2%.

- [NoTeps Hanopa <0,5 6ap Npy MakcMManbHOM
pacxope.

- Pacxopn no 500 n/mMmuH

- TouHoCTb n3MepeHns +/- 0.5%

- Bxoa/Bbixog 3”
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RirelplV[ey EVNN(€]=R TECHNICAL DATA E
Fluids Flow-rate Pulser Pressure Battery  Flange Inlet Inlet
included Outlet filter
Code Description
type |/min gpm p/l p/gal bar psi No. 2
2x1,5V
F0049900B K900 D] 50 - 500 13,2-132 - - 20 284 YES YES 3" BSP YES
F0049903B K900 GAL/NPT D] 50 - 500 13,2-132 - - 20 284 YES YES 3" NPT YES
F0049902B K900 PULSER D} 50 - 500 13,2-132 10 38 20 284 YES YES 3” BSP YES

Upon request available in NPT version.
Display power supply 4-12 Vdc, 1.2 Amp. Type of output signal: open collector max 50 V, 1.2 Amp, single channel.
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METERS
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E MOT E DISPLAY FOR PULSE METER

EN. Remote display for remote control (via
max. 15 m. cable) of pulse meters. The large
screen displays the quantity delivered and
the non resettable total. Equipped with
software applications for calibrating meters.
Available as both basic display device and

as pulse emitter. Indispensable for receivers
designed to recognise only discreet quantities
of impulses.

The easy interfacing management systems of
the pulse transmitter models extend the field
of application of pulse meters combined with
remote displays.

Technical features:

Unique display with 5 digit partial Total (h=11.5
mm) with floating point (0.001 to 99999) and
8 digit non resettable Total (h = 5 mm., from 1
to 99999999 ).

Battery or mains supply. Number pulses per
litre set at: 1, 2,10, 20, 50, 100. Resettable
Total available. Different measurement unit
settings. Low battery indication. Flow rate
indication.

DIMENSIONS

ES. Monitor remoto para conexidn a distancia
(por cable, a 15 m como mdximo). La pantalla
muestra la cantidad suministrada y el total

no reajustable. Equipado con software de
aplicaciones para calibrar los medidores.
Disponible ya sea como simple visualizador o
como emisor de impulsos.

Es indispensable cuando el receptor reconoce
sélo cantidades discretas de impulsos.

Su fdcil conexidn con interfaz a sistemas de
gestién de las versiones “Pulse Transmitter”
amplia el campo de aplicacién de los medidors
Pulser combinados con display remoto.

Caracteristicas:

Monitor dnico con Total parcial de 5 cifras
(h=11.5 mm) con coma flotante (de 0.007 a
99999) y Total no borrable de 8 cifras (h=5
mm, de 1a 99999999).

Alimentacién por pilas o exterior.

Numero de impulsos por litro programable: 1,
2,10, 20, 50, 100. Total borrable disponible.
Posibilidad de configurar distintas unidades
de medida. Aviso de bateria descargada.
Indicacidn del volumen del caudal.

]|
90

2lelplV[e R VNN[€]=8 WEIGHT AND PACKAGING

Weight

Code kg Ibs mm

F1175200B 1,2 2,6 200x120x140
F1175300B 1,2 2,6 200x120x140
F1175400B 1,2 2,6 200x120x140
F0049501A 1,2 2,6 200x120x140
F0049502A 1,2 2,6 200x120x140
F0049503B 1,2 2,6 225x125x150

METERS

126

Packaging
inch pcs/
box
7,9x4,7x5,5 1
8,9x4,9x5,9 1
8,9x4,9x5,9 1
8,9x4,9x5,9 1
8,9x4,9x5,9 1
8,9x4,9x5,9 1

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. YaaneHHbin gucnneii gna AUCTaHUMOHHOMO
noaKtoYeHns (C nomMolLblo Kabens, AnvHa
KOTOPOFO He NpeBbIWaeT 15 M) K UMNYNbCHOMY
V3MepuTenio.

Ha wupokom oTobparkaeTca nogaHHoe
KONNYeCTBO 1 obLiee KONMYecTBO, KOTOpoe
Henb3a cbpocnTb. OcHaLLeHO NPUKNaaHbIM
nporpamMmmMHbIM obecneyeHns 4Nia KannbpoBKu
CYETUMKOB NNTPOB. MOXKHO MCMONb30BaThb B
KayecTBe NpoCToro ANCNIEA UK B KayecTse
MNCTOUYHMKA UMNYNbCOB. ABAAETCA HE3aMEHUMbIM,
ec/IM NPUeMHOoe YCTPOMCTBO Pacno3HaET TONIbKO
KONNYECTBO AUCKPETHBIX MMMYbCOB.

MpocToTa coefiMHeHMA C cUCTeMaMm ynpaBeHna
MoAesiel, OCHaLLEeHHbIX UMMYSIbCHbIM AAaTYMKOM,
paclwmpaeT BO3MOXHOCTY NCNONb30BaHNA
VIMIMYNbCHbBIX CHETYUMKOB NIUTPOB, COEANHEHHbIX C
yAaneHHbIM AUCrNeem.

XapakTepucTtmku:

OTobpaxeHne obLero/4acTMYHOro KOIMYecTsa
Ha ogHoMm aucree Ha 5 undp (h=11,5 mm) ¢
nnasatoluer 3anaton (ot 0,001 4o 99999) n
00611ero Konm4ecTsa, 63 BO3IMOXKHOCTU cOpoCca,
Ha 8 undp

(h=5mm, o1 1 1099999999).

[TnTaHne ot baTapein UnmM BHELIHEro NCTOYHMKA.
BO3MOXHOCTH HACTPOWMKIM KONMYecTsa
nmnynscoe Ha nutp: 1, 2, 10, 20, 50, 100.
Bo3mMokHO 06HyneHne obLyero KonmuecTsa.
BO3MOMXHOCTL HACTPONKIN APYTUX eANHULL
n3vepeHus. [peaynpexaeHne o pas3psKeHHO
Hatapen. VIHaVKaumMa CKOPOCTUN NOTOKaA.
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Fluids Suitable for pulse meter Inlet %
Code Description Outlet E
type BSP =
F1175200B Remote displ. Pulse out K600 D] K600 diesel Pulse out [ ] =
F1175300B Remote displ. Pulse out K600/4 D] K600/4 Pulse out [ |
F1175400B Remote displ. Pulse out K700 D] K700 Pulse out [ ]
F0049501A Universal displ. Pulse out D] K200, K400, K600 oil, K600 diesel, K600/4, K700 Pulse out [ |
F0049502A Display Pulse in D} For all Piusi Pulse out remote display Pulse in
F0049503B Display Pulse out AdBlue® D] Turbinox / K24 Pulser Pulse out [ ]

REMOTE DISPLAY
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MANUAL NOZZLES

ELF

EN. Manual nozzles. These nozzles,
distinguished by high efficiency, based on low
flow resistance, remarkably easy use and of
reasonable cost, are designed to be used with
any type of transfer system, even those run
by gravity. Supplied complete with removable
lever protection, a variety of threaded
connectors and a reduced section tube for
unleaded gasoline.

PERFORMANCE

Flow rate up to 150 I/min

PRODUCTS RANGE Rii=s(elzh)

Weight
Code kg Ibs
F00641130 0,7 1,5
FO065000A 0,6 1,3
00065001A 0,6 1,3
F0063001A 0,2 0,4

FO063000A

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Pistolas manuales. Se caracterizan por

su eficiencia y la resistencia en caudal bajo,
facilidad de uso y precio econdmico. Dadas
sus caracteristicas, encuentran fdcil instalacién
en todo tipo de instalaciones de trasiego,
incluso en las que funcionan con gravedad.

Se proveen completos con proteccién de
palanca removible, una variedad amplia de
enrosques de para diferentes conexiones u
tubo de seccidn reducida para la gasolina.

Caudal de hasta 150 |/min

NOZZLE

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. PyyHble nuctonetbl. OHU OTNMYatoTCs
NOBbILLEHHON 3 PEKTUBHOCTbIO barogapn
HN3KOMY COMPOTUBIIEHMIO MOTOKY, A TAaKXKe
NPOCTOTON NCMOMb30BAHNA 11 SKOHOMUYHOCTbBIO.
YunTbIBas UX XapaKTEPUCTNKM, UX MOXKHO
MCNONb30BaTh B I060W YCTaHOBKe Ais
nepeKaumBaHuns, B TOM Ynciie ¢ nopaven
camoTekom. OHM NOCTaBAAIOTCA € 6I0KUPATOPOM
CMYCKOBOTO Pblyara, KOTOPbIN MOXHO CHATD,

OHM NPeAnaratTca ¢ PasnnuHbIMU Pe3b6oBbIMU
KPEeneHamMm v € Tpy6OI yMEHbLLIEHHOTO
ceveHus AnsA 6eH3MHa, He COAePXKaLLero CBMHeL.

Pacxop no 150 n/MuH
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up to

150 /ir

(up to 40 gpm)

SELF 2000 DIESEL

Tel: (+974) 443 54 298 Tel: (+974) 443 54 298
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PLASTIC NOZZLE-S WATER/DIESEL

FEATURES

Not included in the
Plastic nozzle model

22{e]plv[ey VNN [€]=) TECHNICAL DATA

Code

with swivel Description

F00641130 * Self 2000 1”

FO0065000A * Self 3000 1”

00065001A * Self 3000 1” unleaded spout
F0063001A Plastic nozzle 1” (water/food version)
FO063000A Plastic nozzle-S 1” Black

Fluid

type

RE
BE
pE
BE
RE

SELF 3000 DIESEL/GASOLINE

' l NOZZLE
NOZZLE METERS METERS PUMPS DISPENSERS

N\

-
<
]
i
a
7}

PLASTIC NOZZLE WATER/FOOD

EQUIPMENTS

AdBlue® NOZZLE (available)

>~
FLUID
- FILTERING ACCESSORIES MONITORING

Flow-rate Inlet Spout

|/min gpm swivel %] ext. @
mm
120 32 female 1” BSP 25
150 40 female 17 BSP 25
150 40 female 17 BSP 20
80 21 NO (Hose tail) @ 25 mm 34
80 21 female 1" BSP 34
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AUTOMANTIC NOZZLES

60 - A8O - A120 - A280

B EN. Automatic nozzles. These nozzles are ES. Pistolas automdticas. Equipadas con un RU. AsTomaTtnyeckue nucronetbl. OHu
o fitted with a device that automatically shuts dispositivo de parada de flujo automdtico. OCHALLLAITCA YCTPOMCTBOM aBTOMATNUYECKOM
= off flow when the tank is full. Complete with Racor giratorio, estdn a la par con los OCTaHOBKM NOAauM Npu 3anonHeHum 6aka.
o swivel connector they conform to the strictest  requisitos de seguridad mds severos y cuentan ~ bnarogaps Hannuuio NOBOPOTHOTO CoeaMHEHMA,
@ safety requirements and bear all necessary con todas las certificaciones necesarias. OHM OTBEYAIOT CambIM CTPOrUM TPEGOBAHMAM
certifications. no 6e30MacHOCTY 1 Ha HUX MOJTyYeHbl BCe
HeobxoavMble cepTdUKaTbI.
-
L
)
=
a
51}
z
-
O
2
0 PERFORMANCE
Flow rate up to 280 I/min Caudal de hasta 280 [/min Pacxopn no 280 n/MuH
22{@)plb[e YNN(E]=R WEIGHT AND PACKAGING a t j
Weight L
Code t
kg Ibs

& F00603060 125 2,76
=
§ F00602020 1.20 2,65

F00604030 1.983 425

F00610020 1.93 4,25

F13249000 3.3 7,28

F00613A00 1.30 2,87

F00614000 1.65 3,64

F00602030 1,25 2,76

F0061903B 260 573

F00613020 1,256 2,76

NOZZLE
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280... PILSI

(up to 74 gpm)

A6O A80
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A120 A280 <
FEATURES ON REQUEST 0)
z
[a) @
Avutomatic stop . Automatic nozzle 3 8
= 1 i oz
= - - E 3
=
oy ®
& a4
P 0
%}
Code FOO613020 g
Q
relplV[eyVNN(€]=R TECHNICAL DATA
Code Code Fluid Flow-rate Inlet Spout
without swivel with swivel _—
Description type |/min gpm withoutswivel with swivel ext. @ O]
BSP BSP mm z
o
F12127000 F00603060 AB0 pE 70 19 F 3/4” F1” 24 =
0
F1244200A  F00602020 AB0 Unleaded D] 60 16 F 3/4” F1” 20 o
F12449000 F00604030 A80 D] 90 24 F1” F1” 29
F12128000 F00610020 A120 pE 120 32 F1” F1” 29
- F13249000 A280 ® 280 74 = 112 38,5
- F00613A00 AB60 - EN 13012 D] 70 19 F 3/4” F1” 24
= F00614000 A120 - EN 13012 D] 120 32 F1” 29
F00602040 F00602030 Autom. Nozzle RAPSOIL 60 16 F 3/4” F1” 24
- F0061903B Autom. Nozzle AdBlue® (inox) 40 11 - F 3/4” 19
- F00613020 Autom. Nozzle ATEX RER 60 16 - F1” 20

A60 - A8O - A120 - A280
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FLUID MONITORING

ClO

EN. Continuous tank level monitoring.
OCIO detects the static pressure generated
by the fluid height by means of a tube
inserted into the tank and displays the fluid
level or volume.

The system consists of:

« A tube for detecting static pressure: The
tube end is inserted from the top of the tank
and lowered down into the liquid until it
touches the bottom.

+ A control unit for displaying the level and
managing the system. The unit is equipped
with an intuitive, complete software and
permits the connection of two alarm or lock
devices.

The software is used to:

- Set tank type and dimensions

- Define alarm levels

- Define indication level

- Define measurement unit

- Calibrate the instrument

Depending on the set alarm levels, the control
unit activates or deactivates the contact by
acting as a remote switch for starting the
alarms or cutting power to the connected
equipment.

Maximum measurable height: 4 m.

Probe tube length: 10 m.

Accuracy 1% full-scale

pATENTED

e lV[e SRV N[€]=8 WEIGHT AND PACKAGING

Weight
Code kg Ibs mm
F0075510D 2,2 4,8 300x410x100
F0075511D 2,2 4,8 300x410x100
F00755140 2,2 4,8 300x410x100
F00755160 2,2 4,8 300x410x100

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Monitoreo continuo de niveles en tanques.
OCIO detecta la presidn estdtica generada
por el liquido por medio de un tubo introducido
en el tanque y visualiza el nivel del liquido o el
volumen.

El sistema estd consiste de:

« Un tubo para la deteccidn de la presidn
estdtica. El tubo es introducido por la parte
superior del tanque y sumergido en el liquido
hasta tocar el fondo.

+ Una unidad de control para la visualizacidn
del nivel y la gestidn del sistema. La unidad
dispone de software que permite la conexién
de dos dispositivos de alarma o de bloqueo.
Por medio del software es posible:

- Establecer el tipo y las dimensiones del
tanque

- Definir niveles para alarma

- Modificar la indicacidn del nivel

- Modificar las unidades del nivel

- Calibrar el instrumento.

Segtn los niveles que fueron programados,

la unidad de control activa desactiva el
contacto actuando como un interruptor remoto
que prende la alarma o apaga los equipos
conectados para no suministrar més liquido.
Altura mdxima medible: 4 m.

Longitud del tubo sonda: 10 m

Precisidn 1% escala completa

Packaging
inch pcs/
box
11,8x16,1x3,9 1
11,8x16,1x3,9 1
11,8x16,1x3,9 1
11,8x16,1x3,9 1

FLUID MONITORING

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. Cuctema HenpepbiBHOTO yripaBieHns
YPOBHEM B pe3epByape.

OCIO onpepenseT cTaTnyeckoe faBneHune,
CO3aBaeMoe BbICOTON XKUOKOCTH, UCMONb3yA
TPy6y, MOMeLLEeHHYO B pe3epByap 1 oTobpaxaeT
YPOBEHb XUAKOCTU 1N o6bem. Crictema cocTonT
n3:

« Tpy6bl AnA onpefeneHns CTaTYyeckoro
naBneHua. Tpyba C HAKOHEUYHKOM BCTaBnAeTcA
Yepes BepXHIOI0 YacTb pe3epByapa 1 Morpyxaetca
B XKWAKOCTb 10 KacaHWA C JHOM pe3epByapa.

- Bnoka ynpaeneHus ana otobpaxeHns ypoBHsa

1 ynpaBneHus cuctemoit. bnok ocHalleH
VHTYUTVBHBIM 1 MOJSTHBIM MPOrPaMMHbIM
obecrieyeHreM 1 NO3BOIAET NOAKMIOUYNUTL ABA
YCTPOIACTBa TPEBOTY UV GIIOKNPOBKM.

C nomoLL b0 NPOFPAMMHOTO 06ecneyeHns MOXXHO:
- YcTaHoBUTL TUM K pa3Mepbl pe3epByapa

- Hactpouts curHansl TpeBorn ypoBHs

- Hactpoutb nHanKaumio ypoBHsA

- Hactpouts efHMLY nsmepeHus

- OTKannbposath Npubop

B 3aBMCYMOCTI OT ypOBHE YCTaHOBNEHHbIX
CUTHANOB TPEBOIYW, 6NOK yrpaBneHns
AKTUBU3VPYET N Ae3aKTUBM3MPYET KOHTaKT,
1CMONb3ys yaaneHHbIN BblKYaTenb ana
BKJTIOUYEHNA CITHANbHBIX YCTPOWCTB v Ana
ONOKMPOBKY NITAaHNA NOAKIOUEHHbIX YCTPONCTB.
MakcrmansHas BblcoTa, KOTOPY MOXHO
NU3MepuUTh: 4 M.

[nnHa Tpy6bl 30HAa: 10 M.

[Torpewnocts 1% oT grnanasoHa.

(in the packing
10 mt hose)
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Fuel level
10mm

Measured
resolution

NOZZLE
NOZZLE METERS METERS PUMPS DISPENSERS
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Hose length 3 mt Made in stainless steel
D12 mm
Code F12939000 0)
z
o
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pie)plbey i VNN(€]=8 TECHNICAL DATA
Fluids Viscosity Voltage
Code Description type St AC V./Hz Power RS exit
Watt
F0075510D  Level indicator OCIO LV / RS output D] up to 30 230/50 20 available
F0075511D  Level indicator OCIO LV / RS output 120 V D] up to 30 120/60 20 available
F00755140 OCIO Urea Urea 230/50 20 available
F00755160 Level indicator OCIO LV / 4/20 mA output D] up to 30 230/50 20 -
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FLUID MONITORING

ClO 2.0

EN. OCIO 2.0 reads the liquid level in a tank.
The device detects the static pressure
generated by the liquid level by means of a
pipe inserted into the tank and displays the
liquid level or volume.

OCIO 2.0 is equipped with local electronics
and an integrated LAN card to allow constant
two-way dialogue with your PC.

By connecting OCIO 2.0 to the Self Service
Management 2.0 software, you can:

- set tank type and dimensions from a remote
location.

- Program level alarms.

- Define the unit of measurement.

- Calibrate the instrument.

Depending on the set alarm levels, OCIO 2.0
can cut-off the power supply to connected
equipment.

OCIO 2.0 is available in several different
versions:

« OCIO RS/485 (for use with self service mc
2.0, cube mc 2.0, mcbox 2.0)

- OCIO WiFi 2.0

-OCIOMC 2.0

pATENTED

Tel: (+974) 443 54 298
www.boltsandtools.com

R CIT e

ES. OCIO 2.0 indica el nivel de liquido que hay
dentro de un depdsito.

Mediante un tubo introducido en el tanque,
OCIO 2.0 mide la presidn estdtica generada
por la altura del liquido y muestra el nivel o el
volumen.

OCIO 2.0 estd dotado de sistema electrdnico
interno con tarjeta LAN integrada que permite
un didlogo constante con el ordenador.

La conexién de OCIO 2.0 al software Self
Service Management 2.0 permite:

- Especificar a distancia el tipo y las
dimensiones del depdsito

- Programar las alarmas de nivel

- Definir la unidad de medida

- Calibrar el instrumento

Segtin los niveles de alarma configurados,
OCIO 2.0 puede bloquear la alimentacién de
los equipos conectados.

OCIO 2.0 se ofrece en las siguientes versiones:
- OCIO RS/485 (para utilizar con Self Service
MC 2.0, Cube MC 2.0 0 MC BOX 2.0)

+ OCIO WiFi 2.0

+OCIOMC 2.0

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. OCIO 2.0 n3amepseT ypoBeHb X1AKOro
TonnvBa B 6ake.

JlaHHOe yCTPONCTBO C NOMOLLbIO BBEJEHHOW B
6aK TPYOKM M3MepsAET CTaTUYECKOE AaBNEHNE,
KOTOpPOE CO3AaeT CTON6 XKNAKOCTU, 1 NOKa3biBaeT
ee ypoBeHb Unn o6beMm.

[ina pabotbl ycTpoiictaa Ocio 2.0 TpebyeTtca
NpuUMeHeHne nporpammHoro obecneyenus Self
Service Management 2.0.

OCIO 2.0 ocHalleH 60PTOBOI SNEKTPOHNKON 1
BCTPOEHHbIM NoAKSoYeHem K cetn LAN, kotopoe
No3BOJAET NOCTOAHHO OOMEHVBATHCA fLaHHBIMM C
NepCcoHasbHbIM KOMMbIOTEPOM.

Mogkntouns OCIO 2.0 k nporpamme Self Service
Management 2.0, MOXHo:

- yAaneHHo HacTpanBaTh TVM 1 pa3mepbl 6aka;

- IPOrpaMMyIpoBaTh CUFHaNbl TPEBOMY YPOBHS;

- HacTpanBaThb eAMHULY N3MepeHUs;

- 0TKanmbposaTb NprUbop.

B 3aBMc/MOCTY OT 33A@aHHOTO YPOBHSA CUrHana
tpesory OCIO 2.0 cnocobeH 6noKMpoBaTb
nUTaHve NofCOEANHEHHbIX YCTPONCTB.

B Hanuuum nveioTca pasHble Bepcum:

OCIO RS/485 (nn1a ncnonb3osaHus ¢ Self Service
MC 2.0, Cube MC 2.0, mcbox 2.0)

OCIO WiFi 2.0

OCloMC2.0

(in the packing
10 mt hose)

L ]
-l

lelplV[e i VNN[€]=8 WEIGHT AND PACKAGING

Weight
Code kg Ibs mm
F00755260 2,2 4,8 300x410x100
F00755220 2,2 4,8 300%x410x100
F00755210 2,2 4,8 300x410x100

Packaging
inch pcs/
box
11,8x16,1x3,9 1
11,8x16,1x3,9 1

11,8x16,1x3,9 1

FLUID MONITORING
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NOZZLE
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Fuel level )
10mm 2‘ 5
Measured 0=
resolution e
e
]
Power AC > Al 9
Fuel volume m ower arm <
20 litres ” a - n - %%
Calculated ¥ R Length - ~ = '%
resolution | up to 50 m g &
b3
L 5 LAN
Fuel % 72.3{ 4
1% > %
Calculated )
resolution 8
(@]
<

FILTERING

replV[ey RNN(€]=R TECHNICAL DATA

Fluids Viscosity Voltage Self Service
Code Description type St AC V,/Hz Power Management 2.0
Watt
F00755260 Level indicator OCIO MC 2.0 D] up to 30 230-50/60 20 required
F00755220 Level indicator OCIO RS485 2.0 D] up to 30 230-50/60 20 required
F00755210 Level indicator OCIO WIFI 2.0 D] up to 30 230-50/60 20 required

OCIO 2.0




BIODIESEL

DIESEL

WATER AdBlue® olL

WINDSCREEN
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FLUID MONITORING
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ClO DESK sorrware

EN. OCIO is available with direct PC
connections. By means of an interface you
can connect up to 12 OCIO level gauges
and send data direct via cable to a PC up to
1,000 meters away.

Dedicated software has been developed to
permit the storage of historic tank level data
according to different criteria:

« at each time interval

- at each variation in level

« at each variation in volume.

The recorded data is displayed as a diagram
showing the historical tank levels data.
Software permits configuration of each tank
and alarm type.

ES. OCIO estd disponible con conexién directa
a PC. Por medio de una interfaz se pueden
conectar hasta 12 indicadores de nivel OCIO y
transmitir los datos por cable a una PC a hasta
1.000 m de distancia.

Un software especializado de disefio para
permitir guardar los datos histdricos del nivel
del tanque segun diversos criterios:

- por cada intervalo de tiempo

« por cada variacién de nivel

- por cada variacién de volumen.

Con los datos registrados se podrd visualizar
un diagrama que muestra los datos histéricos
del nivel del depdsito. El software permite
configurar cada tipo de tanque, asi como las
alarmas.

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. CneuuanbHoe nporpammHoe obecrieyeHue,
KOTOpOE MO3BOJIAET COXPAHATb apPXUBHbIe
flaHHble 06 YpoBHE B pe3epByape CornacHo
PasNIMUYHBIM KPUTEPUAM:

+ yepes onpefeneHHbI MHTEPBaN BPeMeHN

« K@XAbI pa3 Npu N3MeHEHNMN YPOBHSA

+ KaXAbli pa3 Npu n3mMeHeHnn obbema.
Vicnonb3ysa coxpaHeHHble AaHHbIe MOXHO
co3AaTb AMarpammy, oTobpaxaloLLyto apxmBHble
flaHHble 06 ypoBHe B pe3epByape.
MporpammHoe obecneyeHne no3sonseTt
KOHUrypupoBaTh BCe TUMbl pe3epByapoB 1
HacTpauBaTb CUrHasbl TPEBOTU.

Kpome Toro, MOXHO yKasaTb MyTb COXPaHEHUs
[aHHbIX BO BHelLHeM ¢aiine popmata .txt

eplV[e i VNN[€]=8 WEIGHT AND PACKAGING

Weight
Code kg Ibs mm
F00755S1A 0,4 0,9 200X120X140
F00755S0C 11 2,4 200X120X140
F00755S2A 2,5 515) 200X120X140
FO0755S3A 3,1 6,8 200X120X140

Packaging
inch pcs/
box
7,9x4,7x5,5 1
7,9x4,7x5,5 1
7,9%4,7x5,5 1
7,9x4,7x5,5 1

FLUID MONITORING
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o))l R VNN(€]=8 TECHNICAL DATA

Code Description

F00755S1A OCIO desk SINGLE TANK (software + PC interface for 1 tank)
F00755S0C  OCIO desk MULTITANK 4 (software + PC interface up to 4 tanks)
F00755S2A OCIO desk MULTITANK 8 (software + PC interface up to 8 tank)
F00755S3A OCIO desk MULTITANK 12 (software + PC interface up to 12 tanks)

OCIO DESK




BIODIESEL

DIESEL

WATER AdBlue® olL

WINDSCREEN

Tel: (+974) 443 54 298
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FLUID MONITORING
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ClO GSM

EN. GSM transmission of tank level.

This system responds to demand for the
remote monitoring of tank levels by displaying
the current situation on a telephone display
or to an email address.

The transmitter with GSM modem is
connected to the OCIO level indicator and
via one or more expansions controls up to

8 tanks. Each tank is supplied with a level
indicator connected via cable to the OCIO
GSM unit or a single expansion. Configuration
of the system is carried out by sending a
coded message over the telephone.

ES. Transmisién GSM del nivel de un tanque.
Este sistema responde a la necesidad de
monitorear a distancia el nivel de los tanques,
OCIO GSM lleva esta informacién a un
teléfono celular o al correo electrdnico. El
transmisor GSM con modem se conecta al
OCIO y por medio de una o mds expansiones,
permite el control de hasta 8 tanques.

Cada tanque dispone de un indicador de nivel
que es conectado, por medio de un cable,

a la unidad OCIO GSM, o a la expansidn
individual.

La configuracién del sistema se efectia por
medio de un teléfono y un mensaje de cédigo.

eplV[e s VNN[€]=8 WEIGHT AND PACKAGING

Weight
Code kg Ibs mm
F00755G50 1,5 3,3 300x410x100
F00755G20 1,5 3,3 300x410x100
F00755G40 1,5 3,3 300x410x100

Packaging

inch pcs/
box

11,8x16,1x3,9 1
11,8x16,1x3,9 1
11,8x16,1x3,9 1

FLUID MONITORING

Tel: (+974) 443 54 298
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RU. MNepepaya nHdopmaumm 06 yposHe B
pe3epByape nocpeactBom GSM-cBA3mn

STa cMcTema NO3BOSIAET yAANIEHHO CEANTD 3a
YPOBHEM B pe3epByapax, oTobpaxas Ha gucnnee
TenedoHa UM oTNpasnAA Ha afpPec SNEKTPOHHOM
noyTbl 0OGHOBNEHHYO NH$OPMALHIO.

Mepepatunk ¢ GSM-moaemMOM MOXHO COeANHUTb
c nHgukatopom yposHa OCIO 1 ¢ nomoLybio
OfHOTO WSIN HECKONbKUX pacLUpeHnii no3BonseT
ynpasnATb [0 8 pesepsyapamu. Kaxabiii
pe3epByap CHabXeH NHAMKATOPOM YPOBHS,
KOTOPbI C MOMOLLbIO Kabens coefjuHeH ¢ 6r10Kom
OCIO GSM nnu c otaenbHbIM paclumpeHuem. Ana
KOHPUrypaLmm cMcTemMbl NCMONb3yeTcA TeNeoH,
C KOTOPOTO OTMNPABAAITCA KOPOTKME COOOLLEeHNS,
cofeprKalle COOTBETCTBYIOLME KOAbI.
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ON REQUEST

Ocio Desk software

eplV[ey RRNN(€]=R TECHNICAL DATA

Code

F00755G50
F00755G20
F00755G40

Description

OCIO GSM Quad band SMS
Expansion OCIO GSM tank 2-4
Expansion OCIO GSM tank 5-8

Tel: (+974) 443 54 298
www.boltsandtools.com

To manage 1tank

Tel: (+974) 443 54 298
www.boltsandtools.com

() OCIO GSM
EXPANSION OCIO GSM
@ OCIO LEVEL INDICATOR

AC V./Hz

110-230 / 50-60
110-230 / 50-60
110-230 / 50-60
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Voltage

SPECIAL
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Watt
15

OCIO GSM



DIESEL

GASOLINE
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AUTOMATIC

IESEL HOSE REEL

EN. Piusi Automatic hose reels for diesel
and oil have been designed to ensure high
efficiency.

The sturdy structure can guarantee best
performance also in heavy duty conditions.

ES. Los enrolladores de manguera
automdticos Piusi para diesel y aceite han sido
disefiado para garantizar una alta eficiencia.
La estructura robusta garantiza el mejor
rendimiento adn en condiciones de trabajo al
limite.

Features:

- Reduced pressure loss

- Corrosion resistant: structure made of
stainless steel

- Easy and versatile installation through the
rotating support plate and the adjustable arm
positions

- Hose stop

- Safety: lateral protective covers

- Available with heavy duty steel hub

Caracteristicas:

- Pérdida de carga reducida

- Resistente a la corrosién: La estructura, en
acero inoxidable

- Instalacidn fdcil y versdtil a través de la placa
de soporte giratorio y las posiciones de los
brazos regulables

- parada de manguera

- sequridad: Tapas laterales de proteccién

- disponible con cubo de acero para
aplicaciones especiales.

DIMENSIONS

Model A B C D E F G H
HOSE REEL XL 512 470 227 200 3805 160 260 12
HOSE REEL BIG 475 460 152 200 230 160 246 12

HOSE REEL SMALL 475 460 102 150 180 150 196 12

Ny

eIV RN \[€l=p WEIGHT AND IDACKAGING%\DSim d

Weight Packaging N. Boxes/
Code Euvropallet
kg Ibs mm pcs/ X i
box
Without hose
F0075000A 19 419  550x260x540 1 12 20
F0075001A 18 897  550x260x540 1 12 20
F0075008A 15 331  550x200x540 1 12 20
F0075018B 27 595  560X350x560 1 8 12
F0075025A 27 595  560x350x560 1 8 12
With hose
F0075002A 26 57,3  550x260x540 1 12 20
F0075003A 25 551  550x260x540 1 12 20
F0075023A 18 39,7  550x260x540 1 12 20
FO075004A 22 495  550x260x540 1 12 20
F0075012A 22 495  550x260x540 1 12 20
F0075024A 18 39,7  550x200x540 1 12 20
F0075009A 19 419  550x200x540 1 12 20
F0075010A 27 595  B550x260x540 1 12 20
F0075019A 27 595  560x350x560 1 8 12
F0075026A 27 595  56OX350x560 1 8 12 with hose

F0075013A 550x260x540

ACCESSORIES

Automatic Hose reel

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. ABTOMaTUYECKINI BTATMBAIOLLMIA MEXAHN3M
INA Tpy6bl Nofaun An3enbHOro Tonnmnea n
Macna. lNpoaymMaHHas KOHCTPYKLUMA no3BonseT
OorpaHnymnTbL NoTepu

Hamopa 1 ynpoLaeT 1Crosib30BaHMe Aaxe

C BbICOKOMNPOW3BOANTENbHBIMU HAaCOCaMK,
KOTOpble 0ObIYHO MCMONb3YIOTCA B YCTaHOBKaX
[NA 3anpaBkun AN3eNbHOro TonmBea.
XapakTepucrunku:

- CHUXKeHMe noTepu Hanopa bnarofaps
npaswibHO BbIGpaHHOMY pa3mepy
rMapaBnnyecKkon CUCTeMbI;

- yCTaHOBKa B 6e30MacHoe NonoxeHne
6apabaHOB c GOKOBOW 3aLMTON ANA
npefoTBpaLLeHMA CITyYalHOro KacaHnsA pyKamu;
- perynupyemble KPOHLUTEWHbI ANA YNPOLLeHnA
pasMmelleHns CornacHo NoTpebHoCTAM;

- NOBOPOTHasA onopa (no 3akasy) AnA
perynnpoBKM HanpaBeHUA BTArMBAIOLLEro
MexaHu3ma.

- ECTb B Hannuvn co ctanbHOM cTynuuen ana
CreLmnanbHOro NprUMeHeHus

|

Automatic Hose
reel without hose



Tel: (+974) 443 54 298 Tel: (+974) 443 54 298 Tel: (+974) 443 54 298
www.boltsandtools.com www.boltsandtools.com www.boltsandtools.com

Hose reel installations:

1. Roof installation

2. Wall installation

3. Ground installation

Hose reel for
15 mt hose

version

FEATURES ON RE

Accessories

NOZZLE
NOZZLE METERS METERS PUMPS DISPENSERS
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Hosereel with Weight 1,5 Kg Weight 3,5 Kg 1" x 1"BSP - Lenght 1 m <
Steel Hub Pack: 300x410x100 Pack: 300x300x180 Code: F16367000 Bé
Code Big: F1629800! Code Big: F16279000 o
Heovy Duty Code Small: F17316000 Code Small: F17317000 @ 8
TECHNICAL DATA
Fluids Hose (*) Max Pressure Inlet Outlet Hose max Hose O
operating drop with swivel hosetail length length Zz
Code Description pressure bound* % %
type BSP bar bar BSP BSP m m m E
Without hose
FO075000A Hosereel 3/4” BIG 3/4” 10 0,15 @ 60 I/min 1" male 3/4” 14 -
F0075001A Hosereel 1" BIG 1" 10 0,2 @ 80 I/min 1" male 1" 10 - «
F0075008A Hosereel 3 /4” SMALL 3/4” 10 0,15 @ 60 I/min 1" male 3/4” 10 - g
F0075018B Hosereel 15 x 17 XL D} 17 15 0,4 @ 80 I/min 1” female 1” male 15 - E
F0075025A Hosereel 1”7 XL Heavy Duty** D} 17 15 0,5 @ 80 I/min 1” female 1” male 15 - 8
With hose =
F0075002A Hosereel 8 x 17 BIG D] 17 10 0,6 @ 80 I/min 1” female 1” male - 8
F0075003A Hosereel 10 x 1” BIG D] 17 10 0,7 @ 80 I/min 1” female 1" male - 10 Q
F0075023A Hosereel 10 x 1” BIG Heavy Duty** D] 1”7 10 0,7 @ 80 I/min 1”7 female 1” male - 10 é
FO075004A Hosereel 10 x 3/4” BIG D] 3/4” 10 0,7 @ 60 I/min 1” female 1" male - 10 E
F0075012A Hosereel 10 x 3/4” BIG D} 3/4” 10 0,7 @ 60 I/min 1”7 female  3/4” male - 10
F0075024A Hosereel 10 x 3/4” BIG Heavy Duty** D] 3/4” 10 0,9 @ 60 I/min 1” female 1" male - 10
F0075009A Hosereel 8 x 3/4” SMALL D] 3/4” 10 0,6 @ 60 I/min 1” female 1” male - 8
F0075010A Hosereel 14 x 3/4” BIG D] 3/4” 10 0,6 @ 60 I/min 1” female 1" male - 14
F0075019A Hosereel 15 x 17 XL D} 17 15 1@ 80 I/min 1” female 1” male = 15
F0075026A Hosereel 15 x 1” XL Heavy Duty** D] 17 15 0,8 @ 80 I/min 1” female 1” male - 15
F0075013A Hosereel 10 x 3/4” BIG GASOLINE D} 3/4” 15 0,7 @ 80 I/min 1” female 1" male - 10
(*) Minimum radius of curvature for 3/4 hose sizes * and 1” of at least 130mm:; electrically, the hose must be conductor R <l MOhm/m (**) Steel Hub
Curvatura méxima de 3/4”y 1" al menos de 130 mm; eléctricamente, el tubo ha de ser conductor R <1 MOhm/m Cubo de acero
MvHMManbHbIi paauyc n3rvba Tpyobl 3/4"1 1" coctanaeT 130 Mv; Tpy6a AoMmKHa GbITb IMeKTPONPoBoAALLE ¢ conpoTveneHrem R < 1 MOm/m CranbHan cTyniua

DIESEL HOSE REEL




DIESEL

GASOLINE

OIL
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FILTERING
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OOT VALVE

EN. Vantage Valve.

A new concept of foot valve, for fuel suction

tubes on machinery.

Specifications:

- Mesh filter for diesel fuel residues.

- Clear indications of opening and closing for
higher safety and environmental concerns.

- Made of strong anti-shock plastic material to
avoid damage to the machinery.

- Low pressure drop.

- Quick locking/unlocking.

PRODUCTS' RANGE

ES. Vantage Valve.

Se trata de un nuevo concepto de vélvula de
pie para tubos de aspiracién de carburante en
mdquinas.

Caracteristicas:

- Filtro de red antiresiduo de gasdleo.

- Clara indicacién de apertura y cierre
para mayor seguridad y por razones
medioambientales.

- Realizada con material pldstico de gran
robustez y resistente a los impactos, para
evitar dafios a la pintura de las mdquinas.
- Bajas pérdidas de carga.

- Bloqueo/desbloqueo rdpido

WEIGHT AND PACKAGING

Weight Packaging
Code kg Ibs mm inch pcs/box
Vantage valve
F1239905A 1,45 3,2 215x147x116 8,5x5,8x4,6 12
F1239908A 1,53 3,4 215x147x116 8,5x5,8x4,6 12
Foot valve with filter
F00609000 2,5 5,3 180X180X170 7,1X7,1x6,7 10
F00612000 0,2 0,44 - - 1
F15749000 1,35 3 215x147x116 8,5x5,8x4,6 12 !
F07978000 6,7 14,8 180x180x170 7,1x7,1x6,7 25
F08153000 0,15 0,33 = - 1

F09170000 6,5

180x180x170

7,1x7,1x6,7

ACCESSORIES

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. Vantage Valve.

[loHHbIN KnanaH HoBoro obpasua Ansa Tpy6
[NA BCAcblBaHMA TOM/MBA, YCTAaHOB/IEHHDBIX Ha
MallVHax.

TexHnYecKne xapakTepucTKu:

- CeTyaTblit GUNBLTP AN3ENbHOro ToNAKBa ANs
yCTpaHeHuWA ocafka.

- ficHaA HAMKALMA 3aKPbITUA 1 OTKPBITWA ANs
NoBbILLEHNA 6€30MacHOCTY 1 B LieNAX OXPaHbl
OKpy»atoLLen cpefpbl.

- MisrotoBneH 13 NnpoYHOro NpoT1BOy[apHOro
NNacTrKa, YTobbl N36eXKaTb NOBPEXKAEHUA
OKpacKy MaLUvH.

- Hu3kasa notepsa Hanopa.

- BbIcTpas 6noKMpoBKa/CHATNE BNIOKUPOBKM

/4
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PI2(@)pIU[GyISRPVNN[€=8 TECHNICAL DATA

Fluids A Micro
Code Description ?

type BSP um
Vantage valve

Parenten F1239905A  Vantage Valve 1" BSP D0 T 46 125

F1239908A  Vantage Valve 3/4"BSp  [HE 3/4 46 125

Vantage valve

@C

NOZZLE
NOZZLE METERS METERS PUMPS DISPENSERS

SPECIAL
EQUIPMENTS

f

F09170000

102

F07979000
F10571000

2
=C

QA

Foot filter
F15749000
TECHNICAL DATA
Fluids A B C
Code Description
F00609000 type  BSP mm  mm
F00612000 Foot filters
FO7979000 Foot filter 1" BSP D® 1 45 35
Foot valve with filter FIO571000  Foot filter 3/4"BSP & 34" 45 35

replV[ey RNN(€]=R TECHNICAL DATA

Fluids Safety A B [of Key Micro
Code Description valve
P type £ @BSP  @BSP  @BSP 1 2wl um

Foot valve with filter

l l FLUID
- FILTERING ACCESSORIES MONITORING

F00609000 1” foot valve with filter D]OIG] YES YES YES YES - 17 - 38 - 125
F00612000 3/4” foot valve with filter D] YES YES YES YES - 3/4” - 31 - 125
F15749000 1” with built-in safety valve DJOIG] YES YES 1” - - - 42/46 -
F07978000 1” foot valve D] YES - - 17 - - -
F08153000 3/4” foot valve D] YES - - 3/4” - - -
F09170000 Higher pressure valve D} YES YES - - 17 - - -

FOOT VALVE
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ACCESSORIES

OSE AND SWIVEL e

PRODUCTS' RANGE

—

W1)

@ Dispensing hoses Pressure  Vacuum Hose diameters Coil Ietnght Fluids

8 Code Description m

foa) bar bar A B L type
Dispensing hoses
F0060502A Rubber hose 80 mt 10 = 20 mm 27 mm 80 D]

& ' FO060602A  Rubber hose 40 mt 10 - 25mm  35mm 40 D]

) Rubber hose

=

a

Suction hoses Pressure  Vacuum Hose diameters Coill!:tnght Fluids

Code Description

C 3 bar bar A B L type

Suction hoses

F08870000 Carburex 10 -0,9 25 mm 33 mm 50 D}
F12120010 ggwa\ rubber hose 10 -0,9 25 mm 35 mm 60 ®
mt
Rubber suction P F1113100B PVC hose 60 mt 10 -0,9 25mm  33mm 60 D]
hose
Dispensing crimped ho Pressure Vacuum Hose diameters dl-il::-.ee::i Le':ght Fluids
Code Description mm
bar bar A B s L type
F11885000 Crimped hose 10 5 3/4” BSP  3/4" BSP 20 4 D]
F08561000 Crimped hose 10 - 3/4” BSP 1" BSP 20 4 D]
F08976000 Crimped hose 'y - 1" BSP 1" BSP 20 4 D]
F12876000 Crimped hose 10 b 3/4” BSP  3/4” BSP 20 6 D]
F11063000 Crimped hose 10 - 3/4” BSP 1" BSP 20 6 D}
F08945000 Crimped hose 10 = 1” BSP 1" BSP 20 6 D]
F11060000 Crimped hose 10 - i BgP 1" BSP 20 7 D]
F12323000 Crimped hose 10 = 1" BSP 1" BSP 20 8 D]
‘A‘ F11532000 Crimped hose 10 - 3/4” BSP 1" BSP 20 10 D]
7% F12929000 Crimped hose 10 - 17 BSP 1" BSP 20 10 D]
2 |%| ‘ ‘ §‘ 011904000 Crimped hose 10 . 1"BSP  1”BSP 25 1,2 D)
— L F12794000 Crimped hose 10 - 17 BSP 1" BSP 25 2 D]
% ‘ \§\ F08560000 Crimped hose 10 - 1"BSP  1”BSP 25 3 D)
o F08977000 Crimped hose 10 - 17 BSP 1" BSP 25 4 D]
lil F11264000 Crimiped hose 10 - 17 BSP 1" BSP 25 5 D]
F08858000 Crimped hose 10 - 1" BSP 17 BSP 25 6 D]
F12784000 Crimped hose 10 - 1" BSP 1" BSP 25 7 D}
F11540000 Crimped hose 10 - 1" BSP 1" BSP 25 8 D]
F12785000 Crimped hose 10 - 17 BSP 1” BSP 25 10 D]
F14412000 Crimped hose 10 - 1" BSP 1" BSP 25 12 D]
Hose Kit 1” 1/2 o bescrition Lenght pr:l:ﬁre Inlet mﬁ:;?l::,th Fluids
m ft bar psi BSP BSP type
F18798000 KITHOSE 17 1/2 10 32,8 10 145 171/2 171/2 D]
F18799000 KITHOSE 17 1/2 20 65,6 10 145 171/2 171/2 ®

New
ACCESSORIES
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PRODUCTS RANGE
. . Pressure  Vacuum Hose diameters Hose tail Lenght Fluids v
Suction crimped hoses doe g &
Code Description mm =)
a
bar bar A B S L type
Rubber hoses
F12117000  Rubber hose 10 -0,9 1”BSP 1" BSP 25 1 D]
F12118000 Rubber hose 10 -0,9 1"BSP 1" BSP 25 1,5 D] 1%)
o
F12119000 Rubber hose 10 -0,9 1"BSP 1" BSP 25) 2 D] |'__u
Lu
F13768000 Rubber hose 10 -0,9 1"BSP 1" BSP 25 3,5 D] b3
Rubber hose F13695000  Rubber hose 10 -09 1"BSP 1" BSP 25 B D]
EY
W v
e
N
N —
F1640400A  Spiral rubber 10 -09 1”"BSP 1”BSP 25 4 D) o¢
hose + foot
valve with
filter
Spiral Rubber hose
+ foot valve with filter =
N
N
O
z
~r
F1113200A  Spiral PVC 10 -0,9 IFESREERIELESP 25) 1,6 D]
hose + foot
valve with
filter 2
4z
F11638010 Spiral PVC 10 -0,9 [EABSRalIEFBSP 25 4 D] <uw
hose + foot @) g
b valve with & S
filter Zie!
Spiral PVC hose ]

+ foot valve with filter

Swivel
rotating hose connectors

PRODUCTS RANGE

Inlet/Outlet Key B

Code Description |

A B i

il
. Ko

Swivel > €y d
FOB45600A  Swivel 12.12 M1/2"BSP  F1/2"BSP 25
FO062000A  Swivel 34.1 M3/4"BSP  F1"BSP 94 A
FO062200A  Swivel 1.1 MF M 1" BSP F 1" BSP 38
000623000  Swivel 34.1MM  M3/4"BSP  M1"BSP 34
00062400A  Swivel 34.34MF  M3/4"BSP  F3/4"BSP 34

O
z
N
52
Lz
O
>
[%0]
=
(a4
O
)
[%0]
(N1}
O
Q
<
O
zZ
o
(N1
g
s

HOSE AND SWIVEL
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ACCESSORIES

OUPLING AND FITTINGS

PRODUCTS' RANGE
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—
W1)
e H Inlet/Outlet
% Union . Code Description Key 1 Key 2 C
0 re-usable coupling ABSP  Bmm  Cmm —
[an]
Swivel [E]
000890000 Union 34.27 3/4” 19 27 38 38
000891000 Union 1.27 17 19 27 31 31 ILIK I
— ey
a 000892000 Union 1.35 1 25 35 38 38 Key 2
8 000893000 Union 34.32 3/4” 19 32 31 31
000894000 Union 1.32 ik 19 32 38 38 |-A |
000895000 Union 1.38 17 25 38 38 38
- L - m !:J
. i
%« i ; " ’ P
¥ s
e B
1 2 3
HQC EN. Hose quick ES. Conexidn rdpida RU. Boictpoe
. . q P
Hose Quick Coupling coupling PIUSI has para tubo PIUSI ha CoenvHenve AriA TpyBbl
developed a new desarrollado una Komnativa PIUSI
ick ling that i o paspaborana HoBoe
quick coupling that is nueva conexion e —
: ! . GbICTPOE COeAMHEHNE, u
suitable for use with rdpida apta para el KOTOPOB MOXHO
diesel. In the past, uso con gasdleo. En el ncnonlaeRaTh ¢
quick couplings for pasado, las conexiones  puzenbHbIM TONAMBOM.
use with diesel derived  rdpidas para gasdleo PaHee GbicTpble
from quick couplings derivaban de coefjHeHVA ana
that were intended conexiones rdpidas AV3e/1bHOTOo TONMBa
for use with oil, where para aceite y los €o37aBannch Ha 6a3ev
e f 6bICTPbIX COEAVHEHNI
the bores on the orificios internos no . .
interi t Il lo suficient ¢ ANA Macna, BHYTPEHHUN EN. Moulded internal
Interiorwere too sma eran fo sujiclenteémente  nayietp KoToPbIX GbiA profile: reduces pressure
for the diesel supply grandes para el caudal  jenocrarourio KDYMHBIM Joss.
flow. With this quick del suministro del Ans obecnedeHnst
coupling, this issue gasdleo. Hoy, el orificio  nopgaun ausenbHoro ES. Perfil interno
does not come into de esta conexidn Tonnuea. B ceoto conformado: reduce las
8‘ play. Here the bore rdpida ha sido ouepesb, BHYTPEHHWIA pérdidas de carga

ACCESSORIES

has been designed to
minimise resistance in
the presence of high
flow rates during the
supply of the diesel.

1- Fully closed position
2 - Open position

3 - Male coupling

4 - Female coupling

5 - Embossed profile:
improves grip for
coupling/uncoupling.

disefiado para reducir
al minimo la resistencia
en presencia de altos
caudales durante el
suministro del gasdleo.

1- Posicién todo
cerrado

2 - Posicién abierta
3 - Conexién macho
4 - Conexidén hembra
5 - Perfil en relieve:
mejora el agarre en
fase de enganche-

AVAMETP 3TOro
6bICTPOro COeANHEHNA
pa3paboTaH c Lienblo
CBECTN K MUHUMYMY
COMPOTUBIIEHNE MPU
BbICOKOI CKOPOCTU
NOTOKa AV3eNbHOro
TonnuBa.

1 - MonHOCTbIO 3aKpbiToe
nonoxeHve

2 - OTKpbITOE NONOoXKeHne
3 - BxogsAuwas yactb
coefviHeHnA

4 - OxBaTblBaloLLAnA YacTb
coeaviHeHns

5 - Boinyknblin npodunb:

RU. JInTon BHYTpeHHWI
npodunb: CHXKaeT
nioTepy Haropa.

desenganche. ynyuJluaeT 3axsar

NPV COEANHEHNN U

pasbeguHeHnn.
PRODUCTS RANGE 12,7

Weight  Pack. Packaging 49,1 [ 40,5
Code Description —
Kg pcs. no. mm s

HQC
F00636000 HQC Hose Quick Coupling 1" 0,46 1 80x80x75 37 37
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PRODUCTS RANGE

(%]
(a4
(W)
)
z
(W1)
a
2]
a
Code Description A B Q.ty Key @
Elbows Elbows 5
F07806000 F3/4"BSP  F3/4" BSP - - A I
F07805000 M 3/4” BSP F 3/4” BSP - - L
F08609000 F 1" BSP F 1" BSP - -
F07988000 M 1" BSP F 1" BSP - - _B %
F14279000 Inox M 1” BSP F1” BSP - - E
Hose tails >
F0826700A 1/2" BSP 19 mm 1 24
F0643700A 3/4” BSP 19 mm 20 32 oring A | A |
F0776800B 3/4” BSP 25 mm 20 32 Key\l | key W
—cx
F0775700A 1" BSP 19 mm 20 37 % N
(W1)
F0776400A 1” BSP 25 mm 20 37 % >
B B
F14122000 Inox M 1" BSP 19 mm 1 37 1B B |
. Inox Version
Inox Version F14123000 Inox F 3/4” BSP 19 mm 1 37
. . Rotating hose tail - |
Rotating hose tails - Inox B A oring o
F14132000 Inox 3/4" BSP 19 mm - 27 K 1 / N
ey N
O
z
: - |B |
Sleeve Dl A
@" F08137000 28 mm 20 mm - 30 —
i —

SPECIAL
EQUIPMENTS

'3/ a i F08138000 36 mm 28 mm - 35 c
B|

Sleeve

Sleeve A

F07766000 M3/4” BSP M 3/4” BSP - 27 I
F07765000 M 1" BSP M 1” BSP - 34 Key

B
F07441000 F1/2”BSP M 3/4” BSP - 30
F07762000 M3/4”BSP M1 BSP - 34
F08913000 M1"BSP M1 1/2’BSP - 50 Key
F07760000 F3/4’BSP  M1"BSP - 35
F07889000 F1”BSP  M3/4” BSP - 34 |
008891000 F 1 BSP M 2’ BSP - 60

Elbow rotating connector
Sealant paste

: [w |>
FLUID
- FILTERING |ACCESSORIES| MONITORING

F/1" BSP Code Description
F08173000 Light removable g. 130
F10767000 Medium removable ml. 250
F12278000 Heavy non removable ml. 250
M/1" BSP
Code F14567000

COUPLING AND FITTINGS
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ACCESSORIES

LANGED connecTiONs

M pDE
“’“ Y
TR

—
7 Flange EN. Versatile for ES. Versdtilen el RU. YHuBepcanbHocTb
% connecting different conectar distintos obecneunBaetcs
@) fastening bodies thanks  drganos de fijacién BO3MOXHOCTbIO
@ to a special ring of gracias a la especial nopKnoyatb
shaped holes. corona de orificios. pasnnyHble KpenexHble
npvcrnocobnexus
6naropaps oco6omy
= BEHLY C OTBEPCTMAMU.
a PRODUCTS' RANGE
& P L Inlet/Outlet
Code Description B C o - SEZIONE A-A
1"BSP
F08832000 Flange 1” BSP 80 18 B
© W
H ‘_[ a ‘
Flange Kit EN. O-rings guarantee ES. La junta térica RU. YnnotHuTenbHoe
tightness without garantiza la KonbLo obecrieunsaeT
requiring sealants. estanqueidad sin repmMeTUYHOCTb, He
Available with NPT necesidad de utilizar TpebyAa repmeTrKM.
threads. selladores. Disponible Viveetca ¢ natpy6Kom
con rosca NPT. NPT.
Flange
Red
‘ e
: 4 O-ring
- f .
8L ’ Oval rin
4 / 9
2 w (
Screw " i 4
o _ Nut X ‘-"-.._
e =
&n
- i Grub screw
=
O
Application examples
o]
1
@
§ 9 :
3 & :
Code Description 2 b3 b3 © 5
o o = n
o c = 3 3 = a
§ T & &5 5 3z 2
[ o e] ] ] z o
no. no no no. no no. no.
R12904000 Kit Flange Oval ring 1 - 1 2 - 2 -
R09180000 Kit Flange O-ring 2 2 - 4 - - -
R1106200A Kit Flange 1 1 - 2 - - -
R12906000 Kit Flange with nut 1 - - - - 2 -
009779000 Kit Flange to connect meter 1 2 - - - 2 2
F08832000 Flange 1 - - - - - -
R08985000 Oval ring - - 1 - - - -
R08417000 O-ring - 2 - - - - -
F08812000 Screw M8x20 - - - 10 - - -
F08043000 Screw M8x30 - - - - 10 - -
F19271000 Kit flange to connect filter 1 1 1 = 2 2 -

ACCESSORIES
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Flanged elbow

PRODUCTS RANGE

Code Description

Screw  Nut O-ring
\ ) R10824000 Flanged elbow
Flange
not included
Flanged connections
| PRODUCTS! RANG

Code Description
R12229000 Flanged tube 130
R1222800A Flanged tube 300
R13251000 Flanged tube 205
R13250000 Flanged tube 90°

Application examples Flanged tube 130

Flanged tube 300
Flanged tube 341

O-ring

Screw M8x20

>
o

N

Screw M8x30

=}
o

N

Tel: (+974) 443 54 298
www.boltsandtools.com

®

Nut M8

=}
°

Dimensions

A mm
130
300
205
121

B mm
67
67
45
181

Flanged tube 205

Flanged tube 90°

FLANGED CONNECTIONS

NOZZLE
NOZZLE METERS METERS PUMPS DISPENSERS

SPECIAL
EQUIPMENTS

| l FLUID
- FILTERING ACCESSORIES MONITORING
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OIL
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ACCESSORIES
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ONNECTORS

EN. Ideal for all types of tanks with 2"
connection. Thanks to the flanged connection,
all the PIUSI pumps can be easily connected
to the connector without the need for sealing
pastes or Teflon. Integrated easy-to-inspect
filter.

The outer thread is compatible with all types
of tanks with 2" inlet.

The inner thread is compatible with our
telescopic hoses or other flexible suction
hoses with hose connector. Vented loops or
ventilation holes.

The product is available in two versions: with
integrated check valve and without valve.

DIMENSIONS

ES. Ideal para todo tipo de depdsitos con
acoplamiento de 2”. Gracias al acoplamiento
bridado todas las bombas PIUSI pueden
conectarse fdcilmente al conector sin que sea
necesario emplear pasta sellante o teflén.
Filtro integrado, inspeccionable. El roscado
externo es compatible con todo tipo de
depdsito con entrada de 2. El roscado interno
es compatible con nuestros tubos telescdpicos
u otros tubos de aspiracidn flexibles con porta-
goma. Kit anti-sifén y orificio de ventilacidn. El
producto estd disponible en dos versiones: con
védlvula sin retorno integrada y sin védlvula.

D
=
0 i
[of
NPT thread
available
2" CONNECTOR 2" QUICK -
CONNECTOR
I(eIpIU[ey ISP VNN[€=8 DIMENSIONS
A B o4 D Key
Code
BSP BSP BSP mm
2" Connector
F17163000 17 17 27 62 -
F17190000 17 17 27 62 -
F17163010 17 17 27 62 -
2" Quick coupling
R09160000 M 3/4” F1” M2” 1 60

R08930000 M1” F1” M2”

ACCESSORIES
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RU. VigeanbHo noaxoauT Ans BCex TMNoB 6akos
c KpenneHvem 2". Bnaropaps ¢naHuesomy
coeamnHeHuto, Bce Hacocbl PIUSI moxHO

NPOCTO NOACOEANHUTb K MECTY COEAMHEHNA
6€3 Heo6X0AMMOCTIN UCMONb30BaATb
repMeTU3NPYIoLLYI0 NacTy Unn TepoH.
BcTpoeHHbIN GUnbTp, C BO3SMOXKHOCTbIO
nposepku). HapyxHas pe3bba coBmecTUMa co
BCEMY TVNaMKN pe3epBYyapoB CO BXOAOM 2"
BHyTpeHHAA pe3bba coBMeCTMa C
Teneckonuyeckmm Tpybamm Hawero
NPOW3BOACTBA UMW APYTMN TMOKMM
BCaCbIBAKOLWMMU TPY6AMM CO LITYLIEPOM.
AHTUCUGOHHBI KOMMNEKT WU BEHTUNALMOHHOE
oTBepcTme.

MpepnaraioTca ABe MoAenu n3genus: co
BCTPOEHHbIM 06paTHbIM KnanaHom 1 6e3
Knanaa.
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2" CONNECTOR
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Code F17190000

Extensible pipe
plastic made

1000 mm

2" QUICK

COUPLING Code FO8934000

replV[ey RVNN(€]=R TECHNICAL DATA

Code F17163000

Extensible steel
pipe 1" BSP

"

1100 mm

v

Code FO8934020

Code F17163010

Extensible suction
steel kit (1800 mm)

composed by:

A. Drum connector
flanged and valve

B. Extensible steel
pipe 1" BSP

C. Steel pipe 1" BSP

Code FO8934010
Kg 3.9
Pack: 820x150x100

1100 mm

Tel: (+974) 443 54 298
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NOZZLE
NOZZLE METERS METERS PUMPS DISPENSERS

Safe and faster connections

FEATURES

Integrated
valve

SPECIAL
EQUIPMENTS

Only 2" connector

800 mm

l ] FLUID
- FILTERING ACCESSORIES MONITORING

Fluids Integrated  Filter Inlet Outlet Threaded Pack. Weight Packaging
Code Description valve Flange

type BSP BSP BSP pcs no. kg mm
2" Connector
F17163000 Drum connector with integrated valve D] K] YES YES 2" - NO 1 0,6 133x98x85
F17190000 Drum connector without integrated valve [D]GIO]K] NO YES 2" - NO 1 0,6 133x98x85
F17163010 Drum connector with flanged and integrated valve [D|GlO]K] YES YES 2" 1” YES 1 0,8 133x98x85
2" Quick coupling
R09160000 Quick coupling 3/4” D] NO NO 3/4” 17 NO 1 0,9 133x98x85
R08930000 Quick coupling 1” D} NO NO 17 17 NO 1 0,9 133x98x85

CONNECTORS
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FILTERING

ILTERS

WATER CAPTOR
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EN. Cartridge filters and water absorbing
filters.

Water separating filter. The delivery filter is
a water absorbing cartridge. These filters
guarantee the fundamental protection of
motors using station dispensed diesel. This
type of filter separates and absorbs any
water present in the pumped diesel. The
absorption of water however gradually
causes a reduction in filtering capacity and
consequently increases head loss caused by
the filter. All waterlogged filters should be
replaced.

Performance:

Filtering capacity 30 p

Flow rate 70 - 150 |/min

Operating pressure 3.5 bar

Bursting pressure 10 bar

CLEAR CAPTOR

Cartridge filter with transparent container
and removable inner cartridge, which can be
applied on both suction and delivery.

They are available with water absorbing
cartridge.

The amount of impurities or water present

is immediately visible in the transparent
container.

Any water or impurities are cleaned out by a
valve set in the bottom of the container.

eIV e pN\[el= WEIGHT AND PACKAGING

Product dimensions

ES. Filtros con cartucho de absorcidn de

agua. Filtro separador de agua. Se trata

de un filtro de impulsién con cartucho de
absorcién de agua. Dicho filtro constituye una
importante garantia para la proteccidn de los
motores que utilizan el gasdleo suministrado
por la estacidn. Estos filtros se caracterizan
por separar y absorber el agua que pudiera
hallarse en el gaséleo bombeado. Sin embargo,
la absorcidn del agua ocasiona una progresiva
reduccidn de la capacidad de filtracidn y,

por consiguiente, un gradual aumento de las
pérdidas de carga generadas por el filtro. El
filtro obstruido por agua ha de ser sustituido.
Prestaciones:

Capacidad de filtracidn: 30

Caudal: 70 - 150 l/min.

Presidn de trabajo: 3.5 bar

Presién de estallido: 10 bar

Filtro con cartucho con contenedor
transparente y cartucho interno removible
pueden aplicarse tanto en aspiracién como en
impulsidn. Estdn disponibles con cartucho de
absorcidn de agua. El contenedor transparente
permite visualizar siempre la suciedad o el
agua retenida. Una vdlvula situada en el fondo
del contenedor permite purgar la posible agua
o suciedad decantada.

Packaging

RU. OunbTpbl naTpoHHOro Tuna ana abcopbumm
BOAbl. BogootaenutenbHbini GunbTp.

OunbTPbI CO CTOPOHbI HArHETaHKA NAaTPOHHOIO
TMNa ansa abcopbuum Bogbl. ITOT GUNbLTP
obecneymBaeT BaxKHyIO 3aL4MTy ABUraTenen,
MCNonb3yoLLKX AN3e/bHOE TOMNBO,
rnopjaBaemoe CO CTaHLMU. ITOT TUM GUNLTPOB
ncnonb3yeTcs AN OTAeNeHWA 1 abcopbLumm
BOJbl, KOTOPasA MOXET NPVCYTCTBOBATb B
nepeKayMBaeMom JU3esibHOM TOM/vBe.
A6cop6LmA BOAbI NPVBOANT K NOCTENEHHOMY
CHUXEHMIO GUNBTPYIOLLe CNOCOBHOCTY 1
nocTeneHHOMy yBenvYeHysA noTepy Harnopa

B punbTpe. 3acopeHHbI GunbTp BoAbI
HeobXoAMMO 3aMEHUTb.

XapaKkTepucrnku:

DunbTpytolas cnocobHOCTb 30 MKM

Pacxopn 70 - 150 n/muH

Pabouee pasnexme 3,5 6ap

[laeneHne paspoiea 10 6ap

[1aTpoHHbIN GUIBTP C NPO3pPaYHbIM KOPMYCoM

1 BHYTPEHHVIM CMEHHbIM NaTPOHOM MOXHO
1CMOJSIb30BaTh KaK CO CTOPOHbI BCacblBaHUA, Tak
1 CO CTOPOHbI HarHeTaHUA.

OHYV NpepiaratoTca ¢ naTpoHamu ans abcopbumn
Bo/bl. bnarogapa npospayHoMy Kopnycy, MO>KHO
HernpepbIBHO C/I@AUTD 3a CTeNeHblo

3arpA3HEHVIA 1IN KONMYECTBOM YAePKMBaeMon
Bo/bl. Knanax Ha gHe pe3epByapa no3sonseT
CNNBaThL BOJY VI OCEBLUYIO FPA3b.

Code

A B C D F Weight Dimensions Catridge  Filter head

mm mm mm mm kg mm pcs/box pcs/box
Water captor
F00611A00 - 100 280 95 - 2,4  390x285x140 2 1 =B E
F00611A10 - 171 340 120 - 2,3 390x285x140 1 1 1 _
F00611010 220 - - 95 17-12 UNF 9,8  420x320x250 12 - v
F00611020 275 - - 120 171/2-16 UNF 97  350x350x360 6 - <
F14640000 - 100 - 17-12 UNF - 357x357x275 - 50 T
F15743000 -7 - 1"1/2-16UNF 1"1/4BSP 0,9 200x120x240 - 1
Clear captor
F00611B00 = | 7 | 2 | - - 2,3  390x285x140 1 _ B
F00611B10 - 171 270 - - 2,0  390x285x140 2 1 D;E_‘Tﬂ_ |£|
F00611B60 = | 17 | 2 | - - 2,3 390x285x140 1 1 L —
F00611030 110 - - 75 1" BSP M 1,9  190x190x240 6 - © «
FO0611040 155 - - 75 1" BSP M 1,2 190x190x240 6 - i
F00611060 110 - - 75 1"BSP M 0,2  190x190x240 1 1 |-D_|
F15744000 = | 17 - - 1"BSP F 1,0 200x120x240 - 1

SINESNINE
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15 O I|/min - B " -
(up to 39,6 gpm) Y
Clear Captor filter Clear Captor water filter

with water absorbing

-
Al

|

K H,0 L\ Ho
Clear Captor strainer
Water Captor 70 |/min Water Captor 150 |/min ﬁ
with water absorbing with water absorbing

NOZZLE
NOZZLE METERS METERS PUMPS DISPENSERS

ACCESSORIES

SPECIAL
EQUIPMENTS

e € T Gmd T B

-
"

H,C o)
z
N
52
Lz
g
PI(@IIN[GRISPYNN[€]= TECHNICAL DATA
Fluids Flow-rate Inlet/Outlet ubvsV:::i:\g Efficiency Micro Pressure 7
Code Description E
type |/min gpm BSP B pum bar 9
o
Water captor (@)
Q
F00611A00 70 I/min gas with head D} 70 18,5 17 YES 200 30 3,5 <
F00611A10 150 I/min gas with head D] 150 39,6 1” YES 200 30 3,5
F00611010 Cartridge 70 I/min water separator nE 70 18,5 - YES 200 30 85 o
F00611020 Cartridge 150 I/min water separator D] 150 39,6 - YES 200 30 3,5 é
F14640000 Filter head UNF 70 I/min = = 17 NO = = = E
F15743000 Filter head 100 I/min - - 17 NO - - - =
Clear captor
F00611B00 Clear Captor filter B 100 26,4 17 NO 2 5 5
F00611B10 Clear Captor water filter D]G] 70 18,5 1” YES 200 30 5
F00611B60 Clear Captor strainer D] 100 26,4 17 NO 2 125 5
F00611030 Clear Captor cartridge D] 100 26,4 - NO 2 5 -
F00611040 Clear Captor water filter cartridge D] 70 18,5 - YES 200 30 -
F00611060 Clear Captor strainer cartridge D]G] 100 26,4 - NO 2 125 -
F15744000 Filter head Clear Captor - - 17 NO - - -

FILTERS
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FILTERING

ILTERS

BIO-FUEL FILTER

Tel: (+974) 443 54 298
www.boltsandtools.com

Tel: (+974) 443 54 298
www.boltsandtools.com

DE
MiN
\TAL

EN. Cartridge filters and water absorbing
filters.

Water separating filter. The delivery filter is
a water absorbing cartridge. These filters
guarantee the fundamental protection of
motors using station dispensed diesel. This
type of filter separates and absorbs any
water present in the pumped diesel. The
absorption of water however gradually
causes a reduction in filtering capacity and
consequently increases head loss caused by
the filter. All waterlogged filters should be
replaced.

Performance:

Filtering capacity 30 p

Flow rate 70 - 150 |/min

Operating pressure 3.5 bar

Bursting pressure 10 bar

FILTER FOR FUEL AND OIL

Cartridge filter.

Line filters with SPIN-ON cartridges are
suitable for use on both the suction and
flowback side of hydraulic or lubricating
systems. They are available with 3/4" and 1"
fittings.

Performance:

Filtering capacity 10

Operating pressure 12 bar max

PRODUCTS' RANGE

ES. Filtros con cartucho de absorcién de

agua. Filtro separador de agua. Se trata

de un filtro de impulsién con cartucho de
absorcién de agua. Dicho filtro constituye una
importante garantia para la proteccién de los
motores que utilizan el gaséleo suministrado
por la estacidn. Estos filtros se caracterizan
por separar y absorber el agua que pudiera
hallarse en el gaséleo bombeado. Sin embargo,
la absorcién del agua ocasiona una progresiva
reduccidn de la capacidad de filtracién y,

por consiguiente, un gradual aumento de las
pérdidas de carga generadas por el filtro. El
filtro obstruido por agua ha de ser sustituido.
Prestaciones:

Capacidad de filtracidn: 30 p

Caudal: 70 - 150 I/min.

Presidn de trabajo: 3.5 bar

Presién de estallido: 10 bar

Filtro con cartucho.

Los filtros en linea con cartucho roscable
desechable (SPIN-ON) son aptos para ser
aplicados tanto en la aspiracidn como en

el retorno de instalaciones hidrdulicas y de
lubricacién. Estén disponibles con conexiones
de 3/4"y 1",

Prestaciones:

Capacidad de filtracién: 10

Presidn de trabajo: mdx. 12 bar

WEIGHT AND PACKAGING

RU. Ounbtpbl natpoHHoro Tuna ana abcopbumm
BOAbl. BogootaenutenbHbil Gunbtp.

OunbTPbI CO CTOPOHbI HArHEeTaHKA NAaTPOHHOTO
Tna ansa abcopbumm BoAabl. ITOT GUNLTP
obecneymBaeT BaxkHYIO 3alyMTy fBUraTenen,
MNCMONb3YIOLWUX AN3ebHOE TOMNBO,
rnopjaBaemoe CO CTaHLMW. DTOT TUN GUNILTPOB
ncnonb3yeTca Ans oTaeneHus n abcopbuum
BOJbl, KOTOpPasA MOXeT NPVCYTCTBOBATb B
nepekaynMBaemom fin3enbHOM TOMIMBE.
A6copbuma BoLbl NPYBOANT K MOCTENEHHOMY
CHIPKeHU0 GUABTPYIOLLEN CMOCOBHOCTU 1
nocTeneHHOMy yBenv4eHVsa notepy Harnopa

B dunbTpe. 3acopeHHbIN GUnbTP BOAbI
HeobX04MMO 3aMEHUTb.

XapaKrepuctuku:

DunbTpyiolan cnocobHOCTb 30 MKM

Pacxopn 70 - 150 n/MUH

Pabouee pasnexme 3,5 6ap

[laenenne paszpoiea 10 6ap

MaTpoHHbIN GrnbTp.

JInHenHble NaTpOHHbIE HaBMHYMBalOLMeCA
opHopazosble Gunbtpbl (SPIN-ON)
npejHasHaveHbl AA NCNOIb30BaHNA Kak CO
CTOPOHbI BCaCbiBaHWA, Tak U Ha IMHUN BO3BpaTa
rYAPABANYECK/IX N CMA30YHbIX YCTAaHOBOK.
[pepnaraiorca ¢ coeguHeHnamm 3/4"n 1"
XapaKrepuncTukm:

DunbTpyiolas cnocobHOCTb 10 MKM

Makc. pabouee gaBneHue 12 6ap

Product dimensions Packaging
Code
A B c D F Weight ~ Dimensions  Catridge Filter head
mm o omm o mm mm kg mm pcs/box  pes/box
Filter for Biofuel B
F00611C00 - 100 275 95 2 390x285x140 2 1 T 1
F00611C10 - 171 340 130 - 1,9  390x285x140 1 1
R14861000 220 - = 95 17-12 UNF . = i = v
R14862000 275 - - 130 171/2-16 UNF . . 1 -
F14640000 - | J@w | - 1"-12 UNF - - - 50
F15743000 - 171 - 1"1/2-16 UNF 1"1/4 BSP - - - 1
Filter for Fuel and Ol
FO777200A - 100 160 98 - 1 200x120x140 1 1 —B E
F0914900A - 171 236 132 - 2,6  390x285x140 1 1 —_
F09149020 - 171 236 132 - 26  390x285x140 1 1 [¥)
F00611000 145 - - 98 3/4” BSP - - 1 - <
F09359000 180 - - 132 171/4 BSP - - 1 - e
F09359010 180 - - 132 1"1/4 BSP - - 1 -
F14528000 - | @@ | - - 3/4” BSP - - - 1
F15743000 -7 - - 11/216UNF 1"1/4BSP - - - 1
F16483010 139 - - 93 3/4” BSP 9,2  500x300x200 15 -
Line filter
F08950000 - - - - - - - - -

FILTERING
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(up to 26,4 gpm)

Line filter 1-1 >
F/F, flanged g!‘ ;

NOZZLE
NOZZLE METERS METERS PUMPS DISPENSERS

E J‘ b =
1Y = 1
E'ﬁ | ‘:-: >
|
|
K Bio-fuel filter 70 |/min Bio-fuel filter 100 I/min
with water absorbing with water absorbing
H,O
o 80 By
L e — y | A— | | sect. a-a |
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— i
3 T = Outlet
AR LS| oo
' (©]
o, UG RUELT ; 8>
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G"1” <
* [P
wa
Inlet as
Oil and fuel filter 60 |/min QOil and fuel filter 100 |/min Zie?
]
Pl elplU[eaINEPYNN[€1=m TECHNICAL DATA I0)
zZ
Fluids Flow-rate Inlet/Outlet bWut:.r Efficiency Micro Pressure [ayad
absorbing 3 @)
Code Description = =
type |/min gpm BSP B um bar %
=
Filter for Biofuel
F00611C00 Bio-fuel filter 70 I/rmin 17 x 1” 70 18,5 1” YES 200 10 815 %
L
F00611C10 Bio-fuel filter 100 I/min 1" x 1" 100 26,4 1” YES 200 10 3,5 g
R14861000 Cartridge 70 I/min Bio-fuel C] 70 19,5 - YES 200 10 3,5 2
LU
R14862000 Cartridge 100 I/min Bio-fuel 100 26,4 - YES 200 10 3,5 8
F14640000 Filter head UNF 70 I/min B = 1” NO - _ _ <
F15743000 Filter head 100 I/min - - 17 NO - - -
Filter for Fuel and Oil 0)
FO777200A 60 I/min filter with head D]G] 60 15,9 17 NO 2 10 12 é
]
F0914900A 100 I/min filter with head D] 100 26,4 17 NO 2 10 12 i
F09149020 100 I/min filter with head D} 100 26,4 1” NO 2 B 12 .
F00611000 Cartridge 60 I/min nE 60 15,9 - NO 2 10 12
F09359000  Cartridge 100 I/min D|G] 100 26,4 - NO 2 10 12
F09359010 Cartridge 100 I/min RE 100 26,4 - NO 2 5 12
F14528000 Filter head 3/4 BSP 60 I/min nE - - 1” NO - - -
F15743000 Filter head 100 I/min D]G] - - 1” NO - - -
F16483010 PIUSI BOX cartridge 60 I/min (15 pcs) 60 15,9 - NO 2 10 12
Line filter
F08950000 Line filter - - 17 NO - - -

FILTERS
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WATER

WINDSCREEN 184 222
ANTIFREEZE

METERS 186 234
NOZZLE

236
METERS 204
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FLUID - N
MONITORING —_—
N
ACCESSORIES | j
|
FILTERING
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ATTERY KIT OIL

EN. Portable oil transfer unit featuring 12
or 24 V DC motor pump. Rotary-self-priming
pump, fuse to protect against overloads,
2-metre long cables, antistatic fuel hose, 4
metres long, 3/4” diameter, manual nozzle in
aluminium, bottom filter.

PERFORMANCE

- Flow rate up to 10 I/min
- Power supply: 12 and 24 V dc
- Suction capacity up to 2 meters

- Duty cycle: 30 min.

PRODUCTS RANGE

Weight Packaging
Code
kg Ibs mm
F00309060 9 19,8 360x360x300
F00310070 9 19,8 360x360x300

WEIGHT AND PACKAGING

ES. Grupo portdtil para el trasiego de aceite
provisto de una bomba con motor de 12 0 24
voltios de corriente continua. Bomba rotatoria,
autoalimentada, fusible para proteccién
contra sobrecargas, cables de 2 metros de
largo, tubo antiestdtico para carburantes, 4
metros de largo, -” de didmetro, pistola manual
de aluminio, filtro de fondo.

- Caudal hasta 10 I/min
- Alimentacién: 12y 24 V CC

- Capacidad de aspiracién hasta 2 metros

- Ciclo de funcionamiento: 30 min.

N. Boxes/
Europallet

pes/

. X
1 50 100
1 50 100

DISPENSERS
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RU. MNMepeHocHol1 y3en Ana nepekaumsaHua
Mac/a, OCHaLLeHHbIi HaCOCOM C ABUraTenem Ha
12 nnn 24 BONbT NOCTOAHHOIO TOKa. POTOPHbIN
Ccamo3anuBaoLMNINCA HacoC, NpefoXpaHnTeNb
[NA 3aWuTbl OT Neperpysok, kabena AnvHom 2
MeTpa, aHTUCTaTUYecKan Tpy6a AN TONIUBa,
OnviHa 4 meTpa, Anametp 3/4", pyuHon
antoMUHUNEBBIN MUCTOJET, AOHHDIA GUIBTP.

- Pacxop no 10 n/MuH

- [utaxne: 12 1 24 B nocT. ToKa

- BoicoTa BcacbiBaHUA fo 2 MeTPOB
- Pabounin umkn: 30 MUH.
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[ Flow-rate

up to

.I O I/min

up to

DISPENSERS

(up to 3 gpm)

FEATURES ) ON REQUEST

. Meter K33

RirelplV[ey VNN(€]=R TECHNICAL DATA

Fluids Flow-rate Voltage = Pump Duty  Nozzle Hose Foot
o cycle filter
Code Description -
type  I/min gpm ACV./Hz Power Amp. W& g mod. min. type lenght (%)
DC Volt Watt  max. v
BATTERY KIT OIL
F00309060 Battery Viscomat/12 V 10 8] 12 300 22 - Viscomat DC 30 Man. 4m 3/4” YES
F00310070 Battery Viscomat/24 V 10 3 24 300 18 - Viscomat DC 30 Man. 4m 3/4” YES

Upon request it is available with different voltages and 60 Hz frequency

BATTERY KIT OIL
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RUM VISCOMAT

EN. Diesel transfer unit for non commercial
use. Easily connected to drums via a quick
2" coupling. Fitted with a telescopic suction
tube for direct connection to fuel drums

and nozzle housing located above the drum,
near the pump, for easy, clean operations.
Fitted with mechanical meters to ensure
precise dispensing and control of single user
consumption.

PERFORMANCE

- AC and DC versions available
- Flow rate up to 25 |/min

{elplv[ey NN [€l=R WEIGHT AND PACKAGING

ES. Grupo de trasiego de gasdleo para uso
privado. Fdcil de conectar al bidén mediante
conexién rdpida de 2”. Se suministra con

tubo telescdpico en aspiracidn para conectar
directamente al biddn y con alojamiento para
la pistola situado en las proximidades de

la bomba, sobre el biddn, para consentir un
uso fdcil y limpio del surtidor. Dispone de un
cuentalitros mecdnico que permite efectuar
suministros precisos y administrar el consumo
de los distintos usuarios.

- Disponible en versién CA y CC
- Caudal hasta 25 [/min

Weight Packaging
Code kg Ibs mm inch pcs/
box
F0026102D 18 39,6 480x370x265  18,9x14,6x10,4 1
F0026100D 18 39,6 480x370x265  18,9x14,6x10,4 1
F0026200D 18 39,6 480x370x265  18,9x14,6x10,4 1
F00268000 9 19,8 357x357x275 14,1x14,1x10,8 1
F00268010 9 19,8 480x370x265 18,9x14,6x10,4 1
000270000 18 39,6 480x370x265  18,9x14,6x10,4 1
000270010 21 46,3 500x380x280 19,7x15x11 1

DISPENSERS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. Y3en nepekaunBaHua an3enbHOro Tonamea
ONA VHAVBUAYaNbHOIO NOMb30BaHWA.

MpocTo coeanHUTb C GOYKOI C MOMOLLbIO
6bICTPOro KoHHeKTopa 2" OHM OCHaLLalTCA
Teneckonuyeckon BcacbiBaloLen Tpyboi ana
HernocpesCTBEHHOIO coeiHeHNs C GOYKOIA

1 THe30M ANA NUCTONETa, YTO ynpoLyaeTt
1cnonb3oBaHve pacnpefenuTend n no3sondert
n36eXaTb 3arpA3HeHMS.

OHW OCHaLLeHbl MeXaHNYeCKUMY cYeTYNKaMun
JIUTPOB, KOTOPble 06ecneynBaloT TOUHYIO NoAavy
1 NO3BOMAIOT KOHTPONMPOBATL NOTPebNeHve
OTAENbHbIX MOSIb30BaTENEN.

- ﬂpep,naralon mMoaenn C NNTaHnem ot
NCTOYHMEKa NnepemMmeHHOro n NoOCToOAHHOIO TOKa

- Pacxop po 25 n/muH

l““ (184 ozez) Ve 094
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25, 2000 2
(up to 7 gpm) cSt e

DC DRUM VISCOMAT AC DRUM VISCOMAT
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FEATURES ON REQUEST

Ergonomic fﬁ i Mechanical
nozzle A meter

—

T
a'} - , T,
\ e
e
e P r" :
& (‘/ - ‘/ E;:?"
(DC models) (DC models) (AC models) (AC models)
S

ZepIVey R NN[€]=h TECHNICAL DATA

Fluids Flow-rate Voltage Pump Nozzle Hoses
lenght

Code Description

type  I/min gpm  ACV./Hz Power Amp. mod. type

DC Volt Watt max.

F0026102D DRUM Viscomat 200/2 110V/60HZ 9 2 110 1500 15 Viscomat 200/2 Easyoil 4
F0026100D DRUM Viscomat 200/2 230V/50-60HZ 9 2 230-50/60 800/950 3,8/4,6 Viscomat 200/2 Easyoil 4
F0026200D DRUM Viscomat 200/2 230V/50/60HZ K400 S 2 230-50/60 800/950 3,8/4,6 Viscomat 200/2 K400 4
F00268000 DRUM Viscomat 60/1 12V 4 1,2 12 150 18,5 Viscomat 60/1 Easyoil 4
F00268010 DRUM Viscomat 60/1 24V K400 4 1,2 24 150 18,5 Viscomat 60/1 K400 4
000270000 DRUM Viscomat 70M 28 7 230 750 4,6 Viscomat 70 M Self3000 4
000270010 DRUM Viscomat 70M K33 25 7 230 750 4,6 Viscomat 70 M Self3000 4

The units can also be supplied for operating under different voltages and with meter.

DRUM VISCOMAT
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ISCOTROLL AC

EN. Viscotroll. Mobile transfer unit. Can

be connected to any power socket without
requiring compressed air.

Supplied with self-priming pump, to ensure
constant silent delivery and regular no-pulse
flow.

1" BSP suction tube with check valve and filter.
4 metre long, 3/4” BSP delivery pipe. Extras:
Meters, Pressure switch with inbuilt safety
valve.

Viscotroll 200. Mobile unit for oil transfer.
The group comes equipped with a self-priming
gear pump and there is also a version with a
pressure switch which ensures constant silent
delivery and a regular no-pulse flow.

4 meters long 1/2 “ BSP delivery pipe. Flow
meter. Pressure switch with incorporated
safety valve.

PERFORMANCE

- Flow rate up to 25 |/min
- 230V continuous AC operation
- Noise level below 70 dB

DIMENSIONS

_ 585 N N
( I l
A © g
.
ol o
o = '
60 11 _0160_
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h da terra 20
b
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780

alelplUiey SRVNNE]=R WEIGHT AND PACKAGING

ES. Viscotroll Unidad mdvil de trasiego. Se
conecta a cualquier toma de corriente sin
necesidad de aire comprimido.

Dotada de bomba autocebante, es garantia
de caudal constante, regularidad de flujo en
ausencia de pulsaciones y silenciosidad.
Tubo de aspiracién de 1" BSP con vdlvula de
pie y filtro. Tubo de impulsidn de 4 metros de
largo y de 3/4” BSP. Opcional: Cuentalitros,
Presostato con vdlvula de seguridad
incorporada.

Viscotroll 200 Unidad mdvil de trasiego de
aceite. El grupo lleva instalada una bomba de
engranajes autocebante, también disponible
en la versidn con presostato, que garantiza un
caudal constante, un flujo regular con ausencia
de pulsaciones y silenciosidad. En la version
con presostato el encendido y el apagado del
motor se producen de manera automdtica

al abrir y al cerrar la pistola de suministro.
Tubo de impulsién largo 4 metros de 1/2”

BSP. Cuentalitros. Presostato con vélvula de
seguridad incorporada.

- Caudal hasta 25 [/min
- Funcionamiento continuo CA 230 V

- Nivel sonoro inferior a 70 dB

Weight Packaging
Code k bs mm inch pcs/
9 box
VISCOTROLL
000263100 34 75 1090x690x300  42,9x27,2x11,8 1
000263110 36 79,4  1090x690x300  42,9x27,2x11,8 1
VISCOTROLL 200
F0026300D 34 i 1090x690x300  42,9x27,2x11,8 1
F0026301D 35 77 1090x690x300  42,9x27,2x11,8 1
F0026302D 36 79,4  1090x690x300  42,9x27,2x11,8 1
F0026303D 37 81,6  1090x690x300  42,9x27,2x11,8 1

DISPENSERS
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RU. Viscotroll. Mo6unbHbIii 610K ana
nepekaunBaHus. Ero MOXXHO NogKnounTs

K I060MY MCTOUHMKY TOKa U OH He

TpebyeT cxaToro Bo3ayxa. OH ocHalleH
CamM03anunBaLMMCA HACOCOM, FapaHTUPYOLWMM
NMOCTOAHHDIN PAacxof, PaBHOMEPHOCTb NOTOKa
6e3 nynbcaumii n 6eclymMmHOCTb. BcacbiBatowas
Tpy6a 1" BSP ¢ OHHBIM KNanaHoM 1 GUALTPOM.
[lnvHa HarHeTaTenbHoW TPy6bl 4 MeTpa ¢
coefiHeHnem 3/4" BSP.

[LononHutenbHo: CUETUMK NUTPOB 1 pene
[laBNeHs CO BCTPOEHHbIM NpefoXpaHnTeNbHbIM
KnarnaHom.

Viscotroll 200. Mo6unbHbIn 6510K Ans
nepeKaymBaHUA Macna. Y3en ocHalleH
camMo3anvBaioLLMCA LecTepPeHHbIM HaCOCoM,
KOTOPbIV Npe/siaraeTca Takke B KOMNIeKTauum
C pere jaBfieHnA, KOTOpbI obecneunsaeTt
MOCTOAHHBIN PacXofl, PaBHOMEPHOCTb MOTOKa
6e3 nynbcaumnin n 6eclymHocTb. AnuHa
HarHeTaTesIbHON TPYObl 4 METPa C COeAMHEHNEM
1/2" BSP. CueTunk nuTpos. Pene gaBneHnsa co
BCTPOEHHbIM MPefOXPaHUTENbHbIM KNanaHoM.

- Pacxop no 25 n/mMmuH

- HenpepbieHoe gyHKUMOHUPOBaHUeE OT
anekTpocetn 230 B

- YpoBeHb wwymva Huxe 70 gb

Drum
not
included
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[ Flow-rate

up to

2 5 I/min

(up to 7 gpm)

up to

2000

I
DISPENSERS

Drum
not
included

Drum
not
included

Viscotroll 200 Viscotroll 70

on m

I
On/off switch ot valve Self 3000 K400 N H 1 Troll
manual nozzle nozzle meter ne
\{ —
' R s

N
(Viscotroll 70 models) (Viscotroll 200 models) Code R12068010

(@]l [Gy ISPV NN[€]=R TECHNICAL DATA

Fluids Flow-rate Viscosity Voltage Meter Pump Nozzle
Code Description

type |/min gpm cSt max. ADCCV\'//O'_IltZ E;)/gtetr ﬁ‘rgf mod. mod. type
VISCOTROLL
000263100 Viscotroll 70 25 6,6 2000 230/50 750 4,6 = Viscomat vane  Self 3000
000263110 Viscotroll 70/K33 25 6,6 2000 230/50 750 4,6 K33 Viscomat vane  Self 3000
VISCOTROLL 200
F0026300D Viscotroll 200/2 AC 9 2,4 2000 230/50 800 3,8 - Visco-flowmat Easyoil
F0026301D Viscotroll 200/2 AC - K400 9 2,4 2000 230/50 800 3,8 K400 Visco-flowmat Easyoil
F0026302D Viscotroll 200/2 AC - PST 9 2,4 2000 230/50 800 3,8 - Visco-flowmat Easyoil
F0026303D Viscotroll 200/2 AC - PST - K400 9 2,4 2000 230/50 800 3,8 K400 Visco-flowmat Easyoil

Upon request it is available with different voltage and frequency

VISCOTROLL AC
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ISCOTROLL DC

EN. Independent mobile unit

without using compressed air or power mains,
for oil dispensing anywhere. Trailer mounted
support for moving the drums. Self-priming
pump with 12 VDC motor, protection rating

IP 55.

Options:
Flow meter with oval gears.

PERFORMANCE

- Flow rate up to 6 I/min

- Accuracy +/- 0,5 %

- Viscosity up to 2000 cSt

- Noise level below 65 dB

- Engine power supply voltage 12 Vdc

- Switching on/ off of automatic pump with

pressure switch

DIMENSIONS

ES. Unidad mévil independiente para el
suministro de aceite incluso alli donde no
existe una instalacién de aire comprimido o
una toma de corriente eléctrica. Soporte sobre
ruedas portabiddn. Bomba autocebante con
motor de corriente continua alimentada a 12 V-
proteccidn IP55.

Opciones:
Cuentalitros de engranajes ovalados.

- Caudal hasta 6 [/min

- Precisién +/- 0,5 %

- Viscosidad hasta 2000 cSt

- Nivel sonoro inferior a 65 dB

- Tensidn de alimentacién motor 12 Vcc

- Encendido / apagado bomba automdtica con

presostato

585 ~
s ! 5
( 1 L
3 e (N
g © | ° E__IU
A
60| _;mf _0160_ ' 2125
L 750 ¢ 780
x{elplv[ey RVAN(€El=R WEIGHT AND PACKAGING
Weight Packaging
Code inch
kg Ibs mm ine pcs/box
VISCOTROLL 120/1
F00263200 57 1257  1090x690x320  42,9x27,2x12,6 1
F00263210 58 1259  1090x690x320  42,9x27,2x12,6 1
F00263220 58 1259  1090x690x320  42,9x27,2x12,6 1

DISPENSERS
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RU. He3aBrcumblIin MOGUNbHbIN 6NOK Ans
nofiaumn Macna B MecTax, B KOTOPbIX OTCYTCTBYET
KOMMNPEeCCop CKaToro BO3Ayxa Uiv po3eTka
sneKkTpoceTn. Onopa c TenexKom 1 fepxatenem
60ukmn. Camo3anmBaoLWNIiCA HAacoC C ABUraTenem
MOCTOAHHOIO TOKa Ha 12 B, cteneHb 3awwmTbl IP55

JononHutenbHo:
CYeTumK NUTPOB C OBaSIbHLIMM LLIECTEPHAMM.

- Pacxop no 6 n/muH

- MorpewHocts +/- 0,5%

- Baskoctb go 2000 cCt

- YpoBeHb LyMma Huxe 65 b

- Hanps»keHne nutaHua gsuratensa 12 B nocr.
TOKa

- ABTOMaTnyeckoe BKoYeHNe/BbIK/loYeHne
Hacoca brarofiapa pene gaBneHus

not

Drum

included
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[ Flow-rate

up to

6 I/min

(up to 1,6 gpm)

up to

DISPENSERS

Drum
not
included

Opti | NOT NETWORK NOT AIR
ptional: ENERGY COMPRESSOR

flow meter e = ?

with oval gear /_

YES ENERGY
INDEPENDENCE
‘Q‘ &
Viscotroll DC e
FEATURES ON REQUEST
1%
0
- +
Code R12068010
(eIl SR YNN(€]=8 TECHNICAL DATA
Fluids Flow-rate Battery Viscosity Voltage Meter Pump Nozzle
charger
Code Description
type  I/min  gpm Volt cSt max. ADCCV\.//oTtZ R/?/\;l;r ‘rAnnc:s mod. mod. type
VISCOTROLL 120/1
F00263200 Viscotroll 120/1 DC pst. 6 1,6 230 2000 12 360 30 K400  Viscomat DC  Easyoil
F00263210 Viscotroll 120/1 DC pst. K400 6 1,6 230 2000 12 360 30 K400  Viscomat DC  Easyoil
F00263220  Viscotroll 120/1 DC pst. K400 100V/120V 6 1,6 120 2000 12 - - K400  ViscomatDC  Easyoil

VISCOTROLL DC
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EN. Double filter, triple control.

This filtering unit provides double filtering for
oil and diesel fuel and absorbs any water and
impurities.

The unit features a supply and suction pipe
with integrated bottom valve.

Features:

Sturdy wheeled structure, Large-diameter
wheels,

Flow rate 56 |/min.,

Filtering capacity - first stage 30 - with water
absorption, second stage 5 - for impurities.

DEPUROIL

EN. Filter and transfer unit. DEPUROIL is the
ideal tool for decontaminating oil by removing
suspended particles. Fitted with a constantly
operating volumetric pump which sends

the fluid through a high-filtering capacity
cartridge filter. Manometer for detecting
clogged filter. Wheeled support. Noise level
under 70 dB. Interchangeable cartridge filter
with head. Supplied with a series of spare
cartridges.

DIMENSIONS

FILTROLL
i N\
!
§ 1 7 -
l 1 = ©

g &

ES. Doble filtro, triple control. Este grupo
filtrante asegura doble filtracion de aceite
y gasoleo absorbiendo agua y suciedad. El
grupo estd dotado de manguera de succion y
suministro con valvula de pie.
Caracteristicas:

Estructura robusta con carretilla, Ruedas de
grande didmetro

Caudal 56 l/min

Capacidad de filtracion: primero filtro por
agua 30 p, secundo filtro por suciedad 5

ES. Unidad de filtrado y trasiego. El
DEPUROIL es un equipo ideal para
descontaminar el aceite de particulas en
suspensién. Dotado de bomba volumétrica,
con funcionamiento continuo, que aspira el
fluido envidndolo a un filtro con cartucho de
elevada capacidad de filtracidn.

Mandmetro para controlar la obstruccidn del
filtro. Soporte sobre ruedas. Nivel de ruido
inferior a 70 dB. Filtro con cartucho con parte
superior intercambiable. Se suministra de serie
un cartucho de repuesto.

DEPUROIL

2

WEIGHT AND PACKAGING
Weight Packaging

Code kg Ibs mm inch pes/box
FILTROLL
F00506000 35 77,2 790x590x590  31,1x23,2x23,2 1
F00506010 42 92,6  790x590x590  31,1x23,2x23,2 1
FO050606A 40 88,2  790x590x590  31,1x23,2x23,2 1
DEPUROIL
F00503100 28 61,7  600x290x300  23,6x11,4x11,8 1
F0050302C 28 61,7  600x290x300  23,6x11,4x11,8 1

DISPENSERS

RU. [IBoiiHON GpUnbTp, TPONHOM KOHTPOSb. TOT
dunbTpyloWwmn yen obecneymsaeT ABOVIHYIO
bunbTpaumio Macna v usenbHoro TonavBea,
abcopbupysa Boay 1 ycTpaHaAsA 3arpasHeHus. Y3en
OCHalLleH HanoPHO 1 BcacbiBaloLei Tpybamu co
BCTPOEHHbIM JOHHbIM KNanaHoM.
XapakTepucTuku:

MpoyHan KOHCTPYKUMA Ha Tenexke. Koneca
601bLUIOTO ANaMeTpa.

OunbTpyloLas cnocobHOCTb NepBOI CTYMNEHN

30 MKM ¢ abcopbuyieit Boabl, BTOpas CTyneHb

5 MKM Ans yCTpaHeHWs 3arpAasHeHu.

RU. briok ons dbunbTpaumm n nepekaunsaHms.
DEPUROIL npepcraBnaet cobon naeanbHoe
npucriocobnieHrie A OUYNLLEHUA Macna ot
B3BelUEeHHbIX YacTuL. YCTPOMCTBO OCHALLEHO
06beMHbIM HACOCOM HernpepbIBHOIO AeVCTBUS,
KOTOPbI BCACbiBaET XWUAKOCTb, NponycKas

ee yepes NaTPOHHbIN GUIBLTP C BbICOKON
dunbTpyioLlel cnocobHocTblo. MaHoMeTp

AJ1A poBepKy 3acopeHus Gunbtpa. Onopa ¢
TenexKom.

YpoBeHb Wwyma Huxe 70 gb. CMeHHbI
NaTpoHHbLIN GrbTP € ronoBKow. MoctaBnaeTcA
Habop 3anacHbIX GUNBTPYIOLUX MAaTPOHOB.

DEPUROIL

FILTROLL
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PILUSI
25 I/min

e
- =

up to

56

(up to 15 gpm)

DISPENSERS

(up to 6,6 gpm)

FILTROLL DEPUROIL

FEATURES FEATURES
™
T:wo s'iep m - "":...,"‘, Pressure Gauge
filtration

Qil/diesel version

relplV[ey VNN[€]=R TECHNICAL DATA

Fluids Flow-rate Voltage Pump Hose lenght Filtering
.y capacity
Code Description type |/min gpm AC V./Hz Power Amp. type delivery suction
DC Volt Watt max. m/ft m/ft H
FILTROLL
F00506000 Filtroll Diesel D} 56 14.8 230/50-60 350/600 3/6 Panther 56 4/13,1 3/98 30/5
F00506010  Filtroll Qil/Diesel D} 25 7 230/50 750 4,6 Viscomat 70 3/9,8 3/98 30/5
FO050606A  Filtroll 12V Diesel D] 56 14.8 12 300 35 Panther DC 4/13,1 4/131 30/5
DEPUROIL
F00503100  Depuroil M 230/50 20-25 5,28-6,6 230/50 1350 6,2 Viscomat 70 2/6,5 2/6,5 10
F0050302C  Depuroil 110/50-120/160 25 6,6 110/50-120/60  820/850 10-9  Viscomat70 2/6,5 2/6,5 10

FILTROLL: Available in version 230 V / 60 Hz,120 V / 60 Hz
DEPUROIL: Upon request it is available with different voltage and 60 Hz frequency

FILTROLL / DEPUROIL
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ISCOMAT vaxe

EN. Electric vane pump for pumping fluids of
a viscosity up to 500 cSt.

Continuous operations, with elevated suction,
up to 6 bar pressures. Noise levels below 70
dB.

Asynchronous, closed, self-ventilating AC
motor available in different voltages and
frequencies.

Optional closed-delivery operations thanks
to inbuilt adjustable by-pass in pump body.
Sintered steel rotors with resin vanes.

Seal on motor shaft accessible from pump
side.

PERFORMANCE

- Flow rate up to 50 I/min
- Continuous AC operation.
- Viscosity up to 500 cSt

DIMENSIONS

- ™
|
v

230M-195T

82

elVeyRRNN[€]=8 WEIGHT AND PACKAGING

ES. Electrobombas de paletas para la
transferencia de fluidos con viscosidad de
hasta 500 cSt.

Funcionamiento contindo con succidn alta y
presidn de hasta é bar. Nivel de ruido inferior
a 70 dB.

Motor asincrono de corriente alterna
autoventilado y cerrado, disponible en varios
voltajes y frecuencias.

Gracias al bypass incluido en la bomba, el
sistema queda protegido al momento de parar
la transferencia del combustible. Rotacidn de
sello del eje accesible desde la bomba.

- Caudal hasta 50 [/min
- Funcionamiento CA contintio

- Viscosidad hasta 500 cSt

Weight Packaging N. Boxes/

Code Europallet
kg Ibs mm T;;sx/ X <=2

VISCOMAT 70
FO033490A 141 311 355x185x285 1 60 72
FO033190A 14,1 311 350x200x280 1 60 72
VISCOMAT 90
FO0303M00 14,1 311 350x200x280 1 60 72
000303000 141 311 350x200x280 1 60 72

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. KpbinbuaTble aneKTpoHacochl Ans
rnepeKkavnmBaHnA XNAKOCTEN BA3KOCTbIO o 500
cCr.

HenpepbiBHOe GyHKLMOHUPOBaHWMe C
NOBbILLEHHOW BCACbiBaloLeln CNOCOBHOCTbIO C
naBneHvem o 6 6ap. YposeHb wyma Huke 70 gb.
CaMOBeHTUVIPYeMbIN 3aKPbITbI aCUHXPOHHBbI
ABuraTenb nepem. Toka, npeanaraembiin gna
|Pa3HbIX 3HAYEHWI HAaNPAXKEHWNA N YaCTOTbI.
B03MOXHOCTb GpYHKLIMOHMPOBAHUA C 3aKPbITON
JIMHVEN HarHeTaHUA bnarofaps perynmpyeMmomy
06B0OAY, BCTPOEHHOMY B KOpPMyC KnanaHa. Potop
13 CNeYeHHON CTanu 1 1onacTu U3 CMonbl.
YnnotHeHue BpaluatoLeroca Bana, OCTyrnHoe co
CTOPOHbI Hacoca.

- Pacxopa no 50 n/muH
- HenpepbieHoe GyHKUMOHUPOBaHME OT

3/1eKTPOCETU
- BaskocTb Ao 500 cCr
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[ Flow-rate

up to

50 I/min

(up to 13 gpm)

up to

PUMPS

60

\Vis‘mmat 90
50

o
o

Flow rate (liter / min)

(]
o

\Viscom; °

0 1 2 3 4 5 6 7
Total pressure (bar)

Max suction height
-2m (7 Ft)

w/o no back valve
-4 m (14 Ft)

w no back valve

I -Tubo @ 1"

Viscomat 70 M ﬁ'
\

ON REQUEST

Vane rotors

ellVeyRNN(€]=8 TECHNICAL DATA

Fluids Flow-rate Pressure Voltage L,

Code Description type  I/min gpm bar psi Singlephase Threephase  Power  Amp. rpm onet % g%

motor V./Hz motl_cl); V./ Watt max. -E‘_g >
VISCOMAT 70
FO033490A  Viscomat 70 M. 230/50/60 < 25 7 6 8 230/50/60 . 1200/1100 55-51 1470/1650 1"BSP  YES
FO033190A  Viscomat 70 T. 400/50/60 B2 25 7 6 85 - VAL 65011000 2,2/3,1 14501750 1"BSP  YES
VISCOMAT 90
FOO303M00  Viscomat 90 M. 230/50-60 @< 5 13 5 71 230/50-60 . 1350/1600 6,2/4,9 1400/1600 1"BSP  NO
000303000  Viscomat 90 T. 400/50 @< 5 13 5 71 - 400/50 2000 5 1450  1”BSP  VYES

Upon request it is available with different voltage and frequency

VISCOMAT VANE
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ISCOMAT cear

EN. Gear Pumps. The “Viscomat” is a family
of internal profile gear pumps designed as
the modern, effective solutions for various
requirements of pumping oils and lubricants.

PERFORMANCE

- Viscosity up to 2000 cSt
- Flow rates 9 - 14 |/min.

- Pressures 12 - 25 bar

- Continuous AC operation.
- Noise level below 70 dB

DIMENSIONS

ES. Bombas de engrangjes. “Viscomat” es
una familia de bombas de engranajes con
perfil interno que ha sido concebida como una
vdlida y moderna solucidn para las diferentes
exigencias de bombeo de los aceites
lubricantes.

- Viscosidad hasta 2000 ¢St

- Caudales 9 - 14 |/min

- Presiones hasta 12 - 25 bar

- Funcionamiento continuo CA

- Nivel sonoro inferior a 70 dB

VISCOMAT

GEAR 200/2

VISCOMAT
GEAR 230/3

VISCOMAT
GEAR 350/2

r{elplv[ey RVANN[€El=R WEIGHT AND PACKAGING

Weight

Code kg Ibs mm

F0030403D 9 19,8 350x200x280
F0030430D 1256 27,6 350x200x280
F0030401D 1256 27,6 350x200x280
F0030405D 9 19,8 350x200x280
F00304T1D 12,56 27,6 350x200x280
F00304T4D 12,6 27,6 350x200x280

Packaging
inch pcs/box
13,8x7,9x11 1
13,8x7,9x11 1
13,8x7,9x11 1
13,8x7,9x11 1
13,8x7,9x11 1
13,8x7,9x11 1

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. LWecTtepeHHble Hacocbl. “Viscomat” aBnsaeTca
cepviel WecTepeHHbIX HACOCOB C BHYTPEHHNM
npodunem, ABAALMNXCA NOAXOJALMMM 1
COBPEMEHHbIMUN peLIeHVAMN AJ1A Pa3NNYHbIX
HY>[ MO Nepekayke CMasouHbIX Macen.

- Bazkoctb o 2000 cCT

- Pacxop ot 9 no 14 n/MuH.

- laBnexve ot 12 go 25 6ap

- HenpepbiBHoe GyHKUMOHUPOBaHMeE OT
3/1eKTPOCeTU

- YpoBeHb Lwymva Huxe 70 ob
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[ Flow-rate

up to

1 4 I/min

(up to 3,7 gpm)

up to

1%
a
16 =
e —— -
zw 230/3 e
ERE
20 350/2
H
= ° 2002
6
4
0o,o 50 100 150 200 250 300 350 40,0
Total pressure (bar)
Max suction height
-2m (7 Ft)
w/o no back valve
-4 m (14 Ft)
w no back valve
-Tubo @ 1"
VISCOMAT GEAR
\
FEATURES REQUES
=
P - "“\.,\
ﬂ ® e
\ 1 o 4 ‘e
Ri(e]plb[ey S PYNN(€]=8 TECHNICAL DATA
Fluids Flow-rate Pressure Voltage @
Cod Descripti . Inlet g2
ode escription type |/min gpm  bar psi Motor Power Amp. rpm Outlet IS S
V./Hz Watt max. @
F0030403D Viscomat 200/2 M. single-phase 9 2,4 12 170 230/50/60 800/950 3,8/4,6 ~ 1450/1700 1" BSP YES
F0030430D Viscomat 230/3 M. single-phase 14 3,7 16 227 230/50 1250 6 1400 17 BSP YES
F0030401D Viscomat 350/2 M. single-phase 9 24 25 355 230/50 1200 6 1250 1" BSP YES
F0030405D Viscomat 200/2 three-phase 9 2,4 12 170 400/50 550 1,5 1450 1" BSP YES
F00304T1D Viscomat 350/2 three-phase 9 2,4 25 355 400/50 750 2,5 1450 1” BSP YES
F00304T4D Viscomat 230/3 three-phase 14 3,7 12170 400/50 1200 2,7 1400 1" BSP YES

Upon request it is available with different voltage and frequency - (*) Without Adjustable Bypass valve

VISCOMAT GEAR
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AC PUMPS ‘\DE

ISCO-FLOWMAI TALY
EN. Gear pumps with pressure switch. ES. Bombas de engrangajes con presostato. RU. WecTepeHHble HacoCbl C penie faBneHus.
The “Viscomat” is designed to satisfy La serie de bombas “ Viscomat” con presostato ~ “Viscomat” c pene gaBneHus npegHasHayeH ana
requirements of constant flow deliveries with responde a la exigencia de efectuar 1CNO/b30BaHMsA, KOraa TpebyeTca oCyLecTBuTb
a self-priming pump featuring automatic suministros con una bomba autocebante de nofAayy C NOMOLLbIO CaMO3a/IMBaIoLIVXCA HaCoCoB
switch-off on the completion of delivery. flujo constante y apagado automdtico al final € NOCTOAHHBIM NMOTOKOM 1 aBTOMATUHECKIM

del suministro. BbIKJIlOYEHMEM NOC/e 3aBepLUEHNA Nogaun.

1- Adjustable by pass valve. . .
1 - Perynupyembiit 06BOAHOM KianaH.

2 - Auto on/off: the immediate answer. ] - Vdlvula de by-pass regulable.
3. Adi . : ” 2 — ABTOMaTN4eCKOe BKIII0UeHe/BbIKNIOUEHNE:
- Adjustable max delivery pressure. 2 - Encendiddo/apagado automdtico:
. . HemeqIeHHas peakLus.
4 - Safety over pressure valve set at 10 bar. respuesta inmediata. 3 _ PerynMpyemoe MaKcHMANBHOE JaBNeHHE
5 - No impulse flow. 3 - Presién de caudal méximo regulable. nomaum
4 - Vidlvula de seguridad de presidn calibrada 4 — MpenoXpaHUTENbHbIN KNanaH C AaBneHmen,
en 10 bar. yCTaHOBJEHHbIM Ha 10 6ap.
5 - Funcionamiento con flujo constante. 5 _ Mogaya NoCTOAHHOTO NOTOKa.
PERFORMANCE
- Viscosity up to 2000 cSt - Viscosidad hasta 2000 ¢St - Bazkoctb 10 2000 cCr
- Constant flow rate - Caudal constante - MocToAHHbIN pacxon
- No need for compressed air - No necesita aire comprimido - He TpebyeT nctounnka cxatoro sosayxa
- Flow rates 9 - 14 |/min. - Caudales 9 - 14 l/min - Pacxop 019 210 14 n/MuH.
- Pressures 12 - 25 bar - Presiones 12 - 25 bar IR 2 Ao 25 6ap
. ) ) . ) - HenpepbiBHoe GyHKLMOHMpOBaHe
- Continuous operation. - Funcionamiento continuo
ise level below 70 dB Ry inferi il - YposeHb wyma Huxe 70 ob
- Noise level below . ¥ i ¥ - ABTOMaTM4eCKOE BKITIOYEHUE U BbIKIIOYEHNE
- Automatic switch-on and switch-off - Encendido y apagado automdtico. - PaBHOMEPHOCTb NOTOKa
- Uniform pulseless flow - Regularidad del flujo, caracterizado por la - 6e3 nynbcaLyii
- Self-priming pump ausencia de pulsaciones. - CaMo3an1BaIoLYMIACA HACOC

- Bomba autocebante.

DIMENSIONS

8BS

OIL
a0
Cr

135 220 (20002
240 (350/2)

240 (2308) 210

pATENTED

{elplv[ey RVAN[El=R WEIGHT AND PACKAGING

Weight Packaging
Code kg Ibs mm inch pcs/box
F0030200D 12 26,56  360x360x300 14,2x14,2x11,8 1
F0030204D 15 33,1  360x360x300  14,2x14,2x11,8 1
F0030206D 15 33,1 360x360x300  14,2x14,2x11,8 1

PUMPS
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/™ Flow-rate
14 ...} 2000
(up to 3,7 gpm) cSt
)
16
— 2303 s
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Total pressure (bar)
. Gear pump
VISCO-FLOWMAT T PRESSION >

FEATURES | ON REC

Gear rotor

;
w P

L

relplV[e RVNN(€]=R TECHNICAL DATA

Fluids  Flow-rate Pressure Voltage @
Cod D ioti Inlet -] ;!
ode escription type  I/min  gpm bar  psi Singlephase  Power  Amp. rpm Outlet £
motor V./Hz Watt  max. @
F0030200D Visco Flowmat 200/2 9 24 12 170 230/50 800 3,8 1450 1" BSP YES
F0030204D Visco Flowmat 230/3 14 3,7 16 227 230/50 1200 6 1450 1" BSP YES
F0030206D Visco Flowmat 350/2 9 2,4 25 355 230/50 1250 6 1450 1" BSP YES

Upon request it is available with different voltage and frequency

VISCO-FLOWMAT
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ISCOMAT oc

EN. DC oil pumps. A new and complete
range of pumps for transferring and
delivering oil, operated by direct current
motors. These products are especially
designed for transferring oil from drums in
situations and locations where electricity or
pneumatic connections are unavailable.

PERFORMANCE

- Flow rate 4 - 10 |/min.

- Operating pressure: 5 bar

- Viscosity up to 2000 cSt (Viscomat DC
60/2 max viscosity of oil 600 cSt)

- Duty cycle: 30 min

- Noise level below 65 dB

223

45 33 525 SR ORE

VISCOMAT DC 60/1

OIL

ES. Bombas para aceite de corriente continua.
Una nueva y completa gama de bombas para
trasegar y suministrar aceite, accionadas por
motores de corriente continua. Estos productos
han sido pensados para aquellas aplicaciones
en las que se debe trasegar el aceite del biddén
sin contar con conexién a la linea eléctrica o a
la instalacidn de aire comprimido.

- Caudal 4 - 10 I/min

- Presidén de funcionamiento: 5 bar

- Viscosidad hasta 2000 ¢St (Viscomat DC
60/2 viscosidad mdx. aceite 600 cSt)

- Ciclo de funcionamiento: 30 min

- Nivel sonoro inferior a 65 dB

elplU[ey SRVNNE=R WEIGHT AND PACKAGING

Weight

Code kg Ibs mm

F0030902A 3 6,6 200x120x140
FO030901A 4,9 10,8 345x175x255
FO030900A 4,9 10,8 345x175x255
F0031002A 3 6,6 200x120x140
F0031001A 4,9 10,8 345x175x255
F0031000A 4,9 10,8 345x175x255
F00311000 4,9 10,8 345x175x255
F00311010 4,9 10,8 345x175x255

261 _ 100
i
(&4
3
HEAY y { B 6 al
i L - | |J
N = | ~
8 1 06 & 4 €
! 1
34 385 525
e, _ 70 _
VISCOMAT DC 60/2
Packaging
inch pcs/box
7,9x4,7x5,5 1
13,6x6,9x10 1
13,6x6,9x10 1
7,9x4,7x5,5 1
13,6x6,9x10 1
13,6x6,9x10 1
13,6x6,9x10 1
13,6x6,9x10 1

PUMPS

Tel: (+974) 443 54 298
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RU. MacnsHble Hacocbl MOCTOAHHOIO TOKa.
HoBas 1 nonHas cepus HacoCcoB Ans
repeKaymBaHns 1 Nogadn Macsa ¢ NpMBOLOM
OT ABUraTesiet MOCTOSHHOIO TOKa. DU 13genus
npeaycMOTPeHb! 41 NepeKaunBaHmsa macna

13 6OUKU B MeCTax, B KOTOPbIX OTCYTCTBYeT
COeAIMHEHME C SMIEKTPOCETHIO UMW UCTOYHUKOM
C©KaToro Bo3gyxa.

- Pacxop ot 4 no 10 n/MuH

- Pabouee pasrneHue: 5 6ap

- BaskocTb go 2000 cCr (Viscomat DC 60/2 makc.
BA3KOCTH macna 600 cCr)

- Pabounin umkn: 30 MUH

- YpoBeHb Liyma Huxe 65 b

256 100

157.5

34.5 33 525

VISCOMAT DC120/1
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[ Flow-rate

up to

.I 0 I/min

(up to 2,8 gpm)

up to

2000

I/ min

10 ~—802

PUMPS

8
6
4 60/1
9 120/1
0 25 5 75 10 BAR
-
Cof
<
Max suction height
VISCOMAT DC 60/2 -2m (7 Ft)
yid VISCOMAT DC 120/1 w/o no back valve
-4 m (14 Ft)
w no back valve
VISCOMAT DC 60/1 - Tubo @ 1"
\
FEATURES | O ND
=
, A — - o
7 ¢ | —_ Code Description 5 g 5 g é_,::
/ i (" \ o0 0 0 0 —
e < R14437000 Kit cable 2 m (12V/24V)  YES YES
R10011000 Kit cable 2 m (12V) YES YES
R10040000  Kit cable 2 m (24V) YES YES
R14438000 Kit cable 4 m (12V/24V)  YES YES
R10041000 Kit cable 4 m (12V) YES YES
R10039000 Kit cable 4 m (24V) YES YES
2relplV[eyRVNN(€]=R TECHNICAL DATA
Fluids  Flow-rate Pressure Voltage -
Code Descripti . X Inlet ﬁ_g
ption type I/min  gpm bar  psi DC Volt Power  Amp. rem Outlet & S
Watt  max. o
F0030902A Viscomat DC 60/1 12V 4 1,2 5 70 12 150 18,5 2900 1/2" BSP NO
FO030901A Viscomat DC 60/2 12 V (*) 10 2,8 4 57 12 300 35 2900 3/4” BSP NO
FO030900A Viscomat DC 120/1 12V 5 1,4 10 140 12 200 26,5 2900 1/2” BSP NO
F0031002A Viscomat DC 60/1 24 V 4 1,2 5 70 24 150 9,5 2900 1/2” BSP NO
FO031001A Viscomat DC 60/2 24 V (*) 10 28 4 57 24 300 18 2900 3/4" BSP NO
FO031000A Viscomat DC 120/1 24 V 5 1,4 10 140 24 200 19,5 2900 1/2” BSP NO
F00311000 Viscomat DC 120/1 12 V PST 5 1,4 10 140 12 200 225 2900 1/2” BSP YES
F00311010 Viscomat DC 120/1 24 V PST 5 1,4 10 140 24 200 19,5 2900 1/2” BSP YES

(*) For Viscomat DC 60/2 max oil viscosity 600 cSt

VISCOMAT DC
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EN. Gear pumps - DC version

+ Self priming gear electric pumps suitable
for lubricants and viscous liquids.

+ Bronze body

+ Stainless steel shaft

+ Bronze or teflon gear

« Pumps are built in for intermitent use

+ Can be mounted on any position.

- IP65

GARDA 5

ES. Bombas de engranajes - DC version

« Electrobombas de engranajes
autoaspirantes, especialmente aptas para el
transvase de aceites lubricantes o liquidos
viSCOSOS NO COrrosivos.

+ Cuerpo de bronce

« Eje de acero inoxidable
Engranajes de bronce o teflén

« Construccidn para uso discontinuo e
instalacidn en todas las posiciones.

« IP65

RU. mopgenb c nuTaHNeM OT MCTOYHMKA
MOCTOAHHOrO TOKa

CamoBcacblBaloLLe LWeCcTepeHHble
3/1eKTPOHACOChI, B 0CO6EHHOCTM NoaxoasLime
LNA nepeKayrBaHNA CMa3oYHbIX Macen unu
BA3KUX HEKOPPO3VOHHbIX XNOKOCTEN.
Kopnyc u3 6poH3bl

Ban 13 HepxaBetoLen ctanu

LlectepHu 13 6poH3bl nnmn TedpnoHa
MpenHa3HayeHbl AN1s CMONb30BaHUA C
nepepbiBamMm1, BO3MOXHa yCTaHOBKa B Nlo6om
NMOJNOXEHNW.

IP 65

Gear pumps - AC version

+ Self priming gear electric pumps suitable
for lubricants and viscous liquids

+ Stainless steel shaft

+ Bronze gear

+ Pumps are built in for continuous use

+ Can be mounted on any position

+ Motor equipped with thermal protection

DIMENSIONS

GARDA1

elpl[ey SRYNNE]=R WEIGHT AND PACKAGING

Weight

Code kg Ibs mm

NMT450000A 1,7 3,7 160x120x105
NMT450001A 1,7 3,7 150x120x105
NMT450002A 2,7 5,9 150x120x105
NMT450003A 2,7 5,9 150x120x105
NMT460000A 2,8 6,2 360x130x102
NMT460001A 2,8 6,2 360x130x102
NMT450006 6 13,2 350x185x260

Bombas de engranajes - AC version
Electrobombas de engranajes
autoaspirantes, especialmente aptas para el
transvase de aceites lubricantes o liquidos
ViSCOSOS NO COrrosivos.

Eje de acero inoxidable
Engranajes de bronce
Construccién para uso continuo e
instalacidn en todas las posiciones

« Motor equipado con proteccidn térmica.

GARDA1
DC Version

Packaging
inch pcs/box

5.9x4.7x4.1 1

5.9x4.7x4.1 1

5.9x4.7x4.1 1

5.9x4.7x4.1 1

14,2x7,3x4 1

14,2x7,3x4 1 GARDA5
13,8x7,3x10,2 1 AC Version

RU. llectepeHHble Hacocbl - moAenb ¢
MUTaHNeMm OT MCTOYHUKA NCTOYHUK
NOCTOAHHOrO TOKa.

CamoBcacbiBalolme WecTepeHHble
3MIEKTPOHACOCh], B 0OCOBEHHOCTU NoaxoasLmne
L1 MepeKkayrBaHnA CMa3oyHbIX Macen unm
BA3KNX HEKOPPO3MOHHbIX XUAKOCTEN

Ban n3 Hep<asetowen ctann

LllectepHu 1z 6poH3bI

[MpenHasHaveHbl ANA HenpepbIBHOrO
1Crob30BaHVis, BO3MOXHA YCTaHOBKaA B NI06OM
MONIOXKEHNN

[lBrratens ocHalleH TenoBON 3awWwnTon

GARDA 2
- DC Version
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10 I|/min = e . ¢ z o
(up to 2,6 gpm) s = I
GARDA1 GARDAS "
DC Version AC Version %
o]
a
GARDA 2
DC Version
| ONREQUEST __

Bronze gear

GARDA 2 with terminal,
switch, cables with clamps (2 m)

22{elplV[ey VNN [€]=) TECHNICAL DATA

Fluids Flow-rate Pressure Ports
Code Description ype  Volts/Mz gpm bar osi hax Fuse BSP
NMT450000A GARDA 1 DIW, 12 8 2,1 1,5 22 12A - 3/8"
NMT450001A GARDA 1 D|W} 24 8 2,1 1,5 22 6A - 3/8”
NMT450002A GARDA 2 D]W] 12 10 2,6 35 50 19 A - 3/8"
NMT450003A GARDA 2 D]W] 24 10 2,6 3,5 50 10A - 3/8”
NMT460000A KIT GARDA 2 DIW] 12 10 26 35 50 19 A 25 A 3/8"
NMT460001A KIT GARDA 2 [D]W] 24 10 2,6 3,5 50 10 A 15 A 3/8”

NMT450006 GARDA 5 D} 230/50 10 2,6 3,5 50 1,8A 1,8A 3/8”
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AIR OPERATED MEMBRANE PUMPS

IUSI M A for Oil and Diesel

EN. PIUSI MA qir-operated diaphragm pumps
are designed to assure the utmost reliability
and highest performance levels. The sturdy
central polypropylene body, the lateral half-
shells and aluminium or polypropylene suction
and delivery manifolds plus the use of high
quality NBR diaphragms make it possible to
transfer fluids with high apparent viscosities,
even when contaminated with suspended
solids as in the case of spent oil.

The pneumatic circuit is a guarantee of safety
and the construction principle makes Piusi
MA pumps particularly suitable for severe
duty conditions or operation in potentially
explosive atmospheres (ATEX certification for
zone 2).

Piusi MP pumps are self-priming and can

run dry without damage; they also allow fine
tuning of speed without pressure loss.

DIMENSIONS

PIUSI MA 130

1/2'G Delivery

308

Air connection
38'G

3/8" G Air connection

K

o

(O

213

1/2'G Intake

1"G Intake

{elplV[ey SRVAN(El=R WEIGHT AND PACKAGING

Weight
Code kg Ibs mm
F00208A00 4 8,8 220x310x320
F00208P10 5 11 240x380x350
F00208A10 8,2 18,1 270x390x400
F00208A20 16 35,3 290x470x460

PIUSI MA 190

[/ Air connection

ES. Las bombas neumdticas de membrana
PIUSI MA garantizan mdxima fiabilidad y
altas prestaciones. El robusto cuerpo central
de polipropileno, los medios cuerpos laterales
y los colectores de aspiracién e impulsién

de aluminio o polipropileno, junto con las
membranas de alta calidad en NBR; permiten
el trasiego de liquidos de alta viscosidad
aparente, incluso con sélidos en suspensidn
como en el caso del aceite usado.

Por la seguridad del circuito neumdtico
y por su disefio avanzado, las bombas

iusi estan especialmente indicadas
Piusi MA est Imente indicad
para aplicaciones severas o atmdsferas
potencialmente explosivas (certificacién ATEX
para zona 2).

Las bombas Piusi MA son autocebantes,
pueden funcionar en seco sin dafarse y
permiten hacer una regulacién precisa de la
velocidad sin pérdidas de presidn.

PIUSI MA 140

1"G Delivery

11/4' G Delivery

126
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RU. MHeBMaTMyeckne meMbpaHHbIe HacoChbl
PIUSI MA pa3paboTaHbl ana obecrneyeHus
MaKCUMasbHOM HaAEeXXHOCTUN 1 BbICOKOMN

3¢ deKkTMBHOCTU. [TPOYUHbIN LIEHTPaNbHbIN
Kopnyc 13 NoAnnponuieHa, anloMnH1eBble
UK NONMNPONUAEHOBbIE BCacbiBatoLe

W HarHeTaTeNbHble KOMIEKTOPbI 1

60KOBbIe NMoNyKopnyca, NPUMeHeHne
BbICOKOKaueCTBEHHbIX MembpaH 13 BHK
obecneunBaeT nepeKayky XMAKOCTU C
BbICOKOW AMHAMUNYECKON BA3KOCTbIO, B

TOM UKC/Ie U NPU HaIMYNK TaknX TBEPAbIX
B3Beceil, Kak oTpaboTaHHOe Macno.

MMHEBMATWNYECKUNIA KOHTYp — rapaHTus
6ecnepeboiiHoON PaboTbl M MO CBOEMY
MPVIHLMMNY KOHCTPYUPOBAHUA HACOChI
Piusi MA B nepByto oyepefb NOAXOAAT ANA
MPUMEHEHNA B CIIOXHbIX YCTIOBUAX MU
noTeHLansHoO B3pbIBOOMACHON cpefie
(ceptudnkauuns ATEX ons 2 30HbI).

Hacocel Piusi MP — camo3anusatowmecs, moryT

paboTaTb 6e3 KnaKoCTy 6e3 NOBPEXAEHNIA,

TaKe Mo3BOJIAIT BbIMONHATD TOUYHYIO
HacTpoIiKy CkopocTu 6e3 NoTepun Hanopa.

MA 130

ielplV[ey VN N[€]=8 TECHNICAL DATA

Packaging Fluids Pump Body In/out
inch pes/ Code Description
box type
8,7x12,2x12,6 1 F00208A00 PIUSI MA130 D] Aluminium 172" G
9,4x16x13,8 1 F00208P10  PIUSI MA140 [  Polypropylene 177G
10,6x15,4x15,7 1 F00208A10 PIUSI MA180 D} Aluminium 177G
11,4x18,5x18,1 1 F00208A20 PIUSI MA190 D] Aluminium 171/4" G

Flow Rate

I/min
50
100
150
220

PUMPS
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220...

(up to 58,1 gpm)

113/3 GD

PIUSI MA 130 PIUSI MA 140

Q (US.gpm) Q (US. gpm)

0 26 52 79 105 132 158 184 211 237 264
80 i I ' | I
| | '
I | |

PUMPS

E £
2 <
Flow rate (litres/min) Flow rate (litres/min)
PIUSI MA 180 PIUSI MA 190
Q (US. gpm)
s ] o 52 s 158 ma me ;7 w9 a2 @5 se s
I |
L2 I _~ 296
i |
i
i B
|
\ I
,,,,, (O R |
i i
! _
o
~ N\ ~ess
1 §\ :ES ~ D I

30 140 150

o
o 20 4 6 80 0 120 140 160 180 200 220

Flow rate (litres/min) Flow rate (litres/min)

mmmm Air supply pressure (bar)
Air consuption NI/min

Our product complies with the following marking ATEX ( zone 2 ). The Equipment user is responsible for classifying its area of use.

1l 3/3 GD c IIB T4
GROUP CATEGORY TYPE OF PROTECTION GAS TEMPERATURE
EXPLOSIVE METHOD CLASS CLASS
ATMOSPHERE

AVAILABLE ACCESSORIES

m K600 B/3 K400 nozzle Oil Hose Reel

LI " AN

Membrane Diaphragm Balls Ball O-Ring* Intake / Delivery Air Max self-priming Max Max air supply Max diameter of
seats* connection tion pacity head** pressure passing solid
type m m bar mm
single NBR NBR Aluminium NBR G 1/27f G 3/87f 5) 70 7 4
single NBR NBR Polypropylene NBR G17f G 3/8"f 6 70 7 4
single NBR NBR PPS-V NBR G 1f G 3/8"f 5 70 7 4
single NBR NBR PPS-V NBR G1"1/4f G 1/2"f 6 70 7 4

* On request we can provide membranes, balls, ball seats and O Rings in different materials ~ ** The value depends on the configuration of the pump

PIUSI MA
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IUSI HAND PUMP FOR OIL-DIESEL “"'\"““)Li

EN. PIUSI HAND PUMP, the new rotary
for oil and diesel.

Completely DEVELOPED,
MANUFACTURED and CERTIFIED in
ITALY.

It is the new Benchmark due to its:

- Suction capacity: self-priming with easy
and immediate dispensing

- Capacity: 38 litres per 100 revolutions

The manufacturing tolerances along with
the wear-resistant materials guarantee
many years of perfect operation.

Sturdy construction for Professional Use.
Complete with suction tube and bung
adapter available in different thread sizes

Choose the design, performance and
reliability of Piusi products.

Z2elplVieySRYNN€]=) WEIGHT AND PACKAGING

A

ES. PIUSI HAND PUMP, la nueva bomba
de mano rotativa para el diesel y el
combustible.

Completamente DESARROLLADA,
PRODUCIDA y CERTIFICADA en ITALIA.

Representa la nueva Referencia por:

- Capacidad de aspiracién: autocebante
con erogacidn simple e inmediata

- Prestaciones volumétricas: 38 litros para
100 rotaciones

Las tolerancias de fabricacidn junto a los
materiales antidesgaste son garantia de un
perfecto funcionamiento por muchos afios.
Fabricacidn sélida para uso profesional.
Con tubo de aspiracidn y de unidn del
armazdn, disponible en los diferentes
estdndares de rosca.

Elige el disefio, las prestaciones y la
fiabilidad de los productos 100 % hecho en
Piusi.

Weight Packaging N. Boxes/
Europallet
Code
kg lbs mm pes/
el X -
without hose
F00332500 2,1 4,6 350x170x140 1 50 100
with hose
F00332520 3,2 7 300x300x180 1 50 100

PUMPS

RU. PIUSI HAND PUMP - HOBbI py4YHOI
POTaLMOHHbI HAacoC 13 ¢ cepTudrKaLmen
OnA nepekaukm xngkoctn AdBlue®.
MonHocTblo pa3paboTaH, MPor3BeseH 1
cepTnduumposaH B Mtanuu.

flBNAeTCA HOBbIM 3TAJIOHOM B ClieflyloLLem:
- BcacbiBatowas cnocobHOCTb:
CaMOBCacCbIBalOLWMI C MPOCTON U
HemeaneHHon nogaven

- O6beMHble XapaKTepucTKn: 38 NMTPOB 3a
100 o6opoTOB

MpoyHan KOHCTPYKLUA ANs
npodeccnoHanbHOro NCNonb30BaHNA.
BknouaeT B KOMNNEKT BCACbIBAIOLLYHO
Tpy6Ky 1 KperneHne K 6oUKe, AOCTYMHOE C
paznUyHLIMU TMNAMU Pe3bbbl

BbibepuTe A13aliH, SKCNnyaTaLoHHble
KauyecTBa 1 Ha/JeXHOCTb MPOAYKLMU,
MOSIHOCTBIO N3rOTOBMEHHO KOMMNaHuen
Piusi

e ] "!}
.'I?
. R ‘ I
o> .- -

included




Tel: (+974) 443 54 298 Tel: (+974) 443 54 298 Tel: (+974) 443 54 298
www.boltsandtools.com www.boltsandtools.com www.boltsandtools.com

Capacity P
38 )

in ltaly

per 100 revolutions

PUMPS

Rotative hand pump with delivery hose and stainless steel spout.

a Drum adapter

R

Code F19157000 Code R1512800A
Drum connector 2” BSP F: 2" BSP - M: 70x6

Code F15236000
F: 2" BSP - M: 56x4

L
== =
-

epIV[eyRVNN[€]=h TECHNICAL DATA

Fluids Capacity Delivery hose
Code Description per 100 revolutions Drum Suction “S” Spout lenght
P connector tube and hose tail
type L usG m
without hose
F00332500 Piusi hand pump 2” BSP D} 38 10 2" BSP Yes Yes -
with hose
F00332520 Kit Piusi hand pump 2” BSP with hose D] 38 10 2” BSP Yes - 3

PIUSI HAND PUMP
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IUSI P3.5-P5.5

EN. Designed to be used in special
application fields, the pumps are
manufactured using selected materials
suitable to ensure high performance and
durability.

Piusi 3.5:1 Pro+Silent air-operated oil pumps
are especially suitable for transferring
medium viscosity oil over short and medium
distances. Piusi 5.5:1 Pro+Silent air-operated
oil pumps are especially suitable for
transferring medium viscosity oil over short
and medium viscosity oil over medium and
long distances. Featuring a sound proof
protective structure, the pumps are equipped
with a pneumatic exchanger and a three-
stage air discharging system which, combined
with the absence of reciprocating mechanical
parts subject to breaks, ensure low operating
noise (just 77 DB) and long working life.

The double effect grants enhanced efficiency
and reduced air consumption.

Available in different lengths, all the pumps
are all the pumps are also supplied with a
threaded bang + adaptor suitable to ensure
stable mounting on oil drums or the wall
bracket.

« Flow rate up to 21.5 |/min
+ Ratio 3.5:1(P 3.5)

« Ratio 5.5:1 (P 5.5)

+ Noise level: 77 DB

DIMENSIONS

PIUSI 3.5ST PIU 5 ST
80 el

A =445 mm
B =175 mm

S o
‘i“\si\ PIUSI
S ity

el lU[e RV N[€]=8 WEIGHT AND PACKAGING

ES. Aptas para aplicaciones particulares, estdn
realizadas con materiales especificos que
garantizan altas prestaciones y resistencia.
Las bombas neumdticas para aceite Piusi 3.5:1
Pro+Silent estdn especialmente indicadas para
el trasiego de aceite de viscosidad media a
distancias cortas y medianas.

Las bombas neumdticas para aceite Piusi 5.5:1
Pro+Silent estdn especialmente indicadas para
el trasiego de aceite de viscosidad media-alta
a distancias medianas y largas. Se presentan
con una robusta estructura protectora e
insonorizante, un intercambiador neumdtico

y un sistema de descarga de aire de tres
etapas que, sumados a la ausencia de piezas
mecdnicas que golpeen y puedan romperse,
aseguran bajo ruido de funcionamiento (solo
77 dB) y una larga vida dtil.

El doble efecto real mejora el rendimiento con
menor consumo de aire.

Se ofrecen en distintas longitudes y pueden
extenderse con alargaderas opcionales. Todas
las bombas estdn dotadas de un anillo roscado
que garantiza una fijacidn firme al biddn o al
soporte mural.

- Caudal hasta 21,5 [/min
« Ratio 3,5:1(P 3.5)

« Ratio 5,5:1(P 5.5)

« Ruido: 77 dB

< <
o o
.50 D42
A =1210 mm
B =940 mm
J B B Yy

Weight Packaging

Code kg lbs mm inch pcs/
OX

PIUSI ST

F0021400A 3,5 7,7 495x125x130 19,5x4,9x5,1 1

F0021401A 3,5 7,7 495x125x130 19,56x4,9x5,1 1

PIUSI 940

F0021402A 55 12,1 1250x125x130 43,2x4,9x5,1 1

F0021403A 8/5 12,1 1250x125x130 43,2x4,9x5,1 1

PUMBPS

Tel: (+974) 443 54 298
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RU. Pa3paboTaHbl A8 NpUMeHeHUA faxe B
0CO6bIX Chepax, N3roTOBNEHbI 13 MaTeprasos,
CNOCOGHbIX JlyyLlie Bcero obecneyrBaTb BbICOKYO
Npoun3BOANTENIBHOCTb 1 YCTONYMBOCTb.
MHeBMaTMUeCcKne Hacocbl ana macna Piusi

3.5:1 Pro+Silent B nepByto ouepenb nogxoaAT
Ns NepeKaykn macsia cpefHen BA3KOCTU Ha
KOPOTKUE 1 CpefiHMNe PacCTOAHNA.
MHeBMaTMuecKkne Hacocbl ana macna Piusi 5.5:1
Pro+Silent B nepByto ouepenb nogxopat ans
nepeKaykmn macsia CpefjHe-BblCOKOIN BA3KOCTU

Ha cpefHe-A/IMHHbIe paccToAaHnA. OTnnvatoTca
NPOYHOW KOHCTPYKLMEN, KOTOpasa CRyXWT ANs
3alWWThl 1 3ByKOU30NALMN. IMeloT 06MeHHMK
NHEBMATNYECKOrO TUMa U TPEXCTYNeHYaTyo
CUCTEMY BbIMyCKa BO3lyxa, He UMeIoT yAapHbIX 1
NOMaLLNXCH MeXaHUYeCKnX feTanen, BO Bpems
paboThbl 13al0T HA3KMI YPOBEHb LyMa (Bcero
77 nb), nonroBeYHbl.

PeanbHoe ngoliHoe AencTene obecneunsaet
ONTUManbHbIN pe3ynbTaT i MUHUManbHoe
notpebnenve Bo3gyxa.

B Hannumm ects BapuaHTbl pasHoOM ANVHbI,
C BO3MOXHOCTBI0 3aKa3aTb YAJIMHNTENN.
Kpome T0ro, Bce Hacocbl CHabXeHbI
pe3bb0BbIM KOJLLOM, 0becneumBamLLm
NPOYHOE KperiieHue K CTBOAY UAn
HacTeHHOW orope.

« Pacxop 1o 21,5 n/MuH.
- [lepepatourbiii koadpduumeHT 3.5:1 (P 3.5)
- [lepepatounbin koapduumeHT 5.5:1 (P 5.5)
« YpoBeHb Lyma: 77 pb

PIUSI P3.5 ST

PIUSI P5.5 940
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[ Flow-rate [ Distance

up to

21,5 v

Super silent

MEDIUM @ MEDIUM
HIGH LONG

(up to 5,7 gpm)

PIUSI P 3.5 ST - PIUSI P 5.5 940 - MEDIUM DISTANCE/VISCOSITY

PUMPS

O cycles/min 50 100 150 200 250

AIR PRESSURE

w

oil pressure (bar)

o

O flow rate l/min 5 25

SAE 20 (ISO VG68) OIL
t=18°C

PIUSI P 5.5 ST - PIUSI P 5.5 940 - MEDIUM HIGH DISTANCE/VISCOSITY

0 cyclesfmin 80 160 240 320 400
45

AlIR PRESSURE |
8 bar |

5 bar |

vm== 3bar |

40 [\
35

30

15

3
=10
:
g5
8 =
o |
O flow rate l/min 5 1o
SAE 20 (ISO VG68) OIL - t=18°C
INCLUDED OUEST
Bang adaptor -
-
‘I T)A
U s ' =
42 mm - 2"BSP 2"BSP Code: F19979000 1" BSP Suction pipe wall brake 2mF/F1/2
Code: F19962000 Code: F19964000 Code: F19972000 Code: F19973000
50 mm - 2"BSP 5m M/F1/2
Code: F19963000 Code: F19974000
pi(e)plb[ey SR YNN(€]=8 TECHNICAL DATA
Fluid Flow rate Com- Air Air Suction Air Oil side Polyuretha-
pression pressure consumpt. pipe inlet connection ne seals
Code Description ratio connection
[/min gpm bar psi |/min @mm  length BSP suction  outlet BSP
mm BSP BSP
PIUSI 5.5 ST
F0021400A PIUSI P3.5 ST 2156 57 3.5:1 3-8 435-116  200-250 50 175 F.1/4” F1” M. 1/2” Yes
F0021401A  PIUSI P5.5 ST 155 4,1 5.5:1 3-8 435-116  200-250 42 175 F1/4” F 17 M. 1/2” Yes
PIUSI 5.5 940
F0021402A  PIUSI P3.5 940 215 57 3.5:1 3-8 435-116  200-250 50 940 F. 1/4” F.1” M. 1/2” Yes
F0021403A  PIUSI P5.5 940 15,5 4,1 B 3-8 435-116  200-250 42 940 F. 1/4” F1” M. 1/2” Yes

PIUSI P3.5-P5.5
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AUTOMATIC ‘\DE
EN. Automatic hose reels specially designed ES. Enrolladores de manguera automdticos RU. ABTOMaTVuecKue KaTyLIKM1 AR CMaTbIBaHWA,
to work to high oil pressures and flow rate. especialmente disefiados para trabajar a paccumTaHbl Ha PaboTy C MacIOM MOA BbICOKMM
High quality materials structure to assure elevadas presiones y caudal de aceite. AaBneHvem n QOHbLUVIM pacxoaom.
reliable performances. Elevada calidad de los materiales de la BHuMaTesbHbIl BbIGOP marepuanos AnA
estructura garantizan un rendimiento fiable. obecrieuyeHA NPOYHOCTI 1 BICOKOM

Features: 3bPEeKTUBHOCTH B JIIOObIX YCIIOBUAX.

- The 4 rolls hose guide on the arms facilitate ~ Caracteristicas:

the unrolling of the hose, avoiding friction that - Los 4 rollos por la guia de la manguera al Xapakrepucruku:

- Ha KpoHLTenHe KaTyLwKM ycTaHOBNEeHO 4

would cause a gradual deterioration final de los brazos facilitan el desenrollado de PONUKA A1 yNPOLICHILA Pa3MaTLIBAHWA WAGHFa
- The hose can be locked at the deswgd length  la mangueraq, ev'ltomdo la friccidn que podria He FONYCKaR TPEHWS 1, CNEAOBATENbHO, U3HOCA,
- Ratchet prevents lockup when hose is causar un deterioro gradual del tubo. ' - BO3MOXKHOCTb GMKCALMM LWNAHTa Ha XenaeMoil
completely extended - La manguera se puede bloquear a la longitud e,
- Corrosion resistant: the hot galvanized deseada - CTONOP B KOHL{e X083 He AonycKaeT
steel structure is moulded and coated with - El trinquete evita el bloqueo cuando la 6MOKVPOBKY KaTyLLKV NPY NOAHOCTbIO
electrostatic polyester powder UV rays manguera estd totalmente desplegada Pa3MOTaHHOM LUaHre.
resistant - Resistente a la corrosién: la estructura de - KOppo3necToikoCTb: KOHCTPYKLMA 13
- Easy and versatile installation through the acero galvanizado se recubre de polvo de LITaMMOBaHHOI FOPAYEOLIMHKOBAHHOW CTanu
rotating support plate and the adjustable arm  poliéster resistente a los rayos UV € NonvaGMPHLIM NOPOLWKOBBIM MOKPLITUEM,
positions - Instalacidn fdcil y versdtil a través de la placa  cToiikum K YO-nznyueHuio.
- Hose stop de soporte giratorio y las posiciones de los - [pocTas 1 yH/BepcanbHana ycTaHOBKa
- spring-driven retractable hose brazos regulables Gnaropjaps NoBOPOTHOM Onope 1
- Safety: lateral protective covers (optional) - parada de manguera SLCIOIEE S HHLIM perynpyembim

- operacién de rebobinado automdtico KPOHLITENHAM.

- CTonop wnaxra.

- sequridad: Tapas laterales de proteccién
- Mpy>vHa 415 06PaTHOTO CMaTbIBaHWA LWIAHTa.

(optional)
- besonacHocTh: 6oKoBble 3alnTHbIe NaHenun.
DIMENSIONS
Model A B C D E F G H
HOSE REEL BIG 475 462 152 200 230 150 200 12

HOSE REEL SMALL 475 462 102 200 180 150 150 12

OIL

relpliey SRNNE=R WEIGHT AND PACKAGING

Weight Packaging N. Boxes/
Europallet
Code
kg Ibs mm Fg;sx/ X <
Without hose
HN60151200A 14 30,8 550x200x540 1 12 20
HN60153800A 14 30,8 550x200x540 1 12 20
HN60201200A 14 30,8 550x260x540 1 12 20
With hose
HA60101200A 16 35,2 550x200x540 1 12 20
HA60151200A 19 41,9 550x200x540 1 12 20
HA60201200A 25 55 550x260x540 1 12 20
HA60153400A 27 60 550x260x540 1 12 20
HA60101000A 25 55 550x260x540 1 12 20
HA60203400A 45 99 550x260x540 1 12 20

Hosereel with hose

PUMPS
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Hosereel H : :
ose reel installations: L
without hose W 24 (/ s
S
1. Roof installation Y a
S By =
2. Wall installation L
3. Ground installation >
I A

Safety covers
on request

7

7

[Featunes I ON REQUEST S

4 rolls hose guide -

A e

=

Weight 1,5 Kg Weight 3,5 Kg
Pack: 300x410x100 Pack: 300x300x180
Code Big: F16298000 Code Big: F1627900
Code Small: F17316000 Code Small: F17317000
%]
=
@
O
2
I2[@)pI0[GNISHPYNN (€)= TECHNICAL DATA b”
Fluids Hose (*) Max Pressure Inlet Outlet Hose max Hose g
operating drop with swivel hosetail length length
Code Description pressure bound*
type BSP bar bar BSP BSP m m
Without hose
HN60151200A Open hose reel 1/2" 15mt SMALL 172" 60 - 1/2" male 1/2" male 15 -
HN60153800A Open hose reel 3/8" 15mt SMALL 3/8" 60 - 3/8" female  3/8" female 15 -
HN60201200A Open hose reel 1/2" 20mt BIG 1/2" 60 - 1/2" male 1/2" male 20 -
With hose
HA60101200A Open hose reel 1/2"+10mt hose SMALL 1/2" 60 10 @ 30 I/min* 1/2" male 1/2" male - 10
HA60151200A  Open hose reel 1/2"+15mt hose SMALL 172" 60 16 @ 30 I/min* 1/2" male 1/2" male - 15
HA60201200A Open hose reel 1/2"+20mt hose BIG 172" 60 25 @ 30 I/min* 1/2" male 1/2" male - 20
HA60153400A Open hose reel 3/4"+15mt hose BIG 3/4" 60 4,5 @ 30 I/min* 1" male 3/4" male - 15
HA60101000A  Open hose reel 1”+10mt hose BIG 1" 60 2 @ 30 I/min* 1" male 1" male - 10
HA60203400A Open hose reel 3/4"+20mt hose BIG 3/4" 60 5,5@ 30 I/min 3/4” female 3/4" male - 20

(*) Pressure drop for oil 200 ¢St

OIL HOSE REEL
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AUTOMATIC
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IL HOSE REEL

EN. Automatic hose reels specially designed
to work to high oil pressures and flow rate.
High quality materials structure to assure
reliable performances.

Features:

- The 4 rolls hose guide on the arms facilitate
the unrolling of the hose, avoiding friction that
would cause a gradual deterioration

- The hose can be locked at the desired length
- Ratchet prevents lockup when hose is
completely extended

- Corrosion resistant: the hot galvanized

steel structure is moulded and coated with
electrostatic polyester powder UV rays
resistant

- Easy and versatile installation through the
rotating support plate and the adjustable arm
positions

- Hose stop

- spring-driven retractable hose

- Safety: lateral protective covers (optional)

DIMENSIONS

Model A B C D E
CASE REEL 516 259 491 295 123

ES. Enrolladores de manguera automdticos
especialmente disefiados para trabajar a
elevadas presiones y caudal de aceite.
Elevada calidad de los materiales de la
estructura garantizan un rendimiento fiable.

Caracteristicas:

- Los 4 rollos por la guia de la manguera al
final de los brazos facilitan el desenrollado de
la manguera, evitando la friccidn que podria
causar un deterioro gradual del tubo.

- La manguera se puede bloquear a la longitud
deseada

- El trinquete evita el bloqueo cuando la
manguera estd totalmente desplegada

- Resistente a la corrosidn: la estructura de
acero galvanizado se recubre de polvo de
poliéster resistente a los rayos UV

- Instalacidn fdcil y versdtil a través de la placa
de soporte giratorio y las posiciones de los
brazos regulables

- parada de manguera

- operacién de rebobinado automdtico

- sequridad: Tapas laterales de proteccién
(optional)

270

&

e)plV[ey SRYANE=) WEIGHT AND PACKAGING

Weight Packaging N. Boxes/
Europallet
Code } b /
] s mm pcs,
. X -
With hose

HC60121200A 19 41,9 550x200x540

1 12 20

PUMPS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. ABTOMaTUYeCKME KaTyLIKM A8 CMaTblBaHUsA,
paccumnTaHbl Ha PaboTy C MaCc/IOM NOJ BbICOKMM
[aBNeHVeM 1 60/IbLINM PACXOAOM.
BHVMaTeNbHbIN BbIGOP MaTepuranos ans
obecneyeHs MPOYHOCTU 1 BbICOKOM
3bPEeKTUBHOCTH B JIIOObIX YCIIOBUAX.

XapakTtepucrnkm:

- Ha KpoHwITeliHe KaTyLIKK ycTaHOBAEHO 4
ponuKa AnA ynpoLieHna pa3maTbiBaHWA LWNaHra,
He fonycKas TPeHUA 1, CiefoBaTebHO, U3HOCA.
- Bo3amMoXHOCTb prKcaLmm WwnaHra Ha xenaemon
OnViHe.

- CTonop B KOHLie xofja He gonyckaeT
6NOKMPOBKY KaTyLIKM MPY NOAHOCTbIO
pa3MOTaHHOM LUaHre.

- Koppo3necToikoCTb: KOHCTPYKUMA 13
LITaMNOBaHHON roOpAYEOLMHKOBaHHOW CTanm

C NoNV3GMPHLIM NOPOLLKOBbIM MOKPbITUEM,
cTonKUM K YD-13nyyeHuio.

- Mpoctan 1 yH/BepcanbHasa ycTaHOBKa
bnarofaps NoBopoOTHON ornope 1
MHOFOMO3MULIVOHHBIM PEryanpyembim
KPOHLUTENHaM.

- CTonop wnaxra.

- [py»u1Ha Ans o6paTHOro CMaTbIBaHWA LWaHra.
- besonacHocTb: 6OKOBbIE 3alMUTHbIE MaHenu.
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Hose reel installations: P7777777 77777777 L

1. Roof installation a

2. Wall installation

3. Ground installation

FEATURES
4 rolls hose guide

(%]
(W1}
o
o]
)
)
L
Q
Q
<t

TECHNICAL DATA

Fluids Hose Max Pressure Inlet Outlet Hose max Hose
*) operating drop with swivel hosetail length length
Code Description pressure bound*
type BSP bar bar BSP BSP m m
With hose
HC60121200A  CIOO0O reel 1/2” + 12mt hose 1/2" 60 10 @ 30 I/min* 1/2" male 1/2" male - 12

(*) Pressure drop for oil 200 cSt

OIL HOSE REEL
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MARINE PUMPS

MALFI

AMALFI1
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EN. Bilge pumping.

Bilge pumps with excellent suction and
pressure ability. Solid particles and debris can
be handle without damaging the pump.
Should be installed in a dry, well ventilated
position above, but as close to the liquid as
possible. As the pumps must not be run dry, it
is recommended to combine it with automatic
switch that cuts off the current to the pump
when the bilge is dry.

For automatic / manual bilge pumping, the
pump can be combined with bilge control
panel. Must not be run dry.

AMALFI5

EN. Flexible impeller pumps

Self priming flexible impeller electric pump or
different liquid transfer.

Suitable for fresh and salt water, AMALFI
pump can also transfer dirty liquids without
damaging.

Plastic body, all stainless steel inside chamber
and shaft, flexible impeller.

Suitable for continuous service with thermal
motor overload protection.

Pump must not be run dry.

DIMENSIONS

= l
(V.il E
|

S 5

{elplV[ey VNN[€E]=R WEIGHT AND PACKAGING

Weight Packaging ‘ :
Code .
kg Ibs mm inch pcs/box \‘w\ é I
NMT400000 3 6,6 200x130x105 7,9%5,1x4,1 1
NMT4 1 200x1 1 7 1x4,1 1
0000 3 6,6 00x130x105 ,9x5,1x4, AMALEI 1
NMT400003 6 13,2 350x185x260 13,8x7,3x10,2 1 DC Version

ES. Bombas de sentina

Las bombas de sentina presentan una dptima
capacidad de aspiracién y presidn. Las
particulas y los fragmentos sélidos se tratan
sin estropear las bombas. La instalacidn de
estas bombas ha de realizarse en un punto
alto, seco y perfectamente ventilado, situado
lo mds cerca posible del liquido. Se aconseja
usar un interruptor de seguridad para detener
el abastecimiento de corriente a la bomba
cuando la sentina estd vacia porque la bomba
no puede funcionar en seco.

En equipos automdticos o manuales, la bomba
se puede asociar al tablero de mandos de
sentina.

No se permite el funcionamiento en seco.

ES. Bombas de rodete flexible
Electrobomba autoaspirante de rodete
flexible para el transvase de varios liquidos.
Especialmente indicada para el transvase
de agua dulce y salada. Esta bomba se
caracteriza por permitir transvasar liquidos
con pequefias impurezas sin estropearse.
Cuerpo de pldstico, cdmara revestida
totalmente en acero inoxidable, rodete

de goma y eje de acero inoxidable. Motor
suministrado con proteccidn térmica, puede
funcionar en continuo. La bomba no ha de
funcionar en seco.

> .

RU. Hacocbl € 3nacTU4HO KPbUIbYaTKOM.
CamoBcacbIBalLWMIA SNEKTPOHACOC C 31aCTUYHOW
KpbINbYaTKON Ans nepeKaymBaHns pasinyHbIX
XKuakoctei. B ocobeHHOCTM nogxoauT ana
nepeKkaunBaHnA NPECHON 1 CONEHOIN BOADbI.
Oco6eHHOCTbIO 3TOrO Hacoca ABNAETCA
BO3MOXXHOCTb MepeKaumBaTh *KUAKOCTY,
cofepraliye HebobLIOoe KONUYeCTBO
3arpsAsHeHni, 6e3 prucka NoBpeXaeHN.
lMnacTMaccoBbli KOPMYC, Kamepa, NONIHOCTbIO
06511ML0BaHHAA HepKaBetoLel CTanblo,
pe3nHoBas KpbisibyaTKa 1 Basl U3 HEpPXKaBeoLLen
cTanu.

[lBrratenb MOXeT paboTaTb HEMPEPbLIBHO, KpOMe
TOro, OH OCHallleH TeENNOBOW 3awuTon. Hacoc He
[lomxeH paboTaTb 6e3 XUAKOCTU.

RU . TpromHble Hacocbl.

TpIOMHbIE HACOChI OTAINYAOTCA BbICOKOM
BCaCbIBAIOLLEN 11 HAarHeTaTeSIbHOW CNOCOOHOCTbIO.
OHYI NO3BOJISIOT NepeKaunBaTh XULKOCTH,
coflepallve Teepable yacTmubl U 0610MKY, 6e3
priCKa rNoBpes12Hns HacocoB. Vix Heobxoammo
YCTaHOBNTH B BHICOKOM, CYXOM 1 XOPOLLO
NPOBETPVBAEMOM MECTe, Kak MOXHO 6mxe K
uakocTy. [lockonbKy paboTa 6e3 Kngkoctu
3anpeujeHa, pekoMeHAyeTCA NCMonb30oBaTb
NpefoXpPaHnTebHbBIA BbIKIKOUATESb, KOTOPbIN
fpepbIBAET M0/1a4y TOKa Hacocy B Cyvae
MOJSIHOTO OMOPOXKHEHWA TPIOMA.

B criyuae cuctembl aBTOMATUYECKUX AN PYUHBIX
TPIOMHbIX HAaCOCOB, HACOC MOXXHO COELINHUTD C
TPIOMHOU NaHesblo YrpaBneHus.

He pekomenayetca gonyckatb paboty 6e3

KNOKOCTN.

AMALFI 5
AC Version




Tel: (+974) 443 54 298 Tel: (+974) 443 54 298 Tel: (+974) 443 54 298
www.boltsandtools.com www.boltsandtools.com www.boltsandtools.com

up to /gl N PIUSI
34|/min _':.f i = = :

(up to 9 gpm)

AMALFI1 AMALFI 5
DC Version AC Version

PUMPS

FEATURES

On/off switch

relplV[e RVNN(€]=R TECHNICAL DATA

Fluids Flow-rate Pressure Ports
Code Description type Volts/Hz |/min gpm bar psi l;::a Fuse BSP
NMT400000 AMALFI 1 12 32 8,4 1 14,5 13 A 35A 1727
NMT400001 AMALFI 1 24 34 9 1 14,5 16 A 15A 1727
NMT400003 AMALFI5 230/50 30 7,3 1 14,5 1,5A - 1/27

AMALFI
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WINDSCREEN AND ANTIFREEZE SOLUTIONS

ISPENSERS anvo PUMPS e

DISPENSERS
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MADE

EN. Antifreeze windscreen washing transfer
centrifugal pump unit. Vertical installation
with inbuilt connection. Basic equipment
includes suction and delivery pipe 4 mt,
manual nozzle, bottom suction filter, switch.
Available with turbine metres (precision +/-
1%) and automatic nozzle. Universal motor
with double insulated casing. 2"BSP and M
64x4 drum connection.

PUMPS

The careful analysis of the market and the
experience of handling aggressive fluids,

such as UREA, lead PIUSI to develop a new
type of diaphragm pump equipped with
electric motor without any dynamic seals. This
solution provides a reliable industrial pump
together with self priming capabilities.

- Absence of dynamic seals

- ON/OFF switch

- 2 m cable with socket

{eplV[e RVANE}=R WEIGHT AND PACKAGING

ES. Grupo bomba centrifuga para el trasiego
de liquido limpiacristales con anticongelante.
Instalacidn vertical con conexidn integrada.
Equipamiento bdsico con tubo de aspiracién
e impulsidn, tubo de aspiracidn e impulsién 4
m., pistola manual, filtro de pie en aspiracién
e interruptor integrado. Estdn disponibles
versiones con cuentalitros electrdnico de

turbina (precisidn +/- 1%) y pistola automdtica.

Motor universal con carcasa de doble
aislamiento. Conexidn sobre bidén 2"BSP y M
64x4.

Un minucioso estudio del mercado y la
experiencia en manejar liquidos agresivos,
tal como UREA, han empujado PIUSI en
desarrolar un nuevo tipo de bomba a
membrana equipado con motor electrico sin
estanquidad dinamica. Esta solucion permite
de obtener una bomba industrial con una
mayor fiabilidad y autocebante.

- Sin estanquidad dinamica

- ON/OFF interruptor

- 2 m de cable con enchufe

I.‘EGISTERED
DESIGN

Weight Packaging
Code kg Ibs mm inch
DISPENSERS
F00202020 4,8 10,6 360x360x180  14,2x14,2x7,1
F00202060 4,8 10,6 360x360x180  14,2x14,2x7,1
F00202100 4,8 10,6 360x360x180  14,2x14,2x7,1
F00202000 4.5 9,9 360x360x180 14,2x14,2x7,1 1
F00202040 4,5 9,9 360x360x180  14,2x14,2x7,1 1
F00202080 4,5 9,9 360x360x180  14,2x14,2x7,1 1
PUMPS
F0020301A 7 15,4 350x180x280 13,8x7,1x11 1
F0020300E 7 15,4 350x180x280 13,8x7,1x11 1
F0020400A 3,6 7,9 350x180x280 13,8x7,1x11 1
F00204010 3,6 7,9 350x180x280 13,8x7,1x11 1

RU. ¥3en ueHTpobexxHoro Hacoca ans
nepekaunBaHuA He3amep3atoLen XXMaKocTn ans
OMbIBaHMA CTEKON. BepTrKanbHaa ycTaHOBKa

CO BCTPOEHHbIM KpenneHnem. bazosas
OCHaCTKa CO BCACbIBAlOLLEN N HarHeTaTelbHOM
TPY6O ASIMHOW 4 M, PYyYHbIM NCTONETOM,
[OHHbBIM GUNBTPOM CO CTOPOHbBI BCACbIBaHWA,
BCTPOEHHbIM BbiKNiouaTenem. Mpegnaratotca
MOZENM C INEKTPOHHBIM TYPOUHHbBIM CHETUNKOM
NINTPOB (TOYHOCTb +/- 1%) 1 aBTOMaTUYECKNM
nucToneTom. YHMBEpCanbHbI ABUraTesb C
[BOVHON n3onaunen Kapkaca. KpenneHuve K
6ouke 2"BSP n M 64x4.

bnarofapsa BHMMaTeNbHOMY aHanm3y pbiHKa 1
OrbITY, Noy4eHHOMY B 061acTy nepekaymBaHma
arpeccuBHbIX XXNOKOCTEN, TaKMX Kak Kapbamug,
komnanusa PIUSI paspaboTana HOBbI

TVN MEMOPaHHOTO Hacoca, OCHALLEHHOTO
areKTpoABuraTenem 6e3 JUHaMUYeCcKmx
YMJIOTHEHWI. DTO peLueHne no3sonsaet

COo3[aTb HaAEXHbI MPOMBILLNEHHbIN HACOC C
BO3MOXXHOCTbIO CAMO3aNUBKU.

- OTCyTCTBME AVHAMUYECKMX YNNOTHEHNI

- Boikntouatens BKJ1/BbIKN

- Kabenb 2 m co wutencenem.

REGISTERED
DESIGN
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(up to 9 gpm)

DISPENSER PUMP

PUMPS

SuzzaraBlue AC pump

Pico 12 K24 M

SuzzaraBlue DC pump

=

Code R16175010

Electric cables length
6 m with clamps

epIVGYRRNN[€]=] TECHNICAL DATA

Fluids Meter Flow-rate AC DC
Code Description type |/min gpm Volt Volt EI:}Z sov:{?:ﬁ Cables Nozzle Inlet/Outlet
DISPENSERS
F00202020 Pico230 K24 M K24 35 9 230/50 - - YES YES Man. -
F00202060 Pico12 K24 M K24 30 8 - 12 30 YES YES Man. -
F00202100 Pico24 K24 M K24 30 8 - 24 30 YES YES Man. -
F00202000 Pico230 M - 35 9 230/50 - - YES YES Man. -
F00202040 Pico12 M - 30 8 - 12 30 YES YES Man. -
F00202080 Pico24 M - 30 8 - 24 30 YES YES Man. -
PUMPS
F0020301A SuzzaraBlue AC pump 230/50 - 30-35 8-9 230/50 - 20 YES YES - hose tail 3/4”
F0020300E SuzzaraBlue AC pump 120/60 - 30-35 8-9 120/60 - 20 YES YES - hose tail 3/4”
F0020400A SuzzaraBlue DC pump 12V - 30-35 8-9 - 12 20 YES YES - hose tail 3/4”
F00204010 SuzzaraBlue DC pump 24V - 30-35 8-9 - 24 20 YES YES - hose tail 3/4”

DISPENSERS AND PUMPS
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WINDSCREEN AND ANTIFREEZE SOLUTIONS

OZZLES,METERS ano HOSE REEL

NOZZLES

Tel: (+974) 443 54 298
www.boltsandtools.com

pE
MiN
\TAL-

EN. Antifreeze windscreen washing liquid
nozzles. Specially made of strong plastic
material, they are also available with K40O
electronic flow meter.

Performance:

Flow rate: from 1to 120 |/min

Precision: +/- 0.5 %

Max pressure: 25 bar

METERS

ES. Pistolas para liquidos limpiacr stales con
anticongelante. Realizadas espcialmente

en material pldstico ligero y resistente
estdn disponibles ademds con cuentalitros
electrénico K400.

Prestaciones

Caudal: de 1a 120 I/min

Precisién: +/- 0,5 %

Presién max.: 25 bar

RU. MncToneTbl Ana He3amep3alowen XXngKoctm
[NA OMblBaHUA cTekon. OHM M3roTOBRAIOTCA U3
NIErkoro 1 NPOYHOro NnacTvka u npegaralTca
TaKXe B KOMMIEeKTaLum C 3N1eKTPOHHbIM
cyetymkom nutpos K400.

XapakTepucTmkm:

Pacxop: ot 1 go 120 n/mMuH

MorpewHocTb: +/- 0,5 %

Makc. naBsneHue: 25 6ap

Digital turbine meters. Easy to install, in line
or at the end of a delivery pipe, equipped with
adjusting screen for easy reading.

The ideal instrument for controlling fluid
dispensing. Sturdy casing and a sealed
electronic card make it suitable for use in
practically all conditions.

HOSE REEL

The hose reels are suitable to distribute air for
professional use. They are compact, resistant
and of easy installation.

The incorporated revolving bracket permits
the orientation of the hose reel following the
hose direction.

DIMENSIONS

78
—

140

{elplv[ey SRVANE= WEIGHT AND PACKAGING

Cuentalitros digital de turbina.

Este cuentalitros es fdcil de instalar, en linea
o en el extremo del tubo de impulsidn, y estd
dotado de un display aplicable en varias
posiciones para facilitar su lectura.

Es el instrumento ideal para la gestidn del
fluido suministrado.

Enrolladores disefiados para la distribucidn
de aire comprimido con uso profesional.
Compactos, resistentes y de fdcil instalacidn.
El soporte giratorio incorporado permite

la orientacidn del enrollador de manguera
siguiendo la direccidn de la manguera.

Weight Packaging
Code kg Ibs mm inch pes/box
NOZZLES
FO0976WO0A 0,95 2,1 300x390x260  11,8x15,4x10,2 1
FO00976W10 0,45 1 203x320x88 8x12,6x31,5 1
FO063001A 0,2 0,4 - - 1
METERS
F0040710A 0,5 1,1 Blister Blister 1
F0040721B 0,4 0,9 115x160x135 4,5x6,3x5,3 1
F00870020 1 2,2 - - 1
F0049503B 1,2 2,6 225x125x150 8,9x4,9x5,9 1
HOSE REEL
HA201512ALA 17 37,5  550x260x540 Box 1

Undporoit TYpOUHHBIN cYeTUMK NUTPOB. MpocTas
YCTaHOBKa, B JINHWIO WM Ha HarHeTaTesbHYI0
Tpy6y, OcHallleHa Ancnneem, pacronoxeHve
KOTOPOro MOXXHO PerynMpoBaTh AnA ynpoLleHna
CYNTbIBAHWA.

370 paeanbHbI NpMbop AnA ynpasneHus
nojaBaemMon X1AKOCTbIo. MPoYHbIN Kopnyc

1 TepMETNYHO 3aKpbITas NeKTPOHHaA nnata
MO3BOJIAKT VCNONb30BaTb €ro NPakTUYecKkn B
No6bIX YCIOBUSAX.

YCTPOMCTBA — KOMNAKTHbIE, MPOYHbIE 1 NErko
MOHTUPYIOTCA.

BcTpoeHHas noBopoTHas onopa no3sonseT
NMOBOPauMBaTh B HarnpaBieHNM NCNONb30BaHWA
WwnaHra.

NOZZLES, METERS, HCSE REELS
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P Flowrate YW Accuracy

up to

120 ...

(up to 30 gpm)

NOZZLES

Easy windscreen

Automatic hose reel

Tel: (+974) 443 54 298 Tel: (+974) 443 54 298
www.boltsandtools.com www.boltsandtools.com

METERS

RecisTereD  Patentep
DESIGN _—

el

One socket
included

Easy windscreen
with K400 meter

K24 turbine digital meter

Manual nozzle with K24

g
FEATURES . ON REQUEST
L
=
(e r“" - “1
‘ =] , %8 .
. @
Ple)plb[ey sV NN(€=8 TECHNICAL DATA
Fluids Flow-rate Pressure B .
atteries
Code Description type I/min gpm bar psi size N Inlet Outlet
no.
NOZZLES
FO0976WO0A Easy windscreen with K400 meter 1-30 0,3-8 25 362 2 1/2” BSP -
F00976W10 Easy windscreen - - 25 362 - 1/2” BSP -
FO063001A Manual nozzle 1-80 0,3 - 21 3,4 49 - 3/4” hose tail -
METERS
F0040710A K24 Turbine digital meter M/M 1”"BSP 5-100 1,3-26,4 10 145 - M 1” BSP M 1” BSP
F0040721B K24 Pulse Meter M/MF 1"BSP 5-100 1,3-26,4 10 145 - F1” BSP M 1” BSP
F00870020 Manual nozzle with K24 5-80 1,3-21 3,4 49 2 - -
F0049503B Remote display with Pulse OUT - - - - - - -
HOSE REEL hose BSP Max Pressure Inlet with Outlet Hose max Hose
operating drop swivel hosetail length bound length
pressure
HA201512ALA Reel open 20b w/ 1/2” 15mt a/ws 1/2” 20 - 1/2” male 1/2” male 15 15

NOZZLES, METERS, HOSE REELS

METERS

NOZZLE

ACCESSORIES




BIODIESEL

DIESEL

GREASE

OIL
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ELECTRONIC METERS AND PULSERS

200

EN. Oval gear electronic flow meters

in acetal resin for controlling the non
commercial dispensing of low, medium and
high viscosity fluids including fuel, lubricating
oil and other special fluids compatible with
construction materials. Body with aluminium
measuring chamber. Free contact signal
pulser (reed switch), single channel.

5 digit partial Total (h=11.5 mm) with floating
point from 0.001 to 999.99.

8 digit non resettable Total (h=5 mm) from 1to
99999999.

Repeatability O.2 %. Loss of pressure <O.5 bar
at maximum flow rate.

PERFORMANCE

- Flow rate up to 2.5 |/min
- Accuracy +/- O.5%

DIMENSIONS

1/8"Gas, -
b

K200
K200 HP PULSER

{elplv[ey RAN[€El=R WEIGHT AND PACKAGING

K200 PULSER

ES. Medidor electrdnico de mecanismo de
engrave ovalado en resina acetdlica para el
control del suministro no comercial de fluidos
de baja, media y alta viscosidad, tales como
carburantes, aceites lubricantes y otros
fluidos especiales que son compatibles con
los materiales de fabricacidn. Estructura con
cdmara de medida de aluminio. Pulser con
sefial de contacto libre (reed switch), mono
canal.

- Total parcial de 5 cifras (h = 11,5 mm) con
coma flotante de 0,007 a 999,99.

- Total no borrable de 8 cifras (h =5 mm) de 1a
99999999.

- Repetitividad 0,2 %.

- Pérdida de carga < 0,5 bar con el Caudal
mdximo.

- Caudal de hasta 2,5 I/min
- Precisién +/- 0,5%

Weight Packaging

Code kg Ibs mm inch pcs/
box

METERS

F0043012A 0,6 1,3 130x65x108 5,1x2,6x4,3 1

F0043011A 0,5 11 130x65x108 5,1x2,6x4,3 1

F00430140 0,5 11 130x65x108 5,1x2,6x4,3 1

PULSER

000452030 0,6 1,8 130x65x108 5,1x2,6x4,3 1

000452000 0,5 11 130x65x108 5,1x2,6x4,3 1

000452020 0,5 1,1 130x65x108 5,1x2,6x4,3 1

METERS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. 3neKTpoHHble CYUETUMKIN INTPOB C
OBaJIbHbIMY LIECTEPHAMM U3 aLleTasIbHOW CMOJIbl
LNA KOHTPONA Nnogaun npu pacnpegeneHmm

LNA MHAVBUAYaNbHbIX HYX[ KUAKOCTEN C
HU3KOWN, CpefHen 1N BbICOKOW BA3KOCTbIO, TaKNX
KaK TONMBO, CMa304Hble Macsia 1 npoumne
cneumanbHble XXULKOCTY, COBMECTUMble

C MaTepuanamu KoHCTpyKumun. Kopnyc c
N3MepUTENbHON Kamepon U3 antoMUHNUA.
CurHanbHbI reHepaTop MMMYbCoB C “cyxnumn”
KOHTaKTaMu (FepKOHOBbIN NepekioyaTenb),
OfHOKaHAsbHbIN.

OTobpaxeHune 06LLero/4acTUYHOIO KONMYeCTBa,
5 umodp (h=11,5 Mm) c nnaBatoLei 3anNaTom

oT1 0,001 5o 999,99 Obuiee KonmyecTso, 6e3
BO3MOXHOCTU cOpoca, 8 undp (h=5 mm) ot 1 o
99999999.

[TosTopsiemocTs 0,2%. MoTepsA Hanopa <0,5 6ap
NP MakcMMaibHOM Pacxoge.

- Pacxop fo 2.5 n/mMuH
- ToyHOCTb M3mepenusa +/- 0.5%
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[ Flow-rate
up to ‘/- P I u s I
2,8,..4 0,5 %

(up to 0,66 gpm)

METERS

K200 HP PULSER

K200 K200 PULSER
FEATURES ON REQ®

5 digit display

'L_r Ko
i

RirelplV[e RVNN(€]=R TECHNICAL DATA

Fluids Flow-rate Pulser Pressure Battery Inlet
included Outlet
Code Description
type |/min gpm p/l p/gal bar psi No. 2
2x15V
METERS
F0043012A K200 ml/l D] 0,1-28 0,03 - 0,66 - - 500 7200 YES 1/8” BSP
F0043011A K200 gr/kg D] 01-25 0,03 - 0,66 - - 550 7200 YES 1/8” BSP
F00430140 K200 oz/Ib D} 0,1-25 0,08 - 0,66 - - 550 8000 YES 1/8” NPT
PULSER
000452030 K200 HP PULSER D] 0,1-25 0,03 - 0,66 1400 5306 1000 14500 NO 1/8” BSP
000452000 K200 PULSER D] 0,1-28 0,03 - 0,66 1400 5306 30 426 NO 1/4” BSP
000452020 K200 PULSER NPT D] 0,1-28 0,03 - 0,66 1400 5306 30 426 NO 1/4” NPT

Upon request available in NPTF version and Display in Gallon/Quarter or Pint
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ELECTRONIC METERS AND PULSERS €
MAD
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yTAL

EN. Oval gear electronic flow meters and ES. Cuentalitros electrdnicos y pulser de RU. SneKTpoHHble CYeTUNKM INTPOB 1

% oval gear pulser flow meters for controlling engranajes ovalados para el control del VIMMyNIbCHbIE CYETHMKI IMTPOB, B 06enx
= the dispensing of lubricating oils and diesel. suministro en la distribucién particular de MOAENIAX MCMONb3YIOTCA OBaNbHbIE LWIECTEPHK,
o Body with aluminium measuring chamber. aceites para la lubricacidn y fluidos de alta ANA KOHTPONA NoAiain CMasoyHoro Macnau
@ The operating principle of the oval gears viscosidad. Cuerpo con cdmara de medida de AN3€NIbHOTO TON/NBA. Kopnyc c nsmepurtenbHoit

allows for a high degree of accuracy when aluminio. El principio de funcionamiento de Kamepou 13 allloMHWA.

measuring and reduced loss of pressure. los engranajes ovalados permite una precisién MNpyHumn ?yHKuMOHMpOBaH”H OBAIbHbIX

The new K400 can be used either in-line on elevada en la medicidn y una pérdida reducida ecrepren 0becneurBaeT BbICOKYIO TOUHOCTb
| hoses, or on the nozzle, for instantaneous de carga. El nuevo K400 puede ser utilizado VISMEpEHN/ 11 HM3KuE NoTepm Harnopa. Hosyio
& measuring of the fluid dispensed tanto en tuberias fijas que sobre pistola para mopenb K400 MoxHO ncronbsosars kak 8
a ' . . o Tpy6onpoBoaax, Tak 1 Ha nucToneTe, YTo6bI

ver directamente la cantitad de suministro. HENPEPBIBHO CNEANTb 33 NOAAYEI XUKOCTEI,

- Standard AAA-size batteries - Pilas estdndares tamafio AAA - CraHpapTHble baTapen pasmepa AAA

- Bursting pressure: 200 bar - Presidn de estallido: 200 bar - [laBnetue paspbisa 200 6ap

- Easy inspection and maintenance - Fécil inspeccion y mantenimiento - [pocToTa NpoBepKm 1 TeXo6CyKMBaHNA

- Working pressure 70 bar - Presidn de trabajo 70 bar - Pabouee Aasrenme 70 6ap

- Aluminium body, Rubber protector - Cuerpo de aluminio, Proteccién de goma - ATIIOMVIHNEBDI/ KOPMYC, pe3VHOBaA 3alKTa

- Oval gear in acetal resin - Engranajes ovalados de resina acetdlica - OBa/lbHbIe LUECTEPHM U3 aLeTanbHOM CMONb

- 5 figure partial display(Resettable), - Display de 5 cifras parciales (borrable) 7 - incnneit Ha 5 undp (c BosMOXHOCTbIO copoca),

7 figure total cifras totales Bcnero 7 undp 056

- Loss of pressure <0.5 bar - Pérdida de carga < 0,5 bares i P;gfg;:sgg?j/;mé ap

- Flow rate up to 30 |/min - Caudal hasta 30 l/min - MorpewHocTb +/- 0,5%

- Accuracy +/ 0,5 % : ‘Dreds{é.n.+/_ — ki - [NosTopAemocTb: 0,2%

- Repeatability: 0.2 % - Repetitividad: 0,2 % - BA3KOCTb OT 2 10 5000 cCT

- Viscosity 2 - 5000 cSt - Viscosidad de 2 a 5000 ¢St

EGISTERED
DESIGN

=
O

e)plV[eySRYANE]=) WEIGHT AND PACKAGING

Weight
Code kg lbs mm
F00484000 0,5 11 298x198x113
F00484010 0,5 11 298x198x113
F00440200 0,5 11 300x160x110

METERS

Packaging
inch pcs/box
11,7x7,8x4,4 12
11,7x7,8x4,4 12
11,8x6,3x4,3 8
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P Flowrate YN Accuracy

308 Vimin O,/5 %

(up to 7,9 gpm)

METERS

K400 K400 PULSER

FEATURES

5 digit display

-
ol e e chched ey iy

'\

= 1

22{e]plV[eq VNN [€]=) TECHNICAL DATA

Fluids Flow-rate Pulser

Pressure Battery Inlet Outlet
included
Code Description
type [/min gpm p/l p/gal bar psi AAA no. 2
2x15V
F00484000 K400 BSP D] 1-30 0,26-7,8 - - 70 994 YES 1/2"BSP 1/2"BSP
F00484010 K400 NPT D] 1-30 0,26-7,8 - - 70 994 YES 1/2"NPT 1/2"NPT
F00440200 K400 PULSER D] 1-30 0,26-7,8 100 379 70 994 NO 1/2"BSP 1/2"BSP

Upon request available in NPTF version and Display in Gallon/Quarter or Pint
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Next2

EN. Oval gear electronic flow meters in
acetal resin for controlling non-commercial
dispensing of low, medium and high
viscosity fluids including fuels, lubricating
oils and other special fluids compatible
with construction materials. Body with
aluminium measuring chamber.

5-digit partial total (h=11.5 mm) with floating
point from 0.001 to 999.99

8-digit non-resettable total (h=5 mm) from 1to
99999999,

Resettable total.

PERFORMANCE

- Repeatability 0.2%

- Loss of pressure <0.5 bar at maximum flow rate
- Flow rate up to 60 I/min

- Accuracy +/- 0.5%

- Maximum operating pressure 70 bar

- Bursting pressure: 140 bar

DIMENSIONS

vy

Tifannoait
([T

Tel: (+974) 443 54 298
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ES. Cuentalitros electrdnicos de engranajes
ovalados de resina acetdlica para controlar

el suministro en la distribucién particular de
fluidos con una viscosidad baja, intermedia

y alta, tales como, carburantes, aceites
lubricantes y otros fluidos especiales
compatibles con los materiales de
construccién. Cuerpo con cdmara medidora de
aluminio.

Total parcial de 5 cifras (h = 11,5 mm) con coma
flotante de 0,001 a 999,99.

Total no borrable de 8 cifras (h =5 mm) con
coma flotante de 17 a 99999999.

Total borrable.

- Repetitividad 0,2%.

- Pérdida de carga < 0,5 bar con el mdximo caudal.

- Caudal hasta 60 [/min.
- Precisién de la totalizacidn +/- 0,5%.
- Mdxima presidn de funcionamiento 70 bar.

- Presién de estallido: 140 bar.

eplV[eySRYANE=) WEIGHT AND PACKAGING

Weight
Code kg Ibs mm
F00486150 0,6 1,3 115x160x135

METERS

Packaging
inch pcs/box
4,5x6,3x5,3 1

Tel: (+974) 443 54 298
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RU. SneKkTpoHHble CHeTUMKIN NIUTPOB C
OBaJIbHbIMU LIECTEPHAMU U3 aLleTasIbHON CMOJbI
LNA KOHTPONA Nnogaun npu pacnpegeneHmm

ONA NHAVBUAYaNbHbIX HYX[ XKNAKOCTEN C
HU3KOW, CpefHen 1N BbICOKOW BA3KOCTbIO, TaKNX
KaK TOMAMBO, CMa3oyHble Macna 1 npoyve
cneymnanbHble XKNLKOCTW, COBMECTVMblE

C MaTepuanamu KoHCTpyKLun. Kopryc ¢
N3MepUTENbHON Kamepon U3 antoMUHIA.

OTobpaxeHue 06Lero/4acTMYHOro KOMYecTsa,
5 unop (h=11,5 Mm) c NnnaBatoLleil 3aNAToN ot
0,001 go 999,99

ObLee KONMYeCTBo, 63 BO3MOXXHOCTU cbpoca, 8
unodp (h=5 mm) ot 1 50 99999999.

ObLee KONMYECTBO C BO3MOXHOCTbIO cbpoca.

- [oBTOpAemocTb 0,2%.

- [NoTeps Hanopa <0,5 6ap npy MakcMmManbHOM
pacxoge.

- Pacxop po 60 n/MuH

- TouHocTb n3mepeHns +/- 0.5%

- MakcrmanbHoe paboyee gasneHue 70 6ap

- laBnexvie pazpbiBa: 140 6ap
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[ Flow-rate
up to ‘/- P I u s I
60...4 O,5 %

(up to 15,8 gpm)

METERS

NOZZLE METER
NEXT/2 NEXT/2

FEATURES

F =]
[— +]
2x15V
el R VNN(€]=8 TECHNICAL DATA
Fluids Flow-rate Pressure Battery Inlet Outlet
included
Code Description
type |/min gpm bar psi AAA no. 2
2x15V
F00486150 NEXT/2 6 - 60 1,68 - 15,8 70 994 YES 3/4” BSP 3/4” BSP

NEXT/2



BIODIESEL ANTIFREEZE

DIESEL

OIL
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K ELECTRONIC METERS AND PULSERS

EN. Oval gear electronic flow meters

in acetal resin for controlling the non
commercial dispensing of low, medium and
high viscosity fluids including fuel, lubricating
oil and other special fluids compatible with
construction materials. Body with aluminium
measuring chamber. Inbuilt suction filter.

5 digit partial Total (h=11.5 mm) with floating
point from 0.001 to 999.99.

8 digit non resettable Total (h=5 mm) from 1 to
99999999.

Resettable Total. Flow rate indication.

PERFORMANCE

- Repeatability 0.2 %.

- Loss of pressure <O.5 bar at maximum flow
rate.

- Flow rate up to 100 |/min

- Accuracy : +/- 0.5%

DIMENSIONS

68

ES. Medidor electrénico de mecanismo de
engrave ovalado en resina acetdlica para el
control del suministro no comercial de fluidos
de baja, media y alta viscosidad, tales como
carburantes, aceites lubricantes y otros
fluidos especiales que son compatibles con
los materiales de fabricacidn. Estructura

con cdmara de medida de aluminio. Filtro de
aspiracidn integrado.

- Total parcial de 5 cifras (h = 11,5 mm) con
coma flotante de 0,001 a 999,99.

- Total no borrable de 8 cifras (h=5 mm) de 1a
99999999.

- Total borrable. Indicacidn del caudal.

- Repetitividad 0,2 %.

- Pérdida de carga < 0,5 bar con el Caudal
maximo.

- Caudal de hasta 100 l/min

- Precisién +/- 0,5%

77.4

{elplv[ey RVNN[E}=R WEIGHT AND PACKAGING

Weight Packaging

Code kg lbs mm inch pcs/
box

METERS

F00496A20 1,6 3,5 200x120x140 7,9x4,7x5,5 1

F00496A00 1,6 3,56 200x120x140 7,9%x4,7x5,5 1

F00496A40 1,6 3,5 200x120x140 7,9x4,7x5,5 1

PULSER

F00472A20 2 4,4 200x120x140 7,9%4,7x5,5 1

F00472A00 2,6 5,7 200x120x140 7,9%4,7x5,5 1

METERS

Tel: (+974) 443 54 298
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RU. 3neKTpoHHble CYUETUMKIN IMTPOB C
OBaJIbHbIMY LIECTEPHAMM U3 aLleTasIbHOW CMOJIbl
LNA KOHTPONA NoAaun npu pacnpeneneHnmn ana
VNHAVBUAYATbHbIX HYX[ XKUAKOCTEN C HA3KOWA,
cpefHel N BbICOKOW BA3KOCTbIO, TaKUX Kak
TOM/IMBO, CMA30YHble Macna

1 npoume creymnasnbHble XNAKoCTH,
COBMECTVMbIE C MaTepranamm KOHCTPYKLUK.
Kopnyc c usmeputenbHow Kamepoiw 13
aNoOMUHUA. BCTPOEHHbIN GunbTp

CO CTOPOHbI BCACbIBaHMS.

OTob6parkeHune 06LLero/4acTUYHOIO KOIMYEeCTBa,
5 umodp (h=11,5 mm) c nnaBatoLein 3anaTomn

o1 0,001 8o 999,99 O6uiee KoNMYecTBo, 6e3
BO3MOXHOCTU cbpoca, 8 undp (h=5 mm) ot 1 o
99999999. O6Lee KONNYECTBO C BO3MOXKHOCTbIO
cbpoca. Hankaumsn

CKOPOCT MOTOKa.

- NosTopsaemocTb 0,2%.

- [NoTeps Hanopa <0,5 6ap npy MakcMmanbHOM
pacxoge.

- Pacxop no 100 n/mMuH

- TouHocCTb n3MepeHns +/- 0.5%
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[ Flow-rate
1(58 i O,+/'5 % P||.|5

(up to 26.4 gpm)

METERS

K600/3 METER K60O/3 PULSER
FEATURES ON REQ®

5di isplay -
oV
\

relplV[eyRNN(€]=8 TECHNICAL DATA

Fluids Flow-rate Pressure Battery Flange Inlet Inlet
included Outlet filter
Code Description
type |/min gpm bar psi No. 2
2x1,5V
METERS
F00496A20 K600/3 oil 6 - 60 1,568 - 15,8 70 994 YES YES 3/4” BSP YES
F00496A00 K600/3 diesel D] 10-100 2,64-26,4 30 426 YES YES 1" BSP YES
F00496A40 K600 GAL/NPT D] 10-100 2,64 -26,4 30 426 YES YES 1" NPT YES
PULSER
F00472A20 K600/2-3 3/4" oil 6 - 60 1,68 - 15,8 70 994 NO YES 3/4"B SP YES
F00472A00 K600/3 1" diesel D} 10-100 2,64 -26,4 30 426 NO YES 1" BSP YES

Upon request available in NPTF version and Display in Gallon/Quarter or Pint

K600/3




DIESEL

OIL
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K600 8/3

EN. Oval gear electronic flow meters

in acetal resin for controlling the non
commercial dispensing of low, medium and
high viscosity fluids including fuel, lubricating
oil and other special fluids compatible with
construction materials. Body with aluminium
measuring chamber. Inbuilt suction filter.

80 mm easy-to-read display.

5 digit partial Total (h=11.5 mm) with floating
point from 0.001 to 99999.

8 digit non resettable Total (h=5 mm) from 1to
99999999.

Resettable Total. Flow rate indication.
Version with Pulse out: number pulses per litre
setat: 1,2,10, 20, 50, 100

PERFORMANCE

- Repeatability 0.2 %.

- Loss of pressure <O.5 bar at maximum flow
rate.

- Flow rate up to 100 I/min

- Accuracy : +/- 0.5%

- IP66 protection

DIMENSIONS

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Medidor electrdnico de mecanismo de
engrave ovalado en resina acetdlica para el
control del suministro no comercial de fluidos
de baja, media y alta viscosidad, tales como
carburantes, aceites lubricantes y otros
fluidos especiales que son compatibles con
los materiales de fabricacidn. Estructura

con cdmara de medida de aluminio. Filtro de
aspiracidn integrado.

- Display de 80 mm de fdcil lectura.

- Total parcial de 5 cifras (h = 11,5 mm) con
coma flotante de 0,007 a 99999.

- Total no borrable de 8 cifras (h =5 mm) de 1a
99999999.

- Total borrable. Indicacidn del caudal.

- Versidn con Pulse out: numero de impulsos
por litro programable: 1, 2, 10, 20, 50, 100.

- Repetitividad 0,2 %.
- Pérdida de carga < 0,5 bar con el Caudal
mdximo.

- Caudal de hasta 100 [/min

- Precisién +/- 0,5%
- Proteccién IP66

131

110

r{elplv[ey VNN [€El=R WEIGHT AND PACKAGING

Weight Packaging

Code kg lbs mm inch pcs/
box

METER

F00491000 2 4,4 200x120x140 7,9x4,7x5,5 1

F00491010 2 4,4 200x120x140 7,9%x4,7x5,5 1

METER WITH PULSE OUT

F00492000 2 4,4 200x120x140 7,9%4,7x5,5 1

F00492010 2 4,4 200x120x140 7,9%4,7x5,5 1

METERS

Tel: (+974) 443 54 298
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RU. 3neKTpoHHble CUETUMKIN IMTPOB C
OBaJIbHbIMU LIECTEPHAMU U3 aLleTasIbHO CMOJbI
LNA KOHTPONA NoAaun npu pacnpeneneHnmn ana
VHAUBUAYaNbHbIX HYX[, XMWUAKOCTEN C HU3KOW,
cpefHel N BbICOKOW BA3KOCTbIO, TaKUX Kak
TOMANBO, CMa30YHble Macna

1 npoume creymnasnbHble XNAKoCTH,
COBMeCTMMble C MaTepuanamm KOHCTPYKLIMU.
Kopnyc c usmeputenbHow Kamepoiw 13
aNoOMUHUA. BCTPOEHHbIN GunbTp

CO CTOPOHbI BCACbIBaHMS.

Jlerkountaembliii gucnnen 80 Mm.

OTobpaxeHune 06LLero/4acTUYHOIO KONMYeCTBa,
5 umodp (h=11,5 Mm) c nnaBatoLei 3anNaTom

oT1 0,001 go 99999 O6Lee KoNNUecTBo, 6e3
BO3MOXHOCTU cOpoca, 8 undp (h=5 mm) ot 1 o
99999999, O61Iee KOMYECTBO C BO3MOXXHOCTbIO
cbpoca. IHarKkauma CKopoCTM NoToKa.

BapuraHT ¢ MMy AbCHBIM BbIXOAHBIM CUTHANOM:
BO3MOXHOCTL HACTPOWMKM KONnyecTsa
nmnynscoe Ha nutp: 1, 2, 10, 20, 50, 100.

- NosTopaAemocTb 0,2%.

- MNoTeps Hanopa <0,5 6ap Npy MakcmanbHOM
pacxoge.

- Pacxop no 100 n/myH

- TouHoCTb n3MepeHnsa +/- 0.5%

- 3awwmTa IP66
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P Flowrate P
‘/- Iusl

0,5 %

METERS

K600 B/3 METER K600 B/3 WITH PULSE-OUT
FO0491000, FO0491010 FO0492000, FO0492010
FEATURES

?
(e]
3
\\\\\
\\\\ \

— o‘\\

RreplV[ey VNN(€]=R TECHNICAL DATA

Fluids Flow-rate Pressure Battery Flange Inlet Inlet
included Outlet filter
Code Description
type |/min gpm bar psi No. 2
2x1,5V
METERS
F00491000 K600 B/3 D] 10 - 100 2,64 -26,4 30 426 YES YES 1" BSP YES
F00491010 K600 B/3 6-60 1,68 - 15,8 70 994 YES YES 3/4” BSP YES
PULSE OUT METER
F00492000 K600 B/3 with pulse-out D] 10 - 100 2,64 -26,4 30 426 YES YES 1” BSP YES
F00492010 K600 B/3 with pulse-out 6 - 60 1,68 - 15,8 70 994 YES YES 3/4” BSP YES

Upon request available in NPTF version and Display in Gallon/Quarter or Pint

K600 B/3



BIODIESEL ANTIFREEZE

DIESEL

OIL

WINDSCREEN
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ELECTRONIC METERS

LECTRONIC METERS

EN. Oval gear electronic flow meters

in acetal resin for controlling the non
commercial dispensing of low, medium and
high viscosity fluids including fuel, lubricating
oil and other special fluids compatible with
construction materials. Body with aluminium
measuring chamber. Inbuilt suction filter
(except mod. K400 and K200).

5 digit partial Total (h=11.5 mm) with floating
point from 0.001 to 999.99.

8 digit non resettable Total (h=5 mm) from 1to
99999999.

Resettable Total. Flow rate indication (only

mod. K60O).

PERFORMANCE

- Repeatability 0.2 %.

- Loss of pressure <O.5 bar at maximum
flow rate.

- Flow rate up to 150 I/min

- Accuracy: +/- 0.5%

{elplv[ey RVNN(€El=R WEIGHT AND PACKAGING

Weight

Code kg Ibs mm

F0043012A 06 1,3  130x65x108
F00484000 05 11 298x198x113
F00484010 05 11  298x198x113
000483020 05 11  298x198x113
F00486150 06 1,3  115x160x135
FO0496A20 16 35  200x120x140
FO0496A00 16 35  200x120x140
FO0496A40 16 35  200x120x140
F00491000 2 44 200x120x140
F00491010 2 44 200x120x140
00049700A 32 7 200x120x140
FO049701A 32 7 200x120x140

Packaging
inch
5,1x2,6x4,3 ' 8 'Y
11,7%7,8x4,4 12 =
11,7x7,8x4,4 12
11,7x7,8x4,4 10
4,5x6,3x5,3 1
7,9x4,7x5,5 1
7,9%x4,7x5,5 1
7,9x4,7x5,5 1
7,9x4,7x5,5 1
7,9x4,7x5,5 1
7,9%x4,7x5,5 1
7,9x4,7x5,5 1

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Medidores electrdnicos de mecanismo
de engrave ovalados en resina acetdlica
para el control del suministro no comercial
de fluidos de baja, media y alta viscosidad,
tales como carburantes, aceites lubricantes y
otros fluidos especiales que son compatibles
con los materiales de fabricacidn. Estructura
con cdmara de medida de aluminio. Filtro de
aspiracidn integrado (excepto los modelos
K400 y K200).

Total parcial de 5 cifras (h = 11,5 mm) con coma
flotante de 0,001 a 999,99.

Total no borrable de 8 cifras (h =5 mm) de 1a
99999999.

Total borrable. Indicacidn del Caudal (sélo
modelo K600).

- Repetitividad 0,2 %.

- Pérdida de carga < 0,5 bar con el Caudal
maximo.

- Caudal de hasta 150 |/min

- Precisién +/- 0,5%

METERS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. 3neKTpoHHble CUETUNKM INTPOB C
OBaJIbHbIMY LIECTEPHAMM U3 aLleTasIbHOW CMOJIbI
LA KOHTPONA NoAaun Npu pacnpegeneHnmn

LNA MHAVBUAYaNbHbIX HYX[ KUAKOCTEN C
HU3KOWN, CpefHen 1N BbICOKOW BA3KOCTbIO, TaKNX
KaK TONMBO, CMa304Hble Macsia U npoumne
creumasnbHble XXNAKOCTY, COBMECTUMbIE

C MaTepuanamu KoHCTpyKumn. Kopnyc c
N3MepUTENbHOV KamMepoii U3 aioMUHNSA.
BCTpoeHHbI GpUNbTP CO CTOPOHBI BCacbiBaHWA (3a
ncknioyeHnem mog. K400 n K200). OtobpaxeHune
06Lero/4acTMYHOro KONIMYecTBa, 5 uudp
(h=11,5 mm) c nnaeatoweit 3anaton ot 0,001 go
999,99 O6Lee KoNNYecTBo, 6€3 BO3MOXHOCTA
cobpoca, 8 uudp (h=5 mm) ot 1 80 99999999.
O6bLee KONMYECTBO C BO3MOXHOCTbIO cOpoca.
VHAVKaLMA CKOPOCTM NOTOKa (TONbKO MOA.
K600).

- NMoBTopAemocTb 0,2%.

- [NoTeps Hanopa <0,5 6ap npy MakcMmanbHOM
pacxope.

- Pacxopa 10 150 n/muH

- TouHocTb n3vepeHns +/- 0.5%
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[ Flow-rate

up to

150 .

(up to 39 gpm)

Recisterep
DESIGN

METERS

K200 K400 ' ! NEXT/2

ATENTED ATENTED

K600/3 K600 B/3 K600/4

. P g \
TECHNICAL DATA
Fluids Flow-rate Pressure Battery Flange Inlet Inlet
included Ovutlet filter
Code Description
type |/min gpm bar psi No. 2
2x1,5V
F0043012A K200 D] 0,1-2,5 0,03 - 0,66 550 7810 YES NO 1/8” BSP NO
F00484000 K400 BSP D] 1-30 0,26-7,9 70 994 YES NO 1/2” BSP NO
F00484010 K400 QT/NPT D] 1-30 0,26-7,9 70 994 YES NO 1/2” NPT NO
000483020 K400 windscreen 1-30 0,26-7,9 70 994 YES NO 1/2” BSP NO
F00486150 NEXT/2 6 - 60 1,58 - 15,8 70 994 YES NO 3/4” BSP NO
F00496A20 K600/3 oil 6 - 60 1,58 - 15,8 70 994 YES YES 3/4” BSP YES
F00496A00 K600/3 diesel D] 10-100 2,64 -26,4 30 426 YES YES 1" BSP YES
F00496A40 K600 GAL/NPT D] 10-100 2,64-26,4 30 426 YES YES 1" NPT YES
F00491000 K600 B/3 D] 10-100 2,64-26,4 30 426 YES YES 1" BSP YES
F00491010 K600 B/3 6 - 60 1,58 -15,8 70 994 YES YES 3/4” BSP YES
00049700A K600/4 D] 15-150 3,9-39 20 284 YES YES 11/2" BSP YES
F0049701A K600/4 GAL/NPT D] 15-150 3,9-39 20 284 YES YES 11/2” NPT YES

Upon request available in NPTF version and Display in Gallon/Quarter or Pint

ELECTRONIC METERS
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DIESEL

KEROSENE GREASE GASOLINE

OIL

WATER

WINDSCREEN
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ELECTRONIC METERS
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ULSE-METERS

EN. Oval gear electronic meters in acetal
resin for measuring low, medium and high
viscosity fluids These meters interface easily
with management systems, making them

the ideal solution to fit on non-commercial
fuel distributors in fixed lubricant transfer/
distribution systems. Also ideal as flow meters
for cistern loading arms, controlling the
consumption of fuel in burners or generator
sets and other industrial applications.
Repeatability 0.2 %. Loss of pressure <O.5 bar
at maximum flow rate.

Inbuilt suction filter (except mod. K400 and
K200).

PERFORMANCE

- Flow rate up to 150 I/min
- Accuracy: +/- 0.5%

{elplV[ey RVAN(E=R WEIGHT AND PACKAGING

Weight

Code kg Ibs mm

000452030 0,5 11 130x65x108
000452000 0,5 11 130x65x108
F00440200 0,5 11 300x160x110
00044007A 0,5 11 203x320x88
F00472A20 2 4,4 200x120x140
F00472A00 2,6 5,7 200x120x140
000473000 3,2 7 200x120x140
F00408Y00 0,5 11 115x160x135
F0049800A 55 12 280x160x140
F0042000A 0,5 11 130x65x108
F0042001A 0,5 1,1 130x65x108

Packaging

inch pcs/

box
5,1x2,6x4,3 1
5,1x2,6x4,3 1
11,8x6,3x4,3 5
8x12,6x3,5 5
7,9%4,7x5,5 1
7,9x4,7x5,5 1
7,9x4,7x5,5 1
4,5x6,3x5,3 1
11x6,3x5,5 1
5,1x2,6x4,3 1
5,1x2,6x4,3 1

ES. Medidores de pulso con mecanismo de
engraves ovalados en resina acetdlica para
el control del suministro con baja, media y
alta viscosidad. Se conectan fdcilmente con
otros sistemas de gestidn, convirtiéndose
en la solucién ideal para equipos fijos de
transferencia de liquidos. También ideal para
brazos de carga de cisternas, asi como para
el control del consumo de carburante de
quemadores o grupos electrégenos y otras
aplicaciones industriales.

Repetitividad 0,2 %.

Pérdida de carga < 0,5 bar con el caudal
mdximo.

Filtro de succidn integrado (ausente en los
modelos K400 y K200).

- Caudal de hasta 150 [/min
- Precisién +/- 0,5

METERS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. ImnynbcHble cHeTYmnKM NUTPOB C
OBaJIbHbIMY LIECTEPHAMM U3 aLleTasibHOM

CMOIbl 1A U3MEPEHNA XKUAKOCTEN C HU3KOWN,
cpefHeln N BbICOKOW BA3KOCTbIO. VX MOXHO
NpPOCTO COeMHUTD C CUCTEMaMV YripaBfieHuns,
4TO AenaeT VX nfeanbHbIM pelueHnem ana
OCHalleHVA pacnpeaenuTeneil Tonimea

NA UHAWBMAYANbHOTO NONb30BaHNA B
CTaLMOHaPHbIX YCTaHOBKaX Mo nepekayviBaHmnio/
pacnpepaeneHnio CMa3o4yHOro matepuana,

TaKMX KaK CHETUUKM IMTPOB [/1A PyKaBoB AnA
3arpy3Ku LUCTEPH, A1l KOHTPOA NOTpebneHns
TONNMBa ropesikamn Unn snekTporeHepaTopamu,
a TaKKe ANA UCNONb30BaHNA AJ1A MPOUNX
NPOMBbILLNEHHbIX HYXA. [oBTOpAemocTb 0,2%.
MoTeps Hanopa <0,5 6ap Npu MakcMmanbHOM
pacxofe. BCTpOeHHbI GUnbTp Co CTOPOHDI
BCacbiBaHuA (0TCyTCTBYET B MoAenax K400 n
K200).

- Pacxoa pno 150 n/muH
- TouHoCTb n3MepeHna +/- 0.5%
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1 5”“6 I/min 0 ; /5 °/o

(up to 39 gpm)

METERS

K200 HP K200 K400

3
1" BSP
1" BSP

K600/3 K600/4 K700 TURBINOX INLINE (not for oil)

ON REQUEST

: .

/
]
@)l R YNN(€]=0 TECHNICAL DATA
Fluids Flow-rate Pulser Pressure Battery  Flange Inlet Inlet
included Outlet filter
Code Description
type |/min gpm p/l p/gal bar psi No. 2 BSP
2x1,5V
000452030 K200 HP PULSER D] 0,1-25 003-066 1400 5306 1000 14200 NO NO 1/8” NO
000452000 K200 PULSER D] 0,1-28 0,03-066 1400 5306 30 426 NO NO 1/4” YES
F00440200 K400 PULSER D] 1-30 0,26 - 0,79 100 379 70 994 NO NO 1/2” NO
00044007A K400 windscreen D] 1-30 0,26 - 0,79 100 379 70 994 NO NO 1/2” YES
F00472A20 K600/3 3/4” oil PULSER 6 - 60 1,58 - 15,8 85 132,5 70 994 NO YES 3/4" YES
F00472A00 K600/3 1” diesel PULSER D] 10-100 2,64-264 335 127 30 426 NO YES 17 YES
000473000 K600/4 PULSER D} 15-150 3,9-39 26 98 20 300 NO YES 11/2” YES
F00408Y00 K24 pulse meter M/MF 1”BSP - (€@ 7-120 2-32 100 166 20 300 NO NO 1"M/1"F NO
F0049800A K700 PULSER D] 25 - 250 6,6 - 66 14 53 20 300 NO YES 2" YES
F0042000A Turbinox inline pulse meter K|D] 10+40 3+11 88 338 20 300 YES NO 1” NO
F0042001A Turbinox 90° pulse meter K]D] 10+40 3+11 88 338 20 300 YES NO 17 NO

Upon request available in NPT version

PULSE-METERS
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ELECTRONIC AND PULSER METERS

900

EN. Oval gear electronic flow meters

in acetal resin for controlling the non
commercial dispensing of low, medium

and high viscosity fluids compatible with
construction materials. Body with aluminium
measuring chamber. Inbuilt suction filter. Free
contact signal pulser (reed switch), single
channel.

5 digit partial Total (h=11.5 mm) with floating
point from 0.001 to 999.99.

8 digit non resettable Total (h=5 mm) from 1to
99999999.

Resettable Total. Flow rate indication.

PERFORMANCE

- Repeatability 0.2 %

- Loss of pressure <O.5 bar at maximum flow
rate.

- Flow rate up to 500 |/min

-Accuracy: +/- 0.5%

-1/0 3"

DIMENSIONS

I
.0.. O

£ 37 5P | NPT

r{elplV[ey SRVNN[€E=R WEIGHT AND PACKAGING

ES. Medidores electrdnicos de engranajes
ovalados con resina acetdlica para el control
del producto suministrado y de otros fluidos
especiales compatibles con los materiales de
fabricacién. Cuerpo con cdmara de medida de
aluminio. Filtro de succion integrado. Pulser
de sefal de contacto libre (reed switch), mono
canal.

Total parcial de 5 cifras (h = 11,5 mm) con coma
flotante de 0,001 a 999,99.

Total no borrable de 8 cifras (h =5 mm) de 1a
99999999.

Total borrable. Indicacidn del Caudal.

- Repetitividad 0,2 %
- Pérdida de carga < 0,5 bar con el Caudal

maximo.

- Caudal de hasta 500 [/min
- Precisién +/- 0,5%

-1/0 3"

Weight Packaging -
Code kg Ibs mm inch pcs/
box
F0049900B 12 26,5 400x290x200 15,7x11,4x7,9 1
F0049903B 12 26,5 400x290x200 15,7x11,4x7,9 1
F0049902B 12 26,5 400x290x200 15,7x11,4x7,9 1

METERS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. SneKkTpoHHble CHeTUMKUN NUTPOB C
OBaJIbHbIMU LIECTEPHAMU U3 aLleTasIbHO CMOJbI
LNA KOHTPONA Nogaun npu pacnpegeneHmm
ONA UHAVBMAYaNbHBIX HYXJ TOMIMBA U NPOYMX
cneumanbHbIX XUAKOCTEN, COBMECTUMbBIX

C MaTepuanamu KoHCTpyKuun. Kopryc c
N3MepUTENbHON Kamepon U3 antoMUHNA.
BCTpOeHHbIN GUABTP CO CTOPOHbI BCACbIBaHUA.
CurHanbHbI reHepaTop UMMYNbCOB C “Cyxummn”
KOHTaKTaMu (repKOHOBbIN NepekioyaTenb),
ofHOKaHanbHbIN. OTobpaxkeHne obuiero/
YacTMYHOro KonmnyecTsa, 5 uudp (h=11,5 mm) ¢
nnasatolein 3anaton ot 0,001 go 999,99 O6uee
KONMYecTBo, 63 BO3MOXXHOCTM cObpoca, 8 undp
(h=5 mm) oT 1 40 99999999. ObLiee KoNNYecTBo
C BO3MOXHOCTbI0 cObpoca. iHanKauma ckopocTu
roToKa.

- NoBTopAemocTb 0,2%.
- [NoTeps Hanopa <0,5 6ap Npy MakcMManbHOM

pacxoge.
- Pacxopn no 500 n/mMmuH

- TouHoCTb n3MepeHns +/- 0.5%
- Bxoa/Bbixog 3”
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[ Flow-rate

up to

500...

(up to 132 gpm)

METERS

B
=
K9OO / K9OO PULSER
FEATURES
RirelplV[ey EVNN(€]=R TECHNICAL DATA
Fluids Flow-rate Pulser Pressure Battery  Flange Inlet Inlet
included Outlet filter
Code Description
type |/min gpm p/l p/gal bar psi No. 2
2x1,5V
F0049900B K900 D] 50 - 500 13,2-132 - - 20 284 YES YES 3" BSP YES
F0049903B K900 GAL/NPT D] 50 - 500 13,2-132 - - 20 284 YES YES 3" NPT YES
F0049902B K900 PULSER D} 50 - 500 13,2-132 10 38 20 284 YES YES 3” BSP YES

Upon request available in NPT version.
Display power supply 4-12 Vdc, 1.2 Amp. Type of output signal: open collector max 50 V, 1.2 Amp, single channel.
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METERS
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E MOT E DISPLAY FOR PULSE METER

EN. Remote display for remote control (via
max. 15 m. cable) of pulse meters. The large
screen displays the quantity delivered and
the non resettable total. Equipped with
software applications for calibrating meters.
Available as both basic display device and

as pulse emitter. Indispensable for receivers
designed to recognise only discreet quantities
of impulses.

The easy interfacing management systems of
the pulse transmitter models extend the field
of application of pulse meters combined with
remote displays.

Technical features:

Unique display with 5 digit partial Total (h=11.5
mm) with floating point (0.001 to 99999) and
8 digit non resettable Total (h = 5 mm., from 1
to 99999999 ).

Battery or mains supply. Number pulses per
litre set at: 1, 2,10, 20, 50, 100. Resettable
Total available. Different measurement unit
settings. Low battery indication. Flow rate
indication.

DIMENSIONS

ES. Monitor remoto para conexidn a distancia
(por cable, a 15 m como mdximo). La pantalla
muestra la cantidad suministrada y el total

no reajustable. Equipado con software de
aplicaciones para calibrar los medidores.
Disponible ya sea como simple visualizador o
como emisor de impulsos.

Es indispensable cuando el receptor reconoce
sélo cantidades discretas de impulsos.

Su fdcil conexidn con interfaz a sistemas de
gestién de las versiones “Pulse Transmitter”
amplia el campo de aplicacién de los medidors
Pulser combinados con display remoto.

Caracteristicas:

Monitor dnico con Total parcial de 5 cifras
(h=11.5 mm) con coma flotante (de 0.007 a
99999) y Total no borrable de 8 cifras (h=5
mm, de 1a 99999999).

Alimentacién por pilas o exterior.

Numero de impulsos por litro programable: 1,
2,10, 20, 50, 100. Total borrable disponible.
Posibilidad de configurar distintas unidades
de medida. Aviso de bateria descargada.
Indicacidn del volumen del caudal.

]|
90

2lelplV[e R VNN[€]=8 WEIGHT AND PACKAGING

Weight

Code kg Ibs mm

F1175200B 1,2 2,6 200x120x140
F1175300B 1,2 2,6 200x120x140
F1175400B 1,2 2,6 200x120x140
F0049501A 1,2 2,6 200x120x140
F0049502A 1,2 2,6 200x120x140
F0049503B 1,2 2,6 225x125x150

METERS

126

Packaging
inch pcs/
box
7,9x4,7x5,5 1
8,9x4,9x5,9 1
8,9x4,9x5,9 1
8,9x4,9x5,9 1
8,9x4,9x5,9 1
8,9x4,9x5,9 1

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. YaaneHHbin gucnneii gna AUCTaHUMOHHOMO
noaKtoYeHns (C nomMolLblo Kabens, AnvHa
KOTOPOFO He NpeBbIWaeT 15 M) K UMNYNbCHOMY
V3MepuTenio.

Ha wupokom oTobparkaeTca nogaHHoe
KONNYeCTBO 1 obLiee KONMYecTBO, KOTOpoe
Henb3a cbpocnTb. OcHaLLeHO NPUKNaaHbIM
nporpamMmmMHbIM obecneyeHns 4Nia KannbpoBKu
CYETUMKOB NNTPOB. MOXKHO MCMONb30BaThb B
KayecTBe NpoCToro ANCNIEA UK B KayecTse
MNCTOUYHMKA UMNYNbCOB. ABAAETCA HE3aMEHUMbIM,
ec/IM NPUeMHOoe YCTPOMCTBO Pacno3HaET TONIbKO
KONNYECTBO AUCKPETHBIX MMMYbCOB.

MpocToTa coefiMHeHMA C cUCTeMaMm ynpaBeHna
MoAesiel, OCHaLLEeHHbIX UMMYSIbCHbIM AAaTYMKOM,
paclwmpaeT BO3MOXHOCTY NCNONb30BaHNA
VIMIMYNbCHbBIX CHETYUMKOB NIUTPOB, COEANHEHHbIX C
yAaneHHbIM AUCrNeem.

XapakTepucTtmku:

OTobpaxeHne obLero/4acTMYHOro KOIMYecTsa
Ha ogHoMm aucree Ha 5 undp (h=11,5 mm) ¢
nnasatoluer 3anaton (ot 0,001 4o 99999) n
00611ero Konm4ecTsa, 63 BO3IMOXKHOCTU cOpoCca,
Ha 8 undp

(h=5mm, o1 1 1099999999).

[TnTaHne ot baTapein UnmM BHELIHEro NCTOYHMKA.
BO3MOXHOCTH HACTPOWMKIM KONMYecTsa
nmnynscoe Ha nutp: 1, 2, 10, 20, 50, 100.
Bo3mMokHO 06HyneHne obLyero KonmuecTsa.
BO3MOMXHOCTL HACTPONKIN APYTUX eANHULL
n3vepeHus. [peaynpexaeHne o pas3psKeHHO
Hatapen. VIHaVKaumMa CKOPOCTUN NOTOKaA.
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Remote display
battery powered

Max 15 m

Display

(%)
[a 4
L
____________________ =
. . Lu
Display pulse transmitter >
battery powered
li:IVCC
R
} .‘ Max 15 m Uk { Tor
Pulse out
external

pulse receiver

Display pulse transmitter
externally powered

—ﬁvcc

R
{ ot
Pulse out

H ‘L Jf_\i ‘ H ‘ | external

"y pulse receiver

APPLICATI Display pulse transmitter

battery powered

Max 15 m

KOO ‘
r

Pulse out Pulse in

Battery
powered

22{e]plV[eq VNN [€]=) TECHNICAL DATA

Fluids Suitable for pulse meter Inlet
Code Description Outlet

type BSP
F1175200B Remote displ. Pulse out K600 D] K600 diesel Pulse out [ ]
F1175300B Remote displ. Pulse out K600/4 D] K600/4 Pulse out [ |
F1175400B Remote displ. Pulse out K700 D] K700 Pulse out [ ]
F0049501A Universal displ. Pulse out D] K200, K400, K600 oil, KBOO diesel, K600/4, K700 Pulse out [ |
F0049502A Display Pulse in D} For all Piusi Pulse out remote display Pulse in
F0049503B Display Pulse out AdBlue® D] Turbinox / K24 Pulser Pulse out [ ]

REMOTE DISPLAY
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NOZZLE METERS

40

EN. Nozzle with mechanical meter for oil.
The K40 is a compact, reliable, lightweight
instrument for controlling fluid deliveries in
the most varying conditions of use. Meters
with oval gears, gears in acetal resin.
Mechanical counter with resettable batch
total.

PERFORMANCE

- Flow rate up to 30 I/min

- Repeatability: 0.2 %

- Loss of pressure: O.7 bar

- Max. pressure: 70 bar

- Bursting pressure: 280 bar

DIMENSIONS

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Pistola con cuentalitros mecdnico para
aceite. El K40 es un instrumento compacto,
fiable y de peso reducido, que permite
controlar la cantidad del fluido suministrado

en las condiciones de utilizacién mds variadas.

Cuentalitros de engranajes ovalados, con
engranajes de resina acetdlica. Contador
mecdnico con total parcial borrable.

- Caudal hasta 30 I/min

- Repetitividad: 0,2 %

- Pérdida de carga: 0,7 bar

- Presién mdx.: 70 bar

- Presidn de estallido: 280 bar

4
[/
30.7.5
100 11 164,53
pI{@)pIb[e SR PYNN(€]=8 WEIGHT AND PACKAGING
Weight Packaging N. Boxes/
Europallet
Code
kg Ibs mm pes/
el X -
F00490020 0,78 1,7 160x115x135 1 126 144
F00490010 0,78 1,7 160x115x135 1 126 144
F00973000 1,23 2,7 345x165x120 1 126 144
F00973010 1,23 2,7 345x165x120 1 126 144
F00973020 1,53 3,4 345x165x120 1 126 144

F00973030 345x165x120

NOZZLE METERS
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RU. MuctoneT ¢ MexaHN4ecKnm cH4eTYNKOM
NUTPOB AnAa macna.

K40 saBnseTca KOMNAKTHbIM, HAAEXHbIM U NErKUM
NprbOPOM, KOTOPbIV MO3BONIUT KOHTPONIMPOBATb

KONMYECTBO NMOAAHHON XKMAKOCTN B CaMblX
Pa3HOO6Pa3sHbIX YCOBKAX UCMONb30BAHNA.
CYETUVIK JINTPOB C OBasIbHBIMU LLIECTEPHAMM,
C WeCTepHAMM U3 aLleTanbHOW CMOJbI.
MexaHMuYecKmii CYUETUNK C BO3MOXKHOCTBIO
06HYneHUsA 06LLero/4acTMYHOrO KOIMYecTBa.

- Pacxopn no 30 n/MuH

- [NosTopaemocTb: 0,2%

- [NoTeps Hanopa: 0,7 6ap

- Makc. naenexue: 70 6ap

- laBnexue pazpbiBa: 280 6ap
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[ Flow-rate
%

up to +/

3 o I/min

(up to 7,8 gpm)

up to

2000

K40 meter

NOZZLE
METERS

K40 meter . K40 meter

K40 meter +nozzle ] + nozzle

+nozzle +rigid extension ’ + flexible extension
FEATURES

Mechanical
counter
|
e |
. |
D
with total-partial
resetting.
plir(elp]V[eyRPVAN[€]=R TECHNICAL DATA
Fluids Spout X Flow-rate Pressure
Code Description type type automatic /min gpm bar psi Inlet Outlet
no drip valve

F00490020 K40 mechanical oil meter LT/BSP - - 1-30 0,26 - 7,8 70 994 1/2” BSP 1/2” BSP
F00490010 K40 mechanical oil meter QT/NPT - - 1-30 0,26-7,8 70 994 1/2” BSP 1/2” NPT
F00973000 K40 nozzle LT/BSP = ° 1-30 0,26-7,8 70 994 1/2” BSP 1/2” BSP
F00973010 K40 nozzle QT/NPT - - 1-30 0,26-7,8 70 994 1/2” BSP 1/2” NPT
F00973020 K40 nozzle LT/BSP with flex ext. Fexible YES 1-30 0,26 -7,8 70 994 1/2” BSP Ext. flex

F00973030 K40 nozzle LT/BSP with rigid ext. Rigid YES 1-30 0,26-7,8 70 994 1/2” BSP Ext. rigid




OIL
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NOZZLE METERS

400

EN. Nozzle with electronic meter. The K400
can be integrated with a nozzle to create a
handy, ergonomic instrument for controlling
and managing oil delivery. Meter body in
aluminium to withstand high pressure.

PERFORMANCE

- Standard AAA-size batteries

- Bursting pressure: 200 bar

- Easy inspection and maintenance
- Working pressure 70 bar

- Oval gear in acetal resin

- 5 figure partial display(Resettable), 7 figure
total

- Flow rate up to 30 |/min

- Accuracy +/- 0,5 %

- Repeatability: 0.2 %

- Viscosity 2 - 2000 cSt

relVe RNN[€]=R WEIGHT AND PACKAGING

Weight Packaging
Code
kg Ibs mm
F00484000 0,5 11 80x80x75
F00984040 1,2 2,6 300x160x110
F00984010 1,5 3,3 300x160x110
F00984000 1,5 3,3 300x160x110

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Pistola con cuentalitros electrénico.

El K400 puede ser integrado con la pistola
para obtener asi un instrumento manejable

y ergondmi-co de control y gestidn del
suministro del aceite. Cuerpo del cuentalitros
de aluminio fundi-do a presidn resistente a
altas presiones.

- Pilas estdndares tamafio AAA

- Presién de estallido: 200 bar

- Fécil inspeccién y mantenimiento

- Presién de trabajo 70 bar

- Engranajes ovalados de resina acetdlica
- Display de 5 cifras parciales (borrable) 7
cifras totales

- Caudal hasta 30 [/min

- Precisién +/- 0,5 %

- Repetitividad: 0,2 %

- Viscosidad de 2 a 2000 cSt

N. Boxes/
Europallet
pes/
box
1 180 180
1 180 180
1 180 180
1 180 180

NOZZLE METERS
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RU. MucTtoneT ¢ 5neKTPOHHbIM CYETYNKOM
nnTpoB ana macna. Cyetumk nutpos K400 ¢
OBasIbHbIMY LIECTEPHAMMN MOXXHO 06 BEANHUTD
c nuctoneTom Easy Oil, co3nas yao6HbIN 1
SProHOMUWYHBI MHCTPYMEHT AA KOHTPONA U
ynpasnieHna nogayeii Macna. Kopnyc cuetunka
JINTPOB 13 INTOrO MO AaBfIEHNEM aNiOMUHUA,
CTOMKOTO K BbICOKOMY [1aBNIeHMIO.

- CraHpapTHble 6aTapen pasmepa AAA

- [laBnexue pazpbiea 200 6ap

- [pocToTa NpoBepKn 1 TEXOOCYKNBaHNA

- Pabouee nasneHue 70 6ap

- OBasibHble LeCcTepHN 13 aLeTanbHON CMOSbl
- [lucnneii Ha 5 ynudp (C BO3MOXKHOCTbIO cbpoca),
BCero 7 umop

- Pacxog fo 30 n/MuH

- MorpewHocTb +/- 0,5%

- MosTopsemocTb: 0,2%

- BazkocTb ot 2 40 2000 cCr

Patent
PENDING
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[ Flow-rate
upto ‘/- upto PI“s‘
30... 0,5 % j§ 2000
(up to 7,8 gpm) cSt

K400 meter

NOZZLE
METERS

¢ /
B
g
L K400 meter K400 meter
K400 meter +nozzle i +nozzle
+nozzle : +rigid extension ! + flexible extension
FEATURES
F =] =
= 4]
2x15V
ot St

5 digit partial. Total.
Resettable total and
calibration available.
Low battery icon.

Ri(e]plb[e SYNN(€]=8 TECHNICAL DATA

Fluids  Spout X Flow-rate Working Batteries
pressure 1,5V
Code Description Inlet Outlet
type type automatic |/min gpm bar psi size AAA
no drip valve no.

F00484000 K400 electronic oil meter LT/BSP - - 1-3 026-78 70 994 2 1/2” BSP 1/2” BSP

F00984040 K400 nozzle LT/BSP - - 1-30 026-78 70 994 2 1/2" BSP 1/2" BSP

F00984010 K400 nozzle LT/BSP with flex ext. Flexible YES 1-30 026-738 70 994 2 1/2” BSP Flex ext.

F00984000 K400 nozzle LT/BSP with rigid ext. Rigid YES 1-30 026-78 70 994 2 1/2” BSP Rigid ext.

NPT version available - Quart, Pint, Gallon version available.
Approvable version on request.




OIL
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N NOZZLE METERS

EN. High flow-rate oil nozzle with oval gear

electronic flow meter in acetal resin.

The oval gear metering system allows for high
metering precision with low pressure losses.

The high flow rate of the flow meter combined
with the rugged and highly ergonomic nozzle
and non-drip tip (available in both rigid and

flexible versions) ensures clean, quick and
safe delivery.

PERFORMANCE

- Flow rate up to 60 I/min

- Repeatability: 0.2%

- Accuracy +/- 0.5%

- Maximum operating pressure 70 bar

- Bursting pressure: 140 bar

- Inlet swivel coupling with filter for impurities

DIMENSIONS

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Pistola de elevado caudal para aceite

con cuentalitros electrdnico de engranajes
ovalados de resina acetdlica.

El sistema de medicidn con engranajes
ovalados permite obtener totalizaciones muy
precisas con pérdidas bajas de carga.

El elevado caudal del cuentalitros, la gran
resistencia y la forma ergondmica de la pistola
y el extremo (en la versidén rigida y flexible) con
védlvula antigoteo aseguran operaciones de
repostado limpias, rdpidas y seguras.

- Caudal hasta 60 l/min.

- Repetitividad: 0,2%.

- Precisién +/- 0,5%.

- Mdxima presién de funcionamiento 70 bar.
- Presidn de estallido: 140 bar.

- Giratoria en entrada con filtro para impurezas.

2e]plViey SRV [€]=) WEIGHT AND PACKAGING

Weight Packaging
Code
kg Ibs mm
F00974000 2,3 5,1 115x135x160
F00974010 2,9 6,4 115x135x160
F00974020 3 6,6 116x135x160

N. Boxes/
Europallet
pcs/
box
1 100 120
1 100 120
1 100 120

NOZZLE METERS
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RU. BbicokonpounsBoanTenbHbIi Nuctonet

L9 Mac1a € 3NEKTPOHHbBIM CYETUVIK JIUTPOB C
OBasIbHbIMY LUECTEPHAMU U3 aLleTanbHON CMOJb.
Cuctema 3MepeHust Ha OCHOBE OBaslbHbIX
LwecTepHern obecneyrBaeT NOBbILEHHYIO
TOYHOCTb U3MEPEHNI 1 HI3KME MOTepy Hanopa.
BbicoKas Mpon3BOAUTENBHOCTb CHETUMKA
JIUTPOB, NOBbILEHHASA MPOYHOCTb 1
3ProHOMWUYHOCTb MUCTOMNETA Y HAKOHEUHWKA
(npepnaraeTcs Kak TBepAas, Tak 1 rmbkas
MOJAEJb) C NPOTUBOKAMENbHbIM KNarnaHom
obecneymBatoT YNCTYI0, BbICTPYIO 1 Ge30nacHyio
3anpaBky.

- Pacxopn no 60 n/MuH

- [NosTopaemocTb: 0,2%

- MorpewHocTb +/- 0,5

- MakcumanbHoe paboyee gaBneHuve 70 6ap

- laBnexue pazpbiBa: 140 6ap

- [ToBopoTHOE KpeneHne Ha BXoge € uibTpom
OT 3arpA3HeHni
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P Flowrate YN Accuracy

6UP6 min 0,/5 %
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(up to 15 gpm)

NOZZLE
METERS

NOZZLE METER , 1 NOZZLE METER
NEXT/2 j NEXT/2

o . e
+ rigid extension

NOZZLE METER
NEXT/2

+ flexible extension

FEATURES

Multifunction
display

5 digit partial. Total.
Resettakble total and
calibration available.
Low battery icon.

relplV[e RVNN(€]=R TECHNICAL DATA

Fluids  Spout x Flow-rate Pressure Battery
included
Code Description Inlet Outlet
type type automatic |/min gpm bar psi AAA no. 2
no drip valve 2x15V
F00974000 NEXT/2 nozzle w/o spout BSP - - 6 - 60 1,56-15 70 994 2 3/4” BSP -
F00974010 NEXT/2 nozzle w/rigid spout BSP Rigid YES 6-60 1,56-15 70 994 2 3/4” BSP Rigid ext.
F00974020 NEXT/2 nozzle w/flex spout BSP Flexible YES 6 - 60 1,6-15 70 994 2 3/4” BSP Flex ext.

NEXT/2
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NOZZLE METERS
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500 preseT

EN. Nozzle meter for oil. With the K500,
the possibility to dispense in pre-selection

mode is a unique feature of its kind. Once the
pre-selected amount has been completed, the
nozzle automatically closes the valve stopping

the dispensing.

PERFORMANCE

- Flow rates 1- 30 |/min.
- Accuracy: +/- 0.5 %

- Repeatability: 0.2 %

- Viscosity 5 - 2000 cSt
- Max. pressure: 70 bar

- Min. presettable quantity O.1 litres, max.
99.9 litres

ES. Pistola con cuentalitros para aceite.

La posibilidad de efectuar suministros con
preseleccidn ofrecida por la K500 la hace
unica en su género. Una vez alcanzada la
cantidad preseleccionada, la pistola cierra
automdticamente la vdlvula e interrumpe el
suministro.

- Caudales 1- 30 l/min

- Precisién: +/- 0,5 %

- Repetitividad: 0,2 %

- Viscosidad de 5 a 2000 ¢St

- Presidn mdx.: 70 bar

- Cantidad seleccionable min. 0,1 litro y mdx.

99,0 litros

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. MNucToneT co cueTumKom nuTpoB ans
macna. Bo3sMoXHOCTb oCyL|ecTBNATbL Nofjavy
cornacHo npefgapuTeNibHOMy Bblbopy AenaeT
mogenb K500 yHrKanbHOWM B CBOeM Knacce.
Mocne pfocTuXeHNA BbIGPaHHOTO KONMYeCTBa,
nyCcToNeT aBTOMaTUYECKN 3aKpbiBaeT KnamnaH 1
npekpatyaeT nopauvy.

- Pacxon ot 1 no 30 n/MuH.

- MNorpewHocTs: +/- 0,5 %

- [osTopaemocTb: 0,2%

- Bazskoctb o1 5 10 2000 cCT

- Makc. naenexue: 70 6ap

- BoamokHOCTb NpeaBapuTenbHOro Bbibopa
konuyectsa ot 0,1 nutpa go 99,9 nutpos

- Indication of the quantity dispensed with - Indicacién de la cantidad suministrada en - OT06paxeHyie NOAAHHOTO KONNYEeCTBa B

diver - if unit of measurement varias unidades de medida pasHbIX eAVHNLIAX U3MEPEHMNA

DIMENSIONS

Patentep

8 uuu <

OIL

2e]plVieySRYNN€E]=) WEIGHT AND PACKAGING

Weight Packaging N. Boxes/
Europallet
Code ) b /
g s mm pcs,
e X -
F0068700C 1,8 4 280x160x140 1 128 160
F00687200 1,8 4 280x160x140 1 128 160
F00687210 1,8 4 280x160x140 1 128 160
F0068600C 4 280x160x140

NOZZLE METERS
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[ Flow-rate
upto ‘/- upto PI“s‘
30...} 0,5 % J| 2000
(up to 7,8 gpm) cSt
Rigid spouts:

260°

Automatic
no drip valve

B/P
Code FO0676080 )(

Flexible spouts:

B/P
Code FO0676070 )(

3 ~
LF y
¥ Code FO0676040 X

A/P
Code FO0676060

NOZZLE
METERS

HF
Code FO0676050

K500 PRESET

FEATURES

High
_ protection

=
f?
i
i @.

RirelplV[e VNN(€]=R TECHNICAL DATA

Fluids Spout x Flow-rate Pressure Batteries
Code Description type type automatic |/min gpm bar psi size 1,5V AA Inlet
no drip valve no.
F0068700C K500 w/articulable spout 0 YES 1+30 0,26 +7,8 70 994 4 1/2” BSP
FO0687200 K500 w/rigid spout (C) YES 1:30 026:78 70 994 4 1/2” BSP
FO0687210 K500 w/flexible spout (B) YES 1:30 026:78 70 994 4 1/2” BSP
F0068600C K500 w/articulable spout o YES 1+30 0,26 +7,8 70 994 4 1/2” NPT

K500 PRESET
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REASTER

EN. Grease meter nozzle. The “Greaster” is
a new grease dispensing nozzle that comes
complete with an integrated oval-gear flow
meter. The resettable batch total provides
complete control over the lubrication
operations; the cumulative total provides

a constantly updated record of grease
consumption.

PERFORMANCE

- Flow rate up to 2,5 kg/min

- Operating pressure: max 550 bar

- Bursting pressure: min 1600 bar

- Accuracy: +/- 3%

- In-line version

- In-line version available for direct installation

on the grease dispensing tube.

1127

ES. Pistola con cuentagramos para grasa.
Greaster” es una innovadora pistola de
suministro para grasa integrada con un
cuentagramos de engranajes ovalados.
Garantiza una operacién de engrase correcta,
gracias a la indicacién parcial borrable.
Registra en el tiempo el consumo de grasa
gracias a la indicacién del total suministrado.

- Caudal de hasta 2,5 kg/min.

- Presidén operativa: mdx. 550 bar

- Presidn de estallido: min. 1.600 bar

- Precisién: +/- 3%

- Versidn en linea

- Versién en linea disponible para la instalacidn

directa en el tubo de suministro de grasa.

18" Gas . . ‘

- BSP 1/8” conical
- 1/8” NPTF (e

O E - M10x1
Y

80

<875 5 1<

AL
/4

x{elplv[ey RVAN(E=R WEIGHT AND PACKAGING

Weight Packaging
Code kg lbs mm inch pcs/box
F0043000A 2,3 5,1 310x170x55 12,2x6,7x2,2 1
F0043002A 2,6 57 310x170x55 12,2x6,7x2,2 1
F0043100A 2,3 5,1 310x170x55 12,2x6,7x2,2 1
F0043500A 2,6 57 310x170x55 12,2x6,7x2,2 1
F0043600A 1,2 2,6 310x170x55 12,2x6,7x2,2 1
F0043011A 1,2 2,6 310x170x55 12,2x6,7x2,2 1

81.5%0.5

224.3

Vi

NOZZLE METERS
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RU. MucToneT co cyeTunmkom rpaMmoB anis
cMasku. “Greaster” ABNAETCA MHHOBALMOHHbBIM
NUCTONETOM ANA NOJAYN CMa3Km Co

BCTPOEHHbIM CYETYNKOM rpaMmoB. lapaHTupyet
NpPaBUIbHOCTb OCYLLECTBIEHUA CMa3Kun
6narofiapa MHANKATOPY YaCTUYHOIO KONIMYECTBa,
KOTOPbI MOXHO 06HYNUTb. MiHAMKaTop obLwero
KOMMYecTBa perncTpupyer obLee KONMYeCTBO
CMa3Ku, NofaHHoe 3a BCe BpeMms.

- Pacxopa 1o 2,5 Kr/MuH

- Pabouee paBrneHune: makc. 550 6ap

- Pabouee nasneHune: MvH. 1600 6ap

- [orpelwHocTs n3mepenus: +/- 3%

- Mopenb [/ yCTaHOBKU B NINHUIO

- Mpepnaraetcs mofenb ANA YCTaHOBKU B NIVHNIO,
KOTOPYIO MOXKHO YCTaHOBUTb HEMOCPECTBEHHO B
Tpy6onpoBo pacnpeaeneHms cMasku.
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[ Flow-rate
I 3 ‘/- P I u s I
2,5 /e %

NOZZLE
METERS

:/
{
GREASTER nozzle
+rigid spout } \
GREASTER nozzle +Z swivel In line grease meter \
FEATURES
Multifunction
display
W
o5 A -

'.h D% \

PI(@)pIb[ey IS RPYNN (€128 TECHNICAL DATA

Fluids K 9 Flow-rate Pressure
7 2 ] =
Code Description type [ kt* < H % Kg/min Lb/min bar psi Inlet Outlet
{ ¢ | E”
o0 (8]
F0043000A Greaster gr/kg - - ar kg 01-25 02-55 550 - 1/4"BSP  1/8” BSP*
F0043002A Greaster gr/kg M10x1 - - ar kg 0,1-25 0,2-55 550 - 1/4"BSP M 10x1
F0043100A Greaster gr/kg with rigid spout and Z-swivel YES YES gr kg 0,1-2,5 0,2-5,5 550 - 1/4"BSP M 10x1
F0043500A Greaster oz/Ib - - oz b 0,1-25 0,2-55 - 7800  1/4”NPT  1/8” NPT
F0043600A Greaster oz/Ib with rigid spout and Z-swivel YES VYES oz o 0,1-25 0,2-5,5 - 7800 1/4”NPT M 10x1
F0043011A In line grease meter - - ar kg 0,1-25 0,2-5,5 550 - 1/8"BSP  1/8” BSP
* conical

GREASTER
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NOZZLE

ASYOIL

EN. Oil Dispensing Nozzles. The “Easyoil” is

a new dispensing nozzle specifically designed
for the industry.

The aluminum body is resistant to high
pressure.

The plastic, anti-shock handgrip is available in
several colours.

A balanced valve reduces pressure on the
trigger.

PERFORMANCE

- Flow rate up to 30 |/min
- Operating pressure 70 bar

DIMENSIONS

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Pistolas para el suministro de aceite.
“Easyoil” es una nueva pistola estudiada
especialmente para los operadores del
sector. Cuerpo de aluminio resistente a
elevadas presiones. Empufiadura de pldstico
antichoque, disponible en varios colores.
Vélvula balanceada para reducir la presién
sobre el gatillo.

- Caudal hasta 30 l/min

- Presidn de funcionamiento 70 bares

164.5 _ P
=
s e =
e |
&
b s
WEIGHT AND PACKAGING
Weight Packaging
Code kg Ibs mm inch pes/box
FO096600A 045 1 203x320x88 8x12,6x3,5 1
F00966130 12 26 203x320x88 8x12,6x3,5 1
F00966140 12 26  203x320x88 8x12,6x3,5 1
F00966150 12 26 203x320x88 8x12,6x3,5 1

NOZZLE

Tel: (+974) 443 54 298
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RU. Muctonet ans nogaun macna. “Easyoil”
ABNAETCA HOBbIM NCTONETOM, CeuranbHO
npenycMOTPeHHbIM ANA niofel, paboTatoLwmx

B oTpacnu. MpouHblIi antoMUHKNEBBIN KOPMYC,
CTOVKMI K BbICOKOMY fiaBneHuio. Mnactukosas
NPOTMBOYAAPHaA PyKoATKa PasfiuHbIX LiBETOB.
C6anaHCcMpPOBaHHbIN KnanaH No3BonAeT CHU3UTb
[laB/ieHe Ha CryCKOBOW pblyar.

- Pacxopn po 30 n/MuH
- Pabouee pasrnerune 70 6ap
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T o . - F k-
70 bar : ._ .-'-

3 O I|/min
Rigid spouts:

Code FO0665000
Rigid Spout A/P
with automatic
anti-drip valve (A)

Code FOO67000A
Rigid Spout B/P (B)

Code FOO67002A
Rigid Spout 90 mm B/P (B) D

Code 000934000
Rigid Spout HF with manual anti-drip valve (C)

Code 000938000
Rigid Spout LF with manual anti-drip valve (D)

Flexible spouts:

N Code FO0666000
\ Flexible Spout A/P
| with automatic -

anti-drip valve (A) A %
ol

NOZZLE

Code FOO67100A B ¥

Flexible Spout B/P (B) "
C t‘)\

Code 000935000
Flexible Spout HF with D ug;'g
manual anti-drip valve (C)

Py

Code FO0939000
Flexible Spout LF with manual anti-drip valve (D)

SEE bR

] Flexible spouts:
EASY OIL nozzle % EASY OIL nozzle .

+ swivel + swivel Code 000669000
EASY OIL nozzle +rigid spout — + flexible spout Rotating Spout A/P with
automatic anti-drip valve
FEATURES
Trigger lock - Color Code system

=%
3 Handgrip @ FO096600A Swivel ® FO9659000
rubber
Code FO9949000  Code FO845600A FO0966058 oboctors o (07757000
Available with NPT ©® FOO96604A P ® FO9758000
thread ® FO096603B ® FO9899000
® FOO96606A ® FO9955000
P12[@)pI0[GYISHPYNN (€20 TECHNICAL DATA
Fluids Spout
Code Description Inlet
type Rotating Rigid Flexible
FO0096600A Easyoil FF 1/2” x 1/2” BSP - - - 1/2” BSP
F00966130 Easyoil + Swivel 1/2” + Rigid spout - YES - 1/2” BSP
F00966140 Easyoil + Swivel 1/2” + Flexible spout - - YES 1/2” BSP
F00966150 Easyoil + Swivel 1/2” + Rotating spout YES - - 1/2” BSP

EASYOIL
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NOZZLE
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ISTOL-ONE

EN. High flow capacity nozzle for oil
dispensing. “Pistol-ONE" is a new nozzle
specially designed for heavy-duty work
conditions, and for anyone requiring high flow
rates, low flow resistance at high pressures,
and ease of handling and use. The aluminium
body is shock resistant, ergonomic and
compact.

The valve is balanced to reduce pressure on
the trigger to the utmost, to make the nozzle
extremely easy to use.

PERFORMANCE

- Nominal flow rate 9O |/min

- Max operating pressure 100 Bar

- Burst pressure 300 Bar

- Flow resistance 0.6 bar at 6O |/min.

- Trigger operating force at 100 Bar: 9 Kg

DIMENSIONS

ES. Pistola de elevado caudal para llenar
aceite. “Pistol-ONE” es una nueva pistola,
estudiada especificamente para situaciones
de uso dificil y para responder a exigencias
de caudales elevados, baja pérdida de carga
con presiones altas y una gran manejabilidad
y uso fdcil. El cuerpo de aluminio, ergondmico
y compacto, es resistente a los impactos.

La vélvula se ha equilibrado para reducir al
minimo la presién sobre el gatillo para que la
pistola sea extremamente fdcil de utilizar.

- Caudal nominal 90 l/min

- Mdxima presién de funcionamiento 100 bar
- Presién de estallido 300 bar

- Pérdida de carga < 0,6 bar a 60 l/min

- Fuerza de accionamiento gatillo a 100 bar: 9 Kg

<

I
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piepliey ENN[€=8 WEIGHT AND PACKAGING

Weight Packaging

Code kg lbs mm inch pcs/box
F00640000 1,3 2,9 300x180x80 11,8x7,1x3,1 1
F00640010 1,9 4,2 300x180x80 11,8x7,1x3,1 1
F00640020 2,0 4,2 300x180x80 11,8x7,1x3,1 1

NOZZLE
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RU. BbicokonpounsBoanTenbHbIi Nuctonet
ana nogauv macna. “Pistol-ONE” — 370 HOBbI
NMUCTONET, CreumnanbHO pa3paboTaHHbIi Ans
MCNONb30BaHMWA B CIIOXKHDBIX YCIIOBUSAX, KOraa
TpebyeTcsa BblCOKasA NPOU3BOANTENIBHOCTb,
HU3Kas NoTeps Hanopa Npwu BbICOKOM
[aBNIEHNN, BbICOKAsi MAHEBPEHHOCTb 1
NpOCTOTa NCMONb30BaHNA. YAaPONPOUHbIN,
3ProHOMMWUHBIN I KOMNAKTHbIN KOpMyC
M3roToBMEH 13 antoMuHKA. KnanaH
c6anaHcMpoBaH, YTobbl O MUHUMYMa CHU3UTb
[laBfieHVe Ha CMYCKOBOM pblyar, YTo CyLEeCTBEHHO
YNpOoLaeT NCnonb3oBaHme nucToneTa.

- HomuHanbHbIn pacxog 90 n/MuH

- MakcumanbsHoe pabouee aaBneHue 100 6ap

- laBnexue pazpbia 300 6ap

- MNoteps Hanopa 0,6 6ap npw 60 n/MWH.

- Cuna paeneHna Ha CnyckoBom poiyar npu 100

6ap: 9 Kr
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P Flow-rate Y Work.pressurs

90..0100..

(up to 23,8 gpm)

PISTOL-ONE
+ rigid spout

PISTOL-ONE

FEATURES

Semi-automatic
no drip valve

replV[e VNN(€]=R TECHNICAL DATA

Code Description

F00640000 PISTOL-ONE + swivel 3/4”

F00640010 PISTOL-ONE + swivel 3/4” + Rigid spout
F00640020 PISTOL-ONE + swivel 3/4” + Flexible spout

PISTOL-ONE
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PISTOL-ONE

+ flexible spout ——

Fluids

type
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ON REQUEST

Rigid spouts:

Mod. BPS B/P remrs

Code F16005010
XNy

with semi-automatic
no-drip valve

Flexible spouts:

Mod. BPS B/P
Code F16004010
with semi-automatic
no-drip valve

Spout
Inlet
Rigid Flexible
- - 3/4” BSP
YES - 3/4” BSP
- YES 3/4” BSP

NOZZLE
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SPECIAL EQUIPMENTS

ACUBOX

EN. Automatic oil changer. The “Vacubox”
extracts used oil from the car motors through
the dipstick holder. The system automatically
stops the pump when the oil suction is
completed.

Optional:
- Suction hose with probe holder.
- Wall support kit.

PERFORMANCE

- Flow rate up to 10 I/min

- 230V continuous AC operation
- Noise level below 65 dB

- Automatic shutdown

DIMENSIONS

elplViey SRAVNNE=R WEIGHT AND PACKAGING

Weight
Code kg Ibs mm
F00500B00 10 22 295x295x325
R12737000 - -
R08308000 = =
R08309000 - -

Packaging

Tel: (+974) 443 54 298
www.boltsandtools.com

ES.“Cambiaolio” automdtico (cambiador de
aceite). “Vacubox” extrae el aceite usado

de los motores de los vehiculos utilizando el
conducto que contiene la varilla de medicién
del nivel de aceite. El sistema interrumpe
automdticamente el funcionamiento de la
bomba una vez terminada la aspiracidn del
aceite.

Optional:
- Tubo de aspiracidn con portasondas.
- Kit de soporte de aplicacidn mural.

- Caudal hasta 10 [/min
- Funcionamiento continuo CA 230 V
- Nivel sonoro inferior a 65 dB

- Apagado automdtico

236

inch pcs/
box

11,6x11,6x12,8 1

SPECIAL EQUIPMEMTS

FULLY
UTOMATIC

Tel: (+974) 443 54 298
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RU. ABTomaTtunueckaa cMeHa macna. “Vacubox”
OTKauMBaeT oTpaboTaBLLee Mac/o 13 fiBUraTenen
aBTOMOGWNEN, NCNOSb3Ys YAEPKMBAIOLLYIO
TpyO6y Lyna ANA U3MePEHNSA YPOBHA Macna.
Cuctema aBTOMATUYECKH BbIKITIOUAET HAaCcOC Npu
3aBepLUeHMU BcacbiBaHKA Macha.

Optional:
- Tpy6a BcacblBaHWsA C AepXKaTenem 30Haa.
- KOoMMieKT HacTeHHO OMnopbl.

- Pacxon no 10 n/MuH

- HenpepbiBHoe GyHKUMOHUPOBaHMeE OT
anekTpocetn 230 B

- YpoBeHb Liyma Huxe 65 b

- ABTOMaTn4ecKoe BbIK/loyeHne
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PILSI
10 i

(up to 3 gpm)

Fully automatic

%)
oz
<

T o=
ma
) . a5
Direct into waste oil Suction e
% storage tank L
5 & ;’_\‘._ /;., N
' . '\‘ . i
\ B F =y
ON REQUEST
Kit probes « 1 semi-rigid probe @ 6 x 800 mm
Code y 5 '. Complete set of probes, « I semi-rigid probe & 8 x 800 mm
RO8309000 - . i ina:
v including: -1 rigid probe @ 6 x 650 mm
+ 1 rigid probe @ 9 x 650 mm
Code 1 semirigid 8 x 6 x 1000
F11774010 1 semirigid 6 x 4 x 1000
2r{elplV[eyRVNN(€]=R TECHNICAL DATA
Fluids Flow-rate Voltage Inlet
Code Description type |/min gpm AC V./Hz Power Amp. BSP
DC Volt Watt max.
F00500B00 Vacubox 1-10 0,25 - 2,5 230/50 350 2 17172
R12737000 Kit wall support 171/2
R08308000 Kit suction hose 2 mt 17172
R08309000 Kit probes 17172
F11774010 Kit probes 17172

Available at 110-120 V / 60 Hz

VACUBO
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SPECIAL EQUIPMENTS

AMBIAOLIO e

EN. The “Cambicolio” satisfies the ever- ES. “Cambiaolio” responde a la exigencia RU. Yctpoiicteo “Cambiaolio” otBevaet
increasing demand of extracting used oil cada vez mds frecuente de extraer el aceite CTaHOBALLelCcA BCe 6onee akTyaNbHO

from cars directly through the dipstick holder.  agotado de los automdviles directamente noTpe6HOCTY B OTKauMBaHuM oTpaboTasiuero
Trailer-mounted support. Self priming pump. por el alojamiento de la varilla de control del Macra aBToMo6uIA HENOCPEACTBEHHO U3 rHe3/a

nivel de aceite. Soporte sobre ruedas. Bomba Lyna AnA nposepki yposHA Macna. Onopa ¢

autocebante. Tenexkon. Camo3anmBatoLniics Hacoc.
PERFORMANCE
- Continuous operation. - Funcionamiento continuo. - HenpepbiBHoe GyHKUMOHNpPOBaHMe
- Noise less than 70 dB. - Ruido inferior a 70 dB. - YpoBeHb Lyma Huxe 70 ib
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elpliey SRVNNE=R WEIGHT AND PACKAGING

Weight Packaging
Code kg Ibs mm inch pcs/
box

F0050000B 19,5 43 600x290x300  23,6x11,4x11,8 1
00050006A 19,5 43 600x290x300  23,6x11,4x11,8 1

SPECIAL EQUIPMEMTS
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PILSI
10 i

-

(up to 3 gpm)

E Asy To use
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INCLUDED

Probe Kit included:

i

-1 semi-rigid probe @ 6 x 800 mm
-1 semi-rigid probe & 8 x 800 mm
- 1rigid probe @ 8 x 650 mm
-1 rigid probe & 9 x 650 mm
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FEATURES
22{e]plV[ey VNN [€]=) TECHNICAL DATA
Fluids Flow-rate Voltage Tank
Code Description type |/min gpm AC V./Hz Power Amp. liter gal
DC Volt Watt max.
F0050000B Cambiaolio M 2-10 05-25 230/50-60 350 2 10 3
00050006A Cambiaolio 120V / 60 Hz 2-10 05-25 120/60 1200 12,7 10 3

CAMBIAOLIO
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FLUID MONITORING

ClO

EN. Continuous tank level monitoring.
OCIO detects the static pressure generated
by the fluid height by means of a tube
inserted into the tank and displays the fluid
level or volume.

The system consists of:

« A tube for detecting static pressure: The
tube end is inserted from the top of the tank
and lowered down into the liquid until it
touches the bottom.

+ A control unit for displaying the level and
managing the system. The unit is equipped
with an intuitive, complete software and
permits the connection of two alarm or lock
devices.

The software is used to:

- Set tank type and dimensions

- Define alarm levels

- Define indication level

- Define measurement unit

- Calibrate the instrument

Depending on the set alarm levels, the control
unit activates or deactivates the contact by
acting as a remote switch for starting the
alarms or cutting power to the connected
equipment.

Maximum measurable height: 4 m.

Probe tube length: 10 m.

Accuracy 1% full-scale

pATENTED

e lV[e SRV N[€]=8 WEIGHT AND PACKAGING

Weight
Code kg Ibs mm
F0075510D 2,2 4,8 300x410x100
F0075511D 2,2 4,8 300x410x100
F00755140 2,2 4,8 300x410x100
F00755160 2,2 4,8 300x410x100

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Monitoreo continuo de niveles en tanques.
OCIO detecta la presidn estdtica generada
por el liquido por medio de un tubo introducido
en el tanque y visualiza el nivel del liquido o el
volumen.

El sistema estd consiste de:

« Un tubo para la deteccidn de la presidn
estdtica. El tubo es introducido por la parte
superior del tanque y sumergido en el liquido
hasta tocar el fondo.

+ Una unidad de control para la visualizacidn
del nivel y la gestidn del sistema. La unidad
dispone de software que permite la conexién
de dos dispositivos de alarma o de bloqueo.
Por medio del software es posible:

- Establecer el tipo y las dimensiones del
tanque

- Definir niveles para alarma

- Modificar la indicacidn del nivel

- Modificar las unidades del nivel

- Calibrar el instrumento.

Segtn los niveles que fueron programados,

la unidad de control activa desactiva el
contacto actuando como un interruptor remoto
que prende la alarma o apaga los equipos
conectados para no suministrar més liquido.
Altura mdxima medible: 4 m.

Longitud del tubo sonda: 10 m

Precisidn 1% escala completa

Packaging
inch pcs/
box
11,8x16,1x3,9 1
11,8x16,1x3,9 1
11,8x16,1x3,9 1
11,8x16,1x3,9 1

FLUID MONITORING
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RU. Cuctema HenpepbiBHOTO yripaBieHns
YPOBHEM B pe3epByape.

OCIO onpepenseT cTaTnyeckoe faBneHune,
CO3aBaeMoe BbICOTON XKUOKOCTH, UCMONb3yA
TPy6y, MOMeLLEeHHYO B pe3epByap 1 oTobpaxaeT
YPOBEHb XUAKOCTU 1N o6bem. Crictema cocTonT
n3:

« Tpy6bl AnA onpefeneHns CTaTYyeckoro
naBneHua. Tpyba C HAKOHEUYHKOM BCTaBnAeTcA
Yepes BepXHIOI0 YacTb pe3epByapa 1 Morpyxaetca
B XKWAKOCTb 10 KacaHWA C JHOM pe3epByapa.

- Bnoka ynpaeneHus ana otobpaxeHns ypoBHsa

1 ynpaBneHus cuctemoit. bnok ocHalleH
VHTYUTVBHBIM 1 MOJSTHBIM MPOrPaMMHbIM
obecrieyeHreM 1 NO3BOIAET NOAKMIOUYNUTL ABA
YCTPOIACTBa TPEBOTY UV GIIOKNPOBKM.

C nomoLL b0 NPOFPAMMHOTO 06ecneyeHns MOXXHO:
- YcTaHoBUTL TUM K pa3Mepbl pe3epByapa

- Hactpouts curHansl TpeBorn ypoBHs

- Hactpoutb nHanKaumio ypoBHsA

- Hactpouts efHMLY nsmepeHus

- OTKannbposath Npubop

B 3aBMCYMOCTI OT ypOBHE YCTaHOBNEHHbIX
CUTHANOB TPEBOIYW, 6NOK yrpaBneHns
AKTUBU3VPYET N Ae3aKTUBM3MPYET KOHTaKT,
1CMONb3ys yaaneHHbIN BblKYaTenb ana
BKJTIOUYEHNA CITHANbHBIX YCTPOWCTB v Ana
ONOKMPOBKY NITAaHNA NOAKIOUEHHbIX YCTPONCTB.
MakcrmansHas BblcoTa, KOTOPY MOXHO
NU3MepuUTh: 4 M.

[nnHa Tpy6bl 30HAa: 10 M.

[Torpewnocts 1% oT grnanasoHa.

(in the packing
10 mt hose)
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* End of scale

Fuel level
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Hose length 3 mt Made in stainless steel
D12 mm
Code F12939000
RrelplV[ey RVAN(€]=8 TECHNICAL DATA
Fluids Viscosity Voltage
Code Description type St AC V./Hz Power RS exit
Watt
F0075510D  Level indicator OCIO LV / RS output D] up to 30 230/50 20 available
F0075511D  Level indicator OCIO LV / RS output 120 V D] up to 30 120/60 20 available
F00755140 OCIO Urea Urea 230/50 20 available

F00755160 Level indicator OCIO LV / 4/20 mA output D] up to 30 230/50 20 -
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FLUID MONITORING
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ClO DESK sorrware

EN. OCIO is available with direct PC
connections. By means of an interface you
can connect up to 12 OCIO level gauges
and send data direct via cable to a PC up to
1,000 meters away.

Dedicated software has been developed to
permit the storage of historic tank level data
according to different criteria:

« at each time interval

- at each variation in level

« at each variation in volume.

The recorded data is displayed as a diagram
showing the historical tank levels data.
Software permits configuration of each tank
and alarm type.

ES. OCIO estd disponible con conexién directa
a PC. Por medio de una interfaz se pueden
conectar hasta 12 indicadores de nivel OCIO y
transmitir los datos por cable a una PC a hasta
1.000 m de distancia.

Un software especializado de disefio para
permitir guardar los datos histdricos del nivel
del tanque segun diversos criterios:

- por cada intervalo de tiempo

« por cada variacién de nivel

- por cada variacién de volumen.

Con los datos registrados se podrd visualizar
un diagrama que muestra los datos histéricos
del nivel del depdsito. El software permite
configurar cada tipo de tanque, asi como las
alarmas.

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. CneuuanbHoe nporpammHoe obecrieyeHue,
KOTOpOE MO3BOJIAET COXPAHATb apPXUBHbIe
flaHHble 06 YpoBHE B pe3epByape CornacHo
PasNIMUYHBIM KPUTEPUAM:

+ yepes onpefeneHHbI MHTEPBaN BPeMeHN

« K@XAbI pa3 Npu N3MeHEHNMN YPOBHSA

+ KaXAbli pa3 Npu n3mMeHeHnn obbema.
Vicnonb3ysa coxpaHeHHble AaHHbIe MOXHO
co3AaTb AMarpammy, oTobpaxaloLLyto apxmBHble
flaHHble 06 ypoBHe B pe3epByape.
MporpammHoe obecneyeHne no3sonseTt
KOHUrypupoBaTh BCe TUMbl pe3epByapoB 1
HacTpauBaTb CUrHasbl TPEBOTU.

Kpome Toro, MOXHO yKasaTb MyTb COXPaHEHUs
[aHHbIX BO BHelLHeM ¢aiine popmata .txt

eplV[e i VNN[€]=8 WEIGHT AND PACKAGING

Weight
Code kg Ibs mm
F00755S1A 0,4 0,9 200X120X140
F00755S0C 11 2,4 200X120X140
F00755S2A 2,5 515) 200X120X140
FO0755S3A 3,1 6,8 200X120X140

Packaging
inch pcs/
box
7,9x4,7x5,5 1
7,9x4,7x5,5 1
7,9%4,7x5,5 1
7,9x4,7x5,5 1

FLUID MONITORING
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o))l R VNN(€]=8 TECHNICAL DATA

Code Description

F00755S1A OCIO desk SINGLE TANK (software + PC interface for 1 tank)
F00755S0C  OCIO desk MULTITANK 4 (software + PC interface up to 4 tanks)
F00755S2A OCIO desk MULTITANK 8 (software + PC interface up to 8 tank)
F00755S3A OCIO desk MULTITANK 12 (software + PC interface up to 12 tanks)

OCIO DESK
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ClO GSM

EN. GSM transmission of tank level.

This system responds to demand for the
remote monitoring of tank levels by displaying
the current situation on a telephone display
or to an email address.

The transmitter with GSM modem is
connected to the OCIO level indicator and
via one or more expansions controls up to

8 tanks. Each tank is supplied with a level
indicator connected via cable to the OCIO
GSM unit or a single expansion. Configuration
of the system is carried out by sending a
coded message over the telephone.

ES. Transmisién GSM del nivel de un tanque.
Este sistema responde a la necesidad de
monitorear a distancia el nivel de los tanques,
OCIO GSM lleva esta informacién a un
teléfono celular o al correo electrdnico. El
transmisor GSM con modem se conecta al
OCIO y por medio de una o mds expansiones,
permite el control de hasta 8 tanques.

Cada tanque dispone de un indicador de nivel
que es conectado, por medio de un cable,

a la unidad OCIO GSM, o a la expansidn
individual.

La configuracién del sistema se efectia por
medio de un teléfono y un mensaje de cédigo.

eplV[e s VNN[€]=8 WEIGHT AND PACKAGING

Weight
Code kg Ibs mm
F00755G50 1,5 3,3 300x410x100
F00755G20 1,5 3,3 300x410x100
F00755G40 1,5 3,3 300x410x100

Packaging

inch pcs/
box

11,8x16,1x3,9 1
11,8x16,1x3,9 1
11,8x16,1x3,9 1

FLUID MONITORING

Tel: (+974) 443 54 298
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RU. MNepepaya nHdopmaumm 06 yposHe B
pe3epByape nocpeactBom GSM-cBA3mn

STa cMcTema NO3BOSIAET yAANIEHHO CEANTD 3a
YPOBHEM B pe3epByapax, oTobpaxas Ha gucnnee
TenedoHa UM oTNpasnAA Ha afpPec SNEKTPOHHOM
noyTbl 0OGHOBNEHHYO NH$OPMALHIO.

Mepepatunk ¢ GSM-moaemMOM MOXHO COeANHUTb
c nHgukatopom yposHa OCIO 1 ¢ nomoLybio
OfHOTO WSIN HECKONbKUX pacLUpeHnii no3BonseT
ynpasnATb [0 8 pesepsyapamu. Kaxabiii
pe3epByap CHabXeH NHAMKATOPOM YPOBHS,
KOTOPbI C MOMOLLbIO Kabens coefjuHeH ¢ 6r10Kom
OCIO GSM nnu c otaenbHbIM paclumpeHuem. Ana
KOHPUrypaLmm cMcTemMbl NCMONb3yeTcA TeNeoH,
C KOTOPOTO OTMNPABAAITCA KOPOTKME COOOLLEeHNS,
cofeprKalle COOTBETCTBYIOLME KOAbI.
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eplV[ey RRNN(€]=R TECHNICAL DATA

Fluids Voltage
Code Description type AC V./Hz Power
Watt
F00755G50  OCIO GSM Quad band SMS D] 110-230 / 50-60 15
F00755G20  Expansion OCIO GSM tank 2-4 ® 110-230 / 50-60 5
F00755G40  Expansion OCIO GSM tank 5-8 D] 110-230 / 50-60 ®

OCIO GSM
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CO SYSTEM

EN. Oil control system. All the components
of the MCO module have been designed for
an easy integration. Every module controls up
to 12 reels as a stand alone or PC-interfaced
system. Up to 32 modules can be networked
and connected to PC. Up to 900 users

and 9999 job numbers can be controlled.
Developed in Windows, the MCO Software

is simple and user-friendly. It allows you to
choose amongst many available languages.

Components:

CU - Control Unit. Wide keyboard and clear
LCD.

PU - Power Unit. Connected to the power
mains, it supplies low-voltage power to every
component of the system.

EPU - Expansion Unit. It allows you to control
4 additional reels (optional).

LD - Remote Display. Clear and bright 4”
digits allowing dispensing with accuracy and
convenience even when far from the CU.

GPV - Pulser / Valve Unit. Only component for
the best control of the fluid to be dispensed.
OCIO - Level gauge. To be installed on every
tank.

OCIO DESK - Interface software

Between the level gauge and MCO software.
PC interface - Contains the MCO software for
controlling dispensing from PC.

ES. Sistema para la gestién de aceites. Todos
los componentes del Médulo MCO han nacido
para integrarse con sencillez.

Cada Mddulo controla hasta 12 enrolladoras
como sistema auténomo o como sistema
interconectado a un PC. Hasta 32 Médulos
pueden ser conectados en red y a un PC.
Pueden gestionarse hasta 900 usuarios y
hasta 9999 érdenes de trabajo.

El software MCO es fdcil e intuitivo, al haberse
desarrollado en ambiente Windows. Permite
seleccionar el idioma entre los muchos
disponibles.

Componentes:

CU - Unidad de Control. Amplio teclado y
claro LCD.

PU - Unidad de Potencia. Conectada a la red
eléctrica, garantiza la alimentacién en baja
tensidn a todos los componentes del sistema.
EPU - Unidad de Expansidn. Permite controlar
otras 4 enrolladoras (opcional).

LD - Unidad de visualizacién remota. Digitos
claros y luminosos de 4” para suministrar con
precisién y comodidad incluso lejos de la
Unidad de Control.

GPV - Grupo Pulsador/Vélvulas.

Un solo componente encierra todo lo necesario
para el mejor control del liquido a suministrar.
OCIO - Indicador de nivel

a instalar en cada depdsito.

OCIO DESK - Software de interfaz entre el
indicador de nivel y el software MCO.

PC interface - Contiene el software MCO para

la gestidn de los suministros a través de PC.

eIV RYYNN[El=R TECHNICAL DATA , WEIGHT AND PACKAGING

Code

00077500B MCO module (CU/TE+PU)
00077700B MCO module (CU+PU)
00077501B MCO module 120V (CU/TE+PU)
00077701B MCO module 120V (CU+PU)
F0076800A Expansion power unit (EPU)
F00769000 Remote Display (LD)
000445000 GPV (Group pulser double valve)
000445020 GPVS (Group pulser single valve)
000445160 GPVS windscreen 24 Vdc
F0077100D PC interface Software MCO-OCIO
F0075511D Level indicator OCIO LV / RS
F0075510D Level indicator OCIO LV / RS
F12939000 KIT terminal for oil

F00755S0C OCIO desk MULTITANK 4
F00755S2A OCIO desk MULTITANK 8
F00755S3A OCIO desk MULTITANK 12
F00966130 Easyoil+Swivel 1/2"+Rigid spout
F00966140 Easyoil+Swivel 1/2"+Flex. spout

Tel: (+974) 443 54 298
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RU. Cuctema ynpaBneHuns Maciiom. YcTaHOBKa
BCeX cocTaBHble yacTtel mogyna MCO asnsaetca
npocToi. Kaxabli mogynb ynpasnset

n0 12 BTArMBaloLWMN MeXaH13MaMu B
aBTOHOMHOM peXXVMe UK B pexKnme CBA3N C
MK. o 32 mopynen MOXHO COeANHUTDL B CETb

v nogknounTb K MK. MoxHo ynpasnatb fo 900
nonb3oBatenaMn 1 Jo 9999 Homepamu 3agaHuin.
MporpammHoe obecneueHne MCO saBnsaetca
NPOCTOW N MHTYUTUBHOW, MOCKOJIbKY OHO
pa3paboTaHo B cpepe Windows. OHo
No3BOJIAET BbIOPaTh OAWH 13 MHOTOUMCIIEHHDBIX
npeanaraembix A3blKOB.

CocTaBHble YacTh:

CU - bnok ynpaenexus

llnpokas knasmatypa n yetkuin XK-gucnnei.
PU - Bnok nutanna

[lopknoyaerca K ceTn aneKTponuTaHus,
rapaHTUpyeT niTaHne HU3KOTO HamnpPAXeHNA BCex
yacTein cucTembl.

EPU - briok paciumpeHnna

[TosBonaet ynpasnaTb 4 4ONONHUTENbHLIMK
BTAMNBAOLLVIMY MEXaHU3MaMu (JOMONHNTENbHO).
LD - YpaneHHbin gucnnen

YeTkure 4" undpbl C NOACBETKON 1A TOUHOW 1
ynobHo nofayun gaxe sganm ot CU.

GPV - Y3en reHepaTopa MMMy/IbCOB/KNanaHoB

B 310M ofiHOM 6/10Ke BKOUEHO BCe
Heobxo[MMOe [11A HauyYLLero KOHTpons
noJlaBaemon »KMAKOCTK.

OCIO - nankaTtop ypoBHA

Heobxo[AMMO YCTaHOBUTb Ha BCEX pe3epByapax.
OCIO DESK - lNporpammHoe obecneueHue gna
CBA3N

VHAVKAaTOPa YPOBHA U MPOrPaMMHOrO
obecneueHna MCO.

PCinterface - CopepXuT nporpamMmmHoe
obecrnevyenvie MCO gna ynpaBneHus nogaven c
MK.

Voltage Weight Packaging
Ticket
emitter  AC V./Hz Power Amp. kg Ibs mm inch pcs/
DC Volt Watt max. box
YES 230 110 0,5 11,56 254 495x380x290 19,6x15x11,4 1
- 230 110 0,5 11 24,3 495x380x290 19,6x16x11,4 1
YES 120 42 3,5 11,6 254 495x380x290 19,6x15x11,4 1
- 120 42 3,5 11 24,3 495x380x290 19,5x15x11,4 1
- - - - 3 6,6 190x350x290  7,5x13,8x11,4 1
- 12 8,5 0,7 1,6 3,5 190x350x290  7,5x13,8x11,4 1
- 24 34 1,4 6,6 125x225x150 4,9x8,9x5,9 1
- 12 34 0,7 3 6,6 125x225x150 4,9x8,9x5,9 1
- 24 34 1,4 1 2,2 230x120x150 9,1x4,7x5,9 1
- - - - 0,7 1,5 125x225x150 4,9x8,9x5,9 1
- 120/50/60 - - 2,2 4,9 300x410x100  11,8x16,1x3,9 1
- 230/50/60 - - 2,2 4,9 300x410x100  11,8x16,1x3,9 1
- - - - - - - - 1
- - - - 11 2,4 200x120x140 7,9x4,7x5,5 1
- - - - 2,5 5,5 200x120x140 7,9x4,7x5,5 1
- - - - 3,1 6,8 200x120x140 7,9%4,7x5,5 1

- - 1
- - 1

FLUID MONITORIN
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SOFTWARE & HARDWARE ADE

IUSI MCO 2.0 \TAL-
EN. PIUSI MCO 2.0 arises from the need ES. PIUSI MCO 2.0 se ha creado para RU. PIUSI MCO 2.0 3apoxpaeTca n3s
to organise your work within your workshop. organizar el trabajo internamente en el HEO6X?FIMM0CT“ OpraHusoBatb paborty
Starting right from your desk. taller. Desde el escritorio. Desde un puesto B TBOE# MacTepckoit. HaunHan ¢ pabouero
From your office work station MCO 2.0 de la oficina el Software MCO 2.0 te permite ctona. B pabouero mecta g opuice
Software allows you to enter, display and introducir, visualizar y gestionar los pedidos nporpammHoe obecneuene MCO 2.0
manage work orders for the entire garage, de trabajo para todo el taller y controlar NO3BONACT BEOANTD, 0T06pva>KaTb ¥ yNpasnAaTo
checking states of completion and deadlines. el estado de progreso y los vencimientos. 3aKasamu BCEU MacTEPCKOV, MPOBEPAR VX
Thanks to the weekly agenda function, all it Con la agenda semanal tan solo necesitas COCTOAHNE BEINONHEHNA 1 UICTEYEHNE CPOKOB.
takes is a alance ochar un vistazo Bnarogaps exeHefenbHUKy GyAeT ROCTAaTOUHO

9 ) ) OfHOrO B3rNApa.

e —  ————
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e ——————
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{@)plV[eg Y NN[€El=n SOFTWARE 2°{@)plb[eg VN N(€]=R HARDWARE
Code Description Code Description Connection
USB VERSION F00776020 PIUSI DONGLE 2.0 Wi-Fi
F00774000 MCO 2.0 CLIENT SOFTWARE F20112000 KIT WALL MOUNT BRACKET (for Control Unit 2.0) -
F00774010 MCO 2.0 BUSINESS ENTRY SOFTWARE F19914000 KIT WALL MOUNT BRACKET (for GPV 2.0) -
z
o F00774020 MCO 2.0 BUSINESS SUITE SOFTWARE F20086000 INSTALLER KIT MCO 2.0 (for GPV 2.0 - PIUSI Dongle 2.0) -
[a4
§ WEB EDITION F2002100A  TICKET PRINTER WI-FI MCO 2.0 Wi-Fi
% F00774200 MCO 2.0 CLIENT SOFTWARE* F20089000 BARCODE READER USB MCO 2.0 UsB
F00774210 MCO 2.0 BUSINESS ENTRY SOFTWARE F12262010 KIT KEY READER MCO 2.0 USB
F00774220 MCO 2.0 BUSINESS SUITE SOFTWARE R15904000 USER KEY ¢ 10 YELLOW KEYS -

* The purchase of additional Client licences enables you to use the various versions of MCO 2.0 on multiple workstations.
* La compra de licencias client adicionales permite utilizar las distintas versiones de MCO 2.0 en mds sitios.
* NpunobpeTeHne gononHuUTeNnbHbIX nuueH3wuin Client no3sonseT ncnonb3osatb pasnnuHblie Bepcrn MCO2.0 Ha AOMONMHTENBHBIX Pabounx MecTax.

FLUID MONITORING
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WiFi Connections

EN. GPV 2.0 VALVE can be fully
controlled remotly. Available in LAN
version. MAXIMUM RELIABILITY.
Designed and built to operate
constantly, with no surprises. The use
of Wi-Fi technology makes the system
far easier to install and expand, with
minimal disruption of your garage
activities.

EASY VIEW High strength and performance
are the core properties of the Easyview
nozzle. ENHANCED ERGONOMICS. The
nozzle design has been further improved.
Easyview is a more practical and more
intelligent nozzle. The large size display
shows the dispensing data transmitted on
a wireless connection (zigbee) from the
associated GPV 2.0. This means the nozzle
no longer needs an internal flow meter,
resulting in a significant weight reduction
and less risk of damage.

PIUSI DONGLE 2.0 allows you to

keep the progress of the entire garage
constantly under control. Connect PIUSI
Dongle 2.0 to a normal monitor for

constant display of data from all the
devices in the MCO 2.0 system.

CONTROL UNIT 2.0 Thanks to static
and mobile 2.0 Control Units, you'll have
the updated list of pending tasks and
their state of completion readily to hand
at any time. The touchscreen device
allows the operator to scroll through the
tasks list, which is constantly updated

in real time. Particularly urgent work
orders can be highlighted.

PRODUCTS' RANGE [ZVNN7NS

Code

F00776010
F00776000

F00779010
F00779000

F00779020
F00446010
F00446000
F00446060
F00446030
F00446040
F00446050

Description

Fluids

CONTROL UNIT MOBILE 2.0 -
CONTROL UNIT 2.0 -

EASYVIEW -
EASYVIEW -

EASYVIEW -

RIGID
FLEXIBLE

windscreen/AdBlue®

GPV 2.0 - BI VALVE

GPV 2.0 - SINGLE VALVE

GPV 2.0 - SINGLE VALVE - remote

GPV 2.0 - SINGLE VALVE - windscreen

GPV 2.0 - SINGLE VALVE - AdBIlue®

GPV 2.0 - UNIVERSAL - Valve / Pulser controller

ANY

Tel: (+974) 443 54 298
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ES. GPV 2.0 VALVE puede controlarse
totalmente a distancia. Disponible en la
versién LAN. MAXIMA FIABILIDAD.
Disefio y construccién para trabajar
siempre sin sorpresas. Mediante el uso
de la tecnologia Wi-Fi el sistema resulta
mucho mds fdcil de instalar y ampliar,
con intervenciones menos invasivas en
tu taller.

EASY VIEW Easyview se caracteriza ante
todo por su robustez y sus prestaciones.
ERGONOMIA MEJORADA. El disefio de
la pistola se ha mejorado atn mds.
Easyview es una pistola mds prdctica

e inteligente. Su amplio visor muestra
los datos de recuento transmitidos en el
modo inaldmbrico (zighee) por la GPV
2.0 asociada. Por lo que la pistola no
necesita un cuentalitros interno, lo cual
se traduce en una reduccién sensible de
peso y menores riesgos de desperfectos.

PIUSI DONGLE 2.0 te permite controlar
siempre la marcha de todo el taller.
Conecta PIUSI Dongle 2.0 a un monitor
comun para visualizar constantemente
los datos de todos los dispositivos del
sistema MCO 2.0.

CONTROL UNIT 2.0 Con las Control
Unit 2.0, fijas y moviles, tendrds siempre
una lista actualizada de los trabajos que
efectuar y de sus estados de progreso.
El dispositivo tdctil permite al operador
hojear la lista de trabajos que realizar,
siempre actualizada en tiempo real.
Cabe la opcidn de resaltar pedidos de
trabajo especialmente urgentes.

Tel: (+974) 443 54 298
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®

RU. GPV 2.0 nonHoCTbl0 ynpasnaerca
B yAaneHHOM pexume. [locTynHa B
Bepcum LAN. CnpoeKkTrnpoBaHa 1
N3roToB/EHa, YTobbl paboTaTb Bcerga
1 6e3 clopnpun3os. Micnonb3oBaHune
TexHonorun Wi-Fi genaet 6onee
NPOCTbIM MOHTaX 1 paclumpeHmne
CUCTEMbI, He HapyLLas LiefloCTHOCTU
TBOEW MacTepPCKOMN.

EASYVIEW oTtnnyaetca npoYHOCTbIo

1 yHuBepcanbHocTbio. BOJbLLUAA
SPFOHOMMWYHOCTb. inzanH nuctoneta
6b11 HelaBHO yCoBepLLEHCTBOBAH. Easyview
- 370 "yMHbIA" NTUCTONET, OTANYAKOLWMIACA
HorbLuell TPaKTUYHOCTbIO. Ero wupokuin
npnbop BMAEHNA NOKA3blBAET JaHHbIe
rnogcyeTa, nepefaHHble 6eCnpoBOfHbIM
nyTem (zighee) u3 cBAzaHHOM ¢ HUM GPV
2.0. bnaropaps aToMy nucToneTy He
TpebyeTca BHYTPEHHWI CYETYNK IMTPOB,
UTO CyLLECTBEHHO BUAET Ha O6LMI BEC 1
CHVPKaeT PUCK NOBPEXAEHMA.

PIUSI DONGLE 2.0 no3sonaet Bam
MOCTOAHHO [lepaTb Nof, KOHTponem
paboty Bcero rapaxa. lMNopcoeamnute PIUSI
Dongle 2.0 K 06bI4HOMY MOHWTOPY, 1 Ha
Hero 6y/lyT NOCTOAHHO BbIBOAUTBLCA AaHHbIe
Bcex ycTpoincts cuctembl MCO 2.0.

CONTROL UNIT 2.0 bnarogaps
yctporicteam Control Unit 2.0,
CTaLVIOHAPHBIM Y MOBUNBbHBIM,

y Bac Bcerga byaer nog pykoiw
aKTyanv3ipoBaHHbIN CINCOK
MOAJIEXKALLMX BbINOSTHEHUIO PaboT

1 COCTOSAHWA UX BbIMNOAHEHWA. DTO
YCTPOICTBO C CEHCOPHBIM SKPAHOM
M03BOJIAET OnepaTopy NPONNCTbIBaTL
CMVICOK NMOAJIEXALLUX BbIMOHEHWNIO
paboT, akTyanM3npyemblil B pexmme
pearnbHoro BpemeHu. Mmeetcs
BO3MO>HOCTb BblfjeneHna 0co6o
CPOYHbIX 3aKa30B.

Flow-rate Voltage Connection Inlet
I/min gpm AC V./Hz Max Power Watt BSP
= = 100-240 V / 50-60 Hz - Wi-Fi -

- N 100-240 V / 50-60 Hz - Wi-Fi -
upto30 upto7,9 - - Zigbee* 1/2”
upto30 upto7,9 - - Zigbee* 1/2”
upto30 upto7,9 - - Zigbee* 1/2”

30 7,9 100-240V / 50-60 Hz 25 Wi-Fi / LAN -
30 7,9 100-240 V / 50-60 Hz 25 Wi-Fi / LAN -
30 7,9 100-240 V / 50-60 Hz 25 Wi-Fi/ LAN -
30 7,9 100-240 V / 50-60 Hz 25 Wi-Fi/ LAN -
30 7,9 100-240 V / 50-60 Hz 25 Wi-Fi / LAN -
S ° 100-240 V / 50-60 Hz 25 Wi-Fi / LAN -

PIUSIMCO 2.0

FLUID
MONITORING
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FLUID MONITORING Ew " pE
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EN. Pulse/valve unit. This component is for ES. Grupo Pulsador/Vélvulas. Es un RU. Y3en reHepaTopa MMMynbCoB/KnanaHoB.
installation along the supply lines feeding componente que se instala en la linea de 37oT 6510K NpeanonaraeTcs ycTaHaBAMBaTb
the pumps in a centralised oil (or other fluid) alimentacién de cada surtidor perteneciente a  Ha JIMHNIO NUTaHUA YCTPOICTB NoAayu,
distribution system. It combines the functions una instalacidn centralizada de suministro de OTHOCALUMXCA K LIEHTPANIN30BAHHON cucreme
of an on-off valve with those of a flow meter. aceite y otros fluidos. pacnpeAeneHna macna n NpoUNX KNAKOCTEN.
This unit simplifies the refuelling system Se trata de un componente de instalacién que 370 YacTb 060PYAOBAHMA, B KOTOPOIA GYHKLMM
because with a single hydraulic coupling and integra las funciones de la vélvula de cierre de ~ ©T¢€HOrO knanata inhnm obbennHeHb! ¢
an electric connection, you can install all the linea con las funciones del cuentalitros. GYHKUMAMM CHETHK NINTPOB,

A ) P PR 3T0 NO3BONAET YNPOCTUTb MOHTAX CUCTEMBI,
components needed to regulate the flow of La realizacidn de la instalacidn estd facilitada
fluids. ya que, por medio de una sola conexién MOCKONIbKY 1A YCTAHOBKM BCEX NEMEHTOB,

HeobxoanMbIX Ans KOHTpONA XNAKOCTK, cneayet
BbIMONMHNUTb TOJIBKO OAHO rnapasnnyeckoe n
OfHO 3NeKTpunYyeckoe coegnHeHne.

hidrdulica y un solo cableado eléctrico, se
instalan todos los componentes necesarios

para el control del fluido.
PERFORMANCE
- Filter included (150 p) - Filtro incluido (150 -) - BrioueH GbunsTp XugrocTb (150 MKm)
- Valve included - Viélvula incluida - Knanat BkntoueH
-12/24V DC -12/24 V CC - DYHKLVIOHMPOBAHWE OT UCTOYHVIKA
- Flow-rate 30 |/min - Caudal de 30 [/min. MOCTOAHHOrO ToKa 12/24 B
- Viscosity (5 - 2000 cSt) - Viscosidad (5 - 2.000 cSt) : E°T°K 30 J(" Mg“ 2000 <Ch
- Max operating pressure 70 Bar - Mdxima presidn de funcionamiento 70 bar SR ' - A° T
) - MakcumarnbsHoe pabouee aaBnexue 70 6ap
- Burst pressure 280 Bar - Presidn de estallido 280 bar
- [laBnenvie paspbia 280 6ap
DIMENSIONS
GPV and GPVS oil version GPVS windscreen version
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i epliey R NN[€=8 WEIGHT AND PACKAGING
Weight Packaging
Code kg Ibs mm inch pcs/
box
GPYV N double valve
F00445280 2,5 515) 180x135x150 7,1x5,3x5,9 1
GPVS N single valve
_ F00445290 2,3 5,1 180x135x150 7,1x5,3x5,9 1
; F00445340 2,3 5,1 180x135x150 7,1x5,3x5,9 1
% F00445350 2,3 5,1 180x135x150 7,1x5,3x5,9 1
% 000445160 1,1 2,4 200x320x90 7,9x12,6x3,5 1
000445170 1,1 2,4 200x320x90 7,9x12,6x3,5 1

FLUID MONITORING




Tel: (+974) 443 54 298 Tel: (+974) 443 54 298 Tel: (+974) 443 54 298
www.boltsandtools.com www.boltsandtools.com www.boltsandtools.com

[ _Flow-rate
PILSI
30 i

(up to 7,9 gpm)

ouT

\ 1/211
IN

1/2” GPVS

GPV N windscreen version

FEATURES

Valve
)

FLUID
MONITORING

Code F19914000

eplV[ey RNN(€]=R TECHNICAL DATA

Fluids Flow-rate Voltage Valve Pressure Viscosity  Inlet Accuracy

Code Description type |/min gpm AC V./Hz Power  Amp. no. bar psi cSt Outlet
DC Volt Watt max. (range)

GPV N double valve
F00445280 GPV N 24V dc pulser 2-30 0,5-7,9 24 34 1,2 2 70 1015 5-2000 1/2” +/- 0,5%
GPVS N single valve
F00445290 GPVS N 24 V dc pulser 2-30 0,5-7,9 24 17 1,2 1 70 1015 5-2000 1/2” +/- 0,5%
F00445340 GPVS N 24 V ac pulser 2-30 0,5-7,9 24 17 1,2 1 70 1015 5-2000 1/2” +/-0,5%
F00445350 GPVS N 12 V dc pulser 30 0,5-7,9 12 17 2,4 1 70 1015 5-2000 1/2” +/- 0,5%
000445160 GPVS 24 V dc windscreen 30 7,9 24 17 0,7 1 70 1015 - 1/2” +/- 0,5%
000445170 GPVS 24 V dc windscreen 30 7,9 24 0,7 0,7 1 70 1015 - 1/2” +/- 0,5%

NPTF version on request
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ACCESSORIES

UMBOX e

EN. Cap (A) and cover (B) protect the ES. El tapén (A) y la tapa (B) protegen el RU. Mpo6ka (A) 1 KpbilKa (B) 3awumiaiot
contents from external contamination and contenido de contaminaciones externas y COAEPKMMOE OT BHELLHVIX 3arpA3HEHNI 1
promote safe handling without spillages. consienten un desplazamiento mds seguro sin MNO3BOJIAIOT YBENNUUTL 6€30MaCHOCTb NepeKayky,
Transparent polyethylene structure for esparcimientos. npepoTepaLyas pasdpbisrusaxme.

immediately checking contents. Estructura de polietileno transparente para un ~ KOHCTPYKUNA 13 MPO3PayHOro nonnatuneHa ans
The filter installed on funnel (C) prevents control inmediato del contenido. HEMOCPEACTBEHHOTO KOHTPOIA 32 COACPAKIMBIM.
accidental spill of unwanted particles. El filtro presente en el embudo (C) impide la ®unbTp B BOPOHKe (C) NpepoTBpalaeT

caida accidental de partes indeseadas. Cy4anHoe NaneHNE NOCTOPOHHNX MPEAMETOB.

OIL

{elp]lv[ey RVANE= WEIGHT AND PACKAGING

Weight Packaging
Code kg Ibs mm inch pcs/box
Container
F00920000 0,8 590x700x575 24
F00917000 6 510x410x540 24
F0091600A 8 510x410x540 48
Funnel
FO093000A 5,8 405x520x540 24
F0093100A 7,8 405x520x535 50

ACCESSORIES
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Container Funnel

FEATURES

Pe -

ACCESSORIES

22{e]plV[ey VNN [€]=) TECHNICAL DATA

Code Description

Fluids

type

Container

F00920000 Container 5 litres
F00917000 Container 2 litres
F0091600A Container 1 litre

Funnel
FO093000A Funnel @ 180 mm
F0093100A Funnel @ 220 mm

DUMBOX




Tel: (+974) 443 54 298 Tel: (+974) 443 54 298 Tel: (+974) 443 54 298
www.boltsandtools.com www.boltsandtools.com www.boltsandtools.com

FILTERING " pE

ILTERS "y

EN. Cartridge filter. Line filters with SPIN-ON  ES. Filtro con cartucho. Los filtros en linea con  RU. MaTpoHHbIit punbTp. JIMHeNHbIe NaTPOHHbIe

E cartridges are suitable for use on both the cartucho roscable desechable (SPIN-ON) son HaBMHYMBAIOLIMECS Of]HOPa30Bble GUILTPDI
= suction and flowback side of hydraulic or aptos para ser aplicados tanto en la aspiracién ~ (SPIN-ON) npeaHasHaueHbl Ans ncnonb3osaHus
) lubricating systems. They are available with como en el retorno de instalaciones hidrdulicas ~ Kak CO CTOPOHbI BCACbIBAHWA, TaK 1 HA SINHWN
@ 3/4” and 1" fittings. y de lubricacidn. Estdn disponibles con cone- BO3BpaTa r1ApaB/IMYeCcknX ! CMa3oHHBIX
xiones de 3/4" y 1", ycTaHoBOK. [pefnaratoTca ¢ coegnHeHnamm 3/4”
ni.
—
L
)
1)
a
PERFORMANCE
Filtering capacity 10 pm Capacidad de filtrado 10 :m - OunbTpyiolas cnocobHOCTb 10 MKM
Operating pressure 12 bar max Presién de funcionamiento 12 bar méx. - Makc. pabouee pagnenne 12 6ap
z
-
O
(%]
<
O
=
O

r{elp]v[ey RVAN[€El=R WEIGHT AND PACKAGING

Product dimensions Packaging
Code
A B C D F Weight Dimensions Catridge  Filter head
mm mm mm mm kg mm pcs/box pcs/box
Filter for Fuel and Oil
FO777200A - 100 160 98 - 1 200x120x140 1 1
F0914900A - 171 236 132 - 2,6 390x285x140 1 1
F09149020 = 171 236 132 = 2,6 390x285x140 1 1 '—B'_
F00611000 145 - - 98 3/4” BSP - - 1 - —
F09359000 180 - - 132 17"1/4 BSP - - 1 - (6]
F09359010 180 - - 132 1"1/4 BSP - - 1 - <
F16483010 139 - - 93 - 9,2 500x300x200 15 - — —
F14528000 - 100 - - 3/4” BSP - - - 1 S
F15743000 = 171 - - 171/2-16 UNF 171/4 BSP - - - 1

SINESNINE
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100 |/min filter with head

ON REQUEST

Filter head -

replV[ey RVNN(€]=R TECHNICAL DATA
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60 I/min filter with head

Water

.

Fluids Flow-rate Inlet/Outlet absorbing Efficiency Micro Pression
Code Description

type I/min  gpm BSP B pm bar
Filter for Fuel and Oil
FO777200A 60 I/min filter with head D] 60 15,9 1" NO 2 10 12
F0914900A 100 I/min filter with head D] 100 26,4 1 NO 2 10 12
F09149020 100 I/min filter with head pE 100 26,4 17 NO 2 5 12
F00611000 Cartridge 60 I/min D]G] 60 15,9 - NO 2 10 12
F09359000 Cartridge 100 I/min D] 100 26,4 - NO 2 10 12
F09359010 Cartridge 100 I/min BE 100 26,4 - NO 2 5 12
F16483010 Piusibox cartridge 60 I/min 15 (pcs) DG 60 15,9 - NO 2 10 12
F14528000 Filter head 3/4 BSP 60 I/min - - 1 NO - - -
F15743000 Filter head 100 I/min - - 1" NO - 30 -

FILTERS

FILTERING
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ViscosiTy

ULV NNV URAGIZV 2N (units: cSt = mm?/s)

Type of oil: -15C -10C -5C oc +5C +10°C +15C | +20C| +25C _
60 Spindle oil 380 220 130 87 60 40 30 22 17 13
90 Refrigerator oil 430 270 280 122 90 65 48 36 28 23
150 Refrigerator oil 900 550 330 240 160 no 80 60 46 36
90 Turbine oil 1100 700 440 290 200 140 100 75 63 40
150 Spindle oil 2000 | 1000 600 360 230 150 100 75 55 46
SAE-10W 1150 700 460 300 220 150 1o 85 65 36
ISO 32 aut. machines oil 1.800 | 1.000 600 400 260 180 125 90 70 53
120 Machine oil 3.000 1.600 1.000 620 400 265 180 130 95 75
300 Refrigerator il 3.300 1.800 1.000 700 420 280 190 130 95 75
140 Turbine oil 3500 | 2000 1.200 750 500 320 240 170 120 95
SAE - 20 3500 | 2000 1200 800 530 370 260 190 140 105
160 Machine oil 4300 | 2500 1.400 900 600 400 285 190 140 105
ISO 68 Lubricant 5000 | 2800 1.700 1100 650 400 300 210 150 130
180 Turbine oil 5000 | 3.000 1.800 1.050 700 460 320 220 160 120
200 Turbine oil 6500 | 3800 | 2200 1300 800 550 360 260 180 135
SAE - 80 Gear oil 7.000 | 4000 | 2400 1.400 900 600 400 280 200 150
SAE - 30 9.000 | 5000 | 3.000 1.800 1150 750 500 340 240 180
ISO - 100 11.000 5500 3.200 2.000 1.200 800 500 350 250 180
SAE - 40 8.000 | 4500 | - 2700 1.600 1.050 720 500 340 250
ISO - 150 18.000 | 10.000 | 5500 | 3200 | 2000 1250 800 550 380 280
SAE - 90 Gear oll 7.000 | 4200 2500 1.800 1.000 700 480 340
SAE - 50 8000 | 5000 | 3000 1.800 1200 800 530 380
ISO - 220 10.000 | 5500 | 3200| 2200 1.300 900 600 420
SAE - 60 9000 | 5500| 3400| 2000 1.350 900 650
ISO - 320 17.000 9.500 5500 3.300 2100 1.400 900 650
SAE - 140 Gear oil 10.000 | 6.000 | 3800 2.300 1.400 1.000 700
ISO - 460 14000 | 8000 | 4800 | 3000 1.900 1100 900 620 460
ISO - 680 14000 | 8000 | 5000 | 3000 2100 1.400 950 680
ISO - 1000 14000 | 8000 | 5000 3100 2100 1500 | 1000
ISO - 1500 14000 | 8000 | 5.000 3100 | 2200 1500
I:I = Viscomat 70 | | + | | = PiusiP 5.5 | | + | | + | | = Viscomat 200/2
Viscomat 90 Viscomat 230/3
Viscomat DC 60/2 Viscomat 350/2
Piusi P 3.5 Viscomat DC 60/1

Viscomat DC 120/1
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DISPENSERS

ELF SERVICE MC forAdBlue "INy

EN. New AdBlue® dispenser for non-
commercial use. Sturdy structure fitted with
front panel for easy maintenance.
Diaphragm pump is equipped with an electric
motor that has no need for a dynamic

seal. This solution forms the basis for the
production of a reliable industrial pump with
self-priming capabilities. The Self Service MC
also comes with our SB325 automatic nozzle
with break-away system and stainless steel
spout and the AdBlue® 3D Filter.

Equipped with turbine-type digital flow meter
and electronic unit for multi-user consumption,
management, and pre-selected dispensing.
Local memory of the last 255 events.

PC interface for exporting and organizing
data. Capability of entering vehicle
registration number, mileage, date and time
of delivery. Magnetic keys (keys kit) available
for user recognition.

On request: dedicated software for printing
individual summaries of dispensing details.

PERFORMANCE

- Flow rate up to 34 |/min
- Accuracy: +/- 1%

- Duty cycle 20 min

- IP55 protection

DIMENSIONS

COLUMN F—T'

VERSION —
N /
3

Hose:

-length 6 m

- 3/4” =

360

elplUiey SRANNE=R WEIGHT AND PACKAGING

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Nuevo surtidor de AdBlue® para uso
privado. Estructura robusta con puerta
frontal para facilitar el mantenimiento.
Bomba de membrana dotada de motor
eléctrico sin juntas dindmicas. Esta solucidn
permite obtener una bomba industrial fiable
y autocebante. Pistola automdtica SB325
con sistema Break-Away y cafio de acero
inoxidable. FILTRO 3D para AdBlue®.

Cuentalitros digital de turbina, centralita
electrdnica para preseleccidn y gestidn
multiusuario de los consumos. Memoria
local capaz de almacenar las dltimas

255 operaciones. Interfaz con PC para la
exportacidn y organizacién de los datos.
Posibilidad de introducir el cédigo del
vehiculo, el kilometraje, la fecha y la hora
del suministro. Disponibilidad de llaves
magnéticas (Kit keys) para el reconocimiento
de los usuarios.

A peticidn: software especifico para imprimir
informes detallados de los suministros
discriminados por usuario.

- Caudal hasta 34 [/min

- Precisién de cdlculo: +/-1 %
- Ciclo de trabajo 20 min

- Proteccidn IP55

Weight Packaging N. Boxes/
Europallet
Code 5§ b y
] s mm pcs,
el X -
Column versions
F00744000 50 110 1478x488x400 1 6" 4

* Pallet XL

DISPENSERS
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RU. Hosbliii pacnpepenutens AdBlue® gnsa
YaCTHOrO Nonb30oBaHuA. [PoYHaa KOHCTPYKLUUA,
OCHaLUeHHas NepeaHUM OKOLIKOM AnA
ynpoLyeHnsa TexobcnyxmBaHna. MembpaHHbIi
HacoC C 3N1IeKTPOMOTOPOM 6e3 AVHAMNYECKMX
YMAOTHEHWI. DTO peLleHne No3BonaeT

CO37aTb HaAEXKHbIN MPOMBILLIEHHbIV HACOC C
BO3MOXHOCTbIO CAMO3aNIMBKU.
ABTOMaTU4YecKmi nuctonet SB325 ¢ paspbiBHOM
MydTOW 11 HOCMKOM U3 Hep»KaBeloLLen cTanu.
TpexmepHblii dprnbTp ans AdBlue®.

OcHalleH LrppoBbIM TYPOUHHBIM CYETYNKOM
JINTPOB 1 3M1EKTPOHHBIM 6/I0KOM ynpaBneHna
LNA MHOTOMOJNb30BaTENbCKOro Bbibopa 1
ynpasneHua pacxogom. JlokanbHaa namatb
nocnenHnx 255 onepauuin. Untepdeiic MK ann
IKCMOPTUPOBAHNA N OPFraHN3aLMN AaHHbIX.
BO3MOXKHOCTL yKa3aTb KOf, aBTOMOGUNA 1
npober, AaTy v BpeMs Nogaun.

[pepnaraioTca marHuTHble Knioum (Kit keys) ansa
naeHTndnKaLn nonb3osaTtenen.

[No 3aKkasy: crieLianbHOe NPorpaMmHoe
obecrneyeHre c BO3MOXHOCTbIO pacreyaTku
[eTanbHol HGopMaLmun 0 Nogadax v UTOroBbiX
[aHHbIX 715 ro/b30BaTesNs.

- Pacxopn o 34 n/MuH

- MorpewHocts n3mepexua: +/- 1 %
- Pabounin uunkn 20 MUH.
- 3awmTa IP55
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P Flowrate YN Accuracy Y. Users

34, 80

(up to 9 gpm)

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS

Column version

[ONREQUEST
User
key
= .
<« ‘
= N GG 5D
¢ \ |

) 2
See “Fluid monitoring”  Code R15904000 3z
section Composed by 10 User o=
yellow key it %
e
]

Nozzle SB325

@
3
Code FOO611ID10 Code FOO617510

r{elplV[ey VNN(€]=R TECHNICAL DATA

Fluids  Flow-rate Voltage Meter Nozzle Filter Inlet PC
Code Description type I/min gpm ACV./Hz Power Amp. mod. type 3D BSP connection

DC Volt Watt  max. filter

Column versions
F00744000 Self service 70 MC for AdBlue® 34 9 230/50 400 1,95 K24  SB325 VYES 3/4” YES

O
z
Nnox
52
Lz
O
>
)
=
(a4
O
)
[%0]
(N1}
(@]
(@)
<
O
zZ
o
(N1
=
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Upon request it is available with different voltages and 60 Hz frequency

SELF SERVICE MC
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DISPENSERS

ELF SERVICE MC 2.0 for AdBlue’

EN. The MC 2.0 Self Service non-commercial
for AdBlue® fuel dispenser is designed and
built for compatibility with the new Self Service
Management 2.0 software.

After connecting the dispenser via LAN or WiFi
to the 2.0 software, it can be configured directly
from a PC: set the parameters, enable the user
keys and vehicle keys having access to the
dispenser, and constantly receive and transmit
data for the generation of reports.

Sturdy structure fitted with front panel for
easy maintenance.

Diaphragm pump is equipped with an electric
motor that has no need for a dynamic

seal. This solution forms the basis for the
production of a reliable industrial pump with
self-priming capabilities. The Self Service MC
also comes with our SB325 automatic nozzle
with break-away system and stainless steel
spout and the AdBlue® 3D Filter.

PERFORMANCE

- Flow rate up to 90 |/min

- Accuracy: +/- 0.5 %

- Continuous AC operation.
- Noise level below 75 dB

- IP55 Protection

- LAN adapter

DIMENSIONS

COLUMN L o
ju_. 2
VERSION o —
— s
8 Al
| o | N
= |
b
Hose:
-length 6 m
-23/4 I — =

280 360

{elplv[ey RVNN[€El=h WEIGHT AND PACKAGING
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ES. El surtidor para AdBlue® para uso privado
Self Service MC 2.0 es especificamente
compatible con el nuevo software Self Service
Management 2.0.

Una vez conectado por LAN o wifi al software
2.0, el surtidor se configura totalmente

desde el ordenador, se pueden ajustar los
pardmetros, habilitar las llaves de los usuarios
y vehiculos que tienen acceso al surtidor

e intercambiar datos continuamente para
generar informes.

Estructura robusta con puerta frontal

para facilitar el mantenimiento. Bomba de
membrana dotada de motor eléctrico sin
juntas dindmicas. Esta solucidn permite
obtener una bomba industrial fiable y
autocebante. Pistola automdtica SB325

con sistema Break-Away y cafo de acero

inoxidable. FILTRO 3D para AdBlue®.

- Caudal de hasta 90 l/min

- Precisidn: : +/- 0.5 %

- Funcionamiento CA contintio
- Nivel de ruido inferior a 75 dB
- Proteccion IP55

- LAN adapter

Weight Packaging N. Boxes/
Europallet
Code
kg Ibs mm pcs/
box el A
Column versions
F00743060 50 110  1478x488x400 1 6* 4

* Pallet XL

Tel: (+974) 443 54 298
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RU. PazgaTouHas KonoHKa gnsa ansenbHoro
Tonnvga Self Service MC 2.0 npefHa3HaueHa gna
BbIMOJIHEHMA YaCTHbIX 3aNpPaBOYHbIX OrepaLuii
1 COBMECTKMa C HOBbIM MPOrPaMMHbIM
ob6ecneueHuem Self Service Management 2.0.
KonoHKy MoxHo noaknoumntb no cetn LAN

vnun WiFi K nporpammHomy obecneyeHuto

2.0 v HacTpanBaTb NPAMO C MEPCOHANIbHOTO
KOMMbloTepa: 3afjaBaTb NapameTpbl,
aKTMBMPOBATb KoUK Nosb3oBaTenen n
TPaHCMOPTHBIX CPEACTB ANA JOCTYNa K KOMIOHKE,
HerpepbiBHO NOJTyyaTh 1 OTNPaBATb AaHHble
[1A COCTaB/IEHNA OTHETOB.

MpoyHaa KOHCTPYKLMA, OCHaLLEeHHaA NepeaHUM
OKOLLUKOM ANA YNPOLLEHUA TeXO6CTyKUBaHNA.
MeMm6paHHbI HacoC C 3neKTPOMOTOpoMm be3
[VIHAMUYECKNX YIITIOTHEHUIA.

70 pelleHe No3BonAeT co3aaTb HAAEKHbIN
MPOMBbILLIEHHbIA HACOC C BO3MOXXHOCTbIO
camosanvieBki. ABTOMAaTUYECKNI nucTonet
SB325 ¢ pazpbiBHOWN MydTON 1 HOCUKOM 13
Hepskagetollen ctanu. TpexmepHblii GuneTp ana
AdBlue®.

- Pacxopn o 90 n/mMuH

- [orpewHocTs n3mepenms: +/- 0.5 %

- HenpepbieHoe GyHKLMOHMpPOBaHME OT
3NeKTpoceTn

- YpoBseHb Lyma Huxe 75 ab

- 3auwmTa IP55

- ajantep lokanbHON ceTn
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P Flow-rate YN Accuracy Y Required

Self Service
Management

2.0

EXISTING LAN NETWORK

WIFI (ON REQUEST)

\II

e g=

User Vehicle

management management

SELFSERVICE®

MANA

|
o
REQUIRED

FEATURES

AdBlue® long life
3D Filter

)

Code FOO611D1IO

* =

User key Vehicle key

Code R15904000 Code R17299000
(10 pcs) (10 pcs)

replV[ey RVNN(€]=R TECHNICAL DATA

Fluids  Flow-rate Voltage

Code Description type  I/min  gpm ACV./Hz Power Amp.

DC Volt Watt  max.

P J

Code F12710120

Tel: (+974) 443 54 298
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®

. PWSTATION-WIFI
8 8

Code F12710090
An hot spot and

repeater in case of
long distance

Column versions

F00743060  Self service 70 MC 2.0 for AdBIlue® 34 9 230/50 400 1,95

Inlet Self Service
Management

BSP 20

3/4” required

NOZZLE [ l
NOZZLE METERS METERS PUMPS DISPENSERS
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EQUIPMENTS

FLUID
- FILTERING ACCESSORIES MONITORING

SELF SERVICE MC 2 for AdBlu
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IJUSI THREE25

EN. PIUSI THREE25: The New AdBlue®
Dispenser System for IBC tanks.

Created to ensure optimum durability and
efficiency, the Piusi Three25 administers a
32.5% urea solution that is protected by

our AdBlue® 3D filter which prevents the
contamination of your ADBLUE® and in turn
allows for an increased life of the catalyst.
The Piusi Three25 features a complete,
turnkey system that gives users the ability to
safely dispense their ADBLUE® and UREA
fluids.

Current market research and demands have
encouraged 7 major technical and structural
innovations to the PIUSI THREE25.

1. AdBlue® 3D Filter

2. Sturdy, stainless steel, plate with roll bar
protection.

3. SEC connector for plastic couplings or new
Piusi DEF Coupler (PDC) for common IBC
tank steel coupling systems

4. New security lock bracket system

5. High Capacity Hose Holder and Practical
Nozzle Holder

6. Crimped EPDM delivery hose

7. New SB325/SB325-meter automatic nozzle
with break-away system and stainless steel
spout.

AdBlue®

PRODUCTS RANGE

Weight
Code kg Ibs mm
F00101000 14,5 32 480x390x310
F00101010 14,5 32 480x390x310
F00101020 14,5 32 480x390x310
F00101030 14,5 32 480x390x310

WEIGHT AND PACKAGING

Packaging
inch pcs/box
19,3x15,4x12,2 1
19,3x15,4x12,2 1
19,3x15,4x12,2 1
19,3x15,4x12,2 1

ES. PIUSI THREE25: el nuevo sistema de
suministro AdBlue® para los depdsitos IBC.
Para asegurar la duracidn y eficiencia del
catalizador se debe suministrar el AdBlue® en
un estado de pureza dptima (32,5% de Urea en
una solucidén de agua desmineralizada).

PIUSI con 7 importantes Innovaciones técnicas
y estructurales responde a las exigencias del
mercado a través del estudio y disefo del
nuevo surtidor PIUSI THREE25.

Un producto UNICO en el mercado.

1. FILTRO 3D para AdBlue®

2. Estructura robusta de acero inoxidable con
barra protectora

3. Conector SEC para sistemas de
acoplamiento de pldstico y como
alternativa nuevo conector Piusi DEF
Coupler (PDC) de acero para conexiones
comunes al contendor IBC

4. Nuevo clip de seguridad para soporte de
bomba

5. Soporte de manguera grande y resistente y
portapistola ergonémica

6. Tubo de ida engastado de EPDM

7. Nueva pistola automdtica SB325/SB325-
meter con sistema de cafio de acero
inoxidable separable

DISPENSERS

Tel: (+974) 443 54 298
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RU. PIUSI THREE25: HoBas cuctema pasgauv
AdBlue® ans 6akos IBC

[na Toro 4uto6bl 06ECNeUnTb AONrOBEYHOCTD
1 3¢ PeKTNBHOCTb KaTanusaTopa, npu
nepekauke AdBlue® Heobxogrmo cobniogatb
ee onTUManbHyto uncToty (32,5% pactesop
MOYEBUHbI B AEMUHEPASTIN30BaHHON BOAeE).

B KauecTBe OTBeTa Ha TPeOOBaHNAM PbIHKa
komnaHma PIUSI cozpana 7 KpynHbIx
KOHCTPYKLMOHHO-TEXHUYECK/X MHHOBALWNA,
KOTOpbIe NIern B OCHOBY Pa3paboTok U
NPOeKTNPOBAHMA HOBOI Pa3faTOUYHON KOSIOHKN
PIUSI THREE25.

310 YHUKAJIbHOE n3genue Ha pbiHKe.

1. TpexmepHbit dpunbTp ana AdBlue®

2. Mpounan KOHCTPYKUMA U3 HEepPXKaBeloLLein
CTanu 1 3alnTHLIA TPYOUaTbIi KapKac.

3. Coepnnntens SEC gna nnacTMaccoBbIxX
NoACOeHEH NI, MO0 B KauecTBe
anbTepHaTnBbl, HOBbIN coeguHuTens PDC ana
ObICTPOTO V1 Ha/J&KHOTO NOACOEANHEHNA K HaKam
IBC c noacoennHeHnemM 13 HepkaBetoLLen cTanm
4. Hogas npenoxpaHuTtenbHaa 6noKnpoBKa ans
OMOPHbIX KPOHLUTEAHOB:

5. BmectutensHbI 1 NPOYHBIA NOABEC LWaHra n
YAOBOHbBIN fep)xaTenb pa3faToyHoro nucToneTa
6.3anpecoBaHHbIN Pa3faToUHbIV WNAHT U3
STUNEH-TIPOMIEHOBOrO Kayuyka (EPDM)

7. Hoebin aBTomatnyeckmnn nuctonet SB325/
SB325-meter ¢ pa3pbIBHOW My$TON 1 HOCUKOM
13 HepXKaBeloLLen ctanu
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PIUSI THREE25
with SEC, K24 and SB325

PIUSI THREE25
with SEC and
SB325 Meter

PIUSI THREE25 with
EXTERNAL SUCTION

NOZZLE [ l
NOZZLE METERS METERS PUMPS DISPENSERS

FEATURES

AdBlue® long life
3D Filter

@

Code FOO611D10

SB325
nozzle

,....

SPECIAL
EQUIPMENTS

With bending protection

For typical stainless
steel connector

FLUID
- FILTERING ACCESSORIES MONITORING

ﬂ Code F18910000
TECHNICAL DATA

Fluids Voltage Meter Nozzle Suction Hose On/Off
Code Description type AC V./Hz Power Amp. mod. type lenght switch

DC Volt Watt max. @ 3/4"

F00101000 Piusi Three25 + K24 + SB325 + SEC 230/50 400 1,95 K24 SB325 SEC 6m YES
F00101010 Piusi Three25 + SB325 Meter + SEC 230/50 400 1,95 YES SB325 Meter SEC 6m YES
F00101020 Piusi Three25 + K24 + SB325 + Ext. Suct. 230/50 400 1,95 K24 SB325 BOTTOM 6m YES
F00101030 Piusi Three25 + SB325 Meter + Ext. Suct. 230/50 400 1,95 YES SB325 Meter BOTTOM 6m YES

Available with different voltage 60 Hz frequency

PIUSI THREE25
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DISPENSERS

UZZARABLUE SIDE pro/Basic

EN. The dispensing group has been designed
to be easily moved from an IBC tank to
another.

We have installed a self priming diaphragm
pump, without dynamic seal, in order to
reduce the need of maintenance.

The group is provided with an accurate meter
to display the quantity dispensed and with an
automatic nozzle to make the filling operation
easier.

PERFORMANCE

SUZZARABLUE BASIC
Stainless steel base.
Pump.

Manual nozzle.
Delivery hose 6 m.
Suction hose 1,5 m.
Hose tail and clamps.

SUZZARABLUE PRO

Stainless steel base with nozzle holder.
Heavy duty pump.

Meter K24.

Automatic stainless steel nozzle.
Delivery hose 6 m.

Suction hose 1,5 m.

Hose tail and clamps.

elplViey SRYNN€=R WEIGHT AND PACKAGING
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ES. El grupo de suministro ha sido concebido
para poder ser desmontable facilmente de un
deposito IBC y ser desplazado & otro.

Ha sido instalada una bomba & membrana
sin estanquidad dinamica para reducir la
necesitad de manutencidn.

El grupo tiene tambien un medidor preciso
para controlar la cantidad suministrada y
una pistola automatica para simplificar las
operaciones de trasiego.

SUZZARABLUE BASIC

Placa de soporte SIDE de acero inoxidable.
Electrobomba.

Pistola manual.

Manguera de suministro

de 6 m.

Manguera de succidn 1,5 m.

Casquillo para engaste y abrazaderas.

SUZZARABLUE PRO

Placa de soporte de acero inoxidable.
Electrobomba.

Grupo cuentalitros K24.

Pistola automdtica de acero inoxidable.
Manguera de suministro de 6 m.
Manguera de succidn 1,5 m.

Casquillo para engaste y abrazaderas.

Weight Packaging
Code kg lbs mm inch pcs/box
F00201B1B 16 35,3  480x370x265  18,3x14,6x10,4 1
F00201C9B 16 35,3  480x370x265  18,3x14,6x10,4 1
F00201BAC 16 35,3  480x370x265  18,3x14,6x10,4 1
F00201A8B 12,6 27,8  480x370x265  18,3x14,6x10,4 1
F00201B2B 16 35,3  480x370x265  18,3x14,6x10,4 1
F00201E8B 16 35,3  480x370x265  18,3x14,6x10,4 1
F00201E7B 16 35,3  480x370x265  18,3x14,6x10,4 1
F00201A9B 12,6 27,8  480x370x265  18,3x14,6x10,4 1

DISPENSERS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. KoHcTpyKUumA y3na nogaun no3sonseT
NPOCTO CHATb ero ¢ pesepsyapa IBC n
YCTaHOBWTb Ha APYroii pe3epByap. YCTaHOBEH
camo3anuBatoLWMinca MeMbpaHHbIi Hacoc 6e3
IMHAMUYECKOro YNNOTHeHWs A1l YMEHbLUIEHUS
o6beMa Heob6X0AVMOro TeXO6CNYXKMBaHUA.
Y3en ocHalLeH TOYHbIM CHETUMKOM JIMTPOB

NA 0TOO6paKeHNA NOJAaHHOIO KONMYeCcTBa

1 aBTOMATMYECKUM NCTONETOM, KOTOPbIN
ynpoLyaeT nepeKkaykKy.

SUZZARABLUE BASIC

OnopHbIN IMCT U3 HepXaBeloLLen cTanu.
AneKkTpoHacoc.

PyuHoi nuctoner.

HarnetatensHas Tpy6a 6 M.
Bcacoipatoulasn tpy6a 1,5 M.

LTyuep v xomyTbl.

SUZZARABLUE PRO

OnopHbIV NACT 13 HepXKaBetoLLel CTanm ¢
AepxaTenem nucroneTa.

OneKTpoHacoc.

Y3en cyetunka nutpos K24.

ABTOMATUYECKIA NMACTONET M3 HepXKaBetoLen

cTanu.
HarnertatensHas Tpy6a 6 M.
BcacbiBatoulan tpy6a 1,5 m.
Ltyuep v xomyTbl.
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P Flow-rate Y Accuracy

35, FICIRInE . PILSI

(up to 8,5 gpm)

SUZZARABLUE BASIC SUZZARABLUE PRO (K24+SB325 nozzle) SUZZARABLUE EXTERNAL SUCTION

{;
|
S ;
NOZZLE [ l
NOZZLE METERS METERS PUMPS DISPENSERS

!

=l SUZZARABLUE TROLL

SUZZARABLUE BASIC 12V SUZZARABLUE PRO (K24+A60 inox nozzle) (SIDE + TROLL Code R12068010
+ DIP TUBE Code F15606000)

—
<
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it}
a
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EQUIPMENTS

©)
INCLUDED ON REQ® z
N
32
SEC connection . Dip tube s %
>
A g 1
i -
e
(a4
O
%}
(%)
Code R12068010 Code F15606000 2
Ri(e]plb[e SYNN(€]=8 TECHNICAL DATA o
Fluids  Flow-rate Voltage Meter Nozzle  Suction Hose On/Off é
Code Description type |/min gpm ACV./Hz Power Amp. mod. type lenght switch E
DC Volt Watt max. @ 3/4" =
F00201B1B  SUZZARABLUE PRO K24 + Inox nozzle 32 85 230/50 400 1,95 YES Aut. SEC 6m YES
F00201C9B  SUZZARABLUE PRO K24+SB325 32 85 230/50 400 195 YES SB325 SEC 6m YES
FO0201BAC  SUZZARABLUE PRO K24+SB325+ ext. suction 32 85 230/50 400 1,95 YES SB325 BOTTOM 6m YES
FO0201A8B  SUZZARABLUE PRO 12V K24 + Inox nozzle 35 92 12 260 22 YES Aut. - 6m YES
F00201B2B = SUZZARABLUE BASIC 32 85 230/50 400 1,95 NO Man. SEC 6m YES
FO00201E8B  SUZZARA BLUE BASIC + SB325 32 8,6  230/50 400 1,95 NO  SB325 SEC 6m YES
FO0201E7B  SUZZARABLUE BASIC + SB325 + 8 mt hose 32 85 230/50 400 1,95 NO  SB325 SEC 8m YES
F00201A9B  SUZZARABLUE BASIC 12V 35 92 12 260 22 NO Man. SEC 6m YES

SUZZARABLUE SIDE PRO/BASIC




AdBlue®
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DISPENSERS
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UZZARABLUE BOX

EN. Metal box with lock and complete
dispensing unit. Can be fitted to both the wall
and the tanks, featuring an electronic flow
meter K24 to monitor the dispensed quantity,
automatic nozzle and valve.

PERFORMANCE

- Duty cycle 20 min

{elplv[ey RVANN[E=R WEIGHT AND PACKAGING

Weight
Code kg lbs mm
F0020196B 25 55,1 575x320x607

DISPENSERS

ES. Caja metdlica con cerradura y grupo

de suministro completo, instalable tanto en

la pared como sobre depdsitos, dotada de
cuentalitros electrénico K24 para monitorizar
la cantidad suministrada, pistola automdtica y
vélvula de pie.

- Ciclo de trabajo de 20 min

Packaging
inch pcs/box
22,6x12,6x23,9 1

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. MeTannnyeckasn kopobka ¢ 3aMKoM B
KOMMeKTaLmuu € y3710M nojayu, BO3MOXHa
YCTaHOBKa KaK Ha CTeHy, Tak 1 Ha pe3epByap,
OCHalLleHa 3/1eKTPOHHbIM CYETYMKOM NNTPOB
K24 pna KOHTpONA NOAAaHHOTO KONNYECTBA,
aBTOMATUYECKVM MUCTONIETOM, U OHHBIM
KnanaHom.

- Pabouni umkn 20 MUH.
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up to +/-
32 I/min 1 °/°

(up to 8,3 gpm)

SUZZARABLUE
BOX

FEATURES

K24 meter

eplV[ey RVNN(€]=R TECHNICAL DATA

Fluids Flow-rate
Code Description type /min gpm
F0020196B  SUZZARABLUE BOX 32 8,5

Tel: (+974) 443 54 298
www.boltsandtools.com

Tel: (+974) 443 54 298
www.boltsandtools.com
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NOZZLE METERS METERS PUMPS DISPENSERS
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EQUIPMENTS

FLUID
- FILTERING ACCESSORIES MONITORING

Voltage Meter Nozzle Hose On/Off
ACV./Hz Power  Amp. mod. type lenght %] switch
DC Volt Watt max.
230/50 400 1,95 K24 Aut. 4m 3/4” YES

SUZZARABLUE BOX
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DISPENSERS
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UZZARABLUE DRUM

EN. The dispensing group has been provided
with a base that can be moved from one drum

to another.
The group is composed by: a stainless steel
base for the drum, pump, manual nozzle,

ES. El grupo de suministro dispone de una
base fdcilmente aplicable y desmontable
de un biddn a otro. Compuesto para: placa
de soporte de acero inoxidable para biddn,
electrobomba, pistola manual, manguera de
suministro 6 m, manguera de succidn.

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. Y3en nopauv ocHalleH OCHOBaHMeM,
KOTOPOE MOXXHO NPOCTO YCTAaHOBUTb 1 CHATb
C ofHOM 6OUKM Ha APYryto. Y3en cocTonT u3:
OMOPHOTO NINCTa U3 HepPKaBeloLLel cTanu ans
604K, INEKTPOHACOCA, PyHYHOTO NMCTONETA,
HarnopHo Tpy6bl (6 M), BcacbiBatoLLell TPYObI.

delivery hose (6 m), suction hose.

PERFORMANCE

- Duty cycle 20 min - Paboumii yukn 20 MyH.

- Ciclo de trabajo de 20 min

—am
-
. e

AdBlue®

Not included

e lV[e SRV N[€]=8 WEIGHT AND PACKAGING

Weight Packaging
Code kg lbs mm inch pcs/box
F0020135E 16 35,3 480x370x265  18,3X14,6X10,4 1
F00201D5C 16 35,3 480x370x265  18,3X14,6X10,4 1
F00201E5C 16 35,3  480x370x265  18,3X14,6X10,4 1

DISPENSERS
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up to \. e Plus
32 I/min - . :

(up to 8,3 gpm)

AVAILABLE WITH:

'rﬂ

SB325
AUTOMATIC NOZZLE

AVAILABLE WITH:

SUZZARABLUE SB325 METER
DRUM AUTOMATIC NOZZLE
INCLUDED ON REQUEST

Automatic nozzle

Manual nozzle ﬂ

La

S !

Il l I
FLUID
- FILTERING ACCESSORIES MONITORING

- -
{
Code F15606000

el R VNN(€]=8 TECHNICAL DATA

Fluids  Flow-rate Voltage Meter Nozzle Suction Hose On/Off
Code Description type I/min gpm ACV./Hz Power Amp. mod. type lenght @& switch

DC Volt Watt  max.

F0020135E  SUZZARABLUE DRUM 32 85 230/50 400 495 NO Man. SEC 6m  3/4” YES
F00201D5C SUZZARABLUE DRUM + SB325 nozzle 32 85 230/50 400 495 NO SB325 SEC 6m  3/4” YES
FO0201E5C  SUZZARABLUE DRUM + SB325 nozzle meter 32 85 230/50 400 495 YES  SB325 SEC 6m  3/4” YES

NOZZLE [ l
NOZZLE METERS METERS PUMPS DISPENSERS
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EQUIPMENTS
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DISPENSERS
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IUSIBOX ror AdBlue®

EN. PIUSIBOX for AdBlue® is designed to
perform AdBlue® transfer and filling operations
quickly and cleanly, when ambient conditions
may be among the leading causes of fluid
contamination.

The sturdy box with wheels, as well as
facilitating transport, contains everything
needed for filling:

- the reliable self-priming transfer pump
capable of dispensing 36 |/min, complete with
cables and switch

- the delivery hose (6 m) and the suction hose
(2 m) with SEC coupling.

- the automatic nozzle SB325 completes the
Misfilling Kit (spout with misfilling system +
Piusi magnetic adaptor). With this kit you

can transform a standard SB325 into an
SB325 with misfilling system simply by fitting
a different spout. This allows filling only in the
presence of the magnet in the tank filler neck,
thus eliminating the risk of misfilling.

- the 3D filter made by PIUSI that helps to
maintain the quality of the dispensed product
unchanged, thus extending the lifetime of the
catalytic converter.

- Flow rate up to 36 |/min

-24V DC operation

- Duty cycle 20 min on / 20 min off
- IP55 protection

PRODUCTS RANGE

Weight Packaging
Code kg Ibs mm inch pes/box
F00204060 16 35,3 650x400x450  25,6x15,7x17,7 1

DISPENSERS

WEIGHT AND PACKAGING

ES. PIUSIBOX para AdBlue® permite trasvasar y
repostar AdBlue® con rapidez y limpieza incluso
en presencia de condiciones medioambientales
que puedan favorecer la contaminacidén del

fluido.

La robusta caja con ruedas, ademds de facilitar
el transporte, contiene todo lo necesario para
hacer la carga:

- Bomba de trasiego autocebante con caudal
de 36 |/min, dotada de cables e interruptor.

- Manguera de salida de 6 m, manguera de
aspiracién de 2 m con conector SEC.

- Boquerel automdtico SB325 con Misfilling

Kit (cafio con sistema anti-misfilling + Piusi
Magnetic Adaptor). Mediante el kit, cambiando
simplemente el cafio, el boquerel SB325
estdndar se transforma en SB325 con sistema
anti-misfilling. Este sistema impide el suministro
si el imdn no estd introducido en la boca del
depdsito, lo que evita repostajes incorrectos.

El filtro 3D de PIUSI contribuye a mantener
inalterada la calidad del producto, con mayor
duracidn del catalizador.

- Caudal hasta 36 [/min

- Alimentacidn eléctrica 24 V CC

- Ciclo de trabajo 20 min on / 20 min off
- Proteccidn IP55

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. PIUSIBOX ans AdBlue® co3zgaH ana 6bicTpon
1 yncTor nepekayku 1 3anpasku AdBlue®, korga
HebnaronpuATHbIE YCIOBMA OKPYKaloLern cpebl
CO3[al0T OCHOBHYI0 Yrpo3y ANA 3arpA3HeHNs
XKNAKOCTU.

MpoyHas eMKOCTb Ha KOnecrKax He TONbKO
ynpoLjaeT TpaHCMOPTVPOBKY, HO 1 obnafaeT
BCEM HEOOXOAUMbBIM LA 3anpaBKu:

- Hafi@XHbIN CaMOBCacbIBaloOLUNN
nepekaunBatoLMil HACOC cnocobeH nogaeaTb
CO CKOPOCTbIO 36 NI/MWH; B KOMIMJIEKT NOCTaBKM
BXOAAT Kabens v BblKnoyaTesnb;

- HarHeTaTeNbHBbIN WNaHT (6 M) 1 BCacbiBaloLL NI
wnaHr (2 m) c coeguHeHunem SEC;

- aBTOMaTMyeckmin nuctonet SB325 ¢
komnnektom Misfilling (HakoHeUYHUK C cuctemoin
Misfilling + nepexopHuk Piusi ¢ marHnTom).
JlaHHbIA crneunanbHbli KOMNIEKT NO3BONseT
NpeBpaTuTL CTaHAAPTHbIN NucToneT SB325 B
nucronet SB325 ¢ cuctemon Misfilling: gns storo
HEeoOX0MMO BCETo NNLLb 3aMEHUTb HAKOHEYHNK.
370 0becneunt pas3gady TONbKO NPY HANMYMK
MarHuTa B ropsioBrHe 6aka v He JOMyCTUT
HenpaBuibHYO 3anpaBKy;

- TpexmepHbI GunbTp PIUSI nomoxeT coxpaHnTb
KayecTBO NnepeKaynBaemMoro n3genmvs n
MPOANINTE CPOK CNYXObl KaTanmnsaTtopa.

- Pacxop no 36 n/MuH.

- DyHKLMOHVPOBaHWe OT UCTOYHUKA 24 B nocT. ToKa.
- Pabounii ks 20 MUH. BKA. / 20 MVH. BbIKI.

- 3awuTa IP55.
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up to '; - Plus
36 I/min . W ; -

(up to 9,2 gpm)
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PIUSIBOX
for AdBlue®

EQUIPMENTS

FEATURES

ﬂ 2
ji=i- -~

Piusi magnetic adaptor + Code FOO611D1IO
stainless steel spout with
misfilling system
Code: F19174000

RirelplV[e RVNN(€]=R TECHNICAL DATA

Fluids Flow-rate Voltage Rpm Duty Nozzle Delivery
cycle K hose %) H]
Code Description 2 ] _5
type I/min gpm ACV./Hz Power Amp. Rpm min. O type lenght n [0)
DC Volt Watt  max.
F00204060 PIUSIBOX for AdBlue® 36 9,2 24 310 13 2800 20 YES SB325 6m. YES YES

FLUID
- FILTERING ACCESSORIES MONITORING

PIUSIBOX FOR AdBlue®



AdBlue®
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DISPENSERS

UZZARABLUE PORTABLE KI

EN. Portable Urea transfer unit with
diaphragm pump complete with 12/230 V
electric motor without dynamic seals. Thanks
to this solution, a reliable industrial pump with
self-priming features can be obtained.

Terminal box with switch and fuses to protect
against overloads. 12/230V electric pump.
2-metre cables with battery-connection
clamps. 6-metre hose for Urea - diameter
3/4". Manual plastic nozzle. Suction kit with
EPDM 1.5 m hose and foot valve.

PERFORMANCE

- Duty cycle 20 min

elVG R NN[€]=h WEIGHT AND PACKAGING

Weight Packaging
Code
kg Ibs mm
FO0201AAA 8 17,6 357x357x275
F00201C7A 10 22 357x357x275

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Grupo portdtil para el trasiego de

Urea con bomba de membrana dotada de
motor eléctrico 12/230V sin estanqueidades
dindmicas. Esta solucidn permite obtener
una bomba industrial fiable con capacidades
autocebantes.

Caja de conexiones con interruptor y fusible
para proteccidn de sobrecargas. Electrobomba
12/230 V. Cables de 2 metros con pinzas de
conexidn a la bateria. Tubo de 4 metros para
Urea de 3/4” de didmetro.

Pistola manual de pldstico. Kit de succién con
tubo de EPDM de 1,5 m y vdlvula de pie.

- Ciclo de trabajo de 20 min

N. Boxes/
Europallet

s/ X -

box
1 24 36
1 24 36

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. MepeHocHo y3en ans nepekaunsaHus
Kap6amuza, OCHalLeHHbI MeMOPaHHbIM
HaCoCOM C aneKTpogasuratenem Ha 12/230 B

6e3 MHaMUYeCKX YNIIOTHEHWIA. TO peLleHre
No3BONAET CO3[aTb HAZAEKHbIV MPOMbILINEHHbI
HacoC € BO3MOXHOCTbIO CamMO3aJINBKU.

KnemmHas KopobKa ¢ Bblk/touaTenem n
npefoxpaHuTenem A 3aluTbl OT Neperpysok.
SnekTpoHacoc 12/230 B. Kabenu gnvnHoi 2 meTpa
C 3aXKMMaMM ANA COEAUHEHUA C aKKYMYNIATOPOM.
Tpy6a pnHomn 6 MeTpoB Ansa Kapbamuaa,
AnameTp 3/4". PyuHoi nucToneT us nnactuka.
KomnnekT BcacbiBaHUA ¢ Tpy6oi 13 CK3M
OJIMHOM 1,5 M U JOHHbBIM KlanaHoM.

- Pabouni uukn 20 MUH.

DISPENSERS
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up to

35 /min

(up to 9,2 gpm)
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SUZZARABLUE
PORTABLE KIT

EQUIPMENTS

©)
Z
nx
FEATURES ON REQUEST = 9
4
©)
DC pump - . AC pump =
- (%)
. i =
b, 5 L [24
), Pas G y 8
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eIV ey N\[€]=h TECHNICAL DATA
Fluids Flow-rate Voltage Nozzle Hose On/Off
Code Description type |/min gpm ACV./Hz  Power  Amp. type lenght %] switch
DC Volt Watt max.
FO0201AAA SuzzaraBlue KIT 12 V 35 9,2 12 260 22 Manual 6m 3/4” YES
F00201C7A SuzzaraBlue KIT 230 V 32 8,5 230/50 400 1,95 Manual 6m 3/4” YES

SUZZARABLUE PORTABLE KIT
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CAR DISPENSERS FOR AdBlue

ELPHIN

EN. PIUSI, the market leader in solutions for
AdBlue® refilling, is proud to present the new
SuzzaraBlue Delphin.

The new system is specially designed for

use in motor vehicle workshops. Mounted

on a sturdy trolley for ease of transport, it
allows vehicle tanks to be refilled with urea in
complete safety.

The 230 Volt membrane pump fills the
Delphin's upper tank with urea, which is then
transferred to the vehicle’s tank by gravity.

This innovative system avoids leaks and drips.

It is versatile, easy to move and user friendly.
Choose the reliability of Piusi solutions for all
your refilling needs!

Piusi: high-quality Italian products.

FEATURES

EN.

1. Sturdy trolley for ease of transport

2. 230V electric pump

3. Delphin tank (20 litres)

4. Delivery hose and fitting valve for
connection to the vehicle tank.

Robusta carretilla traslabable
Bomba electrica de 230V

. Tanque Delphin ( 20 Lts)

. Manguera y valvula para la conexion
al tanque del coche

AN =

RU.

1. MpoyHas TpaHCMOPTUPOBOYHAA TeNeXKa
2. 3nekTpoHacoc 230 B

3. Pesepsyap Delphin (20 n)

4. Tpy6a 1 KnanaH Ans NOAKMYeHNs K 6aky
aBTomMob6umnA

elplViey SRVNN[E]=R WEIGHT AND PACKAGING

Weight
Code kg Ibs mm
FO010000A 66 145.5 770x1080x800  30.3x42.1x31.5

DISPENSERS

Packaging

ES. PIUSI, lider europeo en soluciones para

el suministro de AdBlue®, presenta el nuevo
SuzzaraBlue Delphin. El nuevo sistema,
estudiado para responder a las exigencias de
los talleres mecdnicos, es fdcil de transportar y
permite suministrar la AdBlue® con seguridad
en los depdsitos de los vehiculos. En efecto,
Delphin estd compuesto por un resistente carro
sobre el que se instala el bidén de la Urea. La
bomba de membrana 230 V llena el depdsito
superior Deplhin, del que serd efectuado luego
el suministro por gravedad del automdvil.

Este innovador sistema previene las salidas

de liquidos y los goteos. Versdtil, fdcil de
desplazar y utilizar. Elige los productos Piusi,
garantizados y fiables, como solucidn a tus
necesidades de trasiego en cada situacidn.
Piusi: alta calidad “Made in Italy”.

—@ * T

ATENT
PENDING

inch pcs/box

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. PIUSI, eBponeiickuii nuaep B o6nactu
peweHni Anq 3anpasku AdBlue®, npeactaBnaet
HOBYIO Mofienb SuzzaraBlue Delphin.

STa HOBas CHCTeMa, pa3paboTaHHas C y4eTom
noTpebHOCTeN aBTOMaCcTepPCKMX, OTANYaeTca
NPOCTOTON TPAHCMNOPTUPOBKHM 1 NO3BONIAET
6e30MacHo 3anpaBnATb Kapbamug B 6aku
TPaHCMOPTHbIX CPEACTB.

B komnnekTtayuio Delphin Bxogut npouHas
TeNexKa, Ha KOTopylo yCTaHaBMBaeTcA

6ouka gna kapbamunga. MembpaHHbI Hacoc ¢
nuTaHnem oT ceTn 230 B 3anonHAeT BepXHUiA
pe3epsyap Deplhin, n3 kotoporo 3atem
CaMOTeKOM 3anpaBnAeTca 6ak aBTomobuns.
STa MHHOBALMOHHAA cMcTema No3BonAeT
NpefoTBPaTUTL YTEUKY 1 Pa3bpbi3rrBaHne
HKUAKOCTI. ITO YHMBEPCANIbHOE YCTPONCTBO
OT/INYAETCA MPOCTOTON TPAHCMOPTUPOBKM

1 vcrnonb3osarna. Caenas BbIGOP B MoNb3y
nzpenui Piusi 1na nepekauynmBaHua XUAKoCTen,
CnocobHbIX Y10BNETBOPUTL BALLW NOTPEOHOCTN
B J1100bIX YCII0BMSAX, Bbl BBIOVPAETe rapaHTuio 1
HafexHOCThb.Piusi: Bbicokoe KauecTBo “Made in
Italy”.
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PLASTIC
TANK
MAX

@ 586 mm

EN. Closed System

During the refilling operation, the air in the
vehicle tank is transferred to the Delphin’s
upper tank, avoiding all risk of AdBlue® being
contaminated by external agents.

How It Works:

- Switch on the membrane pump to fill the
Delphin’s upper tank.

- Check the upper tank level using the visual
level indicator.

The Delphin tank’s overflow system pumps any
excess liquid back into the main storage drum.
- Connect the filling valve to the vehicle tank.
- Open the valve to refill the vehicle tank by
gravity.

- Operate the pump in order to remove the
excess pressure in the car tank

The trolley’s sturdy structure enables it to
transport a sufficient quantity of liquid for
multiple refill operations.

The filling valve for connection to the vehicle
tank is compliant with ISO 22241 and ensures
clean and easy refilling.

FEATURES

AC Pump

% i

(@)l SR PYNN(€]=8 TECHNICAL DATA
Code Description

FO010000A  DELPHIN

Tel: (+974) 443 54 298
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ES. Sistema cerrado

El AdBlue® no puede ser contaminado, de
ningdn modo, por agentes exteriores, gracias al
innovador sistema de Delphin.

En efecto, el aire presente en el depdsito del
automdvil es desplazado al depdsito superior
Delphin durante el suministro del automdvil.

Cémo funciona:

- Llenar el depdsito superior Delphin accionando
la bomba de membrana 230 V:

- controlar el nivel del depdsito a través del
indicador visual;

El sistema de “rebose” del depdsito

Delphin hace volver al biddn principal de
almacenamiento el posible liquido en exceso.

- conectar la vélvula de extremo del tubo a la
conexidn del depdsito del vehiculo;

- presionar la vélvula para efectuar el suministro,
que se produce por gravedad;

- accionar la bomba con el fin de eliminar el
exceso de presidn en el tanque del coche.

La resistente estructura del carro permite al
operador disponer de una reserva de liquido
adecuada para varios suministros.

La vélvula de extremo del tubo de suministro
que ha de conectarse al depdsito del automdyvil,
disefiada segun la norma ISO 22241, permite
efectuar suministros fdciles y limpios.

a1 Suction connection Suction hose
Filig Vv it g

o
A -
Fluids Flow-rate
type |/min gpm AC V./Hz
DC Volt
6 1,6 230/50

Tel: (+974) 443 54 298
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RU. Bnarogapa nHHOBaLMOHHON cnucTeme
Delphin, ncknioueHa BepOATHOCTb 3arpA3HEHNA
3aMKHyTON crucTembl LAdBlue® noctopoHHMUM
BellecTBamu. Bo Bpemsa 3anpaBKu aBTomobuns,
BO3/yX 13 ero 6aka nepemeLaeTca B BEPXHUI
pesepsyap Delphin.

Mopapok ncnonbzoBaHna:

- 3anonuuTe BepxHuia pesepyap Delphin,
ncnosnb3ys membpaHHblin Hacoc 230 B;

- MposepbTe ypoBeHb B pe3epByape, NCNonb3ya
BU3yaNbHbIA NHAVKATOP;

Cncrema "nepenvsa” pesepsyapa Delphin
BO3BPaLLaeT M36bITOYHYIO XNAKOCTb 06paTHO B
OCHOBHY!I0 604Ky /1718 XpaHEeHMA.

- MopkntounTe KNanaH Ha KOHLe TPY6bl K MecTy
coenHeHVA Ha bake TPaHCMOPTHOrO CPeACTBa;
- OTKpoliTe KnaraH, 4Tobbl OCYL|ECTBUTb 3anpaBKy
CcaMoTeKoM;

- Bkntounite Hacoc, 4ToObl CHU3UTb 36bITOYHOE
faeneHne B 6ake TPaHCNOPTHOrO CPeACTBa.
[poyHan KOHCTPYKLIMA TENEXKN no3sonaeT
onepaTtopy 3aroToBUTb 3anac XUAKOCTN
[10CTaTOYHbIN [171A 3anNPaBKN HECKObKIX 6aKoB.
KnanaH Ha KoHLe 3an11BHOM TPyObl, KOTOPbIN
npefycmMoTpeH [1714 NOAKMIOYEHNA K 6aKy
aBTOMaLLVIHbI, CKOHCTPYMPOBAH COrNlacHO CTaHAapTy
[SO 22247 n obecrneynBaeT NPOCTYIO N YNACTYIO
3anpasky.

ON REQUEST

PIUSI DELPHIN
Weight and measure VIDEO
approved version available
Voltage Hose On/Off
Power Amp. lenght %] switch
Watt max.
400 1,95 2m 3/4” YES

DELPHIN

NOZZLE [ l
NOZZLE METERS METERS PUMPS DISPENSERS
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FLUID
- FILTERING ACCESSORIES MONITORING
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PUMPS
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UZZARABLUE PUMPS

EN. The careful analysis of the market and
the experience of handling aggressive fluid,
such as AdBlue®, leads PIUSI to develop a
new type of diaphragm pump equipped with
electric motor without any dynamic seals. This
solution provides a reliable industrial pump
together with self priming capabilities.

PERFORMANCE

SUZZARABLUE AC PUMP
Technical features:

- Voltage 230/50 V

- Hose tail connection 3/4”
- Absence of dinamic seals
- ON/OFF switch

- 2 m cable with socket

- Duty cycle 20 min

SUZZARABLUE DC PUMP
Technical features:
-Voltage 12/ 24 V

- Hose tail connection 3/4”
- Absence of dinamic seals
- ON/OFF switch

- 2 m cable with clamps

- handle availble

- Duty cycle 20 min

AdBlue®

replV[ey RNN(€]=R WEIGHT AND PACKAGING

Weight Packaging
Code
kg lbs mm
F00203090 7 15,4 350x180x280
F00203100 7 15,4 350x180x280
F00204080 3,6 7,9 350x180x280
F00204090 3,6 7,9 350x180x280

N. Boxes/
Europallet
X -
box
1 60 84
1 60 84
1 60 84
1 60 84

ES. Un minucioso estudio del mercado y la
experiencia en manejar liquidos agresivos,
tal como AdBlue® han empujado PIUS/

en desarrolar un nuevo tipo de bomba a
membrana equipado con motor electrico sin
estanquidad dinamica. Esta solucion permite
de obtener una bomba industrial con una
mayor fiabilidad y autocebante.

SUZZARABLUE AC PUMP
Propriedad:

- 230/50 V voltaje

- Conexion 3/4”

- Sin estanquidad dinamica
- ON/OFF interruptor

-2 m de cable con enchufe

- Ciclo de trabajo de 20 min

SUZZARABLUE DC PUMP
Propriedad:

-12 /24 V voltaje

- Conexion 3/4"

- Sin estanquidad dinamica
- ON/OFF interruptor

- 2m de cable con pinzas

- Ciclo de trabajo de 20 min

Recisterep
DESIGN

Tel: (+974) 443 54 298
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RU. Bnarogaps BHUMaTeNbHOMY aHanm3y

pblHKa U OMbITY, MONy4YeHHOMY B 06nactu
nepeKaunBaHns arpeccrBHbIX XUAKOCTEN, TaKNX
Kak AdBlue®, komnaHus PIUSI pa3paboTana
HOBbI TN MEMOPAHHOTO HACOCa, OCHALLEHHOTO
3neKTpoaBuratenem 6e3 AMHaMUYeCcKnx
YMIOTHEHWIA. DTO peLleHmne No3BonseT

CO3[aTb HaAEXHbIN MPOMBILLNEHHBIV HACOC C
BO3MOXHOCTbIO CAMO3a/NBKU.

SUZZARABLUE AC PUMP

TexHUYEeCKMe XapaKTePUCTUKN:

- Hanpsxenne 230 B /50 'y

- CoenuHeHwue ona wryuepa 3/4”

- OTcyTCTBME JIHAMUYECKUX YNNOTHEHNI
- Boiknouatens BKJ1/BbIKI

- Kabenb 2 m co wtencenem

- Pabounin umkn 20 MUH.

SUZZARABLUE DC PUMP

TexHuueckmne xapakTepucTmkn:

- HanpsaxeHne 12/24 B

- CoepuHeHve ana wryuepa 3/4”

- OTCyTCTBUE AVHAMUYECKMX YNNOTHEHNI
- Boiknouartens BKJ1/BbIKN

- Kabenb 2 m ¢ 3akumammn

- MNpepnaraeTca mogenb € pyyKon

- Pabounin umkn 20 MUH.

REGISTERED
DESIGN
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up to

36 i
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(up to 9,2 gpm)
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SUZZARABLUE
AC PUMP

FEATURES

On/off switch

replV[ey VNN(€]=R TECHNICAL DATA

Code

F00203090
F00203100
F00204080
F00204090

Description

SuzzaraBlue AC pump 230/50
SuzzaraBlue AC pump 120/60
SuzzaraBlue DC pump 12V
SuzzaraBlue DC pump 24V

Fluids Flow-rate

type |/min gpm
34 9
34 9
36 9,2
36 9,2

SUZZARABLUE

DC PUMP

Code RI6175010

AC V./Hz
DC Volt

230/50
120/60
12
24

Voltage

rem

1450
1400
2800
2800

Power
Watt

400
400
260
310

Amp.

max.

1,95

1,95
22
13

Cables  Inlet - Outlet
mod. BSP
YES 3/4”
YES 3/4”
YES 3/4”
YES 3/4”

On/Off

switch

YES
YES
YES
YES

NOZZLE [ ]
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FLUID
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SUZZARABLUE PUMPS



ANTIFREEZE

DIESEL

AdBlue®

WATER
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AIR OPERATED MEMBRANE PUMPS

IUSI MP

EN. PIUSI MP qir-operated diaphragm pumps
are designed to assure the utmost reliability
and highest performance levels. The sturdy
central technopolymer body, the suction, the
lateral half-shells and delivery manifolds use
the highest quality thermoplastic diaphragms.
This diaphragm makes it possible to transfer
diesel, water and chemicals such as AdBlue
and antifreeze.

The pneumatic circuit is a guarantee of safety
and the construction principle makes Piusi
MP pumps particularly suitable for severe
duty conditions or operation in potentially
explosive atmospheres (ATEX certification for
zone 2).

Piusi MP pumps are self-priming and can

run dry without damage; they also allow fine
tuning of speed without pressure loss.

DIMENSIONS

PIUSI MP 130

1/2'G Delivery

308

Air connection
38'G

1"G Delivery

3/8" G Air connection

1/2'G Intake

1"G Intake

{elplV[ey SRVAN(El=R WEIGHT AND PACKAGING

Weight
Code kg Ibs mm
F00208P00 3,6 7,9 220x310x320
F00208P20 5 11 240x380x350
F00208P30 7,5 16,5 270x390x400
F00208P40 12 26,5 290x470x460

PIUSI MP 190

[/ Air connection

ES. Las bombas neumdticas de membrana
PIUSI MP garantizan méxima fiabilidad y altas
prestaciones. El robusto cuerpo central de
tecnopolimero, los medios cuerpos laterales

y los colectores de aspiracién e impulsidn en
polipropileno, junto con las membranas de alta
calidad en materiales termopldsticos; permiten
el trasiego de diesel, de agua y de liquidos
quimicos como AdBlue o anticongelantes.

Por la seguridad del circuito neumdtico

y por su disefo avanzado, las bombas

Piusi MP estdn especialmente indicadas

para aplicaciones severas o atmdsferas
potencialmente explosivas (certificacién ATEX
para zona 2).

Las bombas Piusi MP son autocebantes,
pueden funcionar en seco sin dafiarse y
permiten hacer una regulacidn precisa de la
velocidad sin pérdidas de presidn.

PIUSI MP 140

11/4' G Delivery

126

Tel: (+974) 443 54 298
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RU. MHeBMaTMuyeckne meMbpaHHbIe HacoChbl
PIUSI MP pa3paboTaHbl gna obecneyeHus
MaKCUMabHON HaAEeXHOCTN 1 BbICOKOM

3¢ dekTMBHOCTU. [TPOYUHbIN LIEHTPaNbHbIN
KOpPMyC 13 TEeXHUYECKOW NacTMacchl,
MoONMMpPONUIEHOBbIE BCacblBatoLme

W HarHeTaTesbHble KONNEeKTOPbI

60KOBbIe MONyKopMyca, NPUMeHeHne
BbICOKOKAUeCTBEHHbIX MEMOPaH 13
TePMOMacToB NO3BOSIAET NepeKaynBaTh
Zn3eNbHOE TOMNNBO, BOZY, XMMMYECK/E
XKMAKOCTK, Taknx Kak AdBlue nnu aHTndpu3os.

MHeBMaTMYECKNIN KOHTYP — rapaHTuA
6ecnepeboiHon paboTbl 1 NO cBOeMy
NPUHLMMY KOHCTPYUPOBAHMWSA HACcoChl
Piusi MP B nepsyto oyepefb noaxoaAT Ana
MpVIMEHEHVIS B CTIOMHBIX YCTOBUAX UK
noTeHLMansHoO B3pbIBOOMACHON cpefe
(cepTudukaumna ATEX ana 2 30HbI).

Hacochl Piusi MP — camo3anuBatowmecs, moryT
pabotaTb 6e3 KnaKocTn 6e3 NoBpPeXaeHNiA,

TaKXe No3BOAT BbIMONHATD TOUYHYIO
HacTponKy ckopocTn 6e3 noTepu Hanopa.

MP 130

elplV[ey VN N(€]=8 TECHNICAL DATA

Packaging Fluids Pump Body Infout Flow Rate
inch pes/ Code Description
box type |/min
8,7x12,2x12,6 1 F00208P00  PIUSI MP130 D]W} Polypropylene ~ 1/2” G 50
9,4x16x13,8 1 F00208P20  PIUSI MP140 DW] Polypropylene 177G 100
10,6x15,4x15,7 1 F00208P30 PIUSI MP180 (D|W] Polypropylene 177G 150
11,4x18,5x18,1 1 F00208P40 PIUSI MP190 DW] Polypropylene 1" 1/4” G 220

PUMPS
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up to
220|/min
(up to 58,1 gpm)
113/3GD d 2
PIUSI MP 130 PIUSI MP 140

Q(US.gpm)

0 26 52 79 105 132 158 184 211 237 264
i I ' v [
| | '

I | |

Q (US. g.pm)

Head (m)
Head (m)
H ()

Flow rate (litres/min) Flow rate (litres/min)

PIUSI MP 180 PIUSI MP 190

Q (US.gpm) O (US. g.pm)

37 343 X

2296 ==
~ 1968

1640

[ - o

Head (m)
Head (m)

- 2

30 140 150

1
H (ft)

0 o
o 20 4 6 80 0 120 140 160 180 200 220

Flow rate (litres/min) Flow rate (litres/min)

mmmm Air supply pressure (bar)
Air consuption NI/min

Our product complies with the following marking ATEX ( zone 2 ). The Equipment user is responsible for classifying its area of use.

1l 3/3 GD c liB
GROUP CATEGORY TYPE OF PROTECTION GAS
EXPLOSIVE METHOD CLASS
ATMOSPHERE

AVAILABLE ACCESSORIES

m SB325 nozzle Automatic Hose Reel

o “
\
Membrane Diaphragm Balls Ball O-Ring* Intake / Delive- Air Manx self-priming Max Max air supply
Oirside/0I00 side seats* ry connection tion pacity head ** pressure
type m m bar
double Hytrel/PTFE PTFE Polypropylene PTFE G 1/2"f G 3/8"f 5 70 7
double Hytrel/PTFE PTFE Polypropylene PTFE G 1f G 3/87f 6 70 7
double Hytrel/PTFE PTFE Polypropylene PTFE G17f G 3/8"f 5 70 7
double Hytrel/PTFE PTFE Polypropylene PTFE G1"1/4 f G 1/27f 6 70 7

Tel: (+974) 443 54 298
www.boltsandtools.com

®

T4

TEMPERATURE
CLASS

Max diameter of
passing solid

mm

N

* On request we can provide membranes, balls, ball seats and O Rings in different materials ~ ** The value depends on the configuration of the pump

PIUSI MP
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ANTIFREEZE

AdBlue®

WATER
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PUMPS

IUSI HAND PUMP for AdBlue’

EN. PIUSI HAND PUMP, the new rotary
Inox certified hand pump for transferring
AdBlue®. All metal components of

the pump are made of stainless steel.
Completely DEVELOPED,
MANUFACTURED and CERTIFIED

in ITALY.

It is the new Benchmark due to its:

- Suction capacity: self-priming with easy
and immediate dispensing

- Capacity: 38 litres per 100 revolutions
- Plus, the materials used are 100%
chemically compatible with AdBlue®
(directive ISO 22241)

The manufacturing tolerances along with
the wear-resistant materials guarantee
many years of perfect operation.

Sturdy construction for Professional Use.
Complete with suction tube and bung
adapter available in different thread sizes

Discover the new PIUSI HAND PUMP and
trust in the quality of 100% Italian made
products.

Choose the design, performance and
reliability of Piusi products.

(*) AdBlue® is a registered trademark: any
use is subject to approval by Verband der
Automobilindustrie eV. (VDA). www.yda.de

PIUSI HAND PUMP
VIDEO

relVeRNN[€]=R WEIGHT AND PACKAGING
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ES. PIUSI HAND PUMP, la nueva bomba
de mano rotativa en acero inoxidable,
certificada para el suministro de Adblue®.
Todos los componentes metdlicos de la
bomba estdn hechos de acero inoxidable.
Completamente DESARROLLADA,
PRODUCIDA y CERTIFICADA en ITALIA.

Representa la nueva Referencia por:

- Capacidad de aspiracidn: autocebante
con erogacién simple e inmediata

- Prestaciones volumétricas: 38 litros para
100 rotaciones

- Compatibilidad quimica para AdBlue®: del
100 % de los materiales usados (directiva
ISO 22241)

Las tolerancias de fabricacidn junto a los
materiales antidesgaste son garantia de un
perfecto funcionamiento por muchos afios.
Fabricacidn sélida para uso profesional.
Con tubo de aspiracidn y de unidn del
armazdn, disponible en los diferentes
estdndares de rosca.

Descubre la nueva PIUSI HAND PUMP y
confia en la calidad de los productos 100 %
hecho en ltalia.

Elige el disefio, las prestaciones y la
fiabilidad'de los productos 100 % hecho en
Piusi.

(*) AdBlue® es una marca registrada: el uso estd
sujeto a la aprobacidn por parte de Verband der

Automobilindustrie e.V. (VDA). www.vda.de

Weight Packaging N. Boxes/
Europallet
Code
kg Ibs mm Fg;sx/ x -
without hose
FO0332A00 2,1 4,6 350x170x140 1 50 100
FO0332A10 2,1 4,6 350x170x140 1 50 100
FO0332A40 21 4,6 350x170x140 1 50 100
F00332A60 2,1 4,6 350x170x140 1 50 100
with hose
F00332A20 3.2 7 300x300x180 1 50 100
FO0332A30 3.2 7 300x300x180 1 50 100
F00332A50 3,2 7 300x300x180 1 50 100
FO0332A70 7 300x300x180

Tel: (+974) 443 54 298
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RU. PIUSI HAND PUMP — HOBbI1 pyyHOiA
POTaLMOHHbI HACOC 13 HeprKaBetoLL el
cTanu ¢ ceptudrKalmen ansa nepexkavkm
uagkoctn AdBlue®.

Bce meTannnyeckre KOMNOHEHTbI Hacoca
N3roTOBNEHbBI 13 HEP>KaBeloLLen cTanu.
MonHocTblo pa3paboTaH, Npon3BeAeH 1
ceptudunumposaH B Utanuu.

fBnAeTCA HOBbIM 3TaJIOHOM B CrieAyloLLem:
- BcacbiBatowasn cnocobHoCTb:
CaMOBCaCbIBalOLWMIA C NPOCTON U
HemeaneHHoW nogaven

- O6bemHble xapaKTepucTKu: 38 NMTPOB 3a
100 o6opoTOB

- XMMmnyeckas COBMECTUMOCTb C >KUAKOCTbIO
AdBlue® 100% 1crnosib30BaHHbIX
MaTepuanos (Jupektusa ISO 22241)
KOHCTpyKTVBHBIE JOMYCKU B COYETAHUM C
3HOCOCTONK/MMN MaTepuanammn ABAITCA
rapaHTuen becnepebonHon paboTbl B
TeueHne MHOTUX NeT.

[TpouHas KoHCTPYKUMA ANna
npoheccrioHaIbHOro NCMNOJb30BaHNA.
BkJiloyaeT B KOMMNEKT BCaCbIBAIOLLYO
TPYOKY 1 KperineHne K 604Ke, 4OCTYMHOE C
pPaznnYHbLIMY TUMaMU Pe3bObl

OTkponTe ans ceba Hosbll PIUSI HAND
PUMP 1 posepbTech KauyecTBy NpoayKuuu,
NONIHOCTBIO 3roTOBMIEHHOM B MTanuu.
BbibepuTe A13aliH, SKCNnyaTaLoHHble
KauyecTBa 1 Ha1eXHOCTb MPOAYKLMY,
MOJIHOCTHIO VI3rOTOBIEHHOW KOMMaHuewn
Piusi

(*) AdBlue® aBnseTca 3aperncTpupoBaHHoOmn
MapKO, ee 11CroNib30BaHNe OCYLLecTBAAETCA
C paspeLieHns accoymaumm Verband der
Automobilindustrie e.V. (VDA).

www.vda.de
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Capacity
Made

All metal
components of the
pump are made
of stainless steel

up to

3 8 L (10 usG)

per 100 revolutions

in ltaly

Rotative hand pump with delivery hose and stainless steel spout.
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EQUIPMENTS

[ONREQUEST |

AdBlue® long life
3D Filter
Code F19158000: Drum connector 56x4
Code F19159000: Drum connector 2" Buttress -y l l

Code F19157000: Drum connector 2" BSP
Code F19157010: Drum connector 70x6 \I

Code R1512800A Code FOO611D1IO
F: 2" BSP - M: 70x6

OIS RRNN[€]=h TECHNICAL DATA

Fluids Capacity Delivery hose

per 100 revolutions Drum connector Sl::ll:::n lenght

type L uUsG m

Code Description

without hose

FLUID
- FILTERING ACCESSORIES MONITORING

F00332A00 Piusi hand pump 56x4 38 10 56x4 Yes -
F00332A10 Piusi hand pump 2” Buttress 38 10 2" Buttress Yes -
F00332A40  Piusi hand pump 2" BSP 38 10 2" BSP Yes -
F00332A60 Piusi hand pump 70x6 38 10 70x6 Yes -
with hose

F00332A20 Kit Piusi hand pump 56x4 with hose 38 10 56x4 Yes 2,5
F00332A30 Kit Piusi hand pump 2” Buttress with hose 38 10 2" Buttress Yes 2,5
F00332A50 Kit Piusi hand pump 2” BSP with hose 38 10 2” BSP Yes 2,5
F00332A70 Kit Piusi hand pump 70x6 with hose 38 10 70x6 Yes 2,5

PIUSI HAND PUMP




ANTIFREEZE

AdBlue®

WATER
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PUMPS

IUSI HAND PUMP sibE VERSION

EN. The new transfer system was designed
for installation onto IBC tanks, utilizing a
stainless steel rotary hand pump certified for
AdBlue® transfer applications.

All metal components of the pump

are made of stainless steel.

The sturdy stainless steel support bracket
comes with a rugged connector system

that is compatible with most IBCs. Tight
manufacturing guidelines and the use of
wear-resistant materials guarantees years of
hassle-free operation.

The pump, which was entirely DEVELOPED,
MANUFACTURED, and CERTIFIED in ITALY,
sets new benchmarks in terms of:

- Suction capacity: self-priming with simple
and immediate fluid dispensing

- Volumetric capacity: 10 gallons per 100
revolutions

-100% of the materials used are chemically
compatible with AdBlue® (standard SO
22241)

- Ergonomic construction for professional use.

PIUSI HAND PUMP
VIDEO

2{eplV[ey SRVNN[E]=R WEIGHT AND PACKAGING
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ES. El nuevo sistema de trasiego estd disefado

para que pueda extraerse fdcilmente de un
depdsito IBC y montarse en otro. Emplea una
bomba manual rotativa de acero inoxidable,
certificada para el trasvase de AdBlue®.
Todos los componentes metdlicos de la
bomba estdn hechos de acero inoxidable.
La robusta chapa de soporte en acero
inoxidable con sélida estructura de fijacidn
para los depdsitos IBC mds habituales, las
tolerancias de construccidn y el material
antidesgaste son garantia de funcionamiento
perfecto durante muchisimos afos.

La bomba, integramente DESARROLLADA,
FABRICADA y CERTIFICADA en ITALIA,
constituye un nuevo punto de referencia por:
- Capacidad de aspiracién: autocebante con
suministro fdcil e inmediato

- Prestaciones volumétricas: 38 [ cada 100
revoluciones

- Compatibilidad quimica con AdBlue® del 100
% de los materiales utilizados (directiva ISO
22241)

- Construccidn sélida para uso profesional

Weight Packaging
Code kg Ibs mm inch pes/box
without filter
F00332B00 2,1 4,6 350x170x140 13,8x6,7x5,5 1
with filter
F00332B10 3,2 7 300x300x180 18,8x11,8x7,1 1

PUMBPS

Tel: (+974) 443 54 298
www.boltsandtools.com
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RU. HoBas cuctema nepekaukm nmeet

TaKylo KOHCTPYKLMIO, KOTOpas No3BosiAeT ee
Nerko CHUMaTb € ofjHoro pesepsyapa IBC u
nepemeLyaTtb Ha APYrom, NPUMeHAETCA PyYHOI
POTaLIMOHHbBIV HACOC U3 HepXaBeloLLet CTanu
INOX, cepTndrLmpoBaHHbI ANA Nepekayku
*uakoctn AdBlue®. Bce metannunueckune
KOMMOHEHTbI HaCOCa N3roTOBNEHbI U3
HepxaBeloLleln ctanu. lMpoyHbIi ONOPHbIN
JINCT U3 HepXKaBeloLel CTanu, C HaAeKHoM
NpVLENHOI CTPYKTYpOI And Hanbonee
pacnpocTpaHeHHbIx pesepsyapos IBC,
KOHCTPYKTUBHbIE JOMYCKN 1 U3HOCOCTOMKME
MaTepuanbl BbICTYNAOT rapaHTe OTAINYHOro
DYHKLMOHNPOBAHMA Ha MPOTAXKEHNN JONTUX JIET.

Hacoc nonHoctsio PASPABOTAH, MPOU3BELEH
n CEPTNOVLINPOBAH B UTAJTNWN, 3apaeT HoBble
KpUTEPUI B OTHOLLEHUN:

- BCAChIBaOLLE/ CNOCOBHOCTN: CaMO3aIMBHOWM C
NpocTon 1 bbICTPON nogaven

- 06BEMHON NPON3BOANTENBHOCTU: 38 NUTPOB 3a
100 o6opoToB

- XMMUYeckor coBmecTumocTtn ¢ AdBlue®:

ncriosibsyemble matepuanb Ha 100%
coBmecTUMb! (anpekTuea I1SO 22241)
HapexHana koHcTpyKuma gna
npodeccroHasbHOro NCNob30BaHNA.
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Made
in ltaly

up to

3 8 L (10 UsG)

per 100 revolutions

Without filter version

FEATURES DUEST

Stainless steel spout

R’

Code F20189000 56x4 buttress 1" BSP
Code F20190000 2" buttress 1" BSP

All metal
components of the
pump are made
of stainless steel

Steel support IBC brachet

Tel: (+974) 443 54 298
www.boltsandtools.com

DISPENSERS

n
Ja
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a

METERS

With filter version

NOZZLE
N METERS

—
<
]
i}
a
%)

EQUIPMENTS

External suction
hose

D

Code FOO611D1IO
(Only for version

Code F15515000

FLUID
- FILTERING ACCESSORIES MONITORING

Code F20257000 2" BSP 1" BSP with filter)
Code F20258000 2" 70x6 1" BSP
(with drum adapter)
PI(eIpIN[GaSYNN[€]= TECHNICAL DATA
Fluids Capacity Suction Delivery hose
Code Description per 100 revolutions IBC braket hose lenght 3D filter
type L usG m m
without filter
F00332B00 Piusi Hand Pump Side version 38 10 Yes 1 2,5 No
with filter
F00332B10 Piusi Hand Pump Side version + 3D filter 38 10 Yes 1 2,5 Yes

PIUSI HAND PUMP SIDE VERSION



Tel: (+974) 443 54 298 Tel: (+974) 443 54 298 Tel: (+974) 443 54 298

www.boltsandtools.com www.boltsandtools.com www.boltsandtools.com
PUMPS
EN. The delivery system includes an easy to ES. Elgrupo de suministro estd constituido RU. Y3en nopaun coctont 13 py4yHoro Hacoca,
install and remove hand pump designed for por una bomba de mano fdcilmente aplicable KOTOPbI MOXKHO MPOCTO YCTAHOBUTb W CHATD C
adrum. y removible de un bidén. Goukn.
The delivery occurs through the spout Las operaciones de trasiego se efectian por MepeKayka OCYLUECTBNAGTCA C NOMOLUbIO
(external diameter 1). medio del correspondiente cafio (didmetro CI'IeL|I/IaJ1bI-:,OFO HaKOHEUHMKa (HapyXHbIiA
exterior: 17). AnaveTp 17).
\\.

AdBlue®

2{e]plV[ey SRV [€]=) WEIGHT AND PACKAGING

Weight Packaging N. Boxes/
Europallet
Code ) b y
g s mm pcs
ol X -
F00332090 1,5 3,3 160x340x140 1 72 102
F00332100 3,4 7,5 510x240x150 1 48 66
F0033205A 1,8 4 160x340x140 1 126 140
FO033208A 3,4 7,5 345x175x255 1 60 84

PUMPS
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Piston hand pump Rotative hand pump

Piston hand pump Rotative hand pump
(with complete kit) (with complete kit)
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ON REQUEST
ol
o
Adapter 9)
Code R1512800A @
Adapter for hand pump: O
Mauser d Q
auser drum <
' Code F15236000
Adapter for hand pump:
Greif drum g
o
L
5
o
Ri(@]pIb[e SYNN(€]=8 TECHNICAL DATA
Fluids Spout Hose Dip pipe Complete kit M and Greif adapt
for drum
Code Description
type BSP lenght %]
F00332090 Piston hand pump (with dip pipe) 3/4” - - YES - -
F00332100 Piston hand pump (with complete kit) 3/4” 3m 3/4” YES YES YES
F0033205A Rotative hand pump (with dip pipe) 3/4” - - YES - -
F0033208A Rotative hand pump (with complete kit) 3/4” 3m 3/4” YES YES YES

SUZZARABLUE HAND PUMP




AdBlue®
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ELECTRONIC AND PULSE-METERS

24 o TURBINOX

EN. K24 METER This meter is easy to
install, in line or at the end of the delivery
hose, and is provided with a compact easy
readable display. It is possible to apply

the meter directly on the nozzle. Users can
easily replace the 2 batteries. Display can be
rotated in 4 different positions.

Impulse type signals: single channel, reed
switch.

Electronic card with LCD display: 5 digit
partial total from 0.1 to 99999, 6 digit total
from 1to 999999. Resettable total available.
Flow rate indication.

K24 PULSE-METER

Type of output signal: raw signal (reed switch),
single channel. Max 28 V Ac/dc 100 mAmp
(87,73 pulse/l).

TURBINOX INLINE PULSE METER

This meter is easy to install. A tight stainless
steel body provides endurance for use in
every condition. Also available is a pulser
display to connect to an external receiver.
User can easily replace the 2 display
batteries.

DIMENSIONS

74,7 54,3

100

2{e)p]lV[ey SRVNN[El=R WEIGHT AND PACKAGING

Weight Packaging

Code kg Ibs mm inch pcs/box
F0040710A 0,4 0,9 Blister Blister 1
F0040721B 0,4 0,9 115x160x135 4,5x6,3x5,3 1
F0042000A 0,5 11 80x80x75 3,1x3,1x3 1
F0042001A 0,5 11 80x80x75 3,1x3,1x3 1
F00410000 1,2 2,6 225x125x150 8,9x4,9x5,9 1
F0049503B 1,2 2,6 225x125x150 8,9x4,9x5,9 1
F16073000 2,4 3,1 Box Box 20

ES. K24 METER Este cuentalitros es de facil
istalacidn, en linea o en el extremo de la
manguera de suministro, y estd dotado de un
display compacto de fdcil lectura.

El cuentalitros puede aplicarse directamente
en la pistola. Dos baterias fdciles de sustituir
alimentan el cuentalitro. La pantalla puede ser
girada en cualquier posicidn.

Tipo de sefal por impulso: monocanal,
interruptor de [dminas. Tarjeta electrénica con
display LCD: Parcial de 5 cifras de 0.1 a 99999,
Total de 6 cifras de 1a 999999. Total borrable
disponible. Indicacidn del caudal.

CUENTALITROS K24

Tipo de sefal de salida: sefal sin procesar
(interruptor de ldminas), un solo canal. Mdx. 28
V CA/CC 100 mAmp (87,73 pulse/l).

TURBINOX INLINE PULSE METER

Este cuentalitros se instala fdcilmente.

Su robusto cuerpo de acero inoxidable lo
hace resistente y apto para ser utilizado
prdcticamente en cualquier condicidn.

Es disponible tambien un display emisor de
impulsos para conexidn a receptor externo.
(El display es alimentado por dos baterias de
fécil sustitucidn).

LT

TTTTT e

Mal GE BSP

EGISTERED
DESIGN

PATENTED
Female

Mal e—g BSP
| BSP
BSP

Female |

METERS
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RU. Cuetunk nutpos K24 METER, koTopbiii
MOXXHO MPOCTO YCTAaHOBUTb B JIHUIO UMK

Ha KOHeL| HarHeTaTesIbHOW TPyObl, OCHaLLEH
KOMMNaKTHbIM 1 yA0604nTaeMbIM JUCHIEEM.
CYeTUMK NMNTPOB MOXKHO YCTaHOBUTb
HenocpeaCcTBEHHO Ha NucToneT. Aucnnen
nuTaeTcs oT AByx baTapel, KOTopble MOXXHO
3aMnpoCTO 3aMeHUTb. [incnnen MOXKHO NOBEPHYTb
B 4 pa3INyHbIX MONOKEHUS.

MMnynbcHble chrHanbl: OAHOKaHasbHbIN,
repKOHOBBIV NepekKoyaTesb.

dnekTpoHHaa nnata ¢ XKK-gucnneem,
oTobparkeHVe 06LLero/4acTMYHOro KonnyecTBa,
5 undp, ot 0,1 go 99999, obLyero KonnyecTsa, 6
unodp, ot 1 5o 999999. NMpepnaraetca mofenb, B
KOTOPOW MOXHO OBHYNATb 0bLLee KONNYEeCTBO.
VHAVKaLma CKopoCTy NOTOKa.

K24 PULSE-METER

TN UMMYNbCHOro CUrHana: OAHOKaHasbHbIN,
repkoHOBbIV NepeknoyvaTens. Makc. 28 B nepem.
Toka/noct.Toka 100 MA (87,73 umnynbcoBs/n).

TURBINOX INLINE PULSE METER

STOT CUETUNK NIVTPOB OT/IMYAETCA NPOCTOTON
yCTaHOBKM. [TpOYHBIN repMeTUYHBIA Kopnyc 13
Hep»<aBelolLell CTany No3BONAIOT NCMOJb30BaTb
€ro npaKkTn4eckn B NI0ObIX YCIIOBUAX.
[lpennaraeTca Takxke MoAesb C Ancrnneem
reHepaTopa VMMynbCcoB ANA NOAKIOUYEHNA

K BHellHeMy NpuemMHUKy. [iucnnen nutaeTca

OT 1ByXx 6aTapeil, KOTOpble MOXKHO 3anpPoCTo
3aMEHUTb.

S
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P Flow-rate Y Accuracy

K24 METER

REGISTERED
DESIGN

pATENTED

K24 METER
Rotable display

e

~—

ON REQUEST

Socket 1” BSP/BSP ﬂ

replV[ey RVNN(€]=R TECHNICAL DATA

Code

F0040710A
F0040721B
F0042000A
F0042001A
F00410000
F0049503B
F16073000

Fluids

Description type

K24 Meter (1 socket)

K24 Pulse-meter (1 socket) (87,73 pulse/l)
TURBINOX Inline turbine pulse meter

TURBINOX 90° turbine pulse meter

TURBINOX 90° turbine pulse meter w/display Urea
Remote display with Pulse OUT

Socket 17 BSP/BSP (20 pcs)

Tel: (+974) 443 54 298 Tel: (+974) 443 54 298
www.boltsandtools.com www.boltsandtools.com
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TURBINOX INLINE

NOZZLE [ ]
NOZZLE METERS METERS PUMPS DISPENSERS
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EQUIPMENTS

TURBINOX 90°

O
z
N
=
wz
o
=
a .
el
(a4
L g O
= \ %
L
) O
O
<
O
zZ
=
Flow-rate Pressure Display Pulse out (p/I) 5
|/min gpm bar psi Pulse Display =
version version
5+120 1,3-26,4 10 145 YES - -
5+120 1,3-26,4 10 145 NO 88 -
10 + 40 2,6 -10,6 20 290 NO 88 -
10 + 40 2,6 -10,6 20 290 NO 88 -
10 + 40 2,6 -10,6 20 290 YES 88 1+100

- - - - YES - 1+100

K24 AND TURBINO



AdBlue®

Tel: (+974) 443 54 298
www.boltsandtools.com

Tel: (+974) 443 54 298
www.boltsandtools.com

SB325/ SB325 METER

EN. The new SB325 automatic nozzle features

a innovative technopolymer casing, break-away
system, and a stainless steel spout. Designed

in compliance with International Standards
ISO/ FDIS 22241-4:2009 concerning AdBlue®
dispensing nozzles.

The new automatic nozzle design features

a reliable, ergonomic, and flexible shell that
protects against weathering and UV radiation.
The nozzle is also available with a built-in
electronic turbine flow meter

Mis-filling Kit Spout

This kit allows you to transform a standard
SB325 nozzle into an SB325 mis-filling system by
simply fitting a different spout onto the nozzle.
This system will prevent a potential mis-fill when
the SB325 mis-filling spout is used in conjunction
with the magnet in the opening of the tank. The
Piusi Magnetic Adaptor allows the SB325 mis-
filling spout to be used with all tanks.

PERFORMANCE

- Liquid compatible AdBlue® (according to
DIN 70070) and others (*).

- Liquid viscosity range from 1to 6 cSt.

- Inlets 3/4” with hose end-fitting

- Spout outer diameter: 19 mm.

- Material in contact with the liquid ,
according to ISO 22241-2:2006.

(*) Ask for other chemical

liquid compatible.

DIMENSIONS

ES. La SB325 se caracteriza por el nuevo cafio
de acero con el sistema Break-Away y se ha
construido con innovadores tecnopolimeros.
Este se ha disefiado para cumplir las Normas
Internacionales ISO/ FDIS 22241-4:2009
inherentes a las pistolas de suministro de
AdBlue®.

La nueva pistola automdtica es fiable y
ergondmica. La carcasa de proteccidn, resistente
y eldstica, se ha construido con tecnopolimeros
que aseguran la mdxima proteccidén contra la
intemperie y los rayos UV.

Mis-filling Kit Spout

Utilizando este sistema se puede transformar el
SB325 estdndar al SB325 sistema mis-filling con
sélo cambiar el cafio.

Con la presencia de este adaptador magnético
situado en la boca del depdsito solo se permite
suministro lo cual evita el repostaje incorrecto.
El nuevo Piusi Magnetic Adaptor, incluido en el
kit de transformacidn, permite usar la SB325 mis-
filling en todos los recipientes/depdsitos.

- Liquido AdBlue® compatible (en conformidad
con DIN 70070) y otros (*).

- Intervalo de viscosidad de 1 a 6 cSt.

- Entradas 3/4” con boquilla.

- Didmetro externo de la boca de descarga: 19

mm.
- Material en contacto con el liquido conforme
ISO 22241-2:2006.

(*) pregunte por otros liquidos quimicos
compatibles.

{elplv[ey RVNN(€El=R WEIGHT AND PACKAGING

Weight Packaging
Code kg lbs mm inch pcs/box
F00617000 0,7 1,5 447x178x63 17,6x7x2,5 1
F00617010 1,0 2,2 447x178x85 17,6x7x2,5 1
F19174000 = = Blister 1
F18400000 Blister

pATENTED

NOZZLE

Tel: (+974) 443 54 298
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v

RU. Mogenu SB325 ocHalleHbl HOBbIM CTa/lbHbIM
HaKOHEeUYHNKOM ¢ cucTemoii Break-Away n
N3roTOBJIEHbI 13 MHHOBALIMOHHbIX TEXHOMONMMEPOB.
YcTponicTBa CNpoOeKTUPOBaHbI COTMIAacHO
TpeboBaHMAM MeXAyHapOoAHbIX cTaHAapToB I1SO/
FDIS 22241-4:2009, OTHOCAWMXCA K NUCTONETam ana
nogauv AdBlue®.

HoBbIin aBTOMATUYECKIMIA MUCTOSET, OTANYAKOLWNIACA
HafeKHOCTbIO N SPrOHOMNYHOCTbIO. [POYHBI

W 3NaCTUYHbIN 3aLUTHBIN KOXYX U3rOTOB/IEH

13 TEXHOMOIMMEPOB, KOTOPble rapaHTUpyoT
MaKCVIManbHYI0 CTOMKOCTb K aTMOCHEPHbIM
AsneHnam n YO-usnyyenuio.

Misfilling Kit

Mcnonb3ya cooTBETCTBYIOLWMNIA KOMNNEKT 1
BbIMOJTHMB MPOCTYIO OrepaLuio No cMeHe
HaKOHeYHWKa, CTaHAapTHYI0 mogenb SB32 moxHo
npeobpazosatb B Moaenb SB32 ¢ cuctemoin
Misfilling.

bnaropapsa sTomy nopaya ocyLecTBAAeTCA TONbKO
NPV Han4ynmn MarHuTa, pacrnosoXXeHHoro B
ropsioBriHe 6aka, YTo NoMoraet n3bexarb OWN6oK
npw 3anpaske.

pE
MiN
\TAL-

- COBMECTMMOCTb C XKUAKOCTAMM, cofiepKaliumm
AdBlue® (oTeuatowmmu TpeboBaHuam DIN
70070), v KUAKOCTAMU BPYFX TUMOB (¥).

- [lnanazoH Bsazkoctm ot 1 go 6 cCr.

- Bxon 1" Bxoasawmin BSP (1” obxsaTtbiBatowuin BSP
no TpeboBaHuIo).

- BHewWwHnn anameTp HakoHeYHrKa: 19 mm.

- Matepuarn, conpurKacamoLwmnes ¢ XnaKocTbio,
cornacHo 1SO 22241-2:2006.

(*) Mo 3anpocy npegocTaBnseTca nHGopmauma
0 NMPOYMNX TUMaX COBMECTUMbIX XMMUYECKNX
KNAKOCTEN.

ss STEEL
STA\NLE M

BRreAK-AWAY

SYSTEM
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N b LY,
up to g - =

35,.F —

(up to 9 gpm)

QUICK AND EASY SPOUT REPLACEMENT

EN. Safety is guaranteed by the break-away
system. In the event that a vehicle accidentally
drives away with the nozzle still in the tank, the
spout is designed to detach from the nozzle. This
system also allows for a quick repair by merely
fitting a new spout onto the nozzle.

SPOUT

EASY MISFILLING
SPOUT

-
CHANGE -
L

ES. El sistema Break-away garantiza una
sequridad elevada al momento de su uso ya que
o protege contra los posibles dafios causados por
arranques accidentales cuando la pistola adn
este abasteciendo el depdsito del vehiculo. El
cafio se ha disefiado para separarse de la pistola
MISFILLING SYSTEM ON REQUEST cuando se plantea la antes mencionada situacidn.
Este sistema tambidn permite el répido reemplazo
for AdBlue® H - de la pistola simplemente con sustituir cafio.

tank RU. [Ins nosbilLeH A yPOBHA 3KCNNyaTaLMOHHON

/ 6e30MacHOCTI VMEETCA pa3pbiBHaA MydTa, KoTopas
M : _\/ » 3alMLLaeT PaslaTovHyo CUCTEMY 1 CaM aBTOMOOWSTb
0 Tank OT NMOBPEXIEHN BCIEACTBIE NPU CTapTe

/ magnetic aBTOMOOMNA, KOT/1a NACTONET He BbIHYT 13 6akKa.
adaptor B 370 cnTyaLmm KOHCTPYKUMA HOCKKA
npegycmartpriBaeT ero otaeneHne ot nucToneTa.
Kpome Toro, Takas cuctema no3BonaeT 6bICTPO
BOCCTaHOBUTH pabOTy MUCTONETA, NPOCTO 3aMEHNB

SB325 Misfilling SB325 Misfilling HOCUK.
+ Piusi Magnetic Adaptor

l l NOZZLE
NOZZLE METERS METERS PUMPS DISPENSERS

for AdBlue®

canister

-
<
@]
i
a
&

EQUIPMENTS

FEATURES

Multifunction Tank
display Magnetic adaptor

]

FLUID
- FILTERING ACCESSORIES MONITORING

A
5 digit partial. Total. Code: R19172000 Code: F18400000 Piusi magnetic adaptor + Code: F15165000
Resettable total and (misfilling spout) stainless steel spout with
calibration available. Code: R19173000 misfilling system
Low battery icon. (standard spout) Code: F19174000
(O]l [GR IS PYNN[€]=R TECHNICAL DATA
Fluids Flow-rate Magnetic Meter Pressure Inlet Swivel Spout
Code Description adaptor
type I/min gpm bar ext. @
F00617000 Automatic Nozzle SB325 35 9 NO NO 3,5 3/4” YES 19 mm
F00617010 Automatic Nozzle SB325 Meter 35 9 NO YES 3,5 3/4” YES 19 mm
F19174000 Misfilling Kit Spout (Misf.spout + Piusi Magn. Adapt.) - - YES - - - - 19 mm
F18400000 Piusi Magnetic Adaptor - - YES - - - - -

SB325 / SB325 METER




AdBlue®
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NOZZLES
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UZZARABLUE NOZZLES

EN. Piusi nozzles are all made from materials
compatible with AdBlue®.

Manual nozzle distinguished by high efficiency
thanks to its the low flow resistance and
inexpensive operation.

Automatic nozzle featuring a device that
stops the flow when the tank is full. Complete
with hose-tail fitting.

elplViey SRYNN€E=R WEIGHT AND PACKAGING

Weight Packaging
Code kg lbs mm inch pcs/box
F0061903B 2,6 57 357x357x275  14,1x14,1x10,8 1
F14761000 0,2 0,4 800x480x300  31,5x18,9x11,8 1

ES. Todas las pistolas Piusi se fabrican con
materiales compatibles con la AdBlue®.

Pistola manual caracterizada por una elevada
eficacia, debida a la baja resistencia al flujo,
unida a una notable economicidad.

Pistola automdtica con dispositivo de parada
del flujo en caso de depdsito lleno. Dotada de
boquilla.

NOZZLE

RU. MucTtoneTsl Piusi nonHocTbl0
M3roTaB/MBAIOTCA U3 MaTePasioB, COBMECTVMBIX
c AdBlue®.

PyuyHoIn nnucToneT, OTANYaoLWMNCA NOBbILLEHHON
3$PeKTUBHOCTbIO Gnarogapa HU3KOMY
COMPOTUBNEHNIO MOTOKY M SKOHOMUYHOCTbIO.

ABTOMaTUYECKMI NUCTONET OCHaLLaeTca
YCTPOWCTBOM OCTAHOBKM NOAaun npu
3anonHeHnn 6aka. MimeeTcs wryuep.
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PILUSI
80|/min

(up to 21,1 gpm)

SUZZARABLUE f f
AUTOMATIC NOZZLE

SUZZARABLUE
MANUAL NOZZLE

ON REQUEST

Adapter K24

for automatic nozzle for K24 manual
M 3/4"BSP - F 1"BSP nozzle
Code F16475000 Code F15776000

replV[ey VNN(€]=R TECHNICAL DATA

Fluids Flow-rate Pressure Inlet Swivel
Code Description
type I/min gpm bar BSP
F0061903B Automatic nozzle 40 21,1 3,4 3/4” YES
F14761000 Manual nozzle 80 10,6 3,4 3/4” NO

Tel: (+974) 443 54 298
www.boltsandtools.com

‘ I NOZZLE
NOZZLE METERS METERS PUMPS DISPENSERS
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EQUIPMENTS

Spout
ext. &
3/4”
3/4”

FLUID
- FILTERING ACCESSORIES MONITORING

SUZZARABLUE NOZZLES



BIODIESEL ANTIFREEZE

DIESEL

WATER AdBlue® OlIL

WINDSCREEN
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FLUID MONITORING

ClO

EN. Continuous tank level monitoring.
OCIO detects the static pressure generated
by the fluid height by means of a tube
inserted into the tank and displays the fluid
level or volume.

The system consists of:

« A tube for detecting static pressure: The
tube end is inserted from the top of the tank
and lowered down into the liquid until it
touches the bottom.

+ A control unit for displaying the level and
managing the system. The unit is equipped
with an intuitive, complete software and
permits the connection of two alarm or lock
devices.

The software is used to:

- Set tank type and dimensions

- Define alarm levels

- Define indication level

- Define measurement unit

- Calibrate the instrument

Depending on the set alarm levels, the control
unit activates or deactivates the contact by
acting as a remote switch for starting the
alarms or cutting power to the connected
equipment.

Maximum measurable height: 4 m.

Probe tube length: 10 m.

Accuracy 1% full-scale

pATENTED

e lV[e SRV N[€]=8 WEIGHT AND PACKAGING

Weight
Code kg Ibs mm
F0075510D 2,2 4,8 300x410x100
F0075511D 2,2 4,8 300x410x100
F00755140 2,2 4,8 300x410x100
F00755160 2,2 4,8 300x410x100

Tel: (+974) 443 54 298
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ES. Monitoreo continuo de niveles en tanques.
OCIO detecta la presidn estdtica generada
por el liquido por medio de un tubo introducido
en el tanque y visualiza el nivel del liquido o el
volumen.

El sistema estd consiste de:

« Un tubo para la deteccidn de la presidn
estdtica. El tubo es introducido por la parte
superior del tanque y sumergido en el liquido
hasta tocar el fondo.

+ Una unidad de control para la visualizacidn
del nivel y la gestidn del sistema. La unidad
dispone de software que permite la conexién
de dos dispositivos de alarma o de bloqueo.
Por medio del software es posible:

- Establecer el tipo y las dimensiones del
tanque

- Definir niveles para alarma

- Modificar la indicacidn del nivel

- Modificar las unidades del nivel

- Calibrar el instrumento.

Segtn los niveles que fueron programados,

la unidad de control activa desactiva el
contacto actuando como un interruptor remoto
que prende la alarma o apaga los equipos
conectados para no suministrar més liquido.
Altura mdxima medible: 4 m.

Longitud del tubo sonda: 10 m

Precisidn 1% escala completa

Packaging
inch pcs/
box
11,8x16,1x3,9 1
11,8x16,1x3,9 1
11,8x16,1x3,9 1
11,8x16,1x3,9 1

FLUID MONITORING
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RU. Cuctema HenpepbiBHOTO yripaBieHns
YPOBHEM B pe3epByape.

OCIO onpepenseT cTaTnyeckoe faBneHune,
CO3aBaeMoe BbICOTON XKUOKOCTH, UCMONb3yA
TPy6y, MOMeLLEeHHYO B pe3epByap 1 oTobpaxaeT
YPOBEHb XUAKOCTU 1N o6bem. Crictema cocTonT
n3:

« Tpy6bl AnA onpefeneHns CTaTYyeckoro
naBneHua. Tpyba C HAKOHEUYHKOM BCTaBnAeTcA
Yepes BepXHIOI0 YacTb pe3epByapa 1 Morpyxaetca
B XKWAKOCTb 10 KacaHWA C JHOM pe3epByapa.

- Bnoka ynpaeneHus ana otobpaxeHns ypoBHsa

1 ynpaBneHus cuctemoit. bnok ocHalleH
VHTYUTVBHBIM 1 MOJSTHBIM MPOrPaMMHbIM
obecrieyeHreM 1 NO3BOIAET NOAKMIOUYNUTL ABA
YCTPOIACTBa TPEBOTY UV GIIOKNPOBKM.

C nomoLL b0 NPOFPAMMHOTO 06ecneyeHns MOXXHO:
- YcTaHoBUTL TUM K pa3Mepbl pe3epByapa

- Hactpouts curHansl TpeBorn ypoBHs

- Hactpoutb nHanKaumio ypoBHsA

- Hactpouts efHMLY nsmepeHus

- OTKannbposath Npubop

B 3aBMCYMOCTI OT ypOBHE YCTaHOBNEHHbIX
CUTHANOB TPEBOIYW, 6NOK yrpaBneHns
AKTUBU3VPYET N Ae3aKTUBM3MPYET KOHTaKT,
1CMONb3ys yaaneHHbIN BblKYaTenb ana
BKJTIOUYEHNA CITHANbHBIX YCTPOWCTB v Ana
ONOKMPOBKY NITAaHNA NOAKIOUEHHbIX YCTPONCTB.
MakcrmansHas BblcoTa, KOTOPY MOXHO
NU3MepuUTh: 4 M.

[nnHa Tpy6bl 30HAa: 10 M.

[Torpewnocts 1% oT grnanasoHa.

(in the packing
10 mt hose)
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* End of scale

Fuel level
10mm

Measured
resolution

NOZZLE
NOZZLE METERS METERS PUMPS DISPENSERS
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Hose length 3 mt Made in stainless steel
D12 mm
Code F12939000 0)
z
o
]
5
o
22{e]plV[eq SR YNN[€]=) TECHNICAL DATA
Fluids Viscosity Voltage
Code Description type St AC V./Hz Power RS exit
Watt
F0075510D  Level indicator OCIO LV / RS output D] up to 30 230/50 20 available
F0075511D  Level indicator OCIO LV / RS output 120 V D] up to 30 120/60 20 available
F00755140 OCIO Urea Urea 230/50 20 available

F00755160 Level indicator OCIO LV / 4/20 mA output D] up to 30 230/50 20 -
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ACCESSORIES

ONNECTIONS e

EN. Piusi solutions are practical to apply, ES. Accesorios para Urea. Las soluciones RU. Pewuenus Piusi ABNATCA NpakTUYHBIMU,

versatile for multiple installations and are Piusi son prdcticas de aplicar, versdtiles para YHUBEPCanbHbIMW, NMOAXOAAT ANA Pa3INYHbIX

made of materials resistant and compatible multiples instalaciones y estdn realizadas con CNoco60B MOHTaXXa 1 U3rOTOB/EHbI 3 MPOYHbIX

with AdBlue®. materiales resistentes y compatibles con la MaTepuasnos, CoBMeCTUMbIX ¢ AdBlue®.
AdBlue®.

Suction connections SEC
HDPE plastic for CDS suction tube

PRODUCTS' RANGE

Code Description

R15452000 Easy coupling SEC

pE : 19 SE
EGISTERED I with Hosetail 90
DESIGN .

Suction connections AF: \EW
AF2 + pipes + hose tail

[ PRODUCTS RANGE

o Code Description
F20189000 AF2 56x4 buttress 1” BSP
f— r‘ F20190000 AF2 2” buttress 1” BSP
_-_'j F20257000 AF2 2" BSP 1” BSP
F20258000 AF2 2” 70x6 1” BSP

(with drum adapter)

AdBlue®

Suction connections PDC (Piusi DEF Coupler)

for typical stainless steel connectors.

PRODUCTS' RANGE

Code Description
F1891000A Piusi DEF coupler

ACCESSORIES
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(%]
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Suction hose 5
_ PRODUCTS RANGE
(=] "
v Code Description
?ﬂ ———\\ F15606020  Suction hose with plug head 2" BSP %)
(a8
£ F15606000  Suction hose wwith plug head 56x4 g
g a
w0
[©]
3
E il
[ 1(=J 1) o
(a4
(N1}
- =
(W1}
>
Gravity kit
Manual nozzle + IBC bottom adapter
NGE e
—— N L
ST ’\\ Code Description B‘ i
= F15517000 Gravity kit z=z
L
1
N
N
z

-
<
]
i
a
7}

EQUIPMENTS

| PRODUCTS' RANGE |

Code Description

F15515010 Kit bottom connection

External suction hose

with IBC bottom valve adapter and
check valve.

PRODUCTS RANGE

Code Description
F15515000 External suction hose

Thread 60x6

l l FLUID
- FILTERING ACCESSORIES MONITORING

CONNECTIONS



AdBlue®
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ACCESSORIES
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ITTINGS ano HOSES

EN. Piusi solutions are practical to apply,
versatile for multiple installations and are
made of materials resistant and compatible
with Urea.

Plastic fitting

YN
e

&

ACCESSORIES

ES. Accesorios para Urea. Las soluciones
Piusi son prdcticas de aplicar, versdtiles para
multiples instalaciones y estdn realizadas con
materiales resistentes y compatibles con la
Urea.

PRODUCTS' RANGE

Tel: (+974) 443 54 298
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RU. PelueHus Piusi ABNAIOTCA NPaKTUYHBIMY,
YHUBePCanbHbIMW, MOAXOAAT ANA Pa3NNYHBIX
Cnoco60oB MOHTa)<a ¥ N3roTOBJIEHbI U3 MPOYHbIX
MaTepuanos, COBMECTUMBIX C Kapbamnaom.

Code Description

F15522000 Plastic fitting lineare M 1" BSP - @ 3/4” -
Code Description

F15485000 Plastic fitting curva 90° Male M 1” BSP - @ 3/4” -
Code Description

F15484000 Plastic fitting curva 90° Female F1” BSP - @ 3/4” -
Code Description

F15776000 Plastic fitting M/F 17 BSP - - -
Code Description

F16433000 Plastic fitting 1" F BSP - - -
Code Description

F16434000 Plastic fitting 1” F BSP - - -
Code Description

F16435000 Plastic fitting 1" F BSP o © 3/4” =
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PRODUCTS RANGE
Packaging
Sockets Code Description
pcs
F16074000 Socket NPT/NPT - 20 -
@ @ @ F16458000 Socket BSP/NPT 20
F16073000 Socket BSP/BSP - 20 -

PRODUCTS RANGE

Stainless steel fitting Code Deseription Packaging

F14132000 Swivel inox 3/4"M hose 3/4” -

] m-wv-.‘

W
\

PRODUCTS RANGE

NOZZLE
NOZZLE METERS METERS PUMPS DISPENSERS

. Packaging
Swivel rubber protector s Deseription
pcs
. F16497000 Swivel rubber protector = = =
(%]
oz
[ pRE ik <u
A (@] g
|
Packaging a5
EPDM hoses Code Description D&
coil pcs L
EPDM Suction hose
F1412400A EPDM Suction hose 3/4” 40m -
F14250000 EPDM Delivery hose 3/4” 4m =
F14125020 EPDM Delivery hose 3/4” 6m
F14125030 EPDM Delivery hose 3/4” 8m =
F14125040 EPDM Delivery hose 3/4” 10m
F14125050 EPDM Delivery hose 3/4” 80 m
PRODUCTS' RANGE
EPDM Kit suction hose - Packaging
Code Description
footvalve SEC pcs

F14146000 EPDM Kit suction hose 1,5m YES NO 1 BOX
with valve

F15883000 EPDM Kit suction hose 1,1m NO YES 1 BOX
with SEC

PRODUCTS' RANGE

Stainless steel clamp Code Description Packaging

l l FLUID
- FILTERING ACCESSORIES MONITORING

& F13800000 Stainless steel clamp 20-32-12 INOX 10 -

FITTINGS AND HOSES
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ACCESSORIES

OSEREEL ror AdBlue®

EN. Automatic hose reel for AdBlue® filling
tanks. All the components are compatible
with urea in order to avoid parts corrosion, so
to prevent urea contamination.

A - Hose reel Adblue® (bare)

-1 x hose reel without hose with
swivel and hose-tail fitting for
connection with hose;

-1 x hose fastening clamp;

-1 x hose protection spring;
-1x hose stop.

B - Automatic Adblue® hose reel Adblue®
with EPDM (8 m - 3/4 “) hose complete with
swivel and elbow.

Code FOO750070.

Features:

- Reduced pressure loss;

- Latch mechanism protector;

- Adjustable arms.

DIMENSIONS

Model A B C D
HOSE REEL BIG 475 460 152 200
HOSE REEL SMALL 475 460 102 150

Tel: (+974) 443 54 298
www.boltsandtools.com

ES. Enrollador automatico para repostar
AdBlue®. Todos los componentes son
compatibles con urea para evitar la corrosién
al fin de evitar la contaminacidn de urea
durante el repostaje.

A - Enrollador automdtico Adblue® (sin tubo)
-1x Enrollador de tubo automdtico sin tubo y
dotado de boquilla para conexidn a tubo;

- n.o 1 abrazadera para fijacidén del tubo;

- n.o - 1 muelle para tubo;

- n.o - 1dispositivo de bloqueo del tubo.

B - Enrollador automdtico Adblue® con tubo
EPDM (8 m-3/4")

dotado de racor giratorio y codo.

Cédigo Foozs0070.

caracteristicas:

- Reducida pérdida de presidn;

- Proteccién mecanismo de cierre;

- Brazos regulables.

0 150 246 12
0 150 196 12

eplVeyRVNN[€]=8 WEIGHT AND PACKAGING

Weight Packaging N. Boxes/
Europallet
Code
kg Ibs mm pes/ > 4 i
box
Without hose
F0075006A 14 30,9 550x260x540 1 12 20
With hose
F0075007C 17 37,5 550x260x540 1 12 20
F0075011B 24 52,9 550x260x540 1 12 20
Kit base
F17275000 8,5 18,7 480x370x265 1 12 20

ACCESSORIES

Tel: (+974) 443 54 298
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RU. ABTOMaTUYECKINI BTATMBAIOLL M MEXAHN3M
na Tpy6bl nogaun kapbamuga. NpogymaHHas
KOHCTPYKLMs NO3BOJISIET OrPaHNUUTbL NoTepyn
Harnopa 1 ynpoLiaeT NCMob30BaHVe Aaxe C
BbICOKOMPOU3BOAUTENIbHBIMU HACOCAMU.

A - ABTOMATUYECKNIA BTATMBAIOLMIA MEXaHN3M
nna kapbamupaa (6e3 Tpy6bl)

- 1 aBTOMaTUYECKUNI BTAMMBAIOLNIA MEXaHN3M 6e3
TPYyO6bLI N

WwTyLiepa anA coefrHeHus ¢ Tpyooun;

- 1 XoMyT AnA KpenneHusa Tpy6bl;

- 1 npy>unHa gna Tpy6ebl;

- 1 duKkcaTop Tpy6HI.

B - ABTOMaTUYeCKMI BTAMMBAOLWNIA MEXaHN3M
c Tpy6oit nz CK3MN gns kapbamuga (8 m - 3,4
"), OCHalLeHHbI MOBOPOTHLIM KpenneHnem n
KOJIEHOM.

Kopg F00750070.

XapaKTepuUCTuKu:
- Huzkan notepsa Hanopa;

- 3alTa 3anvparoLero MexaHm3ma;
- Perynupyemblie KpOHLWTENHbI.

B - Hose reel with hose
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A - Hose reel without hose

FEATURES

Hand A
protections
4 ©
Ny
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Hose reel installations:
1. Roof installation
2. Wall installation

3. Ground installation

Hosereel Kit base

%
\

N\

N

.

Tel: (+974) 443 54 298
www.boltsandtools.com

®

Q424

A
>~/ INZ

[ —i
( » by )
) V4
NOZZLE
NOZZLE METERS METERS PUMPS DISPENSERS

-
<
@]
it}
a
&

EQUIPMENTS

(available)
D ©)
— 7 4 I* ‘ 2
y = ¢ y og
/ ' e g o=
» %y k_' o o
% el - b3
Weight 1,5 Kg Weight 3,5 Kg % "
Pack: 300x410x100 Pack: 300x300x180 [
Code Big: F16298000 Code Big: F16279000 r > S
Code Small: F17316000 Code Small: F17317000 3 o
3
%]
|
O
O
<
PI[@)pl0[eyISPYNN (€128 TECHNICAL DATA O
zZ
Fluids  Hose Max Pressure Inlet Outlet Hose max Hose o
operating drop with length length =
Code Description pressure hosetail bound =
o
type BSP bar bar BSP BSP m m
Without hose
F0075006A Hosereel 3/4” without hose SMALL 3/4” 10 0,1 @ 35 I/min 3/4” 3/4” 9,5 -
With hose
F0075007C Hosereel 8 x 3/4” with hose SMALL 3/4” 10 0,4 @ 35 I/min 3/4” 3/4” - 8
F0075011B Hosereel 3/4” 15 mt BIG 3/4” 10 0,6 @ 35 I/min 3/4” 3/4” - 15
Kit base
F17275000 Hosereel Kit base - - - - - - -

HOSEREEL FOR AdBlue®
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EQUIPMENTS

FLUID
- FILTERING ACCESSORIES MONITORING



Tel: (+974) 443 54 298 Tel: (+974) 443 54 298 Tel: (+974) 443 54 298
www.boltsandtools.com www.boltsandtools.com www.boltsandtools.com





<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (Apple RGB)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 0
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 100
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 300
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 300
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /ConvertToRGB
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PageMarksFile /RomanDefault
      /PreserveEditing false
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice




